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ThinkPad 300, 500, 700, 700C - withdrawn 


IBM® ThinkPad®: *< 300 >< 500 >< 700 >< 700C 
monochrome sub-notebook monochrome color TFT 
Processor type 80386 SL 80486 SLC2 80486 SLC 7 80486 SLC 7 
Processor speed 25 MHz 50/25 MHz 25 MHz 25 MHz 
Memory cache 64 KB external 16 KB internal 16 KB internal 16 KB internal 
Coprocessor socket Yes (for 387 SL) No Yes (for 387 SL) Yes (for 387 SL) 


Diskette drive 


Price (retail USD) 
Type - model 
Hard drive - size 
Hard drive - speed 
Available date 
Withdrawal date 


Display - type 

Display - grey scales 
Display - techology 
Display - light source 
Display - size (diag) 
Display - contrast ratio 
180 degree display tilt 


Memory - std / max 
Mem - sockets empty 
SIMM/ICs available 


Keyboard / # of keys 
Fn key functions 
Keyboard slope 
Mouse/pointing 

Ext keyboard support 


Dimensions 

Cubic inches 
Carrying case 

Color 

Weight (with battery) 


Battery - type 

Batt - life (per battery) 
Charge time - on/ off 
Battery - options 


Architecture 
External AT/MCA port 


Comm Crtrdge (1 card) 


Docking Station 

Port replicator 
Moden/serial slot 
PCMCIA 2.01 slots 
Visible LEDs - closed 
Serial / parallel ports 


APM-aware BIOS 
Other features 
Preinstalled software 
Warranty 


The 700/720 family hard disks, batteries, and docking station are NOT compatible with 360, 750, 755. The 700/720 memory IS compatible with 


3.5" 1.44 MB 


$1,999 | $2,199 
2615-065] 2615-067 
80 MB 7 120 MB 
19 ms 17 ms 
Oct 92 Oct 92 
Oct 93 Oct 93 


VGA mono 7 
64 grey scales 7 
STN vi 


LCD - Side-lit 7 
9.5 inch vi 
13 to 1 vi 
Yes 


4/12MB 80ns 
2 sockets (parity) 
2, 8 MB SIMMs 


Full size alp/num/ 82 
Yes (back panel) 
Miniature (option) 
Yes 

12 (in any appl) 

12.1 x8.5x 1.7" 

175 inches 

BIk nylon (option) 
Charcoal grey 

5.9 pounds 


Nickel hydride 
3 to 10 hours 
10 hrs / 2 hrs 
None 


No (fast parallel) 


Yes 

None 

Modem only 

Yes - batt charge 
Yes / Yes (EPP) 


APM-aware BIOS 
Hrdw security loop 
None 

1 year - carry in or 
EasyServ (opt onsite) 


External 3.5" 1.44 MB 


$1,999 |$2,499 
2603-081 | 2603-171 
85 MB 170 MB 
15 ms 15 ms 
June 93 |Aug 93 
Dec 93 |Dec 93 


VGA mono 
64 grey scales 
STN 


LCD - backlit 

7.4 inch 

18 to 1 

Yes (external SVGA) 


4/12MB 80ns 


1 socket (non-parity) 
4, 8 MB ICs (3.3 volt) 


90% size alp/num/ 81 
11 (in any appl) 
N 


(o) 
TrackPoint II™ 
No 


10.1 x 7.2 x 1.6" 
116 inches 

BIk nylon (option) 
Black 

3.8 pounds 


Sealed lead acid 
3 to 9 hours 

2.5 hrs / 1.2 hrs 
Nickel hydrid ($49) 


No 
1 Type I or 1 Type Il 
Yes 


Yes (cable) / Yes (EPP) 


APM-aware BIOS 
Hibernation mode 
DOS 5.02, PRODIGY® 
1 year - carry in or 
EasyServ (opt onsite) 


3.5" 1.44 MB 


$2,750 |$2,950 
9552-300 | 9552-301 
82MB 7/122 MB 7 
17ms O}]17ms O 
Oct 92 Oct 92 
Oct 93 Oct 93 


VGA mono 
64 grey scales 
STN 


LCD - backlit 
9.5 inch 

18 to 1 

Yes 


4/16MB 80ns 
2 sockets (parity) 
2, 4, 8 MB ICs 


Full size alp/num/ 84 
None 

8 degrees (legs) 
TrackPoint Il 

Yes (with opt cable) 


11.7x 8.3 x 1.9" 
185 inches 

BIk nylon (option) 
Black 

6.5 pounds 


Nickel hydride 

3.8 to 7.5 hours 

3 hrs /2 hrs 

Yes - status indicator 


Micro Channel® 
Yes 

Yes (black) 

Yes (3550-002) blk 
Yes (black) 

Yes 

None 


Yes 

Yes / Yes (DMA) 
APM-aware BIOS 
Hrdw security loop 
DOS 5.02, PRODIGY 
3 year - carry in or 
EasyServ (opt onsite) 


NNNNNN 


3.5" 1.44 MB 


$ 4,350 
9552-30B 
120 MBZ 
17ms O 
Oct 92 
Oct 93 


VGA color 

256 colors 640x480 
Thin film transistor 
Active matrix 

10.4 inch 

100 to 1 

Yes 


4/16MB 80ns 
2 sockets (parity) 
2, 4, 8 MB ICs 


Full size alp/num/84 
None 

8 degrees (legs) 
TrackPoint Il 

Yes (with opt cable) 


11.7 x 8.3 x 2.2" 
214 inches 

BIk nylon (option) 
Black 

7.6 pounds 


Nickel hydride 

2 to 4 hours 

1.5 hrs / 1.4 hrs 

Yes - status indicator 


Micro Channel 
Yes 

Yes (black) 

Yes (3550-002) bik 
Yes (black) 


Yes 

Yes / Yes (DMA) 
APM-aware BIOS 
Hrdw security loop 
DOS 5.02, PRODIGY 
3 year - carry in or 
EasyServ (opt onsite) 


360, 750, 755. 
FEATURES OF 500 FEATURES OF 300 FEATURES OF 700/700C and 720/720C 
Most powerful sub-notebook with 486SLC2 Upgradeable to TFT active color; 8.4" 3 year international warranty 
Lightweight 3.8 pounds Ethernet on planar for 10baseT,10base2 700/720 mono upgradeable to TFT color 


Hibernation mode saves memory tothe hard 
drive and shuts system off 

External VGA is SVGA (to 800 x 600) 

Std external floppy (9 oz) plugs into back 

Personalized nameplate in molded indentation 

Coupon book with $4,000 in savings 

Self charging battery with integrated wall 
plug and no memory effect (081, 171) 


ThinkPad 500 models 081 and 171 withdrawn 
due to problems with the sealed lead acid 
battery and replaced by models O8N and 17N 
with a nickel hydride battery 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight). 
O-=Removable; <= Withdrawn 


STN = Super twisted nematic; 7 = Upgradeable; 


Upgradeable to 120 MB (80 MB version) 
External VGA is SVGA (to 1024 x 768) 
2 level password security 

Hot key setup in any application 
Standby mode and rest mode 

Rest mode lasts up to 2 weeks 


700/700C upgradeable to 486SLC2 50/25 
Upgradeable to 120, 160, 240, or 340 MB 
Removable hard disk 

Pressure activated TrackPoint Il 
Optional battery w/ power status indicators 
Quick Charger holds 2 batt; discharge button 
Coupon book with $4,000 in savings 


Simultaneous LCD and external CRT 
US EPA Energy Star compliant 
International warranty 


FEATURES OF ALL PRODUCTS 


Suspend/resume mode; battery life indicator 
Non-disruptive battery exchange 


IBM or dealer warranty/service 


30 day money back guarantee 


24 hour / 7 day fax support 
24 hour / 7 day bulletin board support 
24 hour / 7 day telephone support at 


1-800-772-2227 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(1THINKW) Compiled by Roger Dodson, IBM. May 1994 


ThinkPad 310E and 310ED (EMEA) 


IBM® ThinkPad®: 


310E 
12.1" Dual Scan SVGA color 


310E 310ED 
11.3" TFT SVGA color 12.1" Dual Scan SVGA color / 10 x CD-ROM 


Processor type 
Processor upgrade 
Processor features 
L2 cache 

External FDD port 
Diskette drive 


Pentium® MMX 133/66 MHz 
None 

MMxX technology / P55CLM / 64 bit to transfers to L2 cache and memory 

256 KB / write-back / direct mapped / 7 ns / sychronous pipelined burst 

External FDD port (works with standard external diskette on CD-ROM-based model; or use if upgrade to CD-ROM) 
Internal 3.5" 1.44 MB (on left side) External 3.5" 1.44 MB (connect to rear) 


[Pentium® MMX 150/60 MHz [Pentium® MMX 133/66 MHz 


CD-ROM drive None (upgrade available) 10 x CD-ROM / bootable (left side) / CAV 
Code name LaCrosse-2 LaCrosse-2 

Price | 

Type - model 2600-400 2600-600 2600-500 

Preload (see side) Windows 95 OSR2 

Available date November 1997 


Disk - size / ms 
Disk controller 


1.6 GB / 13 ms read; 14 ms write / PIO Mode 4 / SMART 
EIDE / busmaster / PCI 2.1 / supports one internal disk 


Display - size and type 
Display - techology 


12.1" Dual Scan SVGA color i 1.3" TFT SVGA color 12.1" Dual Scan SVGA color 


12.1" SVGA color / 640 x 480 or 800 x 600 11.3" SVGA color / 640 x 480 or 800 x 600 / 65,536 sim colors 
256 simultaneous colors / Dual Scan/ 30 to 1 contrast ratio || Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 
Graphics - external 


C&T™ 65550 HiQV32™ / 64 bit SVGA accelerator / 1 MB EDO DRAM/ 70 ns 
PCI 2.1 / interpolation / color space conversion 

Simultaneous LCD and CRT / 180 degree tilt / Zoomed Video support 
External SVGA to 1024 x 768 with 256 colors 


Memory - std / max 


16 MB/64 MB / one 16 MB SO-DIMM is installed in one of two sockets 


Memory - features 60 ns / non-parity / 3.3 volt / EDO / memory installed from bottom of system . WINBONS 95 PRELOAD 
Memory - upgrade 1 socket available for two JEDEC 144 pin EDO SO-DIMM of 8, 16, or 32 MB = arpa lel 95 OSR2 (FAT16) 
Keyboard /#ofkeys Full size alp/num/85 keys (9 Fn key functions) . ino ee a ieciond 

Keyboard slope Large palm rest / keyboard remains flat (no sloop) / no liftup keyboard 1. IBM Anti-Virus 

Pointing device TrackPoint III™ / no drag lock keys 2 IntelliQuest Registration Mailer 

Palm rest Integrated palm rest / external keyboard support (no optional cable) 3. ThinkPad Customization Icon 
Dimensions 11.7 x 8.9 x 2.0" (208 cubic inches) / 298 mm x 227 mm x 49 mm CD-ROMs included in shipping carton: 
Weight 6.6 pounds (3.0 kg) 6.6 pounds (3.0 kg) 7.1 Ibs (3.2 kg) - Application CD-ROM (includes 
Battery - life 3.0 hours 3.5 hours 3.0 hours W95/W31/DOS device drivers, 


Charge time - on/ off 
Battery - type 


preloaded applications) 


: : -di i h 
3.5 to 10 hrs / 2.0 hrs / no non-disruptive battery exchange - Windows 95 CD-ROM (no installation: 


NiMH / non-intelligent / battery unique to 310/ insert from right side 


Architecture 


Docking Station 
Portreplicator 
PCMCIA™ slots 


Serial / parallel ports 


ISA (audio, diskette, serial, parallel) / ALI® Aladdin II M1521/M1523 chipset Incliesrectlp hat DisKeHe) 


PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, PCMCIA) 

NS PC87336VJG (diskette, serial, parallel) /T| PC11131 CardBus (PCI) 

None 

None 

2 Type | or 2 Type ll or 1 Type Ill / PCMCIA 2.1 compatible / PC Card Standard 95 
CardBus 32 bit PCI / Zoomed Video support in lower slot 

One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features Universal AC Adapter 3 prong (45 watts) with barrel cgnnector (slim) / 
APM-aware BIOS / APM 1.2 / Selectable boot / Acer™ BIOS 
Video in/out None 
MPEG decoder None 
Data/fax modem None 
Audio support 16 bit audio chip / 18 voice MIDI FM synthesis / Yamaha YMF715 
Internal stereo speakers / .5 watt / Fn key volume control / internal microphone 
Audio jacks Input jack (3.5 mm) / stereo output jack (3.5 mm) / stereo mic jack (3.5 mm) 
Telephone None 
Infrared ports None 
Security Power-on password / Setup password (for Notebook Manager and BIOS Utility)/ 


diskette and disk write protect and disable / security keyhole / 
electronic personalization 


Preinstalled software 
Warranty 


System does not have non-disruptive 
battery exchange. Battery can be 
changed while system is off, in 


Windows 95 with applications (listed on right) 
1 year - carry-in 


BIOS Utility is entered by holding F2 while the 
ThinkPad logo is displayed after power on. 


Fn +F1 = Hotkey help - NiMH Battery i 11J8639 

Fn +F2 = Brightness/contrast - AC Adapter, 3 prong without power cord + 11J8699 FEATURES OF 310 MODELS 
Fn + arrows =Adjustbrightness/contrast | - I6MBSODIMM3.3vNP EDO 64bit, gold 1148636 | 5) ang Play 1.0a 

Fn +F3 = LCD/CRT/Simultaneous - 32MBSODIMM3.3v NP EDO 64 bit, gold 11J8637 St nab ib ti 4 

Fn +F4 = Fuelgauge - 10x CD-ROM w/ external FDD/cable 1148676 | © ic rep di ht tonnmoges 

Fn +F5 = Audiovolume (dealer installable only) USEPA c In haa an 

Fn + arrows = Adjust volume - 8x min/20 x max Portable CD-ROM 1969010 | 5 i cane Tl eat eatt 

Fn +F6 = Power mgmt and system info - 8x min/20 x max Port Stereo CD-ROM 1969011 I Secaction lWarea cr en fon 
Fn +F7 = Standby - PCMCIA 33.6 Kbps International Data/Fax42H4319 IBMSystemXtra y service 

Fn +F8 = Hibernation _ PCMCIA 33.6 Kbps Modem w/ XJACK —_55H6759 24 hour/7 day telephone, bulletin 
Fn + Esc = Close Hot key icon board, fax, electronic, and Internet 


hibernation, or under AC power. 
OPTIONS 


No suspend mode; has standby and 
- 2.1GBHDD 13/14 ms (user upgradeable) 1138643 


hibernation mode 


(http://www.pc.ibm.com) support 
IBM and dealer warranty/service 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(310E) Compiled by Roger Dodson, IBM. November 1997 


ThinkPad 310ED (Retail model) 


IBM® ThinkPad®: 


310ED 
12.1" Dual Scan SVGA color / 10 x CD-ROM 


Processor type 
Processor upgrade 
Processor features 
L2 cache 

External FDD port 
Diskette drive 


Pentium® MMX 133/66 MHz 

None 

MMxX technology / P55CLM / 64 bit to transfers to L2 cache and memory 
256 KB / write-back / direct mapped / 7 ns / sychronous pipelined burst 


External FDD port (works with standard external diskette on CD-ROM-based model; or use if upgrade to CD-ROM) 


External 3.5" 1.44 MB (connect to rear) 


CD-ROM drive 10 x CD-ROM / bootable (left side) / CAV 
Code name LaCrosse-2 

Type - model 2600-50U 

UPC code 087944375975 

Preload (see side) Windows 95 OSR2 

Available date November 1997 


Disk - size / ms 
Disk controller 


1.6 GB / 13 ms read; 14 ms write / PIO Mode 4 / SMART 
EIDE / busmaster / PCI 2.1 / supports one internal disk 


Display - size and type 
Display - techology 


12.1" Dual Scan SVGA color 


12.1" SVGA color / 640 x 480 or 800 x 600 
256 simultaneous colors / Dual Scan / 30 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 
Graphics - external 


C&T™ 65550 HiQV32™ / 64 bit SVGA accelerator / 1 MB EDO DRAM/ 70 ns 
PCI 2.1 / interpolation / color space conversion 

Simultaneous LCD and CRT / 180 degree tilt / Zoomed Video support 
External SVGA to 1024 x 768 with 256 colors 


Memory - std / max 
Memory - features 
Memory - upgrade 


16 MB /64 MB / one 16 MB SO-DIMM is installed in one of two sockets 
60 ns / non-parity / 3.3 volt / EDO / memory installed from bottom of system 
1 socket available for two JEDEC 144 pin EDO SO-DIMM of 8, 16, or 32 MB 


Keyboard /#ofkeys Full size alp/num/ 85 keys (9 Fn key functions) 

Keyboard slope Large palm rest / keyboard remains flat (no sloop) / no liftup Keyboard 
Pointing device TrackPoint III™ / no drag lock keys 

Palm rest Integrated palm rest / external keyboard support (no optional cable) 
Dimensions 11.7 x 8.9 x 2.0" (208 cubic inches) / 298 mm x 227 mm x 49 mm 
Weight 7.1 Ibs (3.2 kg) 

Battery - life 3.0 hours 


Charge time - on/ off 
Battery - type 


3.5 to 10 hrs /2.0 hrs / no non-disruptive battery exchange 
NiMH / non-intelligent / battery unique to 310/ insert from right side 


Architecture 


ISA (audio, diskette, serial, parallel) / ALI® Aladdin Ill M1521/M1523 chipset 
PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, PCMCIA) 

NS PC87336VJG (diskette, serial, parallel) /T|PC11131 CardBus (PCI) 
None 


Docking Station 

Portreplicator None 

PCMCIA™ slots 2 Type | or 2 Type ll or 1 Type Ill / PCMCIA 2.1 compatible / PC Card Standard 95 
CardBus 32 bit PCI / Zoomed Video support in lower slot 

Serial/parallel ports One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) 

Other features Universal AC Adapter 3 prong (45 watts) with barrel cgnnector (slim) / 
APM-aware BIOS / APM 1.2 / Selectable boot / Acer™ BIOS 

Video in/out None 

MPEG decoder None 

Data/fax modem None 

Audio support 16 bit audio chip / 18 voice MIDI FM synthesis / Yamaha YMF715 
Internal stereo speakers / .5 watt / Fn key volume control / internal microphone 

Audio jacks Input jack (3.5 mm) / stereo output jack (3.5 mm) / stereo mic jack (3.5 mm) 

Telephone None 

Infrared ports None 

Security Power-on password / Setup password (for Notebook Manager and BIOS Utility)/ 


diskette and disk write protect and disable / security keyhole / 
electronic personalization 


Preinstalled software 
Warranty 


Windows 95 with applications (listed on right) 
1 year - carry-in 


BIOS Utility is entered by holding F2 while the 
ThinkPad logo is displayed after power on. 


OPTIONS 
- 2.1GBHDD 13/14 ms (user upgradeable) 11J8643 


= - NiMH Battery 11J8639 
ag 7 ES = aie ed ee - AC Adapier, 3 prong with US power cord 11J8702 
Fn + arrows = Adjust brightness/contrast - 16MBSODIMM3.3vNP EDO 64bit, gold 1148636 
Fn +F3 = LCD/CRT/Simultaneous - 32MBSO DIMM 3.3v NP EDO 64 bit, gold 11J8637 
Fn +F4 = Fuelgauge - PCMCIA 33.6 Kbps International Data/Fax42H4319 
Fn +F5 = Audiovolume - PCMCIA 33.6 Kbps Modem w/ XJACK =55H6759 
Fn + arrows = Adjust volume - 56K PC Card Modem Kit 04K0052 


Fn +F6 = Powermgmt and system info 
Fn +F7 = Standby 

Fn +F8 = Hibernation 

Fn + Esc = Close Hot key icon 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 OSR2 (FAT16) 
- Internet Explorer web browser 
- AOL, AT&T WorldNet, CompuServ 
- Media Player 

- ActiveMovie (MPEG-1, AVI) 
- Video for Windows 
- CD Audio Player 
- MIDI Sequencer 
1. Lotus SmartSuite 97 
- WordPro Work Processor 
- 1-2-3 Spreadsheet 
- Freelance Graphics 
- Approach Database 
- Organizer Scheduler 
- ScreenCam 

. IBM Anti-Virus 

. PointCast (with ThinkPad Channel) 

. ThinkPad Customization Icon 

. Notebook Manager 

. Ergonomics 

. IntelliQuest Registration Mailer 

. Password Protected Marketing Demo 

. PhoenixCard Manager 

- (no diskette factory) 

CD-ROMs included in shipping carton: 

- Application CD-ROM (includes Lotus 
SmartSuite 97, W95/W31/DOS device 
drivers, preloaded applications) 

- Windows 95 CD-ROM (no installation; 
includes Setup Boot Diskette) 


OONMDOBRWP 


System does not have non-disruptive 
battery exchange. Battery can be 
changed while system is off, in 
hibernation, or under AC power. 


No suspend mode; has standby and 
hibernation mode 


FEATURES OF 310 MODELS 


Plug and Play 1.0a 

Standby and hibernation modes 

Color LED indicator 

US EPA Energy Star compliant 

Personalized nameplate indention 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(310ED) Compiled by Roger Dodson, IBM. November 1997 


ThinkPad 345 (non-US) - withdrawn 


IBM® ThinkPad®: >< 345CS >< 345C ThinkPad 345 is a fast, lightweight, full function, 
dual scan color TFT color TFT or dual scan color notebook at a very 
Processor type IntelDX4 attractive price point 
Processor speed 75/25 MHZ/ 3.3 volt Entry priced ThinkPad 
Memory cache 16 KB internal (no L2 cache) Large color 10.4" dual scan or TFT display 
Becca uegeie Nore ec Fast IntelDX4 75/25 MHz 
Diskette drive 3.5" 1.44 MB (not removable) Lightweight (5.2 or 5.5 pounds) 
Removable CD-ROM _ None TrackPointlll 
Price $ $ $ $ 
Type - model 2610-EYF 2610-EYG 2610-FYF 2610-FYG 
IDE disk - size 360 MB 540 MB 360 MB 540 MB 
Hard drive - speed 13 ms 13 ms 13 ms 13 ms 
Avail/ withdrawn date Sep 1995/Jan 1996 Sep 1995 / Apr 1996 
Display - type VGA color / 640 x 480 VGA color / 640 x 480 
Display - colors 256 simultaneous colors 256 simultaneous colors 
Display - techology Dual Scan - passive matrix Black Matrix TFT - active matrix 
Display -diagonalsize 10.4inch 10.4inch 
Display - contrastratio 20 to 1 100 to 1 
180 degree display tilt Yes Yes 
Graphics - controller WD90C24A Rev C with 1 MB DRAM 
Graphics - vendor Western Digital / External SVGA to 1024 x 768 with 256 colors (up to 60 Hz) 
Graph - arch/datapath VL-Bus local bus / 32 bit / Simultaneous LCD and CRT 
Memory - std / max 4MB/20MB 70ns/non-parity /5 volt Memory upgraded via 
Mem - sockets empty 1 socket 1 open socket for IC DRAM 
Mem - options available 4,8, 16 MB IC DRAM memory card for 20 MB max 
Keyboard / # of keys Full size alp/num / 85 keys / quiet keyboard 
Fn key functions 7 (in any appl) 
Keyboard slope None PREINSTALLED APPLICATIONS 
Mouse/pointing TrackPoint III™ (no drag lock) 
Extkeyboard support Yes (with optional cable) : Wie pier as 
Dimensions 11.7x8.3x 1.9" 11.7x8.3 x 2.0" - IBMPC Card Director for PCMCIA 
Cubic inches 184 inches 194 inches - IBM ThinkPad Demo 
Color Black Black - ThinkPad features; Diskette Factory 
Weight (with battery) 5.2 pounds 5.5 pounds 1. Lotus® cc:Mail, for the IBM Global® 
Battery - type Nickel hydride (NiMH) /non-intelligent aeaieae network, 
Batt - life (per battery) 2.5 to 5 hours Eeelaiage ened) 2. Lotus Organizer 1.12 
Charge time-on/off 2hrs/1.5hr - Standby mode 3. Lotus ScreenCam 1.0, 
Architecture AT bus (ISA) - Suspend mode és ce Host, 
Docking Station None - Audio volume 6. SofNet FaxWorks™ 3.0 
Portreplicator None - LCD or CRT or both 7. AlphaNet™ FollowFax™ 
PCMCIA™ 2.1 slots 1 Type | or 1 Type Il or 1 Type III - Power management mode 3. Shtens REPRINT™ 
Serial / parallel ports Yes (one 9 pin) 16550A / Yes (EPP) - Hibernationmode 9. Video for Windows™ 1.1 Runtime 
Other features APM-aware BIOS / Selectable boot 
AC adapter, 35 watts, worldwide, 3 pin, not wallmount 
Audio support Audio beep only 
Security Power-on password 
Locking device keyhole (Kensington™ MicroSaver™ cablelock) 
Preinstalled software IBM DOS 7.0, Windows™ 3.11, and all appls listed to right: 
Warranty 1 year - ThinkPad EasyServ only 
Warranty options None 
The ThinkPad 345 family has the same Options for 345: FEATURES OF 345 FAMILY 
piysica Gesianes ine Thinkr ag st) - 4MBICDRAM70ns Parity  92G7232 || 3 power saving modes: standby, suspend, 
- 8 MB ie DRAM 70 ns Parity ppalies and hibernation 
-16 MB IC DRAM 70 ns Parit 92G7234 i i i i 
PC Card Director™ (EasyPlaying) is preinstalled|) - 4 MBIC DRAM 70ns nonceaiity 92G7236 ihe Sa atari inmoldedindentation 
and on the utility diskette for DOS, Windows and)! - g MB IC DRAM 70 ns non-Parity 92G7237 attery life indicator 
OS/2. It provides: -16 MB IC DRAM 70 ns non-Parity 92G7424 || Non-disruptive battery exchange 
® automatic config of many PCMCIA cards; US EPA Energy Star compliant 
@ visual/audible confirmation of insertion/ - NiMH Battery Pack (Worldwide) 85G7637 
removal of cards; - NiMH Battery Pack (Japan) 95G7638 
® ability to automatically launch an appl (e.g. - NiMH Battery Pack (EMEA) 85G7605 
async emulation) when card inserted; - 35 watt AC Adapter (Worldwide) 85G6680 
® status and info on PCMCIA cards installed. || - 35 watt AC Adapter (Japan) 85G6682 
- 35 watt AC Adapter (EMEA) 85G6683 HELPWARE 
Easy-Setup is entered by holding F1 when IC DRAM parity memory from the above International Warranty Service 
turning on. Easy-Setup, BIOS, and diagnostics |] OPtions will work but without parity 24 hour /7 day telephone, bulletin 
are located in flash memory. board, fax, and electronic support 


IBM or dealer warranty/service 
Online Housecall (remote diagnostics) 
30 day money back guarantee 


Hard disk and diskette drive are not removable. 
Keyboard does not lift up. 


ThinkPad EasyServ™: customer calls 1-800-565-3344 in Canada, courier service picks up All trademarks are the property of their respective owners 
ThinkPad at any location, IBM repairs and mails back (no shipping charges, most shipping is No warranties are expressed or implied in this summary 
overnight, 3 business day average turnaround). (345) Compiled by Roger Dodson, IBM. May 1996 


O = Upgradeable; O = Removable; =< = Withdrawn from marketing 


ThinkPad 380E 


IBM® ThinkPad®: 


380E 
12.1" SVGA FRSTN 


Processor type 
Processor upgrade 
L2 cache 

Diskette drive 
External FDD port 
CD-ROM 


Pentium® MMX 150/60 MHz / 64 bit transfer to L2 cache / 64 bit transfer to memory 


None 

256 KB / write-through / direct mapped / 8 ns / synchronous pipelined burst 
Internal 3.5" 1.44 MB/ on right side 

None since diskette internal 

None standard / internal 8 x CD-ROM option available (not customer install) 


Type - model (code) 
Preload (see side) 
Available date 

Disk - size / ms 
Disk controller 


2635-40U (Monroe-2) 
Windows 95 OSR2 
September 1997 

2.1 GB / 13 ms / PIO Mode 4 


All-in-one integration means the disk, 
diskette drive, and CD-ROM are all within 
the covers of the notebook; 
keyboard does not lift up 


EIDE / PCI 2.1 / supports one internal disk / no DMA or busmaster support / not removeable / upgrade only by IBM or dealer 


Display - size and type 
Display - techology 


12.1 inch FRSTN color 

SVGA/ 640 x 480 or 800 x 600 

Dual scan / Fast Response Super Twisted Nematic (FRSTN) / 150 ms/70 nits 
65,536 simultaneous colors / 35 to 1 contrast ratio 


Graphics - controller 


Graph - arch/data path 
Graphics - features 


NeoMagic™ MagicGraph128ZV™ (NM2093) /128 bit SVGA accelerator / Zoomed Video support / DDC1 and DDC2B 
1.125 MB /iDRAM™ (embedded) / color space conversion and interpolation in X and Y axis / support for DCI, DirectDraw 


PCI 2.1 / 32 bit / external SVGA to 1024 x 768 with 256 colors 
Simultaneous LCD and CRT / 150 degree tilt 


Memory - std / max 
Memory - features 


16 MB / 80 MB/non-parity / 3.3 volt / EDO 


1 socket for one JEDEC 144 pin EDO SO DIMM of 8, 16, 32, or 64 MB / socket accessed from bottom via screw 


Keyboard / # of keys 
External keyboard 
Pointing / palm rest 


Full size alp/num / 85 (6 Fn key functions) / keyboard slope with Port Replicator 


External keyboard support with option cable 06G8619 or Port Replicator 
TrackPoint III™ / no drag lock keys 


Dimensions 
Weight 


11.8x 9.2 x 2.4" (260 cubic inches) 
6.7 pounds (3.0 kg) 


Battery - type / life 
Charge time - on/ off 


NiMH/ non-intelligent / 2.0 hrs 
3.5 to 10 hrs / 2.8 hrs 


Architecture 
Docking Station 
Portreplicator 
PCMCIA™ slots 


Serial / parallel ports 


PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, PCMCIA, Port Replicator) 

ISA (audio, diskette, serial, parallel, infrared) 

Intel® Mobile Triton 82430 PClset / Intel 82371MX PIIX / NS PC87338 

None 

® ThinkPad Enhanced Port Replicator, @ ThinkPad 560 Port Replicator, 

® ThinkPad Enhanced Port Replicator 

2 Type | or 2 Type Il or 1 Type Ill / Zoomed Video support in lower slot / 
PCMCIA 2.1 compatible / PC Card Standard 95 / Cirrus Logic CL-PD6729 (PCI) 
One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Universal AC adapter; barrel (35 or 56 watts) 

Video in/out None 

MPEG decoder None (software support for MPEG-1 in Windows 95) 

Data/fax modem None 

Audio support 16 bit audio chip / 20 voice MIDI FM Synthesis / Crystal Semiconductor™ CS4236 


Audio in/out jacks 


One internal speaker / .5 watt / dial volume control / int mic / full duplex spk/mic 
Input/microphone jack (stereo) / output jack (stereo) / no joystick port 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 OSR2 (FAT16) 
- Online User's Guide 
- ThinkPad Features Program 
- SystemSoft CardWorks™ 
Diskette Factory and Utilities 
. Artisoft CoSession™ Host 
. NetFinity for Windows 95 
. Puma Tranxit™ 
. IBM Anti-Virus 
. IBM Global Network (IGN Dialer) 
. Netscape Navigator browser 
. Media Player 
. IntelliQuest Registration Mailer 
. Ergonomics 
. PointCast (with ThinkPad channel) 
. Marketing Demo 
. Voyetra Audio Station 
. Quicken SE 
- Lotus SmartSuite CD-ROM 
- Recovery CD-ROM with boot diskette 
- Windows 95 CD-ROM (no installation) 


Infrared ports Infrared port on left side / IrDA 1.1 compatible / up to 4 Mbps 

Security Power-on password / Hard disk password / security keyhole / personalization 
Preinstalled software Microsoft Windows 95 OSR2 wth applications (listed on right) 

Warranty 1 year - ThinkPad EasyServ (depot repair service) or carry-in 


Service options 


On-site, M-F, 8-5, next bus day (71 cities) / warranty extension to 3 or 5 years 


Fn+F2 = Battery guage 

Fn+F3 = Standby 

Fn+F4 = Suspend 

Fn+F7 = LCD/CRT/Simultaneous 
Fn+F11 = Powermgmt 

Fn+F12 = Hibernation 


The ThinkPad Enhanced Port Replicator OPTIONS 


provide cable management, additional I/O ports, || _ 8MBSODIMM3.3vNPEDO64bit 92G7340 
and CardBus PC Card slots. Features include: || “16g So DIMM3.3v NPEDO64 bit 92G7341 
- Dual IBM lock slots to secure the ThinkPad - 32 MB SO DIMM 3.3v NPEDO 64bit 92G7342 


Easy-Setup is entered by holding F1 
when turning on. 


380, PC Cards, and Port Replicator -64 MB SO DIMM 3.3v NPEDO64bit 76Ho268 || {-ge G5 = PMA Mode 2 or FIO Mode 4 
Port Replicator connectors: - ThinkPad 560 Port Replicator 4614209 || 21GB =DMA Mode 2 or PIO Mode 4 
- USB , - ThinkPad 380/385 Port Replicator 84G1316 || 3°9GB_ = DMA Mode 2 or PIO Mode 4 
- Serial (9 pin); parallel (EPP, ECP, 25 pin) See rrnancaa | ott ap! Gator #102. ||| 5.168 = Ulira DMA/33 or PIOMade4 
- External display (15 pin) - ThinkPad 380/385 Li-lon Battery 73H9793 
- Keyboard ee P - 35 watt AC Adapter (barrel, slim) 76H0139 FEATURES OF 380 MODELS 
- Mouse - 56 watt AC Adapter (barrel; 3 prong) 83H6739 ; ; 

- Audio in (3.5 mm) - 8x CD-ROM 73H9795 Quick Setup Guide 
- Audio out (3 5 mm) - 2.1 GB Disk 13 ms 73H9797 System Status Indicators 
- Jo stick/MIDI port (15 pin) - not on system - 3.2 GB Disk 13 ms 02K0487 Plug and Play 1.0a 
5 ea diskette drive conntr - not on system - 5.1 GB Disk 12 ms 02K0506 Standby, suspend, safe suspend (RediSafe), 
- Power connector (requires AC power: ses not || - 33.6 Kops Modem with XJACK 55H6759 and hibernation modes 
finonbateny pone - 56K PC Card Modem Kit 04K0052 || US EPA Energy Star compliant 


Personalization screen at startup 

International Warranty Service 

IBM SystemXtra Program 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


Features of the PC Card slots: 

- Two Type Ill slots (side by side) 

- PC Card Standard 95 compliant 

- CardBus compliant (PCI 2.1 / 32 bit) 

- 8/16 bit PC Card support (no Zoomed Video) 
- Texas Instruments PCI1131 controller 

- Requires no PCI-to-PCl bridge 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(380E) Compiled by Roger Dodson, IBM. November 1997 


ThinkPad 380ED 


IBM® ThinkPad®: 


380ED 
12.1" SVGA FRSTN or TFT / 8-20x CD-ROM 


Processor type 
Processor upgrade 
L2 cache 

Diskette drive 
External FDD port 
CD-ROM 


Pentium® MMX™ 166/66 MHz / 64 bit transfer to L2 cache / 64 bit transfer to memory All-in-one integration means the 
None disk, diskette drive, and CD-ROM 
256 KB / write-through / direct mapped / 8 ns / synchronous pipelined burst are all within the covers of the 
Internal 3.5" 1.44 MB / use simultaneously with CD-ROM / on right side notebook; 

None since diskette internal keyboard does not lift up 

5.25" CD-ROM / 8-20x speed / CAV / multi-session / XA/ ATAPI / not bootable / not removable / on right side 


Type - model (code) 
Preload (see side) 
Available date 

Disk - size / ms 
Disk controller 


2635-5AU (Monroe-2) 2635-6AU (Monroe-2) 2635-7AU (Monroe-2) 

Windows 95 OSR2 Windows 95 OSR2 Windows 95 OSR2 

September 1997 September 1997 September 1997 

2.1 GB/ 13 ms/ PIO Mode 4 3.0 GB/ 13 ms / PIO Mode 4 5.1 GB/12 ms/ PIO Mode 4 

EIDE / PCI 2.1 / supports one internal disk / no DMA or busmaster support / not removeable / upgrade only by IBM or dealer 


Display - size and type 
Display - techology 


12.1 inch FRSTN color 12.1 inch TFT color 

SVGA/ 640 x 480 or 800 x 600 SVGA/ 640 x 480 or 800 x 600 

Dual scan / FRSTN/ 150 ms/ 70 nits | Active Matrix TFT / 75 ms/ 100 nits 

65,536 sim colors / 35 to 1 contrast 65,536 simultaneous colors / 100 to 1 contrast ratio ratio 


Graphics - controller 


Graph - arch/data path 
Graphics - features 


NeoMagic™ MagicGraph128ZV™ (NM2093) /128 bit SVGA accelerator / Zoomed Video support / DDC1 and DDC2B 
1.125 MB /iDRAM™ (embedded) / color space conversion and interpolation in X and Y axis / support for DCI, DirectDraw 
PCI 2.1 / 32 bit / external SVGA to 1024 x 768 with 256 colors 

Simultaneous LCD and CRT / 150 degree tilt 


Memory - std / max 
Memory - features 


16 MB / 80 MB/non-parity / 3.3 volt / EDO 
1 socket for one JEDEC 144 pin EDO SO DIMM of 8, 16, 32, or 64 MB / socket accessed from bottom via screw 


Keyboard / # of keys 
External keyboard 
Pointing / palm rest 


Full size alp/num / 85 (6 Fn key functions) / keyboard slope with Port Replicator 


External keyboard support with option cable 06G8619 or Port Replicator 


PRELOAD 
TrackPoint III™ / no drag lock keys manpeweP. ° 


Dimensions 
Weight 


Microsoft Windows 95 OSR2 (FAT16) 
Online User's Guide 
ThinkPad Features Program 


11.8x 9.2 x 2.4" (260 cubic inches) 
7.0 pounds (3.2 kg) 


Battery - type / life 
Charge time - on/ off 


SystemSoft CardWorks™ 
Diskette Factory and Utilities 


Li-lon / non-intelligent / 2.0 hrs | Li-lon/non-intelligent / 2.5 hrs 


4.2 to 12 hrs /3.3 hrs 


Architecture PCI 2.1 / 32 bit /33 Mhz (EIDE, graphics, PCMCIA, Port Replicator) : SI ao post 

ISA (audio, diskette, serial, parallel, infrared) a Me nes an ows 
r Intel® Mobile Triton 82430 PClset / Intel 82371MX PIIX / NS PC87338 ‘A IBM Anti Viru s 

Docking Station None : F 

Port replicator ® ThinkPad Enhanced Port Replicator, @ ThinkPad 560 Port Replicator, 2 ae Lea aa Ge ina 
® ThinkPad 380/385 Port Replicator a eccre avigator browse 

PCMGIA™ slots 2 Type | or 2 Type Il or 1 Type Ill / Zoomed Video support in lower slot / 8 - iho ie rationAaiee 
PCMCIA 2.1 compatible / PC Card Standard 95 / Cirrus Logic CL-PD6729 (PCI) Poche 

Serial/parallelports © One 9 pin; 16550A/one (IEEE P1284-A, EPP, ECP, bidirectional) 10 BointCast (y ith ThinkPad channel 

Other features APM-aware BIOS / Universal AC adapter; barrel (35 or 56 watts) ‘1 here ating a 3 inkPad channel) 

Video in/out None a 12. Voyetra Audio Station 

MPEG decoder None (software support for MPEG-1 in Windows 95) 13. Quicken SE 

Data/fax modem None ; ; ; - Lotus SmartSuite CD-ROM 

Audio support 16 bit audio chip / 20 voice MIDI FM Synthesis / Crystal Semiconductor™ CS4236| - Recovery CD-ROM with boot diskette 


Audio in/out jacks 


One internal speaker / .5 watt / dial volume control / int mic / full duplex spk/mic| — - 


; ‘ h pedeiee Windows 95 CD-ROM (no installation) 
Input/microphone jack (stereo) / output jack (stereo) / no joystick port 


Infrared ports Infrared port on left side / IrDA 1.1 compatible / up to 4 Mbps Fn+F2 = Battery guage 

Security Power-on password / Hard disk password / security keyhole / personalization at ; = = ee 
Preinstalledsoftware Microsoft Windows 95 OSR2 wth applications (listed on right) Fn+F7 = LCD/CRT/Simultaneous 
Warranty 1 year - ThinkPad EasyServ (depot repair service) or carry-in Fn+F11 = Powermgmt 

Service options On-site, M-F, 8-5, next bus day (71 cities) / warranty extension to 3 or 5 years | Fp4F12 = Hibernation 


The ThinkPad Enhanced Port Replicator OPTIONS ‘ : 
i i Easy-Setup is entered by holding F1 
provide cable management, additional /O ports, || _ g MB SO DIMM3.3v NP EDO 64 bit 92G7340 || whenturning on. 
: ‘|| -16MB SO DIMM 3.3v NP EDO 64bit 92G7341 

- Dual IBM lock slots to secure the ThinkPad - 32 MB SO DIMM 3.3v NP EDO 64bit 92G7342 1.08 GB = DMA Mode 2 or PIO Mode 4 

380, PC Cards, and Port Replicator - 64 MB SO DIMM 3.3v NP EDO 64 bit eee 1.35 GB = DMA Mode 2 or PIO Mode 4 

: : - ThinkPad 560 Port Replicator 2.1GB =DMA Mode 2 or PIO Mode 4 

eo “ThinkPad 380/385 PortReplicator 84G1316 || 30GB = DMA Mode 2 or PIO Mode 4 
_ Gan F : - ThinkPad Enhanced Port Replicator 5.1GB = Ultra DMA/33 or ode 
Season - ThinkPad 380/385 Li-lon Battery 73H9793 
- Keyboard - 35 watt AC Adapter (barrel; slim) 76H0139 FEATURES OF 380 MODELS 
- Mouse - 56 watt AC Adapter (barrel;3 prong) 83H6739 ; ; 
- Audio in (3.5 mm) - 8x CD-ROM 73H9795 || Quick Setup Guide 
- Audio out (3 5 mm) - 2.1 GB Disk 13 ms 73H9797 System Status Indicators 
2 Joystick/MIDI port (15 pin) -noton system -3.2 GB Disk 13 ms 02K0487 Plug and Play 1.0a : 
- External diskette drive conntr - not on system - 5.1 GB Disk 12 ms 02K0506 Standby, suspend, safe suspend (RediSafe), 
- Power connector (requires AC power; can not || 7 33.6 Kops Modem with XJACK 55H6759 and hibernation modes 

run on battery) , - 56K PC Card Modem Kit 04K0052 US EPA Energy Star compliant 

Personalization screen at startup 

Features of the PC Card slots: International Warranty Service 
- Two Type Ill slots (side by side) IBM System Care Program 
- PC Card Standard 95 compliant 24 hour / 7 day telephone, bulletin 
- CardBus compliant (PCI 2.1 / 32 bit) board, fax, electronic, and Internet 
- 8/16 bit PC Card support (no Zoomed Video) (http://www.pc.ibm.com) support 
- Texas Instruments PC1I1131 controller IBM and dealer warranty/service 
- Requires no PCI-to-PCl bridge Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(380ED) Compiled by Roger Dodson, IBM. November 1997 


ThinkPad 385ED (Retail models) 


385ED 


OTH ®, 
eer anne: 12.1" SVGA Fast Response STN or Active Matrix / 20x max variable speed CD-ROM 


Processor type Pentium® MMX™ 166/66 MHz / 64 bit transfer to L2 cache / 64 bit transfer to memory All-in-one integration means the 
Processor upgrade None disk, diskette drive, and CD-ROM 
L2 cache 256 KB / write-through / direct mapped / 8 ns / synchronous pipelined burst are all within the covers of the 


Diskette drive 
External FDD port 


Internal 3.5" 1.44 MB / use simultaneously with CD-ROM / on right side 
None since diskette internal 


notebook; 
keyboard does not lift up 


CD-ROM 5.25" CD-ROM / 20x max variable speed / CAV / multi-session / XA/ ATAPI / not bootable / not removable / on right side 
Type - model (code) 2635-5EU (Monroe-2) 2635-6EU (Monroe-2) 

UPC code 087944350163 087944343660 

Preload (see side) Windows 95 OSR2 Windows 95 OSR2 

Available date September 1997 September 1997 


Disk - size / ms 2.1 GB/ 13 ms/ PIO Mode 4 3.0 GB/ 13 ms / PIO Mode 4 

Disk controller EIDE / PCI 2.1 / supports one internal disk / no DMA or busmaster support / not removeable / upgrade only by IBM or dealer 
Display - size and type 12.1 inch Fast Response color 12.1 inch Active color 

Display -techology | SVGA/ 640 x 480 or 800 x 600 SVGA/ 640 x 480 or 800 x 600 

Dual scan / FRSTN/ 150 ms/ 70 nits | Active Matrix TFT / 75 ms / 100 nits 

65,536 sim colors / 35 to 1 contrast 65,536 simultaneous colors / 100 to 1 contrast ratio ratio 

NeoMagic™ MagicGraph128ZV™ (NM2093) /128 bit SVGA accelerator / Zoomed Video support / DDC1 and DDC2B 
1.125 MB / iDRAM™ (embedded) / color space conversion and interpolation in X and Y axis / support for DCI, DirectDraw 
Graph - arch/data path PCI 2.1 / 32 bit / external SVGA to 1024 x 768 with 256 colors 

Graphics - features | Simultaneous LCD and CRT / 150 degree tilt 

Memory - std / max 16 MB / 80 MB/ non-parity / 3.3 volt / EDO 

Memory - features 1 socket for one JEDEC 144 pin EDO SO DIMM of 8, 16, 32, or 64 MB / socket accessed from bottom via screw 


Graphics - controller 


Keyboard/#ofkeys Full size alp/num/ 85 (6 Fn key functions) / eee ee ral ae Replicator WINDOWS 95 PRELOAD 
External keyboard External keyboard support with option cable 06G8619 or Port Replicator om F 

Pointing/palmrest — TrackPoint III™/no drag lock keys ° tae cae OSR2 (FAT16) 
Dimensions 11.8x 9.2 x 2.4" (260 cubic inches) - WordPro Word Processor 

Weight 7.1 pounds (3.2 kg) - 1-2-3 Spreadsheet 


Battery - type / life Li-lon/non-intelligent /2.0 hrs [Li-lon/non-intelligent / 2.5 hrs - Freelance Graphics 


Charge time - on/off 4.2 to 12 hrs/3.3 hrs 7 ee ener 
Architecture PCI 2.1 / 32 bit /33 Mhz (EIDE, graphics, PCMCIA, Port Replicator) eee 
ISA (audio, diskette, serial, parallel, infrared) - Ergonomics 
; ; Intel® Mobile Triton 82430 PClset/ Intel 82371MX PIIX/ NS PC87338 - Diskette factory and utilities 
Docking Station note - ThinkPad customization icon 


Portreplicator @® ThinkPad Enhanced Port Replicator, ® ThinkPad 560 Port Replicator, " 
® ThinkPad 380/385 Port Replicator . 
2 Type | or 2 Type Il or 1 Type Ill / Zoomed Video support in lower slot / . 
PCMCIA 2.1 compatible / PC Card Standard 95 / Cirrus Logic CL-PD6729 (PCI) | _ 
One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


APM-aware BIOS / Universal AC adapter; barrel (35 or 56 watts) 


IntelliQuest Registration Mailer 
Voyetra Audio Station 

IBM Global Network (IGN) 
NetScape Navigator Browser 

- AOL, AT&T WorldNet, CompuServe 
- MediaPlayer 


PCMCIA™ slots 


Serial / parallel ports 
Other features 


Video in/out None - Active Movie (MPEG-1, AVI) 
MPEG decoder None (software support for MPEG-1 in Windows 95) - Video for Windows 

Data/fax modem None - CD Audio Player 
Audio support 16 bit audio chip / 20 voice MIDI FM Synthesis / Crystal Semiconductor™ CS4236 - MIDI Sequencer 

One internal speaker / .5 watt / dial volume control / int mic/ full duplex spk/mic | - Quicken SE 

Audio in/out jacks Input/microphone jack (stereo) / output jack (stereo) / no joystick port - Expensable 

Infrared ports Infrared port on left side / IrDA 1.1 compatible / up to 4 Mbps - Wall Street Money SE_ 
Security Power-on password / Hard disk password / security keyhole / personalization | ~ Rend Meelis tip Maker 
Preinstalledsoftware Microsoft Windows 95 OSR2 wth applications (listed on right) - IBM Anti-Virus 
Warranty 1 year - ThinkPad EasyServ (optional depot repair service) or carry-in - |BMOnline Housecall 

The ThinkPad Enhanced Port Replicator OPTIONS as 

provide cable management, additional /O ports, || _g MBSODIMM3.3vNPEDO64bit 92G7340 || - Online User's Guide 


- Dual IBM lock slots to secure the ThinkPad 
385, PC Cards, and Port Replicator 


- 16 MB SO DIMM 3.3v NP EDO 64bit 92G7341 
- 32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 
- 64 MB SO DIMM 3.3v NP EDO 64 bit 76H0268 


- SystemSoft Card Works 
- PointCast 
- Password Protected Marketing Demo 


- Power connector (requires AC power; can not 
run on battery) 


Features of the PC Card slots: 

- Two Type Ill slots (side by side) 

- PC Card Standard 95 compliant 

- CardBus compliant (PCI 2.1 / 32 bit) 

- 8/16 bit PC Card support (no Zoomed Video) 
- Texas Instruments PC11131 controller 

- Requires no PCI-to-PCl bridge 


Easy-Setup is entered by holding F1 
when turning on. 


Fn+F2 = Battery guage 

Fn+F3 = Standby 

Fn+F4 = Suspend 

Fn+F7 = LCD/CRT/Simultaneous 
Fn+F11 = Powermgmt 

Fn+F12 = Hibernation 


F : - ThinkPad 560 Port Replicator 46H4209 
ae pop eater connectors: : ThinkPad 380385 Por Repicator eaciat6 
See Gin) pari Pe EOE, 2>/pi) “ThinkPad 380386 LilonBattery «7319793 
. eran pay epm - 35 watt AC Adapter (barrel, slim) 76H0139 
- Mouse - 56 watt AC Adapter (barrel; 3 prong) = 83H6739 
- Audio in (3.5 mm) - 2.1 GB Disk 13 ms 73H9797 
- Audio out (3.5 mm) - 3.2 GB Disk 13 ms 02K0487 
- Joystick/MIDI port (15 pin) - not on system A ee atk QUACK peainee 
- External diskette drive conntr- not on system || — 56K pCCan d Modem Kit O4KO0SD 


- CD-ROMs included in the shipping carton 


- Preload Recovery CD w/boot diskette 
- Windows 95 CD (no installation) 
- Picture Perfect Golf 


FEATURES OF 385 MODELS 


Quick Setup Guide 

System Status Indicators 

Plug and Play 1.0a 

Standby, suspend, safe suspend (RediSafe), 
and hibernation modes 

US EPA Energy Star compliant 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 


3 business day average turnaround) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(885ED) Compiled by Roger Dodson, IBM. November 1997 


ThinkPad 310 (EMEA) - withdrawn 


IBM® ThinkPad®: 


e< 310 =< 310 e< 310D 
11.3" Dual Scan SVGA color 11.3" TFT SVGA color 11.3" Dual Scan SVGA color / 10 x CD-ROM 


Processor type 
Processor upgrade 
L2 cache 

External FDD port 
Diskette drive 


Pentium® 133/66 MHz (P54CSLM) / 64 bit to transfers to L2 cache and memory 

None 

256 KB / write-back / direct mapped / 7 ns / sychronous pipelined burst 

External FDD port (works with standard external diskette on CD-ROM-based model; or use if upgrade to CD-ROM) 
Internal 3.5" 1.44 MB (on left side) External 3.5" 1.44 MB (connect to rear) 


CD-ROM drive None (upgrade available) None (upgrade available) 10 x CD-ROM / bootable(left side) / CAV 
Code name LaCrosse LaCrosse LaCrosse 

Price 

Type - model 2600-100 2600-300 2600-200 

Preload (see side) Windows 95 OSR2 

Avail/ withdrawn date June 1997 / January 1998 


Disk - size / ms 
Disk controller 


1.08 GB / 13 ms read; 14 ms write / PIO Mode 4 
EIDE / busmaster / PCI 2.1 / supports one internal disk 


Display - size and type 
Display - techology 


11.3" Dual Scan SVGA color |11.3" TFT SVGA color 


11.3" SVGA color / 640 x 480 or 800 x 600 11.3" SVGA color / 640 x 480 or 800 x 600 / 65,536 sim colors 
256 simultaneous colors / Dual Scan/ 30 to 1 contrast ratio || Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


11.3" Dual Scan SVGA color 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 


C&T™ 65550 HiQV32™ / 64 bit SVGA accelerator / 1 MB EDO DRAM/ 70 ns 
PCI 2.1 / interpolation / color space conversion 
Simultaneous LCD and CRT / 180 degree tilt / Zoomed Video support 


Graphics - external External SVGA to 1024 x 768 with 256 colors WINDOWS 95 PRELOAD 
Memory -std/max 16MB/64 MB /one 16 MB SO-DIMM is installed in one of two sockets - Microsoft Windows 95 OSR2 (FAT16) 
Memory - features 60 ns / non-parity / 3.3 volt / EDO / memory installed from bottom of system - Notebook Manager 


Memory - upgrade 


1 socket available for two JEDEC 144 pin EDO SO-DIMM of 8, 16, or 32 MB PhoenixCard Manager 


(no diskette factory) 
. IBM Anti-Virus 
. IntelliQuest Registration Mailer 
. ThinkPad Customization Icon 
Lotus SmartSuite CD-ROM 


'opm st! 


Recovery CD-ROM with boot diskette 
Windows 95 CD-ROM (no installation) 


Keyboard /#ofkeys Full size alp/num/ 85 keys (9 Fn key functions) 

Keyboard slope Large palm rest / keyboard remains flat (no sloop) / no liftup Keyboard 

Pointing device TrackPoint III™ / no drag lock keys 

Palm rest Integrated palm rest / external keyboard support (no optional cable) 

Dimensions 11.7x 8.9 x 1.9" (198 cubic inches) - 
Weight 6.6 pounds (3.0 kg) [6.6 pounds (3.0 kg) | 7.0 Ibs (3.2 kg) - 
Battery - type NiMH/non-intelligent / battery unique to 310/ insert from right side 

Battery - life 2.5 hours 


Charge time - on/ off 


3.5 to 10 hrs / 2.8 hrs / no non-disruptive battery exchange 


Architecture 


Docking Station 
Portreplicator 
PCMCIA™ slots 


Serial / parallel ports 


ISA (audio, diskette, serial, parallel) / ALI® Aladdin II M1521/M1523 chipset 
PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, PCMCIA) 
- PC87336VJG (diskette, serial, parallel) / Tl PC11131 CardBus (PCI) 
one 
None 
2 Type | or 2 Type ll or 1 Type Ill / PCMCIA 2.1 compatible / PC Card Standard 95 
CardBus 32 bit PCI / Zoomed Video support in lower slot 
One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features Universal AC Adapter 3 prong (45 watts) with barrel cgnnector (slim) / 
APM-aware BIOS / APM 1.2 / Selectable boot / Acer™ BIOS 
Video in/out None 
MPEG decoder None 
Data/fax modem None 
Audio support 16 bit audio chip / 18 voice MIDI FM synthesis / Yamaha YMF715 
Internal stereo speakers / .5 watt / Fn key volume control / internal microphone 
Audio jacks Input jack (3.5 mm) / stereo output jack (3.5 mm) / stereo mic jack (3.5 mm) 
Telephone None 
Infrared ports None 
Security Power-on password / Setup password (for Notebook Manager and BIOS Utility)/ 


Diskette and disk write protect and disable / 


2 : | Disk is not removable, but it can be 
Locking device keyhole on back (Kensington™ cable lock) 


upgraded via a dealer or service center 


Preinstalled software 
Warranty 


BIOS Utility is entered by holding F2 while the 
ThinkPad logo is displayed after power on. 


Fn +F1 = Hotkey help AC Ada 

_ pF - pter, 3 prong w/o power cord 11J8699 
a Hi cates Se ee aaa - AC Adapter, 3 prong with US power cord 11J8702 FEATURES OF 310 MODELS 
Fh eg LCD/CRT /Sinultancous - 8MBSODIMM3.3vNP EDO 64 bit, gold 1148635} Plug and Play 1.0a 
Fn +F4 _ Fuel gauge - 16MBSO DIMM 3.3v NP EDO 64 bit, gold 11J8636 Standby and hibernation modes 
Fn +F5 _ Audio volume - 32MBSO DIMM3.3v NP EDO 64 bit, gold 11J8637 Color LED indicator 
Fn + arrows = Adjust volume - 10x CD-ROM w/ external FDD/cable 11J8676 | US EPA Energy Star compliant 

= i Personalized nameplate indention 
aha ae oa and systeminfo | _ BCMCIA 28.8 Kbps International 424319] International Warranty Service 
Fn +F8 = Hibernation 24 hour / 7 day telephone, bulletin 
Fn + Esc = Close Hot key icon board, fax, electronic, and Internet 


Windows 95 with applications (listed on right) (not customer installable). 


1 year - carry-in 


System does not have non-disruptive 
battery exchange. Battery can be 
changed while system is off, in 
hibernation, or under AC power. 


Compatible in ThinkPad 310 family: 


- 2.1GBHDD 13/14 ms (user upgradeable) 11J8643 
- NiMH Battery 11J8639 


(dealer installable only) 


(http://www.pc.ibm.com) support 
IBM and dealer warranty/service 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(310) Compiled by Roger Dodson, IBM. December 1997 


ThinkPad 350, 350C, 500, 510Cs - withdrawn 


IBM® ThinkPad®: s< 350 2< 350C e< 500 *<510Cs 

monochrome passive color sub-notebook color sub-notebook 
Processor type All: 80486 SL (no math co) 80486 SLC2 Blue Lightning 486BL2-50 
Processor speed All: 25 MHz 50/25 MHz 50/25 MHz 
Memory cache All: 8 KB internal (no L2) 16 KB internal (no L2) 16 KB internal (no L2 cache) 
Coprocessor socket All: No No No 
Diskette drive All: 3.5" 1.44 MB External 3.5"1.44MB_ | External 3.5" 1.44 MB (9 oz.) 
Price (retail USD) $1,499 |$1,899 $1,599% 1$ 1,999 % $799% |$999% $1,799 % Fn+F2 = Fuelguage 
Type - model 2618-JOA |2618-LOA |2618-NOA |2618-P0A 2603-08N |2603-17N 2604-C2U Fn+F3 = Setup 
Hard drive - size 125MB |250MB 125MB |250MB 85 MB 170 MB 200 MB Fn+F4 = Suspend 
Hard drive - speed 15 ms 12ms 15 ms 12ms 15ms 15 ms 17 ms Fn+F5 = Speaker 
Avail/withdrawaldate June 93/withd Sep 94 |June 93/withd Sep 94 | Dec 93/withd Jan 95 June 94/w May 95 Fn+F6 = Sysrequest 
Display - type VGA mono VGA color VGA mono VGA color Fn+F7 = CRI/LCD 
Display - grey scales 64 grey scales 256 colors 640 x 480 64 grey scales 256 colors 640 x 480 -n+F8 = Rev video 
Display - techology STN STN - passive matrix STN STN - passive matrix —n+F9 = Num Lock 
Display - light source LCD - Backlit LCD - Backlit LCD - backlit LCD - backlit Fn+F10= Scroll Lock 
Display - size (diag) 9.5 inch 9.2 inch 7.24 inch 7.7 inch Fn+Fi1= Print Sern 
Display - contrast ratio 18 to 1 13 to 1; Single scan 18 to 1 14 to 1;Single scan /N+F12= Hibernation 
180 degree display tilt | Yes (externalSVGA) |Yes (external SVGA) Yes (externalSVGA) | Yes (external SVGA) 
Graphics - controller All: 65530 / External VGA is ISO capable (75Hz) | WD90C26 WD90C24A2 / 1 MB video mem 
Graphics - vendor All: Chips & Tecnologies, Inc. Western Digital Western Digital 
Graphics - arch/data path All: Local bus / 16 bit / Peripheral Interface ISA 16 bit VL-Bus / VESA 32 bit local bus 


Memory - std / max 
Mem - sockets empty 
Mem - options available 


All: 
All: 
All: 


4/20MB 80ns 
1 socket (non-parity) 


4,8,16MBSIMMs  Suspend/resume buttn 


4/12MB 80ns 
1 socket (non-parity) 
4, 8 MB ICs (3.3 volt) 


4/20MB 80ns 
1 socket (non-parity) 
4, 8, 16 MB ICs (3.3 volt) 


Keyboard / # of keys All: Full size alp/num/ 85 above keyboard | 90% size alp/num/ 81 90% size alp/num/ 81 

Fn key functions All: 2 (in any appl) Fn+F1= Configuration | 11 (in any appl) ug (in any appl) 

Keyboard slope All: Yes (back panel) Utility No 

Mouse/pointing All: TrackPointII™ Fn+F2= Reverse video | TrackPointll TrackPoint HT] 

Extkeyboard support All: Yes (with opt cable) Fn+F3=Contrasttext | No Yes (on MultiPort) 

Dimensions 11.7 x 8.3 x 1.9" 11.7 x 8.3 x 2.0" 10.1 x 7.2 x 1.6" 10.1x7.2x 1.7" i 
Cubic inches 184 inches 194 inches 116 inches 124 inches Apel Se CU eae 
Carrying case Many options Many options Many options Many options En+ W= Inc pave 
Color Black Black Black Black Fn+ 8 =Dec contrast 
Weight (with battery) 5.2 pounds 5.8 pounds 3.4 pounds / 3.7 (170M) | 4.0 pounds 

Battery - type Nickel hydride (NIMH) _ | Nickel hydride (NiMH) Nickel hydride (NiMH) Nickel hydride (NiMH) Enter Setup by 
Batt - life (per battery) 2.7 to 9 hours 2 to 7.5 hours 3.5 to 9 hours 2.5 to 8 hours CTRL+ALT+F3 
Charge time - on/ off 2hrs/1 hr 2hrs/1 hr 3 hrs / 1.5 hrs 2.5 hrs/1.5 hrs from DOS prompt 
Architecture All: AT bus (ISA) AT bus (ISA) AT bus (ISA) 

Docking Station All: No No (withdrawn 500 No 

Port replicator All: No No hadsealedlead Yes (MultiPort ships standard) 
Modem/serial slot All: Modem only No acid battery) No 

PCMCIA 2.01 slots All: 1 Type lor 1 Type Il 1 Type lor 1 Type Il 1 ag lor 1 Type Il 

Visible LEDs - closed All: Yes Yes es 

Serial / parallel ports All: Vos /Yes Yes (cable) / Yes (EPP) Yes (MultiPort) / Yes (EPP) 

APM-aware BIOS All: APM-aware BIOS APM-aware BIOS APM-aware BIOS 


All: 


All: 
All: 
All: 


Other features Wallmount AC adapter Microsaver™ security connector 
Hibernation mode 

Personalized nameplate in indentation 
Personal greeting screen at startup 
IBM DOS 6.3, Windows 3.1, 


Demo, and 8 appls listed below 


Hibernation mode 
Personalized nameplate 
Coupon book w/ sav 
IBM DOS 6.1, PRODIGY 
After July 1 only on 
17N: see below 
1 year - carry in or 
EasyServ (opt onsite) 


Personalized nameplate in indentation 
Coupon book with $4,000 in savings 


Preinstalled software IBM DOS 5.02, PRODIGY® 


Warranty All: 1 year - carry in or EasyServ (opt onsite) 1 year - carry in or 


EasyServ (optional onsite for $40 a year) 


FEATURES OF 500 and 510Cs 


500: External cable has 2 connectors for 

serial port and external diskette drive 

510: External cable has 1 connector for 
external diskette drive (serial port on 
MultiPort). 

MultiPort: A port replicator with connectors for 

diskette drive, external display, mouse/ 

keyboard, and serial device (ships with 510Cs). 

Plugs into 160 pin connector on back. 


3 power saving modes: doze, suspend, 


SOFTWARE PREINSTALLED ON 
500-17N (after July 1, 1994) and 510Cs 


IBM DOS 6.3, Windows 3.1, 

Demo, and 8 appls: 

® Lotus cce:Mail, @ Lotus Organizer 1.12, 
® Lotus ScreenCam 1.0, ® Official Airline 
Guide Flight Disk 1.0, © Triton CoSession 
Host, © PRODIGY, ® America Online, 
SofNet FaxWorks 3.0 


EasyPlaying (PC Card Director™) is 
preloaded and on the utility diskette for DOS, 
Windows and OS/2; it provides status and info 


FEATURES OF ALL PRODUCTS 


Suspend/resume mode; battery life indicator 

Non-disruptive battery exchange 

Simultaneous LCD and external CRT 

US EPA Energy Star compliant 

International travelers warranty 

IBM or dealer warranty/service 

30 day money back guarantee 

24 hour / 7 day fax support 

24 hour / 7 day bulletin board support 

24 hour / 7 day telephone support at 
1-800-772-2227 


nibennaliont: on PCMCIA cards installed. In Windows and ; ; 
Batteries in 500 and 510Cs are NOT OS/2, it can register an appl for PCMCIA ThinkPad 500 memory (4, 8 MB IC 3.3 volt) is 
compatible cards and execute them automatically. Auto || compatible with ThinkPad 510Cs. 


Configurator and Memory Device Driver 
enables supported PCMCIA cards by sensing 
them automatically (so do not need to install 
their device drivers). 


ThinkPad 510Cs MultiPort is NOT compatible 
with ThinkPad 500. 


>< Withdrawn from marketing 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at Al 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 

3 business days average turnaround). Overnight repair option in US available for $99. 

+, Price decrease effective July 13 (8350C) and Aug 18 (510), 1994. 


trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(1 THINK) Compiled by Roger Dodson, IBM. April 1995 


ThinkPad 360 - withdrawn 


IBM® ThinkPad®: >< 360 2< 360Cs >< 360C o< 360P 2< Traveling Multimedia 
monochrome dual scan color TFT color color pen preconfigured system 
Processor type All: 80486 SX (no math coprocessor) The 360P supports Apreconfigured, 
Processor speed All: 33 MHz 3.3 volt (SL Enhanced) pen based applications |_multimedia360Cs; 
Memory cache All: 8 KB internal (no L2 cache) The removed diskette drive can be used externally via the —_|Available June 94; 
Coprocessor socket — All: No optional 'FDD External Kit' (includes cable and enclosure; _|Withdrawn May 1995 
Removable diskette All: 3.5" 1.44 MBO $135) to the Port Replicator Model | and II and Dock |. Part#2337290 
Price (retail USD) $1,899  |$2,299 $2,349 |$2,749 $2,299 % |$2,599% 1$2,899 $3,399 $5,299 


2620-00D_|2620-00F 

170 MB Ol340mMB 
15ms O}]14ms O 
May 94 /withd May 95 


2620-20D_| 2620-20F_ |2620-30D_|2620-30F_| 2620-50D_|2620-50F. 

170 MB L340 MB 2/170 MB 340 MB DO 170 MBO/340 MB 
15ms O]14ms Of]15ms Of]14ms O}15ms O}14ms O 
May 94/withd Dec 95 |June 94 / withd Dec 95} June 94 / withd Dec 95 


Type - model 
Removable disk - size 
Hard drive - speed 
Available date 


Included with the IBM 
Traveling Multimedia: 


Hardware: 
- 360Cs (all features 


Display - type VGA mono VGA color VGA color VGA color : 

Display - grey scales 64 greyscales640x480 | 256 colors 640 x 480 |256 colors 640x480 | 256colors640x480 | listedonleft) 
Display - techology STN STN - passive matrix |TFT-active matrix | STN- passive matrix |” ae Mwave® audio 
Display - light source = LCD - Backlit LCD - Backlit LCD - Backlit LCD - Backlit chip on adapter card 
Display - size (diag) 9.5 inch 9.5inch Dualscan {8.4 inch 9.5inch Dualscan — |- Stereo in/out jacks 
Display - contrast ratio 18 to 1 20 to 1 100 to 1 18to1 i Be de puwane 
180 degree display tilt Yes Yes Yes Yes 3 MB maetiok (4 MB 
Graphics - controller All: WD90C24A2 with 1 MB DRAM/ Graphics WinMarks 4.0 = 3.7 Incudes untethered std + 4 MB IC DRAM) 


Graphics - vendor All: Western Digital / External SVGA to 1024 x 768 with 256 colors stylus to write on - 14.4 Data/Fax 

Graph - arch/datapath All: VL-Bus / 32 bit VESA local bus / Simultaneous LCD and CRT pen-enabled screen modem (PCMCIA) 
Memory - std / max All: 4/20MB 70ns Diskette drive can be removed © to reduce weight, @ to insert —_|- Dock | (Docking 

Mem - sockets empty All: 1 socket (non-parity) cellular modem (CDPD), ® (360C only) to insert TV Tuner (on Station) 

Mem - options available All: 4, 8, 16 MB ICs (5.0 volts) screen TV/VCR playback), or ® to add other third party options. |- CD-ROM/XA - double 
Keyboard/#ofkeys All: Full size alp/num/85 Fn+F2=Fuelguage n+ F7 = Extdisplay/LCD feat 

Fn key functions All: 10 (in any appl) Fn + F3 = Standby Fn + F8 = Reverse video (mono) Iti : 

Keyboard slope All: Yes (legs pop out) Fn + F4 = Suspend Fn + F9 = Hi-intensity text (mono) Bo. loam C 
Mouse/pointing All: TrackPointII™ Fn + F5 = Audiooff/down Fn + F11 = Powermgmt ie e , oP Pai a 
Extkeyboard support _ All: Yes (withoptionalcable) — Fn+F6=Audioon/up Fn + F12 = Hibernationmode S ae eek 
Dimensions 11.7x8.3x 1.7" 11.7 x 8.3 x 2.0" 11.7x 8.3 x 1.9" 11.7x8.3x 2.1" Cae co eeOnIseLn 
Cubic inches 165 inches 194 inches 185 inches 204 inches peters multimedia 
Carrying case Many options Many options Many options Many options resentations) 

Color Black Black Black Black RS agin Moai einaine 
Weight (with battery) 5.6 pounds 6.2 pounds 6.1 pounds 6.8 pounds tilbeary of media clips) 
Battery - type Nickel hydride Nickel hydride Nickel hydride Nickel hydride - LapLink® V 

Batt - life (per battery) 4.6 to 10 hours 3 to 7 hours 3.5 to 7 hours 3.3 to 7 hours - Picture Factory™ 
Charge time - on/ off 2hrs/1.5 hr 2 hrs/ 1.5 hr 2hrs/1.5 hr 2 hrs/ 1.5 hr - TalkWorks™ 
Architecture All: AT bus (ISA) An intelligent battery (standard in ThinkPad 750 |- Sound Effects Library™ 
Docking Station All: Yes (Dock | and Il; same as 750/755) and 755) is optional. The ThinkPad 360 battery |- ClickART™ 2000 


Portreplicator All: Yes (Port Replicator | and I!) is lower cost, easy to use because no storage- ALL 360 MODELS 
Moder/serial slot All: No switch control is required, and shows % of Liftable (pop-up) 
PCMCIA 2.01 slots All: 2 Type l or 2 Type Il or 1 Type Ill remaining power (compared to hours of remaining Revicardinennass 
Serial / parallel ports All: Yes (one 9 pin) / Yes (EPP) power). a, ramavadiakette 
Other features All: APM-aware BIOS / Selectable boot drive, disk, battery 

All: Wallmount AC adapter without powercord with retractable prongs, 30 watts Ane nel ’ 

All: Hibernation mode saves memory to disk and shuts off system y 
Security All: Power-on password / Hard disk password / Hardware security loop / PCMCIA card lock / Optional Security Base 
Preinstalled software All: IBM DOS 6.3, Windows 3.1, Demo, and 8 applications: 360P includes software to left and 

® Lotus® cc:Mail, e-mail for Advantis® network, @ Lotus Organizer1.12, @ PenDOS® 2.2, @ IBM ThinkWrite, 


@ Lotus ScreenCam 1.0, ® Official Airline Guide Flight Disk® 1.0, 
© Triton CoSessions™ Host, © PRODIGY® @ America Online™, ® SofNet FaxWorks™ 3.0 


Warranty 


® Windows for Pen Computing 1.0 


All: 1 year - carry in or EasyServ (optional onsite for $40) / International travelers warranty 


The ThinkPad 360 family has the same 
physical design as the ThinkPad 750 and 755. 


EasyPlaying (PC Card Director™) is 
preinstalled and on the utility diskette for DOS, 
Windows and OS/2; it provides status and info 
on PCMCIA cards installed. In Windows and 
OS/2, it can register an appl for PCMCIA cards 
and execute them automatically. Auto 
Configurator and Memory Device Driver 
enables supported PCMCIA cards by sensing 
them automatically (so do not need to install 
their device drivers). This utility ships with 
ThinkPads 360, 510Cs, and 755 family. 


Easy-Setup is entered by holding F1 when 
turning on. Easy-Setup, BIOS, and diagnostics 
are located in Flash memory. 


Compatible in all 360, 750, and 755 family: 

- Hard disks (170, 250, 340, 540, 810 MB) 

- 1.44 MB diskette drive 

- Dock | and Dock II 

- Port Replicator | and Port Replicator II 

- CDPD Mobile Module (not pen models) 

- FDD (diskette) External Attachment kit 

- Keyboard/mouse connector 

- 360 battery does not work in ThinkPad 750/ 
755, but 750/755 battery will work in 360 

- Quick Charger 

- AC Adapter 


Memory from ThinkPad 350, 500, and 510Cs 
is NOT compatible in 360. IC Memory from 
ThinkPad 700, 720, 750, and 755 will work but 
without parity. 


ThinkPad 750 and 755 options 
compatible ONLY in ThinkPad 360C: 
- TV tuner and AD card 


FEATURES OF 360 FAMILY 


3 power saving modes: standby, suspend, 
and hibernation 

Personalized nameplate in molded indentation 

External VGA is ISO capable (75 Hz) 

Upgradeable disks: 170 MB, 250 MB, 340MB, 
540 MB, 810 MB (all 2.5 inch) 

Battery life indicator 

Non-disruptive battery exchange 

US EPA Energy Star compliant 

International travelers warranty 

IBM or dealer warranty/service 

30 day money back guarantee 

24 hour / 7 day fax support 

24 hour / 7 day bulletin board support 

24 hour / 7 day telephone support at 
1-800-772-2227 


Winstone 94 for 360C = 26.4 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 

STN = Super twisted nematic; = Upgradeable; O = Removable 

*, Price decrease effective January 26, 1995; 2< Withdrawn from marketing 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(360THINK) Compiled by Roger Dodson, IBM. December 1995 


ThinkPad 360CSE / CE - withdrawn 


The 360CSE / CE is the same as the 
360 (older models) except: 


360CSE / CE 


360 


IBM® ThinkPad?®: *< 360CSE *< 360CE 

dual scan color TFT color 
Processor type 80486 DX2 
Processor speed 50/25 MHz 3.3 volt (SL Enhanced) Mono, D 
Memory cache 8 KB internal (no L2 cache) 486SX - 
Coprocessor socket Integrated in 486DX2 


Removable diskette 


3.5" 1.44 MB O/ supports internal 2.88 MB diskette 


No math 


ual scan, TFT, Pen 
33 MHz 
cop possible 


Dual scan, TFT 
486DX2 - 50/25 MHz 
Integrated math cop 


RemovableCD-ROM None 170, 340 MB std models 170, 340, 540 MB std 
More preloaded appls 
Price (retail USD) $2,399% |$2699% |$3,049% $2,799 $3,099 $3,449 ALL 360 MODELS 
Type - model 2620-80D_ | 2620-80F_ | 2620-80G 2620-90D_ | 2620-90F_ | 2620-90G Liftable (pop-up) keyboardto 
Removable disk- size 170MBU) |340MBU) |540 MBL) 170MBQ) |}340MBQO)} 540 MBL) access and remove diskette 
Hard drive - speed 14ms O 114ms O 114ms O 14ms O 114ms O | 14ms O drive, disk, battery, and 
Available date Oct 94 / withdrawn Dec 95 Oct 94 / withdrawn Dec 95 7 emory 3 : 
Display - type VGA color / 640 x 480 VGA color / 640 x 480 
Display - colors 256 simultaneous colors 256 simultaneous colors The removed diskette drive can be used 
Display - techology Dual scan - passive matrix TFT - active matrix externally via the optional 'FDD External 
Display - size (diag) 9.5inch 8.4inch Kit' (includes cable and enclosure; $135) 
Display - contrast ratio 20 to 1 100 to 1 to the Port Replicator Model I and II and 
180 degree display tilt Yes Yes Dock | and Il. 
Graphics - controller WD90C24A or A2 with 1 MB DRAM F . 
Graphics - vendor Western Digital / External SVGA to 1024 x 768 with 256 colors (up to 75 Hz) ee ae pngyes 
Graph - arch/datapath VL-Bus local bus / 32 bit / Simultaneous LCD and CRT ® to insert cellular modem (CDPD) 
Memory - std / max 4MB/20MB 70ns/non-parity / 5.0 volt ® toinsert TV Tuner (for on screen TV 
Mem - sockets empty __1 socket and VCR playback) 
Mem - options available 4,8, 16 MB ICs ® to insert 2.88 MB diskette 
Keyboard/#ofkeys Fullsize alp/num/85 keys © to add other third party options 
Fn key functions 8 (in any appl) 
Keyboard slope Yes (legs pop out) PREINSTALLED APPLICATIONS 
Mouse/pointing TrackPointlII™ 
Extkeyboard support Yes (with optional cable) : es oe 
Dimensions 11.7 x 8.3 x 2.0" 11.7x8.3x 1.9" - IBM PC Card Director for PCMCIA 
Cubic inches 194 inches 185 inches - IBM ThinkPad Demo 
Color Black Black - Online Users Guide 
Weight (with battery)  6.2pounds 6.1 pounds - ThinkPad features 
Battery - type Nickel hydride (NiMH) Nickel hydride (NiMH) 1. Lotus® cc:Mail, e-mail for Advantis® 
Batt - life (per battery) 2.9 to 7 hours 3.2 to 7 hours network, 
Charge time-on/off  2hrs/1.5hr 2 hrs / 1.5 hr 2 eae rea 1 oe 
i . Lotus ScreenCam 1.0, 
Gea AT bus (ISA) 4. Official Airline Guide Flight Disk® 1.0, 
ocking Station Dock | and II 5. Triton CoSession™ Host 
Port replicator Port Replicator | and Il 6. PRODIGY® ; 
Modem/serial slot lo 7. America Online™ 
PCMCIA™ 2.1 slots 2 Type | or 2 Type Il or 1 Type Ill 8. SofNet FaxWorks™ 3.0 
Serial / parallel ports Yes (one 9 pin) 16550B / Yes (EPP) 9. Taxi™ . 
Other features APM-aware BIOS / Selectable boot ; ; 10. Second Nature Screen Saver 
Some models will have Wallmount AC adapter without powercord with 11. Farallon® Replica™ 
retractable prongs, 30 watts 12. AlphaNet™ FollowFax™ 
Hibernation mode saves memory to disk and shuts off system 13. SedonaREPRINT™ 
Security Power-on password / Hard disk password / Hardware security loop / 14. COMPEL™ Personal Edition 
PCMCIA card lock / Optional Security Base 15. Reuters®™ Money® Network 
Preinstalled software IBM DOS 6.3, Windows™ 3.11, and all appls listed to right: 
Warranty 1 year - carry in or EasyServ (optional onsite for $40) 


The ThinkPad 360 family has the same 

physical design as the ThinkPad 750 and 755 

family. 

PC Card Director™ (EasyPlaying) is preinstalled 

and on the utility diskette for DOS, Windows and 

OS/2. It provides: 

® automatic config of many PCMCIA cards; 

® visual/audible confirmation of insertion/ 
removal of cards; 

® ability to automatically launch an appl (e.g. 
async emulation) when card inserted; 

® status and info on PCMCIA cards installed. 


Easy-Setup is entered by holding F1 when 
turning on. Easy-Setup, BIOS, and diagnostics 
are located in flash memory. 755 


755 CE/ 
All All C/ CSE/ 
Battery compatibility: 360 750 CS CD 
84G2392 360 NiMHbattery Y N N N 
66G2846 750 NiMH battery Y Y Y N 
85G1513 NiMHBattPackIIN N N Y 


Y = battery supported; N = not supported 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


Compatible in all 360 family, 360CSE/CE, 
750 family, 755 family, 755CSE/ CE, 755CD: 


- Disks: 170 MB IDE disk 66G2849 
250 MB IDE disk 84G2391 
340 MB IDE disk 66G2849 
540 MB IDE disk 84G2150 
810 MB IDE disk 84G8250 

- Dock! (1 slot/1 bay) 3450001 

- Dock Il (2 slot /2 bay) 84G3587 


- Port Replicator | (w/ PCMCIA) 66G3510 


- Port Replicator II 66G3520 
- 1.44 MB diskette std innewer 
2.88 MB diskette 66G0108 


FEATURES OF 360 FAMILY 
3 power saving modes: standby, suspend, 
and hibernation 
Personalized nameplate in molded indentation 
External VGA is ISO capable (75 Hz) 
Upgradeable disks: 170 MB, 250 MB, 340MB, 
540 MB, 810 MB (all 2.5 inch) 
Battery life indicator 
Non-disruptive battery exchange 
US EPA Energy Star compliant 


Options for 360 (not pen), 360CSE / CE, 
750 (not pen), 755, 755CSE/ CE: 
- CDPDMobilemodule 71G2560 


Memory from ThinkPad 350, 500, and 510Cs ig 
NOT compatible in 360. IC Memory from 
ThinkPad 700, 720, 750, and 755 will work 
but without parity. 


Options only for TFT models - 360C, 360CE, 
750C, 755C, 755CE, 755CD 
- TVTuner 66G3689 


(J = Upgradeable; O = Removable; %& Price decrease effective February 14, 1995. 


HELPWARE 


1 year warranty 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, and electronic support 

IBM or dealer warranty/service 

Online Housecall (remote diagnostics) 

30 day money back guarantee 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(360E) Compiled by Roger Dodson, IBM. December 1995 


ThinkPad 360PE - withdrawn 


Removable diskette 
Removable CD-ROM 


3.5" 1.44 MB O/ supports internal 2.88 MB diskette 
None 


The ThinkPad 360PE has the same features as 360CSE except: 


Untethered batteryless stylus (pen) 


own to flat position to write on 


Audio in and audio out jacks 
PenDOS, Pen Windows, and Monologue preinstalled 


IBM® ThinkPad?®: =< 360PE 
dual scan color - pen ® Penenabled display 

Processor type 80486 DX2 o 

Processor speed 50/25 MHz 3.3 volt (SL Enhanced) ® Display folds d 

Memory cache 8 KB internal (no L2 cache) : F ; 

Coprocessor socket Integrated in 486DX2 . TED eHOle CORse iS NeeHcl0) 
° 
o 


35 watt universal AC adapter (vs 30 watt) 


ALL 360 MODELS 
Liftable (pop-up) keyboardto 
access and remove diskette 
drive, disk, battery, and 


Price (retail USD) $3,699 $4,049 

Type - model 2620-BOF 2620-BOG 
Removable disk-size 340MBUDIO 540 MBDO 

Hard drive - speed 14ms 14ms 
Avail/withdrawn date April 1995 / June 96 | July 1995 / June 1996 
Display - type VGA color / 640 x 480 


Display - colors 
Display - techology 
Display - size (diag) 
Display - pen enabled 


256 simultaneous colors 

Dual scan - passive matrix 

9.5 inch / 20 to 1 contrast ratio 

Pen enabled screen / folds flat / includes untethered batteryless stylus 


memory 


The removed diskette drive can be used 
externally via the optional 'FDD External 


Graphics - controller 
Graphics - vendor 
Graph - arch/data path 


WD90C24A or A2 with 1 MB DRAM 
Western Digital / External SVGA to 1024 x 768 with 256 colors (up to 75 Hz) 
VL-Bus local bus / 32 bit / Simultaneous LCD and CRT 


Kit' (includes cable and enclosure) to the 
Port Replicator Model | and II and Dock | 
and Il. 


Memory - std / max 


4MB/20MB 70ns/non-parity / 5.0 volt 


Diskette drive can be removed 
@® toreduce weight 


Mem - sockets empty __1 socket ; i 

Mem - options available 4, 8, 16 MB ICs @Qadc other rina Batlyopllens 

Keyboard / # of keys Full size alp/num / 85 keys| Memory options: 

Fn key functions 8 (in any appl) 4 MBIC DRAM 70 ns 5v parit 92G7232 

Keyboard slope Yes (legs pop out) 8 MB IC DRAM 70 ns 5v parity 92G723g| PREINSTALLED APPLICATIONS 

Mouse/pointing TrackPoint II™ 16 MB IC DRAM 70 ns 5v parity 92G7234 

Extkeyboard support _Yes (with optional cable) 4 MBIC DRAM 70 ns 5v non-parity 92G7236 | - IBM PC DOS 6.3 

Dimensions 11.7x8.3x2.1" 8 MB IC DRAM 70ns 5vnon-parity 92G7237| - PenDOS* 2.2 

Cubic inches 204 inches 16 MBIC DRAM 70 ns 5vnon-parity 92G7424| - IBM ThinkWrite 1.21 

Fiona ce : Windows for Pen computing® 1.0 

Weight (with ‘ - : 
sion Mibatieyy) 8 8 pounes. : - IBM PC Card Director for PCMCIA 

Battery - type Nickel hydride (NiMH) - Online Users Guide 

Batt - life (per battery) 3 to 7 hours - ThinkPad features 

Charge time-on/off 2 hrs/ 1.5 hr 1. Lotus® cc:Mail, for the IBM Global® 

Architecture AT bus (ISA) network 

Docking Station Dock | and II . Lotus Organizer 1.12 


Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


Port Replicator | and II 
2 Type | or 2 Type Il or 1 Type Ill 
Yes (one 9 pin) / Yes (EPP) 


. Lotus ScreenCam 1.0 
. Official Airline Guide Flight Disk® 1.0 
. Triton CoSession™ Host 


Audio support 
Audio in/out jack 
Other features 


Security 


16 bit audio codec on planar / Crystal Semiconductor™ CS4248 / int speaker 


Input jack / output jack 

APM-aware BIOS / Selectable boot 

AC adapter, 35 watts, worlwide, not wallmount 

Hibernation mode saves memory to disk and shuts off system 

Power-on password / Hard disk password / Hardware security loop (Secures 


unit, prevents opening keyboard) / PCMCIA card lock / Optional Security Base 


. America Online™ 

. SofNet FaxWorks™ 3.0 

. Taxi™ 

. Second Nature Screen Saver 
. Farallon® Replica™ 

. AlphaNet™ FollowFax™ 


2 
3 
4 
5 
6. PRODIGY® 
7 
8 
9 
0 
1 


Preinstalled software 
Warranty 
Warranty options 


IBM DOS 6.3, Windows™ 3.11, pen op systems, and all appls listed to right: 
1 year - ThinkPad EasyServ only 
Onsite via special bid only / ThinkPad EasyServ Overnight Repair Option 


13. Sedona REPRINT™ 

. COMPEL™ Personal Edition 
15. Reuters™ Money® Network 
16. Monologue™ 


FEATURES OF 360 FAMILY 


3 power saving modes: standby, suspend, 
and hibernation 

Personalized nameplate in molded indentation 

External VGA is ISO capable (75 Hz) 

Upgradeable disks: 170 MB, 250 MB, 340MB, 
540 MB, 810 MB (all 2.5 inch) 

Battery life indicator 

Non-disruptive battery exchange 

US EPA Energy Star compliant 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 

3 business day average turnaround). Overnight repair option in US available for $99. 

O = Upgradeable; O = Removable; =< = Withdrawn from marketing 


The ThinkPad 360 family has the same Compatible in all 360 family, all 750 family, and 
physical design as the ThinkPad 750 and 755 all 755 family: 
family. - Disks: 170 MB IDE 66G2847 
PC Card Director™ (EasyPlaying) is preinstalled 250 MB IDE 84G2391 
and on the utility diskette for DOS, Windows and 340 MB IDE 66G2849 
OS/2. It provides: 540 MB IDE 84G2150 
® automatic config of many PCMCIA cards; 810 MB IDE 84G8250 
® visual/audible confirmation of insertion/ - Dock! (1 slot/1 bay) 3545001 
removal of cards; - Dock Il (2 slot /2 bay) 3546001 
® ability to automatically launch an appl (e.g. - Port Replicator |(w/ PCMCIA) 66G3510 
async emulation) when card inserted; - Port Replicator II 66G3520 
® status and info on PCMCIA cards installed. - 1.44 MB diskette stdin newer 
Easy-Setup is entered by holding F1 when : : 
turning on. Easy-Setup, BIOS, and diagnostics Options for 360PE: 
are located in flash memory. - AC Adapter, 35 watts 85G6680 
- ne Adapter, 40 watts ie 65 
. ae - AC Adapter, 40 w, wallmount 84G2148 
ThinkPad 360PE supported batteries: - Car Battery Adapter 49G2167 
- 360 NiMH battery 84G2392 
- 750 NiMH battery 66G2846 Memory from ThinkPad 350, 500, and 510Cs 
- 750 QuickCharger 66G2843 is NOT compatible in 360. IC DRAM memory 
from ThinkPad 700, 720, 750, and 755 will 
work but without parity. 


HELPWARE 


1 year warranty 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, and electronic support 

IBM or dealer warranty/service 

Online Housecall (remote diagnostics) 

30 day money back guarantee 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(860PE) Compiled by Roger Dodson, IBM. June 1996 


ThinkPad 365 (non-CD-ROM models) - withdrawn 


IBM® ThinkPad®;  2< 365CS < 365C 

10.4" dual scan 10.4" TFT 
Processor Cyrix Cx486DX4™ 75/25 MHz / integrated math coprocessor 
Processor upgrade None 
Memory cache 8 KB in DX4 (write back) / no L2 cache 
Diskette drive Internal 3.5" 1.44 MB (not removeable) 
CD-ROM None (cannot upgrade) 
Price 
Type - modelall 2625 203 W111 205 wi2 2625-305 2625-W13 
Part number 38H571 1} 41H8660 | 38H5712] 41H8661 | 38H5714 41H8662 
Preload (see side) SelSys |Win95 | SelSys |Win95 | SelectaSystem | Windows 95 
Disk - capacity 340 MB !340 MB | 540 MB !540 MB | 540 MB 540 MB 
Disk- ms/interface 13ms/EIDE 13 ms / EIDE 13 ms / EIDE 13 ms / EIDE 
Avail/ withdrawn date Nov 1995 / Jun 96] Nov 1995 / Jun 96] Nov 95/Jun96__| Nov 1995/ Jun 96 
Display - diagonal size 10.4" Dual scan 10.4" Black Matrix TFT - active matrix 
Display - type VGA color / 640 x 480 VGA color / 640 x 480 
Display - colors 256 simultaneous colors 262,144 simultaneous colors 
Display - contrast 30 to 1 100 to 1 
Graphics - controller Chips and Technologies™ 65545 Chips and Technologies 65545 
Graphics-memory 512KBDRAM 1 MB DRAM 
Graphics - external External SVGA to 1024 x 768 w/ 256 colors up to 70 Hz 
Graph - arch/data path VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 
Memory -std/max 8MB/24MB 70ns/non-parity /3.3 volt / fast page 
Memory - upgrade 1 socket for one JEDEC 72 pin SO DIMM of 4 or 16 MB 
Keyboard /#of keys Full size alp/num/85 (8 Fnkey functions) | Liftable (pop-up) keyboardto 
Keyboard slope Yes (legs pop out) access and remove battery 
Pointing TrackPointIlIl™ (and upgrade memory and 
Ext keyboard support Yes (with option cable or Port Replicator) disk); diskette drive is not 
Dimensions (cubic in) 11.7 x 8.3 x 2.0" (194 cubic inches) PEDIouEaE 
Weight (with battery) 5.9pounds | 5.8 pounds 
Battery - type NiMH/non-intelligent 
Battery - life 3 to 9 hours 
Charge time - on/off 6hrs/2hrs 


Architecture 


ISA (audio, PCMCIA, diskette, serial, parallel, 100 pin external expansion) 


VL-Bus 2.0 / 32 bit / 25 MHz (graphics, disk) 


Docking Station 
Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


None 


Port Replicator and Charger (with built-in battery charger and palm rest) 
2 Type | or 2 Type Il or 1 Type Ill 
One 9 pin; 16550A / one (IEEE P1284, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Universal AC adapter (35 watts) / Phoenix™ BIOS 
MPEG decoder None 

Data/fax modem None 

Audio support None 

Audio in/out jacks None 

Infrared ports Infrared port in back / IrDA 1.0 compatible / up to 115 Kbps 
Security Power-on password / Supervisor password / Locking device keyhole 


(Kensington™ MicroSaver™ cable lock) / keyboard lock (requires Kensington) 


Preinstalled software 
Warranty 


Choice of two preloaded configurations (listed to right) 
1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


The Port Replicator and Charger provide 
cable management, a battery charger for an 
optional second battery, apalm rest when 
installed on the system, and has complete port 
replication. 


The Port Replicator can charge a battery 
whether or not a ThinkPad is connected to it. 
When the ThinkPad is attached to the Port 
Replicator, it will attempt to recharge the battery 
in ThinkPad first (if there is one) before 
charging the battery in the Port Replicator. 


Port Replicator and Charger connectors: 


- Serial (RS-232, 9 pin) 

- Parallel (EPP, ECP, 25 pin) 

- External display (15 pin) 

- Keyboard 

- Mouse 

- Diskette drive (26 pin) 

- Game with MIDI support (15 pin) 
- Audio in (3.5 mm) 

- Audio out (3.5 mm) 

- DC input connector 

- Spare battery connector (to charge 2nd battery) 


Options for ThinkPad 365: 
-4 MB SO DIMM 3.3v non-parity 72 pin 92G7287 
- 16 MB SO DIMM 3.3v non-parity 72 pin 92G7293 


- 720 MB EIDE HDD 13 ms PIO Mode 3 38H6306 
- 810 MB EIDE HDD 13 ms PIO Mode 4 42H4012 
- 1.08 GB EIDE HDD 13msMode4  69H7956 
- Port Replicator and Charger 38H6303 
- NiMH Battery Pack 38H6304 


Setup is entered by Ctrl + Alt + F11 from any 
full-screen DOS prompt 


Fn + F2 = Battery guage 

Fn + F3 = Standby 

Fn + F4 = Suspend 

Fn +F7 =LCD/CRT/Simultaneous 
Fn + F8 = Reverse video 

Fn +F11 = Powermgmt 

Fn +F12 = Hibernation 

PgUp = Speaker enable 

PgDn = Speaker disable 


System enters hibernation mode when keyboard 
is lifted up. 


ThinkPad 365 strengths: 


o 
o 


o 
o 


Disk is not removable (like 755/760 
systems), but it can be upgraded via tools 


. Lotus® cc:Mail™, e-mail for IBM Global® 


. Lotus Organizer™ 
. Lotus ScreenCam™ 


. Compuserv for Windows 
. NetFinity for Windows and OS/2 


. Lotus® cc:Mail™, e-mail for IBM Global® 


. Lotus Organizer™ 
. Lotus ScreenCam™ 


. SofNet FaxWorks™ 
. PumaTranxit™ 
. Compuserve for Windows 


Entry-priced notebook 

Extensive software preload 

Infrared port 

Optional Port Replicator with battery 
charger and palm rest 


SELECTASYSTEM PRELOAD 


IBM DOS 7.0 

Windows 3.11 

OS/2® Warp 3.0 (dual boot) with 
selected BonusPak applications 

IBM PC Card Director™ 1.4 

IBM ThinkPad Demo 

Online Users Guide 

ThinkPad features ; Diskette Factory 


Network 


Triton CoSession™ Host 
PRODIGY® 

SofNet FaxWorks™ 

Video For Windows™ Runtime 
Puma Tranxit™ 


WINDOWS 95 PRELOAD 


Microsoft Windows 95 

IBM ThinkPad Demo 

Online Users Guide 

ThinkPad features; Diskette Factory 


network 


Triton CoSession™ Host 
PRODIGY® 


FEATURES OF 365 MODELS 


Product Map 

LED indicator panel 

Plug and Play 1.0a 

Non-disruptive battery exchange 

Doze, standby, suspend, safe suspend, 
and hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 

board, fax, and electronic support 

IBM or dealer warranty/service 

Online Housecall (remote diagnostics) 

30 day money back guarantee 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


2< = Withdrawn from marketing 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(365) Compiled by Roger Dodson, IBM. June 1996 


ThinkPad 365 (CD-ROM models) - withdrawn 


>< 365CD 
10.4" TFT - CD-ROM 


*< 365CSD 
10.4" dual scan - CD-ROM 


IBM® ThinkPad®: 


ThinkPad 365 (CD-ROM models) strengths 


® Entry-priced CD-ROM notebook 


Processor Cyrix Cx 486DX4™ 75/25 MHz / integrated math coprocessor 
Processor upgrade None 
Memory cache 8 KB in DX4 (write-back) / no L2 cache 


Diskette (notinternal) External 3.5" 1.44 MB (connects to back of system) / use simultaneously w/ CD- 


CD-ROM (not remove) 5.25" CD-ROM / double speed / multi-session / XA / front loaded / ATAPI 


© Integrated audio, microphone, speaker 
© Simultaneous external diskette 
ROM| & Joystick/MIDI port 
© Infrared port 


Price 


Type - modelall 2625 2625-A05 2625-W14 2625-B05 2625-W15 SELECTASYSTEM PRELOAD 
Partnumber 38H5724 41H8663 38H5726 41H8664 IBM DOS 7.0 

Preload (see side) SelectaSystem Windows 95 SelectaSystem Windows 95 i Wi 3.11 

Disk - capacity 540 MB 540 MB 540 MB 540 MB - id Sa doalb ith 
Disk-ms/interface 13ms/EIDE 13 ms/ EIDE 13 ms / EIDE 13 ms/ EIDE ‘ arp 3.0 (dua aud 
Avail / withdrawn date Nov 1995/ Jun 96|Nov95/Jun96 | Nov95/Jun96_| Nov 95/Jun 96 selected BonusPak applications 


- IBM PC Card Director™ 1.4 


Display - diagonal size 10.4" Dual scan 


Display - type VGA color / 640 x 480 VGA color / 640 x 480 
Display - color 256 simultaneous colors 262,144 simultaneous colors 
Display - contrast 30 to 1 100 to 1 


10.4" Black Matrix TFT - active matrix _ 


IBM ThinkPad Demo 

- Online Users Guide 

- ThinkPad features ; Diskette Factory 

1. Lotus® cc:Mail™, e-mail for IBM Global® 


Graphics - controller Chips and Technologies™ 65545 with 1 MB DRAM Network 
Graphics - external External SVGA to 1024 x 768 w/ 256 colors up to 70 Hz 2. Lotus Organizer™ 
Graph - arch/data path VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 3. Lotus ScreenCam™ 

, 4. Triton CoSession™ Host 
Memory - std / max 8MB/24MB 70ns/non-parity /3.3 volt / fast page 5. PRODIGY® 
Mem - upgrade 1 socket for one JEDEC 72 pin SO DIMM of 4 or 16 MB 6. SofNet EaxWorks™ 
Keyboard/#of keys Full size alp/num/ 85 (8 Fn key functions) Liftable (pop-up) keyboardto | 7. Video For Windows™ Runtime 
Keyboard slope Yes (legs pop out) access and remove battery 8. Puma Tranxit™ 
Pointing TrackPointIlI™ (and upgrade memory and 9. Compuserv for Windows 
Ext keyboard support Yes (with option cable or Port Replicator) disk); 10. NetFinity for Windows and OS/2 
Dimensions (cubic in) 11.7 x 8.3 x 2.0" (194 cubic inches) CD-ROM is not removable 
Weight (with battery) 6.4pounds | 6.3 pounds WINDOWS 95 PRELOAD 
Battery - type NiMH/non-intelligent : : 
Battery - life 2.5to 9 hours - Microsoft Windows 95 


Charge time - on/off 6hrs/2hrs 


- IBM ThinkPad Demo 
- Online Users Guide 


Architecture 
VL-Bus 2.0 / 32 bit / 25 MHz (graphics, disk) 
None 


ISA (audio, PCMCIA, diskette, serial, parallel, 240 pin external expansion) 


- ThinkPad features; Diskette Factory 
1. Lotus® cc:Mail™, e-mail for IBM Global® 


Docking Station Network 

Portreplicator Port Replicator and Charger (with built-in battery charger and palm rest) 2. Lotus Organizer™ 
PCMCIA™ 2.1 slots 2Typel or2 Type llor1 Type Ill 3. Lotus ScreenCam™ 
Serial/parallel ports One 9 pin; 16550A/ one (IEEE P1284, EPP, ECP, bidirectional) 4. Triton CoSession™ Host 
Other features APM-aware BIOS / Universal AC adapter (35 watts) / Phoenix™ BIOS 5. PRODIGY® 

MPEG decoder None 6. SofNet FaxWorks™ 
Data/fax modem None 7. Puma Tranxit™ 

Audio support 16 bit audio chip / 18 voice MIDI FM Synthesis / ESS1688 with OPL3 8. Compuserve for Windows 


Internal speaker / .5 watt / dial volume control / internal microphone 
Input jack (stereo) / microphone jack / output jack (stereo) 

Joystick/MIDI port (includes Joystick/MIDI cable) 

Infrared port in back / IrDA 1.0 compatible / up to 115 Kbps 


Audio in/out jacks 


Infrared ports 


Security Power-on password / Supervisor password / Locking device keyhole 


(Kensington™ MicroSaver™ cable lock) / keyboard lock (requires Kensington) 


Preinstalled software 
Warranty 


Choice of two preloaded configurations (listed to right) 


1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


Options for ThinkPad 365: 
-4 MBSO DIMM 3.3v non-parity 72 pin 


The Port Replicator and Charger provide 
cable management, a battery charger for an 


92G7287 


optional second battery, a palm rest when 
installed on the system, and has complete port 
replication. 


The Port Replicator can charge a battery 
whether or not a ThinkPad is connected to it. 
When the ThinkPad is attached to the Port 
Replicator, it will attempt to recharge the battery 
in ThinkPad first (if there is one) before 
charging the battery in the Port Replicator. 


Port Replicator and Charger connectors: 
- Serial (RS-232, 9 pin) 

- Parallel (EPP, ECP, 25 pin) 

- External display (15 pin) 

- Keyboard 

- Mouse 

- Diskette drive (26 pin) 

- Game with MIDI support (15 pin) 
- Audio in (3.5 mm) 

- Audio out (3.5 mm) 

- DC input connector 


- Spare battery connector (to charge 2nd battery) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


2< = Withdrawn from marketing 


- 16 MB SO DIMM 3.3v non-parity 72 pin 92G7293 
- 720 MB EIDE HDD 13 ms PIO Mode 3 38H6306 
- 810 MB EIDE HDD 13 ms PIO Mode 4 42H4012 


- 1.08 GB EIDE HDD 13msMode4  69H7956 
- Port Replicator and Charger 38H6303 
- NiMH Battery Pack 38H6304 


Setup is entered by Ctrl + Alt + F11 from any 
full-screen DOS prompt 


Fn + F2 = Battery guage 

Fn + F3 = Standby 

Fn + F4 = Suspend 

Fn +F7 =LCD/CRT/Simultaneous 
Fn + F8 = Reverse video 

Fn +F11 = Powermgmt 

Fn +F12 = Hibernation 

PgUp = Speaker enable 

PgDn = Speaker disable 


System enters hibernation mode when keyboard 
is lifted up. 


Disk is not removable (like 755/760 
systems), but it can be upgraded via tools 


FEATURES OF 365 MODELS 


Product Map 

LED indicator panel 

Plug and Play 1.0a 

Non-disruptive battery exchange 

Doze, standby, suspend, safe suspend, 
and hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 

board, fax, and electronic support 

IBM or dealer warranty/service 

Online Housecall (remote diagnostics) 

30 day money back guarantee 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(865CD) Compiled by Roger Dodson, IBM. June 1996 


ThinkPad 365E - withdrawn 


>< 365E 
10.4" dual scan 


ThinkPad 365 strengths: 
© Entry-priced notebook 


IBM® ThinkPad®: 


Processor IBM 5x86c™ 100/33 MHz (Cyrix) / integrated math coprocessor © Extensive software preload 
econ Aeneas (write back) /no L2 cach Se uniaree port 

emory cache in 5x86c (write back) / no L2 cache . , . 
Diskette drive Internal 3.5" 1.44 MB (not removeable) bg elie a baer with battery 
CD-ROM None (can not upgrade) charger and palm rest 
Price 
Type - model 2625-W9A 
Preload (see side) Windows 95 WINDOWS 95 PRELOAD 
Disk - capacity 540 MB - Microsoft Windows 95 
Disk-ms/interface 13ms/EIDE/PIO Mode 3 - Online Users Guide 
Available date May 1996 - Diskette Factory 
Withdrawn date October 1996 - PC Card Director 1.4 
Display - diagonal size 10.4" Dual scan 1. Triton™ CoSession™ Host 
Display - type VGA color / 640 x 480 2. Puma Tranxit™ 
Display - colors 256 simultaneous colors 3. NetFinity for Windows 
Display - contrast 30 to 1 4. CompuServ™ for Windows 
Graphics - controller Chips and Technologies™ 65545 
Graphics-memory 1MBDRAM 


Graphics - external 
Graph - arch/data path 


Memory - std / max 
Memory - upgrade 


External SVGA to 1024 x 768 w/ 256 colors up to 70 Hz 
VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 


8MB/24MB 70ns/non-parity / 3.3 volt / fast page 
1 socket for one JEDEC 72 pin SO DIMM of 4 or 16 MB 


Keyboard/#ofkeys Full size alp/num/85 (8 Fnkey functions) | Liftable (pop-up) keyboardto 
Keyboard slope Yes (legs pop out) access and remove battery 
Pointing TrackPointIIIl™ (and upgrade memory and 
Ext keyboard support Yes (with option cable or Port Replicator) disk); diskette drive is not 
Dimensions (cubicin) 11.7 x 8.3 x 2.0" (194 cubic inches) removable 

Weight (with battery) 5.9pounds 

Battery - type NiMH/non-intelligent 

Battery - life 2.5 hours 

Charge time - on/off 6hrs/2 hrs 


ISA (audio, PCMCIA, diskette, serial, parallel, 100 pin external expansion) 
VL-Bus 2.0 / 32 bit / 25 MHz (graphics, disk) 

None 

Port Replicator and Charger (with built-in battery charger and palm rest) 

2 Type! or 2 Type Il or 1 Type Ill 

One 9 pin; 16550A / one (IEEE P1284, EPP, ECP, bidirectional) 


Architecture 


Docking Station 
Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


Other features APM-aware BIOS / Universal AC adapter (35 watts) / Phoenix™ BIOS 
MPEG decoder None 

Data/fax modem None 

Audio support None 

Audio in/out jacks None 

Infrared ports Infrared port in back / IrDA 1.0 compatible / up to 115 Kbps 
Security Power-on password / Supervisor password / Locking device keyhole 


(Kensington™ MicroSaver™ cable lock) / keyboard lock (requires Kensington) 


Windows 95 with utilities and applications (listed to right) 
1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


Preinstalled software 
Warranty 


The Port Replicator and Charger provide 
cable management, a battery charger for an 
optional second battery, a palm rest when 
installed on the system, and has complete port 
replication. 


Options for ThinkPad 365: 


-4 MB SO DIMM 3.3v non-parity 72 pin 92G7287 
- 16 MB SO DIMM 3.3v non-parity 72 pin 92G7293 
- 810 MB EIDE HDD 13 ms Mode4 42H4012 
- 1.08 GB EIDE HDD 13 ms Mode 4 _ 69H7956 
-Port Replicatorand Charger (old) 38H6303 


The Port Replicator can charge a battery replaced by 75H7529 


whether or not a ThinkPad is connected to it. 


When the ThinkPad is attached to the Port f 35 Wallac Adapier -2 pin peers 
Replicator, it will attempt to recharge the battery FEATURES OF 365 MODELS 
in ThinkPad first (if there is one) before Setup is entered by Ctrl + Alt + F11 from any Product Map 


charging the battery in the Port Replicator. 


full-screen DOS prompt LED indicator panel 


Port Replicator and Charger connectors: Plug and Play 1.0a 


- Audio out (3.5 mm) 
- DC input connector 


ThinkPad EasyServ™: 


any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). 


- Spare battery connector (to charge 2nd battery) 


Fn + F2 = Battery guage Non-disruptive battery exchange 
- Serial (RS-232, 9 pin) Fn + F3 = Standby Doze, standby, suspend, safe suspend, 
- Parallel (EPP, ECP, 25 pin) Fn + F4 = Suspend and hibernation modes 
- External display (15 pin) Fn +F7 = LCD/CRT/Simultaneous US EPA Energy Star compliant 
- Keyboard Fn +F8 = Reverse video Personalized nameplate in indention 
- Mouse Fn +F11 = Powermgmt Personalization screen at startup 
- Diskette drive (26 pin) Fn +F12 = Hibernation International Warranty Service 
- Game with MIDI support (15 pin) PgUp = Speaker enable 24 hour / 7 day telephone, bulletin 
- Audio in (3.5 mm) PgDn = Speaker disable board, fax, electronic, and Internet 


System enters hibernation mode when keyboard 
is lifted up 


Disk is not removable (like 755/760 systems), but 
it can be upgraded via a screwdriver 


customer calls IBM HelpCenter, courier service picks up ThinkPad at 


(http://www.pc.ibm.com) support 
IBM and dealer warranty/service 
Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(365E) Compiled by Roger Dodson, IBM. October 1996 


ThinkPad 365ED - withdrawn 


IBM® ThinkPad®: *< 365ED 


10.4" dual scan - CD-ROM 


Processor 

Processor upgrade 
Memory cache 
Diskette (not internal) 


None 


IBM 5x86c™ 100/33 MHz (Cyrix) / integrated math coprocessor 


16 KB in 5x86c (write-back) / no L2 cache 
External 3.5" 1.44 MB (connects to back of system) / use simultaneously w/ CD-ROM 


CD-ROM (not remove) 5.25" CD-ROM / 4 x speed / multi-session / XA / front loaded / ATAPI 


Price 

Type - model 2625-W9G 
Preload (see side) Windows 95 
Disk - capacity 540 MB 


Disk - ms / interface 


13 ms / EIDE / PIO Mode 3 


Available date May 1996 

Withdrawn date October 1996 

Display - diagonal size 10.4" Dual scan 
Display - type VGA color / 640 x 480 
Display - color 256 simultaneous colors 
Display - contrast 30 to 1 


Graphics - controller 
Graphics - external 


Chips and Technologies™ 65545 with 1 MB DRAM 
External SVGA to 1024 x 768 w/ 256 colors up to 70 Hz 


Graph - arch/data path VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 


Memory - std / max 
Mem - upgrade 


8MB/24MB 70ns/non-parity / 3.3 volt / fast page 
1 socket for one JEDEC 72 pin SO DIMM of 4 or 16 MB 


Liftable (pop-up) keyboardto 
access and remove battery 
(and upgrade memory and 
disk); 

CD-ROM is not removable 


Keyboard/#ofkeys Full size alp/num/ 85 (8 Fn key functions) 
Keyboard slope Yes (legs pop out) 

Pointing TrackPointIlIIl™ 

Ext keyboard support Yes (with option cable or Port Replicator) 
Dimensions (cubicin) 11.7 x 8.3 x 2.0" (194 cubic inches) 
Weight (withbattery) 6.4pounds 

Battery - type NiMH/non-intelligent 

Battery - life 2.3 hours 

Charge time - on/off 6hrs/2 hrs 


Architecture 


ISA (audio, PCMCIA, diskette, serial, parallel, 240 pin external expansion) 


VL-Bus 2.0 / 32 bit / 25 MHz (graphics, disk) 


Docking Station None 
Portreplicator 
PCMCIA™ 2.1 slots 


Serial / parallel ports 


Port Replicator and Charger (with built-in battery charger and palm rest) 
2 Type | or 2 Type Il or 1 Type Ill 
One 9 pin; 16550A / one (IEEE P1284, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Universal AC adapter (35 watts) / Phoenix™ BIOS 
MPEG decoder None 

Data/fax modem None 

Audio support 16 bit audio chip / 18 voice MIDI FM Synthesis / ESS1688 with OPL3 


Internal speaker / .5 watt / dial volume control / internal microphone 


Audio in/out jacks 


Input jack (stereo) / microphone jack / output jack (stereo) 


Joystick/MIDI port (includes Joystick/MIDI cable) 


Infrared ports 


Infrared port in back / IrDA 1.0 compatible / up to 115 Kbps 


Security 


Power-on password / Supervisor password / Locking device keyhole 


(Kensington™ MicroSaver™ cable lock) / keyboard lock (requires Kensington) 


Preinstalled software 
Warranty 


Windows 95 with utilities and applications (listed to right) 
1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


The Port Replicator and Charger provide 
cable management, a battery charger for an 
optional second battery, a palm rest when 
installed on the system, and has complete port 
replication. 


The Port Replicator can charge a battery 
whether or not a ThinkPad is connected to it. 
When the ThinkPad is attached to the Port 
Replicator, it will attempt to recharge the battery 
in ThinkPad first (if there is one) before 
charging the battery in the Port Replicator. 


Port Replicator and Charger connectors: 
- Serial (RS-232, 9 pin) 

- Parallel (EPP, ECP, 25 pin) 

- External display (15 pin) 

- Keyboard 

- Mouse 

- Diskette drive (26 pin) 

- Game with MIDI support (15 pin) 

- Audio in (3.5 mm) 

- Audio out (3.5 mm) 

- DC input connector 

- Spare battery connector (to charge 2nd battery) 


ThinkPad EasyServ™: customer calls IBM HelpCenter, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 


3 business day average turnaround). 


Options for ThinkPad 365: 


-4 MBSO DIMM 3.3v non-parity 72 pin 92G7287 
- 16 MB SO DIMM 3.3v non-parity 72 pin 92G7293 
-810 MB EIDE HDD 13 ms Mode 4 42H4012 
- 1.08 GB EIDE HDD 13 ms Mode4_ 69H7956 
- Port Replicatorand Charger (old) 38H6303 

replaced by 75H7529 
- NiMH Battery Pack 38H6304 
- 35 watt AC Adapter - 2 pin 85G6719 


Setup is entered by Ctrl + Alt + F11 from any 
full-screen DOS prompt 


Fn + F2 = Battery guage 

Fn + F3 = Standby 

Fn + F4 = Suspend 

Fn +F7 = LCD/CRT/Simultaneous 
Fn +F8 = Reverse video 

Fn +F11 = Powermgmt 

Fn +F12 = Hibernation 

PgUp = Speaker enable 

PgDn = Speaker disable 


System enters hibernation mode when keyboard 
is lifted up 


Disk is not removable (like 755/760 systems), but 
it can be upgraded via a screwdriver 


ThinkPad 365 (CD-ROM models) strengths 


® Entry-priced CD-ROM notebook 
© Integrated audio, microphone, speaker 


© Simultaneous external diskette 
© Joystick/MIDI port 

© Infrared port 

& MPC2compliant 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 

- Online Users Guide 

- Diskette Factory 

- PC Card Director 1.4 

1. Triton CoSession™ Host 

2. PumaTranxit™ 

3. NetFinity for Windows 

4. CompuServ™ for Windows 


FEATURES OF 365 MODELS 


Product Map 

LED indicator panel 

Plug and Play 1.0a 

Non-disruptive battery exchange 

Doze, standby, suspend, safe suspend, 
and hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate inindention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 


(865ED) Compiled by Roger Dodson, IBM. October 1996 


ThinkPad 365X - withdrawn 


IBM® ThinkPad®: 2< 365X Key differences between 365E and 365x: 

10.4" SVGA TFT or DSTN color 
Processor type Pentium® 100/66 / 64 bit transfer to memory S65E 365x 
Processor upgrade None 5x86c 100/33 MHz Pentium 100, 120, 133 
L2 cache None (not upgradeable) 8 MB fast page (to 24 MB) 8 MB EDO (to 40 MB) 
Diskette drive Internal 3.5" 1.44 MB O (not removable) VL-Bus graphics and disk PCI graphics and disk 
External FDD port External FDD port (used if purchase CD-ROM upgrade) 10.4" VGA 640 x 480 LCD SVGA 800x600 
Internal CD-ROM None standard / 4 x CD-ROM option available (not customer install) | 540 MB disk standard 810 MB or 1.08 GB disk 
Price No integrated audio 16 bit audio © 
Type - model 2625-6E7 2625-7E7 OEE eee Senoaee 
Preload (see side) Windows 95 Windows 95 ThinkPad Features 
Avail/ withdrawn date May 1996 / January 1997 May 1996 / January 1997 
Disk - size / ms 810 MB / 13 ms O/ PIO Mode 4 
Disk controller EIDE / busmaster / PCI 2.1 / supports one internal disk 
Display - size and type 10.4 inch DSTN color 10.4 inch TFT color 
Display - techology SVGA/ 640 x 480 or 800 x 600 SVGA / 640 x 480 or 800 x 600 

Dual scan Black Matrix TFT - active matrix 


256 sim colors / 25 to 1 contrast ratio _}|65,536 simultaneous colors / 100 to 1 contrast ratio 


Graphics - controller — Trident™ CYBER9320 / 32 bit SVGA accelerator / 1 MB fast page DRAM /70 ns 
Graph - arch/data path PCI 2.1 / 32 bit / external SVGA to 1024 x 768 w/ 256 colors 
Gaphics - features Simultaneous LCD and CRT / 180 degree tilt 


Memory - std / max 8 MB/ 40 MB 
Memory - features 70 ns / non-parity / 3.3 volt /EDO/1 socket for one JEDEC 144 pin EDO SO DIMMs of 8, 16, or 32 MB 


Keyboard /#ofkeys Full size alp/num/ 85 (6 Fn key functions) 


Keyboard slope Yes (legs Pop out) WINDOWS 95 PRELOAD 
Pointing/palmrest — TrackPointIII™ / sdemnal keyboard support (w/ option cable or Port Replicator)| - Microsoft Windows 95 
Dimensions 11.7 x 8.3 x 1.9" (185 cuin)| Liftable (pop-up) keyboard to access and - Online User's Guide 
Weight 6.0 pounds (2.7 kg) remove battery (and upgrade memory and : Ue teeslhe 
Battery - type NiMH/non-intelligent disk); diskette drive is not removable : Blane Facon. 0 
Battery - life (1 batt) 2.5 hours 1. Triton CoSession™ Host 
Charge time - on/off. 1.5hrs/1.2 hrs 2. Compuserv for Windows 
Architecture ISA (audio, PCMCIA, diskette, serial, parallel, infrared) 3. NetFinity for Windows 95 

; ; PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics) 4. Puma Tranxit™ 
Docking Station None - Lotus SmartSuite 96 CD-ROM 
Portreplicator Port Replicator and Charger (with built-in battery charger and palm rest) 


PCMCIA™ 2.1 slots 2 Type lor 2 Type Il or 1 Type Ill 
Serial/parallel ports One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Universal AC adapter 3 prong (35 watts) / Selectable boot 
Video in/out None 
MPEG decoder None 
Data/fax modem None 
Audio support 16 bit audio chip / 18 voice MIDI FM Synthesis / ESS1688 

One internal speaker / .5 watt / dial volume control / internal microphone 
Audio in/out jacks Input jack (stereo) / microphone jack / output jack (stereo) / no joystick port 
Infrared ports Infrared port in back / IrDA 1.0 compatible / up to 115 Kbps 
Security Power-on pwd / Hard disk pwd / Supervisor pwd / Locking device keyhole 


(Kensington™ MicroSaver™ cable lock) / keyboard lock (requires Kensington) 


Preinstalledsoftware Microsoft Windows 95 wth applications (listed on right) - ; 
Warranty 1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in eae is entered by holding F1 
when turning on. 


810MB =DMA Mode 2 or PIO Mode 4 


The Port Replicator and Charger provide Options for ThinkPad 365x: 1.08 GB =DMA Mode 2 or PIO Mode 4 
cable management, a battery charger for an -8MBSODIMM3.3vNPEDO64bit 92G7340 
optional second battery, a palm rest when - 16 MB SO DIMM 3.3v NP EDO 64bit 92G7341 
installed on the system, and has complete port -32 MB SO DIMM3.3vNPEDO64bit 92G7342 
replication. - 810 MB EIDE HDD 13 ms 42H4012 
: - 1.08 GB EIDE HDD 13 ms 69H7956 

The Port Replicator can charge a battery -1.4GB EIDE HDD 3L 12.5 mm 82H8161 
whether or not a ThinkPad is connected to it. - Port Replicator and Charger 75H7529 
When the ThinkPad is attached to the Port - NiMH Battery Pack 38H6304 FEATURES OF 365 MODELS 
Replicator, it will attempt to recharge the battery || _ 365x 4 x CD-ROM Drive 73H7225 Quick Setup Guide 
in ThinkPad first (if there is one) before - 35 watt AC Adapter (2 pin barrel) | 85G6719 LED indicator panel 
charging the battery in the Port Replicator. - 35 watt AC Adapter (slim, 2 pin) | 76H0139 Plug and Play 1.0a 

: . Doze, standby, suspend, safe suspend, 
Port Replicator and Charger connectors: Fn+F2 = Battery guage and hibernation modes 
- Serial (RS-232, 9 pin) Fn+F3 = Standby US EPA Energy Star compliant _ 
- Parallel (EPP, ECP, 25 pin) Fn+F4 = Suspend Personalized nameplate in indention 
- External display (15 pin) Fn+F7 = LCD/CRT/Simultaneous Personalization screen at startup 
- Keyboard Fn+Fi11 = Powermgmt International Warranty Service 
- Mouse Fn+F12 = Hibernation 24 hour / 7 day telephone, bulletin 
- Diskette drive (26 pin) (ntipa fax, bated Sag ae Internet 
- Game with MIDI support (15 pin) Fk j : ttp ://www.pc.ibm.com) support 
- Audio in (3.5 mm) B ba Gea ee veioms) -put IBM and dealer warranty/service  __ 
- Audio out (3.5 mm) Online Housecall (remote diagnostics) 
- DC input connector 
- Spare battery connector (to charge 2nd battery) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 

any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 

onan day average turnaround). Overnight repair option in US available for $99. (365X) Compiled by Roger Dodson, IBM. December 1996 
= Removable 


Roms 


ThinkPad 365X (Fall 1996 models) - withdrawn 


IBM® ThinkPad®: s< 365X 


10.4" SVGA TFT or 11.3" SVGA DSTN color 


Processor type 
Processor upgrade None 
L2 cache None (not upgradeable) 


Diskette drive 
External FDD port 
InternalCD-ROM 


Pentium® 120/60 or 133/66 MHz / 64 bit transfer to memory 


Internal 3.5" 1.44 MB m (not removable) 
External FDD port (used if purchase CD-ROM upgrade) 
None standard / 4 x or 8 x CD-ROM option available which includes an external diskette drive (not customer install) 


Price 

Type - model 2625-3E9 

Preload (see side) Windows 95 

Avail / withdrawn date October 1996 / July 1997 
Pentium speed 120/60 MHz 


Disk - size / ms 


Disk controller EIDE / busmaster / PCI 2.1 


810 MB / 13 ms O7/ PIO Mode 4 


2625-2E9 

Windows 95 

October 1996 / October 1997 
133/66 MHz 

1.08 GB / 13 ms O/ PIO Mode 4 
/ supports one internal disk 


Display - size and type 10.4 inch TFT color 


Display - techology 


SVGA/ 640 x 480 or 800 x 600 
Black Matrix TFT - active matrix 
65,536 simultaneous colors / 100 to 1 


11.3 inch DSTN color 
SVGA / 640 x 480 or 800 x 600 
Dual scan 


256 simultaneous colors / 30 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 


Trident™ CYBER9320 / 32 bit SVGA accelerator / 1 MB fast page DRAM / 70 ns 
PCI 2.1 / 32 bit / external SVGA to 1024 x 768 w/ 256 colors 


Graphics - features 


Memory - std / max 
Memory - features 


Simultaneous LCD and CRT / 180 degree tilt 


8 MB /40 MB 
70 ns / non-parity / 3.3 volt / EDO / 1 socket for one JEDEC 144 pin EDO SO DIMMs of 8, 16, or 32 MB 


Keyboard /#ofkeys Full size alp/num/ 85 (6 Fn key functions) 

Keyboard slope Yes (legs pop out) ; ; WINDOWS 95 PRELOAD 
Painting /palm rest TrackPoint III™ / external keyboard support (w/ option cable or Port Replicator) _ Microsoft Windows 95 
Dimensions 11.7 x 8.3 x 1.9" (185 cu in) - Online User's Guide 

Weight 6.1 pounds (2.76 kg) [5.9 pounds (2.67 kg) - ThinkPad Features 

Battery - type NiMH/non-intelligent Liftable (pop-up) keyboard to access and - PC Card Director 4.0 

Battery - life 2.5 hours remove battery (and upgrade memory and Diskette Factory 

Charge time-on/off 1.5hrs/1.2 hrs disk); diskette drive is not removable . Triton CoSession™ Host 


. Compuserv for Windows 
. NetFinity for Windows 95 
. Puma Tranxit™ 
Lotus SmartSuite 96 CD-ROM 


Architecture ISA (audio, PCMCIA, diskette, serial, parallel, infrared) 

PCI 2.1 / 32 bit / 33 MHz (EIDE, graphics) 

None 

Port Replicator and Charger (with built-in battery charger and palm rest) 
2 Type | or 2 Type Il or 1 Type Ill 


One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


'Rwop! 


Docking Station 
Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


Other features APM-aware BIOS / Universal AC adapter 3 prong (35 watts) / Selectable boot 
Video in/out None 

MPEG decoder None 

Data/fax modem None 

Audio support 16 bit audio chip / 18 voice MIDI FM Synthesis / ESS1688 


One internal speaker / .5 watt / dial volume control / internal microphone 
Input jack (stereo) / microphone jack / output jack (stereo) / no joystick port 
Infrared port in back / IrDA 1.0 compatible / up to 115 Kbps 

Power-on pwd / Hard disk pwd / Supervisor pwd / Security keyhole 

(requires cable) / keyboard lock (requires cable) 


Microsoft Windows 95 wth applications (listed on right) 


Audio in/out jacks 
Infrared ports 


Security 


Preinstalled software Easy-Setup is entered by holding F1 


Warranty 1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in when turning on. 
810MB =DMA Mode 2 or PIO Mode 4 

The Port Replicator and Charger provide Options for ThinkPad 365x: 1.08 GB =DMA Mode 2 or PIO Mode 4 
cable management, a battery charger for an -8MBSODIMM3.3v NPEDO64bit 92G7340 
optional second battery, a palm rest when -16 MB SO DIMM3.3v NP EDO 64bit 92G7341 
installed on the system, and has complete port || . 32 MB SO DIMM 3.3v NPEDO 64 bit 92G7342 
replication. - 810 MB EIDE HDD 13 ms 42H4012 

: - 1.08 GB EIDE HDD 13 ms 69H7956 
The Port Replicator can charge a battery -1.4GB EIDE HDD 3L 12.5 mm 82H8161 
whether or not a ThinkPad is connected to it. . 24 GB HDD 13 ms : 82H8175 
When the ThinkPad is attached to the Port - Port Replicator and Charger 75H7529 FEATURES OF 365 MODELS 
Replicator, it will attempt to recharge the battery /) _ NiMH Battery Pack 38H6304 Quick Setup Guide 
in ThinkPad first (if there is one) before - 35 watt AC Adapter (2 pin barrel) | 85G6719 || LEDindicator panel 
charging the battery in the Port Replicator. - 35 watt AC Adapter (slim, 2 pin) | 76HO139 || Plug and Play 1.0a 

. - 365X 4 x CD-ROM Drive 73H7225 Doze, standby, suspend, safe suspend, 

Port Replicator and Charger connectors: -8x CD-ROM 33H6726 and hibernation modes 
- Serial (RS-232, 9 pin) US EPA Energy Star compliant _ 
- Parallel (EPP, ECP, 25 pin) Fn+F2 = Battery guage Personalized nameplate in indention 
- External display (15 pin) Fn+F3 = Standby Personalization screen at startup 
- Keyboard Fn+F4 = Suspend International Warranty Service 
- Mouse Fn+F7 = LCD/CRT/Simultaneous 24 hour / 7 day telephone, bulletin 
- Diskette drive (26 pin) Fn+F11 = Powermgmt board, fax, electronic, and Internet 
- Game with MIDI support (15 pin) Fn+F12 = Hibernation (http://www.pc.ibm.com) support 
- Audio in (3.5 mm) IBM and dealer warranty/service 
pad ots soi) Disk is not removable (like 755/760 systems), but || Online Housecall (remote diagnostics) 
- input connector : i i 
- Spare battery connector (to charge 2nd battery) iiCanIDe Upgr ated viele SCrewRHNEE 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 

3 business day average turnaround). Overnight repair option in US available for $99. 

O, = Removable 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(365X96) Compiled by Roger Dodson, IBM. October 1997 


ThinkPad 365XD - withdrawn 


IBM® ThinkPad®:  365XD Key differences between 365ED and 365XD: 
10.4" SVGA DSTN/ 10.4" SVGA TFT / 11.3" SVGA DSTN 
F , 365ED 365XD 
Processor type Pentium® 100/66 or 120/60 MHz / 64 bit transfer to memory . 
Processor upgrade None 5x86c 100/33 MHz Pentium 100, 120, 133 
L2 cache None (not upgradeable) 8 MB fast page (to 24 MB) 8 MB EDO (to 40 MB) 


VL-Bus graphics and disk PCI graphics and disk 
10.4" VGA 640 x 480 LCD 10.4" or 11.3" SVGA 


Diskette drive External 3.5" 1.44 MB (connects to back of system) / enclosed ina 


case with a cable / use simultaneously with CD-ROM 


External FDD port External FDD port (works with standard external diskette; no kit reqd) | 940 MB disk standard 810 MB, 1.08, 1.35 GB 
CD-ROM (not remove) 5.25" CD-ROM /4 x speed / multi-session / XA / front loaded / ATAPI | Phoenix BIOS IBM BIOS 

Price 

Type - model >< 2625-6E3 =< 2625-DEF |< 2625-DEE e< 2625-EEF 

Preload (see side) Windows 95 Windows 95 OS/2 Warp Connect | Windows 95 

Avail / withdrawn date May 1996 / January 1997 May 96 / Jan 97] July 1996 / Jan 1997 | June 1996 / April 1997 

Pentium speed 100/66 MHz 120/60 MHz 120/60 MHz 


Disk - size / ms 
Disk controller 


810 MB/ 13 ms O/ PIO Mode 4 1.08 GB / 13 ms O/ PIO Mode 4 
EIDE / busmaster / PCI 2.1 / supports one internal disk 


1.08 GB / 13 ms O/ PIO Mode 4 


Display - size and type 
Display - techology 


10.4 inch DSTN color 10.4 inch TFT color 

SVGA/ 640 x 480 or 800 x 600 SVGA / 640 x 480 or 800 x 600 

Dual scan Black Matrix TFT - active matrix 

256 sim colors /25 to 1 contrast ratio | 65,536 sim col/ 100 to 1 contrast ratio 


11.3 inch DSTN color 


s 
D 


VGA / 640 x 480 or 800 x 600 
ual scan 


256 sim colors / 30 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 


Trident™ CYBER9320 / 32 bit SVGA accelerator / 1 MB fast page DRAM / 70 ns 
PCI 2.1 / 32 bit / external SVGA to 1024 x 768 w/ 256 colors 
Simultaneous LCD and CRT / 180 degree tilt 


Memory - std / max 
Memory - features 


8 MB/40 MB 


70 ns / non-parity / 3.3 volt /EDO/1 socket for one JEDEC 144 pin EDO SO DIMMs of 8, 16, or 32 MB 


Architecture 


ISA (audio, PCMCIA, diskette, serial, parallel, infrared) 


. NetFinity for Windows 95 
. Puma Tranxit™ 


Keyboard/#ofkeys Full size alp/num/ 85 (6 Fn key functions 
Keyboard slope . Yes (legs seth out) WINDOWS 95 PRELOAD 
Pointing / palm rest TrackPoint Ill™ / external keyboard support (w/ option cable or Port Replicator)| - Microsoft Windows 95 
Dimensions 11.7 x 8.3 x 1.9" (185 cubic inches) - Online User's Guide 
Weight 6.4 pounds (2.9 kg) : Hu eee alraig 4 
Battery - type NiMH/non-intelligent Liftable (pop-up) keyboard to access and - Diskette Factory : 
Battery - life 2.5 hours remove battery (and upgrade memory and | 1+ Triton CoSession™ Host 
Charge time- on/off 1.5 hrs/1.2 hrs disk); CD-ROM is not removable 2. Compuserv for Windows 

3. 

4 


Docking Station 
Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics) 

None 

Port Replicator and Charger (with built-in battery charger and palm rest) 
2 Type | or 2 Type Il or 1 Type III 

One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Lotus SmartSuite 96 CD-ROM 


OS/2 WARP CONNECT PRELOAD 
IBM OS/2 Warp Connect Version 3 with 


Other features APM-aware BIOS / Universal AC adapter 3 prong (35 watts) / Selectable boot WIN-OS/2 with BonusPak applications 
Video in/out None - Online User's Guide 
MPEG decoder None - ThinkPad Features Program 
Data/fax modem None - PC Card Director 4.0 
Audio support 16 bit audio chip / 18 voice MIDI FM Synthesis / ESS1688 - Diskette Factory 
One internal speaker / .5 watt / dial volume control /internal microphone | 1.Puma TranXit™ 
Audio in/out jacks Input jack (stereo) / microphone jack / output jack (stereo) / no joystick port 2. NetFinity for OS/2 
Infrared ports Infrared port in back / IrDA 1.0 compatible / up to 115 Kbps 3. Triton CoSession™ Host _ ; 
Security Power-on pwd / Hard disk pwd / Supervisor pwd / Locking device keyhole ~ Lotus SmartSuite 4.0 (entitled to SSuite 


(Kensington™ MicroSaver™ cable lock) / keyboard lock (requires Kensington) 


Preinstalled software 
Warranty 


Microsoft Windows 95 wth applications (listed on right) 
1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


96) 


The Port Replicator and Charger provide Options for ThinkPad 365XD: Easy-Setup is entered by holding F1 
cable management, a battery charger for an -8MBSODIMM3.3v NPEDO64bit 92G7340 when turning on. 
optional second battery, a palm rest when . ‘ F 
installed on the system, and has complete port : e ae aa att Et Hea aoe a ch eel 810MB =DMA Mode 2 or PIO Mode 4 
: - 1.08 GB EIDE HDD 13 ms 69H7956 
The Port Replicator can charge a battery -1.4GB EIDE HDD 3L 12.5mm 32H8161 
whether or not a ThinkPad is connected to it. -21GBHDD 13 ms : 82H8175 
When the ThinkPad is attached to the Port - Port Replicator and Charger 75H7529 FEATURES OF 365 MODELS 
Replicator, it will attempt to recharge the battery || - NiMH Battery Pack 38H6304 Quick Setup Guide 
Hy ADE Set st UT ne! ils Olle Delores - 35 watt AC Adapter (2 pin barrel) 85G6719 || LED indicator panel 
charging tnebattenyin he Pont Feplicator, - 35 watt AC Adapter (slim, 2 pin) | 76H0139 || Plug and Play 1.0a 
. - 8x CD-ROM 83H6726 Doze, standby, suspend, safe suspend, 
Port Replicator and Charger connectors: and hibernation modes 
- Serial (RS-232, 9 pin) Fn+F2 = Battery guage US EPA Energy Star compliant _ 
- Parallel (EPP, ECP, 25 pin) Fn+F3 = Standby Personalized nameplate in indention 
- External display (15 pin) Fn+F4 = Suspend Personalization screen at startup 
- Keyboard Fn+F7 = LCD/CRT/Simultaneous International Warranty Service 
- Mouse Fn+F11 = Powermgmt 24 hour / 7 day telephone, bulletin 
- Diskette drive (26 pin) Fn+F12 = Hibernation board, fax, electronic, and Internet 
- Game with MIDI support (15 pin) (ional ocetee once en epon 
- Audio in (3.5 mm) ick | : land dealer warranty/service 
- Audio out (3.5 mm) rs Ensupgeded ae 4 a aner ystems), Bul Online Housecall (remote diagnostics) 
- DC input connector 
- Spare battery connector (to charge 2nd battery) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 

3 business day average turnaround). Overnight repair option in US available for $99. 

O, = Removable 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(365XD) Compiled by Roger Dodson, IBM. March 1997 


ThinkPad 365XD (Fall 1996+ models) - withdrawn 


*< 365XD 
10.4" SVGA TFT / 11.3" SVGA DSTN/ 11.3" SVGA TFT - CD-ROM 


IBM® ThinkPad®: 


Processor type Pentium® 120/60 or 133/66 MHz / 64 bit transfer to memory 
Processor upgrade None 
L2 cache None (not upgradeable) 


Diskette drive External 3.5" 1.44 MB (connects to back of system) / enclosed ina 
case with a cable / use simultaneously with CD-ROM 
External FDD port External FDD port (works with standard external diskette; no kit required) 
CD-ROM (not remove) 5.25" CD-ROM / 4 x speed |5.25" CD-ROM / 6 x speed (all systems upgradeable to 8 x CD-ROM) 


CD-ROM features Multi-session / XA/ front loaded / ATAPI / not bootable / upgradeable 


Type - model (code) 
Preload (see side) 
Avail / withdrawn date 
Pentium speed 

Disk - size / ms 

Disk controller 


2625-49 (Clark 4) 


2625-GE9 (Clark 4.5)| 2625-1E9 (Clark 4) 


2625-FE9 (Clark 4.5) 


Windows 95 Windows 95 OSR2_ | Windows 95 Windows 95 OSR2 

October 1996 / July 1997 Feb 1997 / July 1997 | October 1996 / October 1997 February 1997 / October 1997 
120/60 MHz 120/60 MHz 133/66 MHz 133/66 MHz 

810 MB/13 ms O 1.08 GB/13msO 11.35 GB/13 ms O/PIO Mode 4 


EIDE / busmaster / PCI 2.1 / supports one internal disk 


Display - size and type 
Display - techology 


10.4 inch TFT color 
SVGA/ 640 x 480 or 800 x 600 


11.3 inch TFT color 


SVGA / 640 x 480 or 800 x 600 


11.3 inch DSTN color 
SVGA / 640 x 480 or 800 x 600 


Black Matrix TFT - active matrix Black Matrix TFT - active matrix }|Dualscan 


65,536 sim col/ 100 to 1 contrast ratio 


65,536 sim col / 100 to 1 cont ratio|256 sim colors / 30 to 1 contrast ratio 


Graphics - controller — Trident™ CYBER9320 / 32 bit SVGA accelerator / 1 MB fast page DRAM /70 ns 


Graph - arch/data path PCI 2.1 / 32 bit / external SVGA to 1024 x 768 w/ 256 colors 


Graphics - features 


Simultaneous LCD and CRT / 180 degree tilt 


Memory - std / max 8 MB/ 40 MB 


Memory - features 


Keyboard/#ofkeys Full size alp/num/ 85 (6 Fn key functions) 

Keyboard slope Yes (legs pop out) 

Pointing / palm rest TrackPoint IlI™ / external keyboard support (w/ option cable or Port Replicator) 
Dimensions 11.7 x 8.3 x 1.9" (185 cubic inches) 

Weight 6.4 pounds (2.9 kg) | 6.1 pounds (2.77 kg) [6.2 pounds (2.79 kg) 
Battery - type NiMH/non-intelligent Liftable (pop-up) keyboard to access and 
Battery - life 2.0 hours remove battery (and upgrade memory and 


Charge time - on/off 1.5hrs/1.2 hrs 


disk); CD-ROM is not removable 


Architecture 


ISA (audio, PCMCIA, diskette, serial, parallel, infrared) 


PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics) 


Docking Station None 
Portreplicator 
PCMCIA™ 2.1 slots 


Serial / parallel ports 


Port Replicator and Charger (with built-in battery charger and palm rest) 
2 Type | or 2 Type Il or 1 Type Ill 
One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Universal AC adapter 3 prong (35 watts) / Selectable boot 
Video in/out None 

MPEG decoder None 

Data/fax modem None 

Audio support 16 bit audio chip / 18 voice MIDI FM Synthesis / ESS1688 


One internal speaker / .5 watt / dial volume control / internal microphone 


Audio in/out jacks 
Infrared ports 


Input jack (stereo) / microphone jack / output jack (stereo) / no joystick port 
Infrared port in back / IrDA 1.0 compatible / up to 115 Kbps 


Security 


Power-on pwd / Hard disk pwd / Supervisor pwd / Security keyhole 


(requires cable) / keyboard lock (requires cable) 


Preinstalled software 
Warranty 


The Port Replicator and Charger provide 
cable management, a battery charger for an 
optional second battery, a palm rest when 
installed on the system, and has complete port 
replication. 


The Port Replicator can charge a battery 
whether or not a ThinkPad is connected to it. 
When the ThinkPad is attached to the Port 
Replicator, it will attempt to recharge the battery 
in ThinkPad first (if there is one) before 
charging the battery in the Port Replicator. 


Port Replicator and Charger connectors: 


- Serial (RS-232, 9 pin) 

- Parallel (EPP, ECP, 25 pin) 

- External display (15 pin) 

- Keyboard 

- Mouse 

- Diskette drive (26 pin) 

- Game with MIDI support (15 pin) 
- Audio in (3.5 mm) 

- Audio out (3.5 mm) 

- DC input connector 

- Spare battery connector (to charge 2nd battery) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


O = Removable 


Microsoft Windows 95 wth applications (listed on right) 
1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


Options for ThinkPad 365XD: 


-8MB SO DIMM3.3v NPEDO64bit 92G7340 
- 16 MB SO DIMM 3.3v NP EDO 64bit 92G7341 
- 32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 


- 810 MB EIDE HDD 13 ms 42H4012 
- 1.08 GB EIDE HDD 13 ms 69H7956 
- 1.4 GB EIDE HDD 3L 12.5 mm 82H8161 
- 2.1 GB HDD 13 ms 82H8175 
- Port Replicator and Charger 75H7529 
- NiMH Battery Pack 38H6304 
- 35 watt AC Adapter (2 pin barrel) 85G6719 
- 35 watt AC Adapter (slim, 2 pin) 76H0139 
- 8x CD-ROM 83H6726 
- 2.1 GB HDD 13 ms 4000 rpm 82H8175 
Fn+F2 = Battery guage 

Fn+F3 = Standby 

Fn+F4 = Suspend 

Fn+F7 = LCD/CRT/Simultaneous 

Fn+F11 = Powermgmt 

Fn+F12 = Hibernation 


Disk is not removable (like 755/760 systems), but 
it can be upgraded via a screwdriver 


70 ns / non-parity / 3.3 volt / EDO / 1 socket for one JEDEC 144 pin EDO SO DIMMs of 8, 16, or 32 MB 


WINDOWS 95 PRELOAD 
MODELS 4E9 and 1E9 


- Microsoft Windows 95 

- Online User's Guide 

- ThinkPad Features Program 

- PC Card Director 4.0 

- Diskette Factory 

1. Triton CoSession™ Host 

2. Compuserv for Windows 

3. NetFinity for Windows 95 

4. Puma Tranxit™ 

- Lotus SmartSuite 96 CD-ROM 


WINDOWS 95 PRELOAD 
MODELS GE9 and FE9 


- Microsoft Windows 95 OSR2 

- Online User's Guide 
ThinkPad Features Program 
PC Card Director 4.0 

Diskette Factory 

. Triton CoSession™ Host 

. Compuserv for Windows 

. NetFinity for Windows 95 

. Puma Tranxit™ 

. IntelliLink Connect 

IBM Anti-Virus 

. IGN/Netscape Internet 

. IntelliQuest Registration Mailer 
. Ergonomics 

Lotus SmartSuite 96 CD-ROM 


'OONDAKRWDY'! 


Easy-Setup is entered by holding F1 
when turning on. 


810MB =DMA Mode 2 or PIO Mode 4 
1.08 GB =DMA Mode 2 or PIO Mode 4 
1.35 GB =DMA Mode 2 or PIO Mode 4 


FEATURES OF 365 MODELS 


Quick Setup Guide 

LED indicator panel 

Plug and Play 1.0a 

Doze, standby, suspend, safe suspend, 

and hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(365XD96) Compiled by Roger Dodson, IBM. October 1997 


ThinkPad 370C (non-US) - withdrawn 


IBM® ThinkPad®: >< 370C ThinkPad 370C is positioned between 
TFT color the ThinkPad 360 and ThinkPad 755 family 
Processor type IntelDX4 ThinkP. E 
Processor speed 75/25 MHz / 3.3 volt sg lhe Ane sa a Tope /25) 
Memory cache 16 KB internal (no L2 cache) os . 
Coprocessor socket Integrated in DX4 10.4"colorTFT — (vs 8.4" color TFT) 
Processor/L2 upgrade None Black Matrix TFT (vs not Black Matrix) 
Removable diskette 3.5" 1.44 MB O/ supports internal 2.88 MB diskette 36 MB maxmem __ (vs 20 MB max memory) 
Removable CD-ROM _ None 
Price 4 MB DIMM w/ Parity Or eoeee ALL 370C MODELS 
Type - model 9545-QPG 9545-QPD 8 MB DIMM w/ Parity 8 Liftable (pop-up) keyboardto 
Removable disk- size 340MBUI0| 540MBUIO 16 MB DIMM w/ Parity a4G2iss |e 
Hard drive - speed 14ms 14ms 4 MB IC DRAM 70 ns Parity 92G7232 anivoncielabattenand 
Available date May 1995 May 1995 8 MB IC DRAM 70 ns Parity 92G7233 2 d Y 
Withdrawn date May 1996 May 1996 16 MB IC DRAM 70 ns Parity ee Matis 
F 4 MB IC DRAM 70 ns non-Parity 92G7236 ? ' 
Bebe : ee ppegs coe oe 8 MBIC DRAM 70 ns non-Parity 92G7237 | The removed diskette drive can be used 
Isplay : ers ., 16 MBIC DRAM 70ns non-Parity 92G7424 | externally via the optional 'FDD External 
Display - techology — Black Matrix TFT - active matrix ‘ Kit' (includes cable and enclosure) to the 
Display - diagonal size 10.4inch/ 100 to 1 contrast ratio / 180 degree tilt Port Replicator Model | and Il and Dock | 
Graphics - controller WD90C24A Rev B with 1 Hee and Il. 
Graphics - vendor Western Digital / External SVGA to 1024 x 768 with 256 colors (up to 75 Hz) p : 
Graph - arch/data path VL-Bus local bus / 32 bit / Simultaneous LCD and CRT ated ae Wenn removed 
Memory - std / max 4MB/36MB 70 ns/non-parity /5 volt Memory upgraded via ® toinsert cellular modem (CDPD) 
Mem - sockets empty _1 socket ® 1 open socket for IC mem- ® toinsert TV Tuner (for on screen TV 
; ; 2, 4, 8, 16 MB ICs or 4, 8, 16 MB DIMMs that ory card for 20 MB max or and VCR playback) 
Mem - options available work on optional Memory Module Adapter @ DIMM technology for max ® toinsert 2.88 MB diskette — 
Keyboard / # of keys Full size alp/num / 85 keys of 36 MB with 4, 8, or ® to add other third party options 
Fn key functions 8 (in any appl) 16 MB JEDEC 72 pin SO at 
Keyboard slope Yes (legs pop out) DIMMs on optional Memory PREINSTALLED APPLICATIONS 
Mouse/pointing TrackPointlI™ Module Adapter IBM PC DOS 7.0 
Ext keyboard support Yes (with optional cable) ; ae ; 
i i " Fn key functions: - Windows 3.11__ 
Dimensions 11 7x 8.3x 2.0 - Fuel guage (battery) - IBM PC Card Director for PCMCIA 
Cubic inches 194 inches - Standby mode - IBMThinkPad Demo 
Color Black - Suspend mode - Online Users Guide 
Weight (with battery) 6.3 pounds - Audio beep on - ThinkPad features; Diskette Factory 
Battery - type Nickel hydride (NiMH) / intelligent - Audio beep off 1. Lotus” cc:Mail, for the IBM Global 
Batt - life (per battery) 2.9 to 8 hours - LCD or CRT or both network, 
Charge time-on/off  2hrs/1.5hr - Power mode switching 5 pe ald 1 a 
i - Hibernation mode - Lotus ocreenGam 1.0, 
Architecture AT bus (ISA) 4. Official Airline Guide Flight Disk® 1.0 
Docking Station Dock | and II 5. Triton CoSession™ Host 
Portreplicator Port Replicator | and II 6. PRODIGY® : 
PCMCIA™ 2.1 slots 2 Type | or 2 Type Il or 1 Type Ill 7. SofNet FaxWorks™ 3.0 
Serial / parallel ports Yes (one 9 pin) 16550B / Yes (EPP) 8) Farallon® Replica™ . 
Other features APM-aware BIOS / Selectable boot 9. AlphaNet™ FollowFax™ 
AC adapier, 35 watts, worldwide, 3 pin, not wallmount 10. SedonaREPRINT™ 
Audio support Audio beep only : ; 11. COMPEL™ Personal Edition 
Security Power-on password / Hard disk password / Supervisor Password / Hardware 12. Video for Windows™ 1.1 Runtime 


security loop (secures unit and prevents opening keyboard) / 
PCMCIA card lock / Optional Security Base 


Preinstalled software IBM DOS 7.0, Windows™ 3.11, and all appls listed to right: 


Warranty 1 year - ThinkPad EasyServ only 
Warranty options Onsite via special bid only 
The ThinkPad 370 family has the same Compatible in all 360 family, 370 family, 750 
physical design as the ThinkPad 360, 750, and || family, and 755 family: FERURES Charen oney 
755 family. - Disks: 170 MBIDE 66G2847 3 power saving modes: standby, suspend, 
PC Card Director™ (EasyPlaying) is preinstalled 250 MB IDE 84G2391 and hibernation 
and on the utility diskette for DOS, Windows and 340 MB IDE 66G2849 Personalized nameplate in molded indentation 
O$/2. It provides: oo ME DE eee External VGA is ISO capable (75 Hz) 
® automatic config of many PCMCIA cards; Ee 8448250 _|] Upgradeable disks: 170 MB, 250 MB, 340MB, 
® visual/audible confirmation of insertion/ 1.2 GB IDE 85G8562 540 MB, 810 MB, 1.2 GB (all 2.5 inch) 
removal of cards: - Dock! (1 slot/1 bay) 3545001 i ear eahaa ane 
® ability to automatically launch an appl (e.g ~ Dock II (2 slot / 2 bay) 3546001 patel lie Walelor 
: F pee - Port Replicator | (w/ PCMCIA) 66G3510 Non-disruptive battery exchange 
async emulation) when card inserted; p! . 
® status and info on PCMCIA cards installed. - Port Replicator iH 66G3520 US EPA Energy Star compliant 
: ; - 1.44 MB diskette stdin newer 
Easy-Setup is entered by holding F1 when - 2.88 MB diskette 66G0108 
turning on. Easy-Setup, BIOS, and diagnostics 
are located in flash memory. : HELPWARE 
pplionslons aie: International Warranty Service 
‘Think ad 370C supported batteries: ; at ere eV aie ooeeees 24 hour /7 day telephone, bulletin 
= io Suge chee Been - Car Battery Adapter 49G2167 board, fax, and electronic support 
; ete Nae - FDD External Attachment Kit 66G3618 IBM or dealer warranty/service 
Online Housecall (remote diagnostics) 
IC DRAM memory from ThinkPad 700, 720, 30 day money back guarantee 
750, and 755 will work but without parity 


ThinkPad EasyServ™: customer calls 1-800-565-3344 in Canada, courier service picks up All trademarks are the property of their respective owners 
ThinkPad at any location, IBM repairs and mails back (no shipping charges, most shipping is No warranties are expressed or implied in this summary 
overnight, 3 business day average turnaround). (370) Compiled by Roger Dodson, IBM. June 1996 
LJ = Upgradeable; O = Removable; =< = withdrawn from marketing 


ThinkPad 380 - withdrawn 


e< 380 
12.1" SVGA DSTN 


IBM® ThinkPad®: 


Processor type Pentium® 150/60 MHz / 64 bit transfer to L2 cache / 64 bit transfer to memory 
Processor upgrade None 
L2 cache 256 KB / write-through / direct mapped / 8 ns / synchronous pipelined burst 


Diskette drive 
External FDD port 
CD-ROM 


Internal 3.5" 1.44 MB / use simultaneously with CD-ROM / on right side 
None since diskette internal 
None standard / 8 x CD-ROM internal option available (not customer install) 


Type - model (code) 2635-10U All-in-one integration means the disk, 
Preload (see side) Windows 95 OSR2 diskette drive, and CD-ROM are all within 
Avail/ withdrawn date May 1997 / January 1998 the covers of the notebook; 

Pentium speed 150/60 MHz keyboard does not lift up 


1.08 GB / 13 ms/ PIO Mode 4 
EIDE / PCI 2.1 / supports one internal disk / no DMA or busmaster support / not removeable / upgrade only by IBM or dealer 


Disk - size / ms 
Disk controller 


12.1 inch DSTN color 

SVGA/ 640 x 480 or 800 x 600 

Dual scan 

65,536 simultaneous colors / 30 to 1 contrast 


Display - size and type 
Display - techology 


Graphics - controller NeoMagic™ MagicGraph128ZV™ (NM2093) /128 bit SVGA accelerator / Zoomed Video support /DDC1 and DDC2B 
1.125 MB /iDRAM™ (embedded) / color space conversion and interpolation in X and Y axis / support for DCI, DirectDraw 
PCI 2.1 / 32 bit / external SVGA to 1024 x 768 with 256 colors 


Simultaneous LCD and CRT / 150 degree tilt 


Graph - arch/data path 
Graphics - features 


Memory - std / max 
Memory - features 


16 MB / 80 MB/non-parity / 3.3 volt / EDO 
1 socket for one JEDEC 144 pin EDO SO DIMM of 8, 16, 32, or 64 MB / socket accessed from bottom via screw 


Keyboard / # of keys 
External keyboard 
Pointing / palm rest 


Dimensions 
Weight 


Battery - type / life 


Full size alp/num / 85 (6 Fn key functions) / keyboard slope with Port Replicator 

External keyboard support with option cable 06G8619 or Port Replicator . WINBOWS Ho PRELOAD 

TrackPoint III™ / no drag lock keys - ee Heed 95 OSR2 (FAT 16) 
— - Online User's Guide 

11.8x 9.2 x 2.4" (260 cubic inches) 7 : 

6.6 pounds (2.96 kg) ThinkPad Features Program 


- . - SystemSoft CardWorks™ 
NiMH /non-intelligent / 2.2 hrs Diskette Factory and Utilities 


Charge time -on/off 3.5to 10 hrs /2.8 hrs ft Triton CoSession™ Host 
Architecture PCI 2.1 / 32 bit /33 Mhz (EIDE, graphics, PCMCIA, Port Replicator) ete inly tor Windows 96 
ISA (audio, diskette, serial, parallel, infrared) 3. Puma Tranxit 
Intel® Mobile Triton 82430 PClset / Intel 82371MX PIIX / NS PC87338 4. IntelliLink Gonnect 
Docking Station None 5. IBMAnti-Virus 
Portreplicator ® ThinkPad Enhanced Port Replicator, ® ThinkPad 560 Port Replicator, 6. IGN/Netscape Navigator browser 
® ThinkPad 380/385 Port Replicator 7.MediaPlayer 
PCMCIA™ slots 2 Type | or 2 Type Il or 1 Type Ill / Zoomed Video support in lower slot / 8. IntelliQuest Registration Mailer 
PCMCIA 2.1 compatible / PC Card Standard 95 / Cirrus Logic CL-PD6729 (PCI)| 9. CompuServe WinCIM 
Serial / parallel ports One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) 10. Lotus Organizer 
Other features APM-aware BIOS / Univers AC adapter, barrel (35 watts) / Selectable boot i. Thee 
eral a Aer oe - Lotus Sui CD-ROM 
F ' - R D-ROM with boot diskette 
Audio support 16 bit audio chip / 20 voice MIDI FM Synthesis / Crystal Semiconductor™ CS4236| _ Windus oe CD-ROM trig Inetallelion) 


One internal speaker / .5 watt / dial volume control / internal mic / full duplex 


Audio in/out jacks Input/microphone jack (stereo) / output jack (stereo) / no joystick port 


Infrared ports Infrared port on left side / IrDA 1.1 compatible / up to 4 Mbps Fn+F2 = Batteryguage 

Security Power-on password / Hard disk password / security keyhole 2 + S = Syeell 
Preinstalledsoftware Microsoft Windows 95 OSR2 wth applications (listed on right) ne = SUSPeNG 

Warranty 1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in ae + a6 fe Bo ene 
Service options On-site, M-F, 8-5, next bus day (71 cities) / warranty extension to 3 or 5 years Fh : F12 - Hibernation 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


The ThinkPad Enhanced Port Replicator Options for ThinkPad 380: 
provide cable management, additional I/O ports, || .g M1BSO DIMM3.3vNPEDO64bit 92G7340 || Easy-Setup is entered by holding F1 when 
and CardBus PC Card slots. Features include: |! _46 MB SO DIMM3.3vNP EDO 64bit 92G7341 || turningon. 
- Dual IBM lock slots to secure the ThinkPad - 32 MB SO DIMM 3.3v NPEDO 64bit 92G7342 

380, PC Cards, and Port Replicator -64 MB SO DIMM 3.3v NPEDO 64bit 76H0268 || 1.08 GB =DMA Mode 2 or PIO Mode 4 

, : p ; ‘ 
; - ThinkPad 560 Port Replicator 46H4209 |) 1.35 GB = DMA Mode 2 or PIO Mode 4 
Port Replicator connectors: - ThinkPad 380/385 Port Replicator 84G1316 2.1GB =DMA Mode 2 or PIO Mode 4 
“USB - ThinkPad Enhanced Port Replicator 1148997 || 3.2GB = Ultra DMA/33 or PIO Mode 4 
- eon ° pin); sie ie ECP, 25 pin) - Li-lon Battery Pack 73H9793 5.1GB = Ultra DMA/33 or PIO Mode 4 
mal cieplay (rapin - 35 watt AC Adapter (slim, barrel) 76H0139 
- Keyboard a ei FEATURES OF 380 MODELS 
pete - 2.1 GB HDD 13 ms 73H9797 || Quick Setup Guide 
- Audio in (3.5 mm) - 3.2 GB Disk 13 ms 02K0487 || System Stztus Indicators 
- Audio out (3.5 el 
udio out (3.5mm) -5.1 GB Disk 12 ms 02K0506 || Plug and Play 1.0 
-J k/MIDI 15 pin) - a ir alas Ae 
oystick/MIDI port (15 pin) - not on system - 33.6 Kops Modem with XJACK ——_ 55H6759 j 

- External diskette drive conntr - not on system v i Standby, suspend, safe suspend (RediSafe), 

Power connector (requi . y: - 56K PC Card Modem Kit 04K0052 and hibernation modes 
- quires AC power; can not US EPAE St liant 

run on battery) Energy Star complian 

Personalization screen at startup 

Features of the PC Card slots: International Warranty Service 
- Two Type Ill slots (side by side) IBM SystemXtra Program 
- PC Card Standard 95 compliant 24 hour / 7 day telephone, bulletin 
- CardBus compliant (PCI 2.1 / 32 bit) board, fax, electronic, and Internet 
- 8/16 bit PC Card support (no Zoomed Video) (http://www.pc.ibm.com) support 
- Texas Instruments PC1I1131 controller IBM and dealer warranty/service 
- Requires no PCI-to-PCl bridge Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(380) Compiled by Roger Dodson, IBM. December 1997 


ThinkPad 380D - withdrawn 


IBM® ThinkPad®: 


2 380D 
12.1" SVGA DSTN or TFT /8 x CD-ROM 


Processor type 
Processor upgrade 
L2 cache 

Diskette drive 
External FDD port 
CD-ROM 


Pentium? 150/60 MHz or 150/60 MHz with MMX™ technology/ 64 bit transfer to L2 cache / 64 bit transfer to memory 
None 

256 KB / write-through / direct mapped / 8 ns / synchronous pipelined burst 

Internal 3.5" 1.44 MB / use simultaneously with CD-ROM / on right side 

None since diskette internal 

5.25" CD-ROM / 8 x speed / multi-session / XA / ATAPI / not bootable / not removable / on right side 


Type - model (code) 
Preload (see side) 
Avail / withdrawn date 
Pentium speed 

Disk - size / ms 

Disk controller 


2635-2AU 2635-3AU All-in-one integration means the disk, 
Windows 95 OSR2 Windows 95 OSR2 diskette drive, and CD-ROM are all within 
May 1997 / January 1998 May 1997 / January 1998 the covers of the notebook; 

150/60 MHz 150/60 MHz with MMX technology __ keyboard does not lift up 


1.35 GB / 13 ms/ PIO Mode 4 2.1 GB/13ms / PIO Mode 4 
EIDE / PCI 2.1 / supports one internal disk / no DMA or busmaster support / not removeable / upgrade only by IBM or dealer 


Display - size and type 
Display - techology 


12.1 inch DSTN color 12.1 inch TFT color 

SVGA/ 640 x 480 or 800 x 600 SVGA / 640 x 480 or 800 x 600 

Dual scan Black Matrix TFT - active matrix 

65,536 sim colors / 30 to 1 contrast 65,536 simultaneous colors / 100 to 1 contrast ratio ratio 


Graphics - controller 


Graph - arch/data path 
Graphics - features 


NeoMagic™ MagicGraph128ZV™ (NM2093) /128 bit SVGA accelerator / Zoomed Video support /DDC1 and DDC2B 
1.125 MB /iDRAM™ (embedded) / color space conversion and interpolation in X and Y axis / support for DCI, DirectDraw 
PCI 2.1 / 32 bit / external SVGA to 1024 x 768 with 256 colors 

Simultaneous LCD and CRT / 150 degree tilt 


Memory - std / max 
Memory - features 


16 MB / 80 MB/non-parity / 3.3 volt / EDO 
1 socket for one JEDEC 144 pin EDO SO DIMM of 8, 16, 32, or 64 MB / socket accessed from bottom via screw 


Keyboard / # of keys 
External keyboard 
Pointing / palm rest 


Full size alp/num / 85 (6 Fn key functions) / keyboard slope with Port Replicator 
External keyboard support with option cable 06G8619 or Port Replicator 7 sddendopties 72 PRELOAD 
TrackPoint III™ / no drag lock keys - Microsoft Windows 95 OSR2 (FAT16) 


Dimensions 
Weight 


— - Online User's Guide 
11.8x 9.2 x 2.4" (260 cubic inches) 7 : 
7.1 pounds (3.2 kg) 6.9 pounds (3.1 kg) ThinkPad Features Program 


Battery - type / life 


- SystemSoft CardWorks™ 
NiMH/ non-intelligent / 2.0 hrs 


Li-lon/ non-intelligent / 2.6 hrs Diskette Factory and Utilities 


Charge time - on/off 3.5 to 9 hrs/2.5 to 3.5 hrs 1. Triton CoSession™ Host 

Architecture PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, PCMCIA, Port Replicator) e- MSte nity for Windows 95 
ISA (audio, diskette, serial, parallel, infrared) 3. Puma Tranxit 
Intel® Mobile Triton 82430 PClset / Intel 82371MX PIIX / NS PC87338 4. IntelliLink Gonnect 

Docking Station None 5. IBMAnti-Virus 

Port replicator ® ThinkPad Enhanced Port Replicator, ® ThinkPad 560 Port Replicator, 6. IGN/Netscape Navigator browser 
© ThinkPad 380/385 Port Replicator 7.MediaPlayer 

PCMCIA™ slots 2 Type | or 2 Type Il or 1 Type Ill / Zoomed Video support in lower slot / 8. IntelliQuest Registration Mailer 
PCMCIA 2.1 compatible / PC Card Standard 95 / Cirrus Logic CL-PD6729 (PCI)| 9: CompuServe WinCIM 

Serial / parallel ports One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) 10. Lotus Organizer 

Other features APM-aware BIOS / Univers AC adapter, barrel (35 watts) / Selectable boot - nie CRnGDGH 

eral a ner oe - Lotus SmartSuite OM ik 

- R D-ROM wi t diskett 

Audio support 16 bit audio chip /20 voice MIDI FM Synthesis / Crystal Semiconductor™ CS4236 | Windows 95 CD-ROM (no installation) 
One internal speaker / .5 watt / dial volume control / internal mic / full duplex 

Audio in/out jacks Input/microphone jack (stereo) / output jack (stereo) / no joystick port 

Infrared ports Infrared port on left side / IrDA 1.1 compatible / up to 4 Mbps Fn+F2 = Battery guage 

Security Power-on password / Hard disk password / security keyhole a + = 2 elie 

Preinstalled software Microsoft Windows 95 OSR2 wth applications (listed on right) En : F7 = TCLCRT/Simultaneous 

Warranty 1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in Fn+F11 = Powermgmt 

Service options On-site, M-F, 8-5, next bus day (71 cities) / warranty extension to 3 or 5 years | fayfyo = Hibernation 


- Keyboard 

- Mouse 

- Audio in (3.5 mm) 
- Audio out (3.5 mm) 


run on battery) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


The ThinkPad Enhanced Port Replicator 
provide cable management, additional I/O ports, 
and CardBus PC Card slots. Features include: 


- Dual IBM lock slots to secure the ThinkPad 
380, PC Cards, and Port Replicator 


ee connectors: 
B 


- Serial (9 pin); parallel (EPP, ECP, 25 pin) 
- External display (15 pin) 


- Joystick/MIDI port (15 pin) - not on system 2 
- External diskette drive conntr - not on system 2 
- Power connector (requires AC power; can not 


Features of the PC Card slots: 

- Two Type Ill slots (side by side) 

- PC Card Standard 95 compliant 

- CardBus compliant (PCI 2.1 / 32 bit) 

- 8/16 bit PC Card support (no Zoomed Video) 
- Texas Instruments PCI1131 controller 

- Requires no PCI-to-PCl bridge 


Options for ThinkPad 380: S : holding F1 wh 
-8 MB SO DIMM3.3v NPEDO64bit 92G7340 || f2SY Setup is entered by holding F1 when 
-16 MB Pe DIMM 3.3v NP aes 64 bit ect gon. 
-32 MB DIMM 3.3v NP EDO 64bit 92G7342 
-64 MB SO DIMM 3.3v NPEDO 64 bit 76H0268 || j-o2 G2 = DIM Mode £ or FiO Mode 4 
- ThinkPad 560 Port Replicator 46H4209 24 GB = DMA Mode 2 or PIO Mode 4 
- ThinkPad Enhanced Port Replicator 11J8997 51 GB 2 Ultra DMA/33 or PIO Mode 4 
- Li-lon Battery Pack i Case . = 
- r (barr im 
Sa eee FEATURES OF 380 MODELS 
-2.1GB HDD 13 ms 73H9797 Quick Setup Guide 
- 3.2 GB Disk 13 ms 02K0487 || System Status Indicators 
- 5.1 GB Disk 12 ms 02K0506 Plug and Play 1.0a 
33.6 Kops Modem with XJACK 55H6759 || Standby, suspend, safe suspend (RediSafe), 
56K PC Card Modem Kit 04K0052 and hibernation modes 
US EPA Energy Star compliant 
Personalization screen at startup 
International Warranty Service 
IBM SystemXtra Program 
24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 
IBM and dealer warranty/service 
Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(380D) Compiled by Roger Dodson, IBM. December 1997 


ThinkPad 385D (Retail models) - withdrawn 


IBM® ThinkPad®: 


e< 385D 
12.1" SVGA DSTN or TFT /8 x CD-ROM 


Processor type 
Processor upgrade 
L2 cache 

Diskette drive 
External FDD port 


Pentium® 150/60 MHz or 150/60 MHz with MMX™ technology/ 64 bit transfer to L2 cache / 64 bit transfer to memory 
None 

256 KB / write-through / direct mapped / 8 ns / synchronous pipelined burst 

Internal 3.5" 1.44 MB / use simultaneously with CD-ROM / on right side 

None since diskette internal 


CD-ROM 5.25" CD-ROM / 8 x speed / multi-session / XA / ATAPI / not bootable / not removable / on right side 

Type - model 2635-2EU 2635-3EU All-in-one integration means the disk, 
Preload (see side) Windows 95 OSR2 Windows 95 OSR2 diskette drive, and CD-ROM are all within 
Avail / withdrawn date May 1997 / January 1998 May 1997 / January 1998 the covers of the notebook; 

Pentium speed 150/60 MHz 150/60 MHz with MMX technology _ keyboard does not lift up 


Disk - size / ms 
Disk controller 


1.35 GB / 13 ms/ PIO Mode 4 2.1 GB/13ms / PIO Mode 4 
EIDE / PCI 2.1 / supports one internal disk / no DMA or busmaster support / not removeable / upgrade only by IBM or dealer 


Display - size and type 
Display - techology 


12.1 inch DSTN color 12.1 inch TFT color 

SVGA/ 640 x 480 or 800 x 600 SVGA / 640 x 480 or 800 x 600 

Dual scan Black Matrix TFT - active matrix 

65,536 sim colors / 30 to 1 contrast 65,536 simultaneous colors / 100 to 1 contrast ratio ratio 


Graphics - controller 


Graph - arch/data path 
Graphics - features 


NeoMagic™ MagicGraph128ZV™ (NM2093) /128 bit SVGA accelerator / Zoomed Video support /DDC1 and DDC2B 
1.125 MB /iDRAM™ (embedded) / color space conversion and interpolation in X and Y axis / support for DCI, DirectDraw 
PCI 2.1 / 32 bit / external SVGA to 1024 x 768 with 256 colors 

Simultaneous LCD and CRT / 150 degree tilt 


Memory - std / max 
Memory - features 


16 MB / 80 MB/non-parity / 3.3 volt / EDO 
1 socket for one JEDEC 144 pin EDO SO DIMM of 8, 16, 32, or 64 MB / socket accessed from bottom via screw 


Keyboard/#ofkeys Full size alp/num/ 85 (6 Fn key functions) / ney oats eee pas ae Replicator WINDOWS 95 PRELOAD 
External keyboard External keyboard support with option cable 06G8619 or Port Replicator om ‘ 
Pointing / palm rest TrackPoint III™ / no drag lock keys = Ceoeeaneate eyo OSHS FAT 1G) 


Dimensions 
Weight 


11.8 x 9.2 x 2.4" (260 cubic inches) 
7.1 pounds (3.2 kg) 


- WordPro Word Processor 


6.9 pounds (3.1 kg) - 1-2-3 Spreadsheet 


Battery - type / life 
Charge time - on / off 


- Freelance Graphics 


5; TT D0h 
NiMH /non-intelligent / 2.0 hrs = Approach Database 


3.5 to 9 hrs / 2.5 to 3.5 hrs 


Li-lon / non-intelligent / 2.6 hrs 


Architecture 


Docking Station 
Portreplicator 


- Organizer Scheduler 

IBM Global Network (IGN) 
NetScape Navigator Browser 

AOL, AT&T WorldNet, CompuServe 
Media Player 

- Active Movie (MPEG-1, AVI) 

- Video for Windows 


PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, PCMCIA, Port Replicator) é 
ISA (audio, diskette, serial, parallel, infrared) : 
Intel® Mobile Triton 82430 PClset/ Intel 82371MX PIIX / NS PC87338 : 
None - 
® ThinkPad Enhanced Port Replicator, @ ThinkPad 560 Port Replicator 
® ThinkPad 380/385 Port Replicator 


PCMCIA™ slots 2 Type lor 2 Type Il or 1 Type Ill / Zoomed Video support in lower slot / - CD Audio Player 
PCMCIA 2.1 compatible / PC Card Standard 95 / Cirrus Logic CL-PD6729 (PCI) - MIDI Sequencer 
Serial/parallel ports One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) - Quicken SE 
Other features APM-aware BIOS / Universal AC adapter; barrel (35 watts) / Selectable boot - Expensable 
Video in/out None - Wall Street Money SE 
MPEG decoder None - National Golf Course Directory 
Data/fax modem None - Rand McNally's Trip Maker 
Audio support 16 bit audio chip / 20 voice MIDI FM Synthesis / Crystal Semiconductor™ CS4236] - IBM Anti-Virus 
One internal speaker / .5 watt / dial volume control / internal mic / full duplex - IBM Online Housecall 
Audio in/out jacks Input/microphone jack (stereo) / output jack (stereo) / no joystick port - IBM Update Connector 
Infrared ports Infrared port on left side / IrDA 1.1 compatible / up to 4 Mbps - Li Connect 
, ; F - Tranxit 
Security BOWer on password / Hard disk password / security keyhole _ ‘Online User's Guide 
Preinstalledsoftware Microsoft Windows 95 OSR2 wth applications (listed on right) - SystemSoft Card Works 


Warranty 


1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in - Password Protected Marketing Demo 


The ThinkPad Enhanced Port Replicator 
provide cable management, additional I/O ports, 
and CardBus PC Card slots. Features include: 


- Dual IBM lock slots to secure the ThinkPad 
385D, PC Cards, and Port Replicator 


Tee connectors: 
B 


- Power connector (requires AC power; can not 
run on battery) 


Features of the PC Card slots: 

- Two Type Ill slots (side by side) 

- PC Card Standard 95 compliant 

- CardBus compliant (PCI 2.1 / 32 bit) 

- 8/16 bit PC Card support (no Zoomed Video) 
- Texas Instruments PC11131 controller 

- Requires no PCI-to-PCl bridge 


Options for ThinkPad 385D: : - Preload Recovery CD w/boot diskette 
-8 MB SO DIMM 3.3v NP EDO 64 bit 92G7340 - Windows 95 CD (no installation) 

- 16 MB SO DIMM 3.3v NP EDO 64bit 92G7341 - Picture Perfect Golf 

-32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 

-64 MB SO DIMM 3.3v NP EDO 64 bit 76H0268 

- ThinkPad 560 Port Replicator 46H4209 

- ThinkPad 380/385 Port Replicator 84G1316 


-ThinkPad Enhanced Port Replicator 11J8997 


Easy-Setup is entered by holding F1 
when turning on. 


Fn+F2 = Battery guage 24 hour / 7 day telephone, bulletin 
Fn+F3 = Standby board, fax, electronic, and Internet 
Fn+F4 = Suspend (http://www.pc.ibm.com) support 
Fn+F7 = LCD/CRT/Simultaneous IBM and dealer warranty/service 
Fn+Fi11 = Powermgmt Online Housecall (remote diagnostics) 
Fn+F12 = Hibernation 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


Bete a ee baa ae ECP, 25 pin) - Li-lon Battery Pack 73H9793 

~ External display pin - 35 watt AC Adapt lim, b | 76H0139 

- Keyboard eo ne nore FEATURES OF 385D MODELS 

. ISe - 2.1 GB HDD 13 ms 73H9797 Quick Setup Guide 

- Audio in (3.5 mm) - 3.2 GB Disk 13 ms 02K0487 || System Sienie IncleaiOrs 

- Audio out (3.5mm) -5.1 GB Disk 12 ms 02K0506 || Plug and Play 1.0a 

- Joystick/MIDI port (15 pin) - not on system - 33.6 Kops Modem with XJACK 55H6759 || Standby, suspend, safe suspend (RediSafe), 
- External diskette drive conntr- noton system || _56k PC Card Modem Kit 04K0052 and hibernation modes 


- CD-ROMs included in the Shipping Carton 


US EPA Energy Star compliant 
Personalization screen at startup 
International Warranty Service 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(385D) Compiled by Roger Dodson, IBM. December 1997 


ThinkPad 560 - withdrawn 


IBM® ThinkPad®: e< 560 


11.3" Dual Scan SVGA color 


=< 560 
12.1" TFT SVGA color 


ThinkPad 560 key features: 


& Next generation ultraportable notebook 
® Slim: 1.2 inches 


Processor type Pentium® 100/66, 120/60, 133/66 MHz / 64 bit to transfers to memory 
Processor upgrade None 
L2 cache None 


Diskette drive 
External FDD port 


External 3.5" 1.44 MB (connects to left side) / includes case with a cable 
External FDD port (works with standard external diskette; no kit reqd) 


© Lightweight: 4.1 pounds 


© Fullsize keyboard 
& Pentium 100/66 to 133/66 MHz 


CD-ROM drive None (CD-ROM drive as OEM option via PCMCIA or parallel port) 2 a Dual Scan SVGA or 12.1" TFT SVGA 
> us 
© 8 MB EDO memory 

Price Pallet of 24 Pallet of 24 Pallet of 24 

Type - model 2640-50A 2640-50C 2640-EOA_ |2640-E0C 2640-FOE 2640-FOD 2640-F0G 

Preload (see side) Windows 95‘ {Blank Windows 95__|Blank Windows95_ _|OS/2 Warp Connect [Blank 

Avail/ withdrawn date May 96/ June 97 andApr97 |May 1996/January 1997 Jul 96 / Apr 97 |July 1996 / January 1997 

Pentium speed 100/66 MHz 120/60 MHz 133/66 MHz 


Disk - size / ms 
Disk controller 


810 MB/13ms 810 MB/13 ms 
EIDE / busmaster / PCI 2.1 / supports one internal disk 


1.08 GB/13 ms 


Display - size and type 
Display - techology 


11.3" Dual Scan SVGA color [12.1" TFT SVGA color 


11.3" SVGA color / 640 x 480 or 800 x 600 
256 simultaneous colors / Dual Scan/ 30 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 
Graphics - external 


Trident™ CYBER9382 / 64 bit SVGA accelerator / 1 MB fast page DRAM / 70 ns 
PCI 2.1 / 32 bit / 32 bit path to memory / DCI, DirectDraw, EnDIVE support 
Simultaneous LCD and CRT / 135 degree tilt 

External SVGA to 1024 x 768 w/ 256 colors 


Memory - std / max 
Memory - features 
Memory - upgrade 


8 MB / 40 MB (72 MB with ThinkPad Proven option) 
70 ns/non-parity / 3.3 volt / EDO 
1 socket for one JEDEC 144 pin EDO SO DIMM of 8, 16, or 32 MB 


Keyboard /#ofkeys Full size alp/num/ 85 (6 Fn key functions) 

Keyboard slope Large palm rest / keyboard remains flat (no sloop) / opt P Replicator adds slope 
Pointing device TrackPoint III™ / no drag lock keys 

Palm rest Integrated palm rest / external keyboard support (with optional cable 54G0441) 
Dimensions 11.7 x 8.7 x 1.22" (124 cubic inches) 

Weight 4.12 pounds (1.87 kg) [4.1 0 pounds (1.86 kg) 


Battery - type 
Battery - life (1 batt) 
Charge time - on/ off 


Lithium lon/ intelligent 
3 hours 
2.5 to 3.5 hrs/ 1.5 hrs 


Architecture 


Docking Station 
Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


ISA (audio, diskette, serial, parallel, infrared) 

PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, PCMCIA) / Mobile Triton 82430MX 
None 

ThinkPad 560 Port Replicator 

2 Type | or 2 Type Il or 1 Type Ill 

One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


12.1" SVGA color / 640 x 480 or 800 x 600 / 65,536 sim colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 

- Online User's Guide 

ThinkPad Features Program 

PC Card Director 4.0 

Diskette Factory 

. Triton CoSession™ Host 

Lotus Organizer 

. IntelliLink Connect 

. IBM Internet Connection Services with 
Netscape Navigator web browser 
. Puma TranXxit™ 

Compuserv for Windows 

. NetFinity for Windows 95 

Lotus SmartSuite 96 CD-ROM 


OS/2 WARP CONNECT PRELOAD 


- IBM OS/2 Warp Connect Version 3 with 
WIN-OS/2 with BonusPak applications 
Online User's Guide 

ThinkPad Features Program 

PC Card Director 4.0 

Diskette Factory 

Lotus Organizer 

. Puma Tranxit™ 

. IntelliLink Connect 

. NetFinity for OS/2 

. Triton CoSession™ Host; 

Lotus SmartSuite 4.0 (entitled to 
SSuite 96) 


BLANK PRELOAD 
- License for SmartSuite 


"NOM ROMs 


‘Oho! 


Other features Universal AC Adapter 2 prong (35 watts) with barrel connector / 
APM-aware BIOS / Selectable boot IBM BIOS 
Video in/out None 
MPEG decoder None 
DSP function None 
Data/fax modem None 
Audio support 16 bit audio chip / 18 voice MIDI FM synthesis / ESS1688 
Int stereo speakers / .5 watt / rotary volume control / internal microphone 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) / not full duplex speaker/mic 
Telephone None 
Infrared ports Infrared port (left side) / IrDA 1.0 compatible / up to 115 Kbps 
Security Power-on password / Locking device keyhole on back 


(Kensington™ cable lock) / Personalization screen at startup 


Preinstalled software 
Warranty 


turning on. 


Easy-Setup is entered by holding F1 when 


Windows 95 with applications (listed on right) 
1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


Compatible in ThinkPad 560 family: 
- Disks: (865/760 IDE disks not supported) 


1.08 GB = DMA Mode 2 or PIO Mode 4 2 ee a eee. 45H8783 

- ThinkPad 20 feu a ae) . pipe 

_ - ThinkPad i-lon Battery Pac 

an 7 ES 2 eae guage - 35 watt AC Adapter - barrel/3 prong 85G6719 
FH tes _ Suspend - 35 watt AC Adapter (slim, 2pin)  76H0139 
Fh LF? — LOW/GHT/Simultaneous - 8MBSODIMM3.3vNP EDO 64bit 92G7340 
Ea aiFdt = Powertamt - 16MBSODIMM3.3vNP EDO 64 bit 92G7341 
FH LF12 — Hibernation - 32MBSODIMM3.3vNP EDO 64bit 92G7342 


Disk is not removable (like 755/760 systems), 


The optional ThinkPad 560 Port 
Replicator acts as a wedge which 
attaches to the back and bottom of the 
unit and provides a keyboard slope. 


FEATURES OF 560 MODELS 


Quick Setup Guide 

Plug and Play 1.0a 

Standby, suspend, safe suspend, and 
hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate indention 

Personalization screen at startup 


but it can be upgraded via a dealer or service 
center (not customer installable). 


Hardware acceleration of 'Video for 
Windows" is integrated into the 9382 
graphics controller; interpolation in X and Y 
axis; color space conversion when DCI 
enabled 


International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


System does not have non-disruptive battery 
exchange. Battery can be changed while 
system is off, in hibernation, or under AC power. 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 

3 business day average turnaround). Overnight repair option in US available for $99. 

2< = Withdrawn from marketing 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(560) Compiled by Roger Dodson, IBM. June 1997 


ThinkPad 560 (1997 models) - withdrawn 


IBM® ThinkPad®: e< 560 


11.3" Dual Scan SVGA color 


=< 560 
12.1" TFT SVGA color 


Processor type 
Processor upgrade None 
L2 cache None 


Diskette drive 
External FDD port 


Pentium® 133/66 MHz / 64 bit to transfers to memory 


External 3.5" 1.44 MB (connects to left side) / includes case with a cable 
External FDD port (works with standard external diskette; no kit reqd) 


CD-ROM drive None (CD-ROM drive as OEM option via PCMCIA or parallel port) 
Code name Kinzie 3 

Price | 

Type - model 2640-10U 2640-20U 

Preload (see side) Windows 95 OSR2 


Avail / withdrawn date 


February 1997 / January 1998 


ThinkPad 560 key features: 


& Next generation ultraportable notebook 
& Slim: 1.2 inches 
© Lightweight: 4.1 pounds 


> Full size keyboard 

© Pentium 133/66 MHz 

& 11.3" Dual Scan SVGA or 12.1" TFT SVGA 
& PCl bus 

& 8MB EDO memor 


Disk - size / ms 
Disk controller 


2.1 GB / 14 ms/ DMA Mode 2 or PIO Mode 4 
EIDE / busmaster / PCI 2.1 / supports one internal disk 


Display - size and type 
Display - techology 


11.3" Dual Scan SVGA color [12.1" TFT SVGA color 


11.3" SVGA color / 640 x 480 or 800 x 600 
256 simultaneous colors / Dual Scan / 30 to 1 contrast ratio 


12.1" SVGA color / 640 x 480 or 800 x 600 / 65,536 sim colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 
Graphics - external 


Trident™ CYBER9382 / 64 bit SVGA accelerator / 1 MB fast page DRAM / 70 ns 
PCI 2.1 / 32 bit / 32 bit path to memory / DCI, DirectDraw, EnDIVE support 
Simultaneous LCD and CRT / 135 degree tilt 

External SVGA to 1024 x 768 with 256 colors 


Memory - std / max 


8 MB / 40 MB (72 MB w/ ThinkPad Proven option) 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 OSR2 
- Online User's Guide 
ThinkPad Features Program 


Memory - features 70 ns / non-parity / 3.3 volt / EDO - PC Card Director 4.0 
Memory - upgrade 1 socket for one JEDEC 144 pin EDO SO DIMM of 8, 16, or 32 MB F Ace — aia 
Keyboard/#ofkeys Full size alp/num/ 85 keys (6 Fn key functions) 2 Corie Sac fon d ieee 
Keyboard slope Large palm rest / keyboard remains flat (no sloop) / opt P Replicator adds slope | 3’ NetFinity for Windows 95 
Pointing device TrackPoint III™ / no drag lock keys 4. Puma TranXit™ 

Palm rest Integrated palm rest / external keyboard support (with optional cable 54G0441) 5. IntelliLink Connect 
Dimensions 11.7 x 8.7 x 1.22" (124 cubic inches) 6. IBM Anti-Virus 

Weight 4.12 pounds (1.87 kg) [4.10 pounds (1.86 kg) 7. IGN/Netscape web browser 
Battery - type Lithium lon/ intelligent 8. Ergonomics _ 

Battery - life (1 batt) 3 hours : Lotus Organizer 


Charge time - on/ off 


2.5 to 3.5 hrs/1.5 hrs 


Lotus SmartSuite 96 CD-ROM - 


Architecture 


Docking Station 
Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


ISA (audio, diskette, serial, parallel, infrared) 


PCI 2.1 / 32 bit / 33 MHz (EIDE, graphics, PCMCIA) / Mobile Triton 82430MX 


None 


ThinkPad 560 Port Replicator 
2 Type | or 2 Type Il or 1 Type Ill 
One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features Universal AC Adapter 2 prong (35 watts) with barrel connector (slim) / 
APM-aware BIOS / Selectable boot IBM BIOS 
Video in/out None 
MPEG decoder None 
en ig none The optional ThinkPad 560 Port 
Audio support 16 bit audio chip / 18 voice MIDI FM synthesis / ESS1688 Replicator acts as a wedge which 
Internal stereo speakers /.5 watt / rotary volume control / internal microphone __| attaches to the back and bottom of the 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) unit and provides a keyboard slope. 
Telephone None Following are its connectors: 
Infrared ports Infrared port (left side) / IrDA 1.0 compatible / up to 115 Kbps - Release button ; 
Security Power-on password / hard disk password / Locking device keyhole on back - Security keyhole (Kensington) 
(Kensington™ cable lock) / Personalization screen at startup ~ Mouse 
: - - eT - - - Keyboard 
Preinstalledsoftware Windows 95 with applications (listed on right) ; ; ; - External monitor 
Warranty 1 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in - Parallel 
: F - Serial (9 pin 
er ay is entered by holding F1 when OPTIONS . Bernal Beate drive 
2 a ; : - Disks: (365/760 IDE disks not supported) - Power jack 
n+ = Battery guage 1.08 GB HDD Il EIDE 13 ms 46H4208 
Fn +F3 = Standby 21GBHDD 14ms 45H8783 FEATURES OF 560 MODELS 
Fn +F4 = Suspend 4.0 GB HDD 13 ms 02K0501 Quick Setup Guide 
Fn +F7 = LCD/CRT/Simultaneous - ThinkPad 560 Port Replicator 46H4209 Plug and Play 1.0a 
Fn +F11 = Powermgmt - ThinkPad 560 Li-lon Battery Pack 46H4206 Standby, suspend, safe suspend, and 
Fn +F12 = Hibernation - 35 watt AC Adapter - barrel/3 prong 85G6719 hibernation modes 


enabled 


power. 


Hardware acceleration of 'Video for 
Windows" is integrated into the 9382 
graphics controller; interpolation in X and Y 
axis; color space conversion when DCI 


System does not have non-disruptive battery 
exchange. Battery can be changed while 
system is off, in hibernation, or under AC 


- 35 watt AC Adapter (slim, 2 pin) 76H0139 
- 8MBSODIMM3.3vNP EDO 64bit 92G7340 
- 16MBSO DIMM 3.3v NP EDO 64 bit 92G7341 
- 32MBSODIMM 3.3v NP EDO 64 bit 92G7342 
- 8-20 x Portable CD-ROM 1969010 
- 8-20 x Portable Stereo CD-ROM 1969011 


- Other options from ThinkPad Proven partners 


Disk is not removable (like 755/760 systems), 
but it can be upgraded via a dealer or service 
center (not customer installable). 


US EPA Energy Star compliant 

Personalized nameplate indention 

Personalization screen at startup 

International Warranty Service 

IBM System Care Program 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(56097) Compiled by Roger Dodson, IBM. December 1997 


ThinkPad 560E - withdrawn 


IBM® ThinkPad®: >< 560E #< 560E 
11.3" Dual ScanSVGA color 12.1" TFT SVGA color 
Processor type Pentium# 150/60 MHz or 166/66 MHz / both with MMX technology / 64 bit transfers to L2 cache and memory 
Processor upgrade None 
L2 cache 256 KB / write-back / direct mapped / 8 ns / synchronous pipelined burst 
Diskette drive External 3.5" 1.44 MB (connects to left side) / includes case with a cable 
External FDD port External FDD port (works with standard external diskette; no kit reqd) 
CD-ROM drive None (CD-ROM drive as OEM option via PCMCIA or parallel port) 
Price 
Type - model (code) 2640-30U 2640-40U s 
Processor Pentium 150/60 with MMX Pentium 166/66 MHz with MMX technology 
Preload (see side) Windows 95 OSR2 
Avail/withdrawn date June 1997 / January 1998 
Disk - size / ms 2.1 GB/14ms/DMA Mode 2 or PIO Mode 4 / SMART 
Disk controller EIDE / busmaster / PCI 2.1 / supports one internal disk 
Display - size andtype 11.3" Dual Scan SVGA color 12.1" TFT SVGA color 
Display - techology 11.3" SVGA color / 640 x 480 or 800 x 600 12.1" SVGA color / 640 x 480 or 800 x 600 / 65,536 sim colors 
65,536 sim colors / Dual Scan / 30 to 1 contrast ratio Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller — Trident™ CYBER9382 / 64 bit SVGA accelerator / 2 MB fast page DRAM / 70 ns 


Graph - arch/datapath PCI 2.1 /32 bit / 32 bit path to memory / DCI, DirectDraw, EnDIVE support _ MINDOWS 3'PRELORD 
Graphics - features Simultaneous LCD and CRT / 135 degree tilt - Microsoft Windows 95 OSR2 (FAT 16) 
Graphics - external External SVGA to 1024 x 768 with 256 colors - Online User's Guide 
ae ee : patesocenues oom 
Memory - features 70 ns / non-parity / 3.3 volt / EDO - Diskette Factory . 
Memory - upgrade 1 socket for one JEDEC 144 pin EDO SO-DIMM of 8, 16, 32, 64 MB 1. Triton CoSession™ Host 
Keyboard/#ofkeys Full size alp/num/ 85 keys (6 Fn key functions) 2. CompuServ for Windows 
Keyboard slope Large palm rest/ keyboard remains flat (no sloop) / opt P Replicator adds slope 3. NetFinity for Windows 95 
Pointing device TrackPoint III™ / no drag lock keys 4. Puma Tranxit™ 
Palm rest Integrated palm rest / external keyboard support (with optional cable 54G0441) 5. IntelliLink Connect 
Dimensions 11.7" x 8.7" x 1.22" (124 cubic inches) 6. IBM Anti-Virus ; 
Weight 4.1 pounds (1.9 kg) | 4.1 pounds (1.9 kg) 7. na oe oon with Netscape 
Battery - type Lithium lon /intelligent &: Registration Mallar 
Battery - life (1 batt) 3 hours 9. Lotus Organizer 
Charge time-on/off 2.5to3.5hrs/1.5 hrs 10. Lotus SmartSuite 96 
Architecture ISA (audio, diskette, serial, parallel, infrared) / NS PC87334 (FDC, IR, I/O) - Lotus SmartSuite 96 CD-ROM 
PCI 2.1 / 32 bit /33 Mhz (EIDE, graphics, PCMCIA) / Mobile Triton 82430MX - Recovery CD-ROM with boot diskette 
Docking Station None - Windows 95 CD-ROM (no installation) 
Portreplicator ThinkPad 560 Port Replicator 
PCMCIA™ 2.1 slots 2 Type | or 2 Type Il or 1 Type Ill / Cirrus Logic® PD6729 
Serial/parallelports | One9 pin; 16550A/one (IEEE P1284-A, EPP, ECP, bidirectional) Disk is not removable (like 755/760 
Other features Universal AC Adapter 2 prong (35 watts) with barrel connector (slim) / systems), but it can be upgraded via a 
APM-aware BIOS / APM 1.2/ Selectable boot / IBM BIOS dealer or service center (not customer 
Video in/out None installable). 
MPEG decoder None 
DSP function None 
Data/fax modem None 
Audio support 16 bit audio chip / 18 voice MIDI FM synthesis / ESS1688 The optional ThinkPad 560 Port 
Internal stereo speakers / .5 watt / rotary volume control / internal microphone Replicator acts as a wedge which 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) / not full duplex speakers/mic attaches to the back and bottom of the 
Telephone None unit and provides a keyboard slope. 
Infrared ports Infrared port (left side) / IrDA 1.1 compatible / up to 4 Mbps Following are its connectors: 
Security Power-on password / hard disk password / Locking device keyhole on back - Release bution 
(Kensington™ cable lock) / Personalization screen at startup - Security keyhole 
Preinstalledsoftware | Windows 95 with applications (listed on right) ~ Mouse 
Warranty 1 year - ThinkPad EasyServ (depot repair service) or carry-in ~ Keyboard 
Service options On-Site, M-F, 8-5, next bus day (71 cities) / Warranty extension to 3 or 5 years - Ee monitor 
Easy-Setup is entered by holding F1 when OPTIONS - Serial (9 pin) ; 
turning on. - Disks: (365/760 IDE disks not supported) ee il 
a 2.1 GBHDD 14 ms 45H8783 | 1 ower Jac 
nt = battery guage 4.0 GB HDD 13 ms 02K0501 
Fn +F3 = Standby - ThinkPad 560 Port Replicator 46H4209 ; iene OF pete MEETS 
Fn +F4 = Suspend _ - ThinkPad 560 Li-lon Battery Pack  46H4206 | Quick Setup Guide 
Fn +F7 = LCD/CRT/Simultaneous - 35 watt AC Adapter - barrel/3 prong 85G6719 | Plug and Play 1.0a 
Fn +F11 = Powermgmt - 35 watt AC Adapter (slim, 2 pin) 76H0139 |Standby, suspend, safe suspend, and 
Fn +F12 = Hibernation - 8MBSODIMM3.3v NP EDO 64 bit 92G7340 janeneee pee i 
j Vi - 16MBSODIMM3.3vNPEDO64bit 92G7341 nergy Star compliant 
WindoweOris inteorstedlinte the ase2 - 32MBSODIMM33vNPEDO64bit + 92G7342 | Personalizednameplate indention 
graphics controller; interpolation in X and Y - 64MBSODIMM3.3v NPEDO64bit — 76H0268_ | Personalization screen at startup 
axis; color space conversion when DCI - External 4 x PCMCIA CD-ROM 1960008" | Intemational Warranty Service 
enabled - Ext4xPCMCIA StereoCD-ROM 1969009 |IBMSystemxXtra Program ; 
- 8-20 x Portable CD-ROM 1969010 |24hour/7 day telephone, bulletin 
System does not have non-disruptive battery - 8-20 x Portable Stereo CD-ROM 1969011 board, fax, electronic, and Internet 
exchange. Battery can be changed while - PCMCIA 33.6 Kbps modem 25H6420 | (http://www.pc.ibm.com) support 
system is off, in hibernation, or under AC - PCMGCIA 33.6 modem w/ XJACK 55H6759 |IBMand dealer warranty/service 
power. - 56K PC Card Modem Kit 04K0052_ |Online Housecall (remote diagnostics) 
Other options from ThinkPad Proven partners 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 
3 business day average turnaround). (560E) Compiled by Roger Dodson, IBM. December 1997 


ThinkPad 560X 


IBM® ThinkPad®: 


560X 
12.1" TFT SVGA color 


Processor type 
Processor upgrade 
L2 cache 

Diskette drive 
External FDD port 
CD-ROM drive 


Pentium® 233/66 MHz with MMX technology / 64 bit transfers to L2 and memory 
None 

256 KB / write-back / direct mapped / 8 ns / synchronous pipelined burst 

External 3.5" 1.44 MB (connects to left side) / includes case with a cable 

External FDD port (works with standard external diskette; no kit reqd) 

None (CD-ROM drive as option via PCMCIA or parallel port) 


Price 

Type - model (code) 
Preload (see side) 
Available date 

Disk - size / ms 
Disk controller 


2640-70U (Mako-X) 

Windows 95 OSR2 

November 1997 

4.0 GB / 13 ms/ Ultra DMA/33 or PIO Mode 4 / SMART 
EIDE / busmaster / PCI 2.1 / supports one internal disk 


Display - size and type 
Display - techology 


12.1" TFT SVGA color / 640 x 480 or 800 x 600 / 262,144 simultaneous colors 
Active Matrix TFT / 100 to 1 contrast ratio 


New features of 560X (compared to 560E): 


233 MHz Pentium (vs 150 or 166 MHz) 
32 MB memory standard (vs 16 MB) 
96 MB maximum memory (vs 80 MB) 
4 GB disk (vs 2.1 GB) 

CardBus and Zoomed Video PC Cards 
One USB port (vs none) 

Supports Enhanced Port Replicator 
430TX (vs 430MX) 

MagicGraph128XD (vs CYBER9382) 
256K simultaneous colors (vs 64K) 

56 watt AC Adapter (vs 35 watt) 
ConfigSafe and LANDesk preloaded 


OOOO9VUNggggg 


Graphics - controller 
Graph - arch/data path 
Graphics - features 
Graphics - features 
Graphics - external 


NeoMagic™ MagicGraph128XD™ (NM2160) / 128 bit SVGA accelerator 

2 MB/iDRAM™ (embedded) / PCI 2.1 / Zoomed Video support 

3D hardware acceleration / interpolation in X and Y axis / color space conversn 
Simultaneous LCD and CRT / 135 degree tilt 

External SVGA to 1024 x 768 with 65,536 colors (or 800 x 600 with 16.7 mil) 


Memory - std / max 
Memory - features 
Memory - upgrade 


32 MB std / 96 MB max 
60 ns / non-parity / 3.3 volt / EDO 
1 socket for one JEDEC 144 pin EDO SO-DIMM of 8, 16, 32, 64 MB 


Keyboard /#of keys Full size alp/num / 85 keys (6 Fn key functions) 

Keyboard slope Large palm rest / keyboard remains flat (no sloop) / opt P Replicator adds slope 
Pointing device TrackPoint III™ / no drag lock keys 

Palm rest Integrated palm rest / external keyboard support (with optional cable 54G0441) 
Dimensions 11.7" x 8.7" x 1.22" (124 cubic inches); 297 mm x 222 mm x 31 mm 

Weight 4.1 pounds (1.88 kg) 


Battery - type 
Battery - life (1 batt) 
Charge time - on/ off 


Lithium lon/ intelligent 
3.5 hours 
2.5 to 3.5 hrs/1.5 hrs 


Architecture 


Docking Station 
Port replicator 
PC Card Std slots 


Serial / parallel ports 


PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, PCMCIA, USB) / 

ISA (audio, diskette, serial, parallel, infrared) / NS PC97338 (FDC, IR, I/O) 
Intel 430TX PClset / PIIX4 (EIDE, USB, PCI to ISA bridge) / T11250A 
None 

ThinkPad 560 Port Replicator / ThinkPad Enhanced Port Replicator 

2 Type | or 2 Type Il or 1 Type Ill / CardBus 32 bit PCI / Zoomed Video 
PCMCIA 2.1compatible / Texas Instruments® T11250A controller 

One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


WINDOWS 95 PRELOAD 


Microsoft Windows 95 OSR2 (FAT16) 
Online User's Guide 
ThinkPad Features Program 
SystemSoft CardWorks™ 
Diskette Factory and Utilities 

. Puma Tranxit™ 

. IBM Anti-Virus 

. IBM Global Network with 
Netscape web browser 

. Intelliquest Registration Mailer 

. Artisoft ConfigSafe 

. Intel? LANDesk® Client Manager 

. PointCast (with ThinkPad channel) 

. Ergonomics 

. Lotus SmartSuite 97 

. NetFinity for Windows 95 (license only) 
Recovery CD-ROM with boot diskette 
Windows 95 CD-ROM (no installation) 


=r 
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Disk is not removable (like 755/760 
systems), but it can be upgraded via a 
dealer or service center (not customer 
installable). 


Easy-Setup is entered by holding F1 
when turning on. 


System does not have non-disruptive 
battery exchange. Battery can be 
changed while system is off, in 
hibernation, or under AC power. 


USB port One USB port 
Other features Universal AC Adapter 2 prong (56 watts) with barrel connector / 
APM-aware BIOS / APM 1.2/ Selectable boot / IBM BIOS 
Video in/out None 
MPEG decoder None (software support for MPEG-1 in Windows 95) 
Data/fax modem None 
Audio support 16 bit audio chip / 18 voice MIDI FM synthesis / CS4237B 
Internal stereo speakers / .5 watt / rotary volume control / internal microphone 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) / not full duplex speakers/mic 
Telephone None 
Infrared ports Infrared port (left side) / IrDA 1.1 compatible / up to 4 Mbps 
Security Power-on password / hard disk password / security keyhole on back / 


personalization screen at startup 


Preinstalled software 
Warranty 
Service options 


Connectors: 
-USB 


- Power connector 


ThinkPad Enhanced Port Replicator provides 
cable management, additional I/O ports, and 
CardBus PC Card slots. Features include: 


- Dual IBM lock slots to secure the ThinkPad, : 
PC Cards, and Port Replicator - 


- Serial (RS-232, 9 pin), Parallel (25 pin) 7 
- External display, Keyboard, Mouse 7 
- Audio in and out (3.5 mm) . 
- Joystick/MIDI port (15 pin) - not on system = 
- External diskette drive conntr - not on system . 


Features of the PC Card slots: : 
- Two Type Ill slots (side by side) - 
- PC Card Standard 95 compliant - 
- CardBus compliant (PCI 2.1 / 32 bit) 

- 8/16 bit PC Card support (no Zoomed Video) 


Windows 95 with applications (listed on right) 
1 year - ThinkPad EasyServ (depot repair service) or carry-in 
On-Site, M-F, 8-5, next bus day (71 cities) / warranty extension to 3 or 5 years 


OPTIONS 


- 2.1GBHDD 14ms 

- 4.0 GBHDD 13 ms 

ThinkPad 560 Port Replicator 
ThinkPad Enhanced Port Replicator 
- ThinkPad 560 Li-lon Battery Pack 

- 56 watt AC Adapter (barrel; 3 prong) 83H6739 
8 MB SO DIMM 3.3v NP EDO 64 bit 92G7340 
16 MB SO DIMM 3.3v NP EDO 64 bit 92G7341 
32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 
64 MB SO DIMM 3.3v NP EDO 64 bit 76H0268 


45H8783 
02K0501 
46H4209 
11J8997 
46H4206 


8-20 x Portable CD-ROM 1969010 
- 8-20 x Portable Stereo CD-ROM 1969011 
- PCMCIA 33.6 Kbps modem 25H6420 

PCMCIA 33.6 modem w/ XJACK 55H6759 

56K PC Card Modem Kit 04K0052 


Other options from ThinkPad Proven partners 


The optional ThinkPad 560 Port 
Replicator acts as a wedge which 
attaches to the back and bottom of the 
unit and provides a keyboard slope. 
Following are its connectors: 


- Release bution 

- Security keyhole 

- Mouse 

- Keyboard 

- External monitor 

- Parallel 

- Serial (9 pin) 

- External diskette drive 
- Power jack 


FEATURES OF 560 MODELS 


Quick Setup Guide 

Plug and Play 1.0a 

Standby, suspend, safe suspend, and 
hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate indention 

Personalization screen at startup 

International Warranty Service 

IBM SystemXtra Program 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(560X) Compiled by Roger Dodson, IBM. November 1997 


ThinkPad 701 


- withdrawn 


IBM® ThinkPad®: *< 701CS *< 701C ThinkP 
dual scan color TFT color 

Processor 3.3 volt 80486DX2 IntelDX4 80486DX2 IntelDX4 

Processor speed 50/25 MHz 75/25 MHz 50/25 MHz 75/25 &Subn 

Coprocessor socket — N/A (math coprocessor std in DX2/DX4) The 701 has a External Bus 

Memory cache 8 KB in DX2; 16 KB in DX4/no L2 cache Connector to attach either 

Diskette External 3.5" 1.44 MB/hot-pluggable Standard MultiPort II or (with 


ad 701CS /701C strengths: 


© Full sized, folding TrackWrite keyboard 
© Full sized 10.4" color dual scan or TFT display 


otebook size and weight (4.5 pounds) 


© Audio, 14.4/14.4 data/fax modem, telephony 
© Infrared communication 
& TrackPoint Ill and removeable disk 


Removable CD-ROM Notsupported optional Adapter Kit) Dock II — 

Price (retail USD) $2,499 [2,749 |1,499%| 164941 17998] $2,999 | 3,299 | 1,9998.|2,1494| 2,2909<) Integrated chipsets provide: 

Type - model all 2630 US2_|US5  |2SU |[5SU |7SU |[UT2 |UTS |2TU |5TU |7TU |@ Datamodem function 

Removable disk - size 360MB 540 |360 |540 |720 | 360 540 |360 |540 | 720 - V.22bis (2400 bps) 

Hard disk - spd ms 130 «=|130 }130 /130 |130 /130 130 1130 }130 /130 - V.32 (9600 bps) 

Available date Mar95_ |Mar 95] Mar95| Mar95| Sep95] Mar95_‘| Mar95} Mar95 |Mar95 | Sep95 Pe bee hrs ae 

Display - type VGA color / 640 x 480 VGA color / 640 x 480 Lert pbderae sashes pollen 

Display - colors 65,536 simultaneous colors 65,536 simultaneous colors @ Pianeta sone receive (14.4 Kbps) 
Display - techology Dual scan TFT - active matrix 


Display - diagonal size 


10.4 inch / 20 to 1 contrast ratio 10.4 inch / 100 to 1 contrast ratio 


- 16 bit audio / 44.1 kHz sampling rate 
- Stereo waveform record and playback 


Graphics - controller 
Graphics - vendor 
Graph - arch/data path 


CT-65545 with 1 MB DRAM 
Chips & Technologies / External SVGA to 1024 x 768 256 colors (up to 70 Hz) 
VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 


- 18 voice MIDI wave table synthesizer 
- SoundBlaster™ support 
- Text to speech (via Monologue) 


Memory - std / max 
Memory - type 

Mem - sockets empty 
Mem-options available 


4/36 MB [8/40 MB [4/36 MB [8/40 MB 
70 ns/non-parity / 3.3 volt The two wings (ends) of the 
1 socket TrackWrite™ keyboard slide 


4, 8, 16, 32 MB SO-DIMMs into position automatically 


Keyboard / # of keys 
Keyboard slope 
Mouse/pointing 

Ext keyboard support 


Full size alp/num / 85 key (15 Fn key functions) vad time the lid is opened 
Yes (use MultiPort II stand that flips out) or closed 
TrackPointIII™ on TrackWrite keyboard 


Yes (no cable required) Fn key functions: 


- Configuration Utility 


Dimensions 9.7 x 7.9 x 1.7" (130 cubic inches) - Battery Status 

Color ; Black With keyboard open it - Standby/Suspend 

Weight (with battery) 4.5 pounds expands from 9.7" to 11.5" - Hibernation 

Battery - type Super NiCad or NiMH (DX4 mdls built after 9/95) - Speaker off (audio mute) 
Battery - life 2.5 to 7 hours or optional NiMH - Hard disk off 

Charge time - on/off 1.5 hrs / battery will not charge if unit is off Gi Be, or CRT or both 
Architecture AT bus (ISA) Syeuelee appeal alice 
Docking Station Dock II (requires optional Dock II Adapter Kit) BiohiondielLeD contrast 


Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


None (use standard MultiPort II) 
2 Type | or 2 Type Il or 1 Type Ill - Speaker volume up/down 
One 9 pin; 16550A / ECP/EPP parallel 36 pin (IEEE 1284); non-DMA 


® Telephone function 
- Full telephone (can use opt headset) 
- Telephone answering machine 
- Fullduplex speakerphone 


PREINSTALLED APPLICATIONS 


- IBMDOS 6.3 
- Windows 3.11 
sk DX4 systems include OS/2 Warp 3.0 
(dual boot) with selected BonusPak 
- IBM PC Card Director™ for PCMCIA 
- IBMThinkPad Demo 
- Online Users Guide 
- ThinkPad Features 
- Diskette Factory 
1. Lotus® cc:Mail™, e-mail for the Global® 
network 
. Lotus Organizer™ 1.12 
. Lotus ScreenCam™ 1.0 
. Triton CoSession™ Host 
. PRODIGY®; 6. America Online® 
. SofNet FaxWorks™ Voice™ 3.0 


Other features APM-aware BIOS / Wallmount AC adapter (30 watts) w/ 2 prongs / Selectable boot 
Functions Data modem, fax modem, audio, telephony function 

Data/fax modem 14.4/14.4 data/fax modem function (with RJ11 jack) 

Audio support 16 bit audio chip on planar (ESS688 and Yamaha OPL3) / FM Synthesis 


Audio in/out jacks 


Internal speaker (with Fn key volume control) and internal microphone 
Input jack / microphone jack / output jack 


. Video For Windows™ 1.1 Runtime 
. Monologue (text to speech) 

. Puma Tranxit™ (infrared function) 
11. Taxi™ 

. AlphaNet™ FollowFax™ 


Telephone Telephone / answering machine / full duplex speakerphone 13. SEDONA™ REPRINT™ 
Infrared ports Infrared port (on back) / IRDA 1.0 compatible / up to 115.2 Kbps iz Fue ieee 
Security Power-on password / locking device keyhole also called MicroSaver™ security | 46 Reuterss Money® Network 


connector (Kensington™ lock) 


Preinstalled software 


Warranty 


IBM DOS 6.3, Windows™ 3.11, (and OS/2 Warp on DX4 models), 
and all appls listed to right: 
3 year - EasyServ only (optional onsite special bid only) 


time 


has ports for: 


- DCinput connector 


ThinkPad EasyServ™: 


any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business days average turnaround). Overnight repair option in US available for $99. 
= Removable; *% DX4 models had price decrease effective Feb 9, 1996 


LJ = Upgradeable; O 


Configuration Utility is entered by Fn+F1 at any 


Disks: 540 MB disk 13 ms 04H6894 

720 MB disk 13 ms 10H4096 

MultiPort Il (ships standard) is 1.7 x .9x 10" and}|}- Dock Il (2 slot /2 bay) 84G3587 
- Dock Il Adapter Kit 04H6196 

- Mouse/Numpad connector (6 pin) - 4MBSO-DIMM 3.3v 92G7259 
- External keyboard connector (6 pin) - 8MBSO-DIMM 3.3v 92G7261 
- EPP parallel port (25 pin) - 16MBSO-DIMM 3.3v 92G7263 
- Serial connector (RS-232D - 9 pin) - 32MBSO-DIMM 3.3v 92G7281 


- Audio line in (3.5 mm) - 
- Audio line out (3.5 mm) - 
- External display connector (15 pin) - 


ECP/EPP port (36 lines) connects either the 
external floppy or a printer. The standard 
External Diskette Drive Cable (13.2") has a 
36-pin and a 26-pin connector. The Standard 
Printer Cable Adapter (7.1") has a 36-pin 
connector and a 25-pin connector (so a 
conventional printer cable is needed) 


=< Withdrawn from marketing eff December 1995 


Compete) in all 701 models: 


Universal AC Adapter 30 watts 04H8367 


Battery life indicator 
Non-disruptive battery exchange 
Standby, suspend, hibernation, and 


US EPA Energy Star compliant 
Personalized nameplate in molded indention 


FEATURES OF 701CS/701C MODELS 


RediSafe modes 


AC Adapter 30 w, wall, 2pin 10H4020 
AC Adapter 35 w, ww, 3pin + 85G6680 
- Super NiCad Battery 10H4019 
- NiMH Battery 25H4862 
- MultiPortll 10H4021 i 
- Externaldiskette withcable 10H4068 
- EPP Printer Cable & 10H4069 


Cable Pack 


ThinkPad 360, 750, 755 family disks, batteries, || |! 
memory, and Dock | are NOT compatible 
in the ThinkPad 701 family 


customer calls 1-800-772-2227, courier service picks up ThinkPad at 


(701 


>< = Withdrawn from marketing on or before June 1996 


3 year warranty 


24 hour / 7 day telephone, bulletin 


Online Housecall (remote diagnostics) 


HELPWARE 


nternational Warranty Service 


board, fax, electronic,and Internet 
(http://www.pc.ibm.com) support 
BM or dealer warranty/service 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 


) Compiled by Roger Dodson, IBM. June 1996 


ThinkPad 710T, 720, 720C - withdrawn 


IBM® ThinkPad®: < 710T o< 720 >< 720C 

pen tablet monochrome color TFT 
Processor type 80486 SLC 80486 SLC2 80486 SLC2 
Processor speed 25 MHz 50/25 MHz 50/25 MHz 


Memory cache 
Coprocessor socket 
Diskette drive 


Price (retail USD) 
Type - model 
Hard drive - size 
Hard drive - speed 
Available date 
Withdrawal date 


Display - type 

Display - grey scales 
Display - techology 
Display - light source 
Display - size (diag) 
Display - contrast ratio 
180 degree display tilt 


Memory - std / max 
Mem - sockets empty 
SIMM/ICs available 


Keyboard / # of keys 
Fn key functions 
Keyboard slope 
Mouse/pointing 

Ext keyboard support 


Dimensions 

Cubic inches 
Carrying case 

Color 

Weight (with battery) 


Battery - type 

Batt - life (per battery) 
Charge time - on/ off 
Battery - options 


Architecture 

External AT/MCA port 
Comm Crtrdge (1 card) 
Docking Station 

Port replicator 
Moden/serial slot 
PCMCIA slots 

Visible LEDs - closed 
Serial / parallel ports 


APM-aware BIOS 
Other features 
Preinstalled software 


Warranty 


16 KB internal 
No 
Optional 3.5" 1.44 MB 


$ 1,859 $ 2,749 $ 2,849 
2523-09Y 2523-302 | 2523-303 
Option (TPF)| 60 MB 60 MB 
5,10,15MB/18.5ms_ | 18.5 ms 
March 93 March 93 | March 93 
Sept 94 Sept 94 | March 94 
VGA mono 


16 grey scales 
STN Transflective 


LCD - Backlit | Transflective: can turn 
9.5 inch on backlit in dark areas 
3 to 1 or turn it off in bright 
N/A areas 


4/12MB 80ns 
1 socket (parity) 
2, 4,8 MB SIMMs 


External (any PS/2 keyboard 
N/A (no keyboard) 

N/A is supported) 
Electromagnetic pen 

Yes 


11.6 x 9.6 x 1.4" 

156 inches 

Blk nylon standard 

Black 

5.2 pounds (09Y); 5.5 pounds (302,3) 
Nickel cadmium 

3.3 to 4.1 hrs (O9Y); 3.1 to 3.8 (302,3) 
N/A /3 hrs (unit off or suspend only) 
Nickel cadmium half size battery 


Local / AT I/O, DMA 


Ve 1 Type Ill PC Card can occupy 
© | 2 Type II slots on Model 09Y 


No 
3 Type II (O9Y); 1 Type II (302, 303) 
N/A 


Yes / Yes 


No 

O9Y: PenDOS, PenPoint on optional 
solid state files (10, 15 MB). 

302: PenDOS 2.0; 303: PenPoint 

1 year - EasyServ only 


16 KB internal 
Yes (for 387 SL) 


16 KB internal 
Yes (for 387 SL) 


3.5" 1.44 MB 3.5" 1.44 MB 

$ 2,495 %/$ 2,655 & $ 4,695 

9552-307 |9552-308 9552-30J 

120 MB |160 MB 7 160 MBF 

17ms Of15ms O 15ms O 

May 93 May 93 May 93 

March 94 |March 94 March 94 

VGA mono vi VGA color 

64 grey scales 7 256 colors 640x480 
STN vi Thin film transistor 
LCD - backlit 7 Active matrix 

9.5 inch vi 10.4 inch 

18 to 1 vi 100 to 1 

Yes Yes 


4/16MB 80ns 
2 sockets (parity) 


4/16MB 80ns 
2 sockets (parity) 


2,4, 8 MB ICs 2,4, 8 MB ICs 

Full size alp/num/ 84 Full size alp/num/ 84 
None None 

8 degrees (legs) 8 degrees (legs) 
TrackPoint II™ TrackPoint Il 

Yes (with opt cable) Yes (with opt cable) 
11.7 x 8.3 x 1.9" 11.7 x 8.3 x 2.2" 
185 inches 214 inches 

Many options available Many options available 
Black Black 

6.5 pounds 7.6 pounds 

Nickel hydride Nickel hydride 

4 to 8 hours 2.4 to 4.8 hours 

3 hrs/2 hrs 1.5 hrs / 1.4 hrs 


Yes - status indicator 


Micro Channel® 

Yes 

Yes (black) 

Yes (3550-002) black 
Yes black 

No 

2 Type | or 2 Type Il 
Yes or 1 Type Ill 
Yes / Yes (DMA) 


APM-aware BIOS 
Hrdw security loop 
IBM DOS 5.02, 
PRODIGY® 

3 year - carry in or 
EasyServ (opt onsite) 


Yes - status indicator 


Micro Channel 

Yes 

Yes (black) 

Yes (3550-002) black 
a black 


(e) 
2 Type | or 2 Type Il 
Yes or 1 Type Ill 
Yes / Yes (DMA) 


APM-aware BIOS 
Hrdw security loop 
IBM DOS 5.02, 
PRODIGY 

3 year - carry in or 
EasyServ (opt onsite) 


The 700/720 family hard disks, batteries, and docking station are NOT compatible with ThinkPad 360, 750, 755. 


The 700/720 memory IS compatible with ThinkPad 360, 750, 755. 


3 year warranty 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight). 
STN = Super twisted nematic; 


FEATURES OF 700/700C and 720/720C 


700/720 mono upgradeable to TFT color 
700/700C upgradeable to 486SLC2 50/25 
Upgradeable to 120, 160, 240, 340 MB 
Removable hard disk 

Pressure activated TrackPoint Il 

Optional battery w/ power status indicators 
Quick Charger holds 2 batt; discharge button 
Coupon book with $4,000 in savings 


+, Price decrease effective October 28, 1993 


Wi = Upgradeable; 


=< Withdrawn from marketing 


O = Removable 


(2THINKW) 


FEATURES OF ALL PRODUCTS 


Suspend/resume mode; battery life indicator 


Non-disruptive battery exchange 

Simultaneous LCD and external CRT 

US EPA Energy Star compliant 

International travelers warranty 

IBM or dealer warranty/service 

30 day money back guarantee 

24 hour / 7 day fax support 

24 hour / 7 day bulletin board support 

24 hour / 7 day telephone support at 
1-800-772-2227 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
Compiled by Roger Dodson, IBM. September 1994 


ThinkPad 730T - withdrawn 


IBM® ThinkPad®: &< 730T 
pentablet 
Processor type 80486SX (3.3 volt SL Enhanced) 
Processor speed 33 MHz 
Memory cache 8 KB internal (no L2 cache) 
Coprocessor socket No 
Diskette drive Optional 3.5" 1.44 MB (same as ThinkPad 710T and 730TE) 
Price (retail USD) $2,569 $2,879 $3,119 $3,429 
Type - model 2524-801 2524-901 2524-80F 2524-90F 
Hard drive - size Option (required Option (required 105 MB PCMCIA 105 MB PCMCIA 
Hard drive - speed via PCMCIA disk) via PCMCIA disk) 15ms 15ms 
Preinstalled software N/A N/A IBM DOS 6.3 IBM DOS 6.3 
Windows for Pen Computing | Windows for Pen Computing 
Avail / withdrawn date May 1994 / June 1996 May 1994 / June 1996 May 1994 / June 1996 May 1994 / June 1996 
Memory - std / max 4/20MB 8/24 MB 4/20 MB 8/24 MB 
Mem - sockets empty Uses a specific Type III PCMCIA slot; this will then permit a Type | or II PCMCIA card in rest of slot 
Memory - type 70 ns / non-parity / 5.0 volt 
Memory - options 4, 8,16 MBICs 
Display - type VGA 640 x 480 monochrome (External display is 640 x 480 with 16 colors) 
Display - grey alee aeatey Seles (Simultaneous LCD and CRT display) 
Display - techology ransflective a eT 
Display - light source LCD - Backlit Ae ee paetarah ey In 
Display - size (diag) 9.5inch ark areas or turn it off in bright areas 
Display - contrast ratio 3 to 1 
Keyboard External (any IBM keyboard is supported; attach to port replicator) 
Mouse/pointing Electromagnetic pen/digitizer/stylus that realistically simulates the feel of pen-to-paper / untethered / batteryless 
(a mouse is not supported) / stylus is stored in a compartment on bottom 
Dimensions 10.6 x 8.3 x 1.4" 
Cubic inches 123 inches 
Carrying case Blk nylon standard (many options also available) 
Color Black 
Weight (with battery) 3.5 pounds (1 battery); 3.9 pounds (2 batteries) 
Battery - type Nickel hydride (NiMH) A false battery pack ships 
Battery - quantity Two batteries ship standard / can use one or two batteries standard if only want to 
Batt - life (per battery) 1 battery: 2 to 5 hours use one battery 


2 battery: 4 to 10 hours 
Charge time - on/ off N/A/ 1.5 hours (unit off or suspend only) 


Architecture Local memory bus / ISA 
Docking Station No 
Portreplicator Yes (ships standard / attach to 200 pin connector) 


Port Replicator includes © 15 pin external CRT port, ® 9 pin 16550A serial port, ® 25 pin EPP parallel port, 
@ diskette drive connector, ® keyboard port, © DC port for AC connector 
Modem/serial slot No (use PCMCIA) 
PCMCIA 2.01 slots 3 Type Il or 2 Type Ill as follows: 
1st slot: 2 Type ll or 1 Type Ill (but any additional memory must go into this slot; so adding IC DRAM 
memory will leave 1 Type II slot remaining) 
2nd slot: 2 Type Il or 1 Type III (105 MB PCMCIA disk in Models 80F/90F is installed here) 


Serial / parallel ports Yes (on Port Replicator) / Yes (on Port Replicator) 
Warranty 3 year - ThinkPad EasyServ™ 
The ThinkPad 730T requires a bootable operating system with Pen capability. PCMCIA SLOT CONFIGURATION 
Supportedis: . 
Two Type III (10 mm high): 

— PenDOS® 2.2 with IBM DOS 6.3 

84G9180 - PCMCIA HDD 105 MB PenDOS preloaded LICDRAMoly | er 
— Pen for OS/2 1.0 with OS/2® 2.11 

84G9190 - PCMCIA HDD 105 MB Pen for OS/2 preloaded 
— Windows for Pen Computing® 3.1 with IBM DOS 6.3 PCMCIA Type III 

Models 80F/90F are preloaded with Windows for Pen Computing 260 MB disk in this slot 
— PenRight!® (available at dealers) (Model BOF) 
Quick Charger 66G9540 4 MB IC DRAM 70 ns 5v non-parity 92G7236 FEATURES OF THINKPAD 730T 
Car Battery Adapter 66G9545 8 MB IC DRAM 70 ns 5v non-parity 92G7237 
NiMH Battery (dual) 66G9550 16 MB IC DRAM 70 ns 5v non-parity 92G7424 Suspend/resume mode 
AC Adapter 20 watts 84G0480 Battery life indicator 
PortReplicator 84G0485 Non-disruptive battery exchange 
External 3.5" 1.44 MB 48G8263 US EPA Energy Star compliant 

diskette drive 3 year warranty 
105MBHDD (PenDOS) 84G9180 International Warranty Service 
105 MB HDD (PenOS2) 84G9190 24 hour /7 day telephone, bulletin 
Hand Strap 84G0495 board, fax, and electronic 
Soft Case 84G0490 support 
Battery Case 84G0500 IBMwarranty/service 
30 day money back guarantee 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 
3 business day average turnaround). Overnight repair option in US available for $99. (730T) Compiled by Roger Dodson, IBM. June 1996 
2< = Withdrawn from marketing 


ThinkPad 730TE - withdrawn 


IBM® ThinkPad®: 


*< 730TE 
pentablet 


The 730TE is the same as the 
730T (older models) except: 


Processor 

Memory cache 
Coprocessor socket 
Diskette drive 


IntelDX4™ 75/25 MHz 

16 KB in DX4 (no L2 cache) 

N/A; standard in IntelDX4 

Optional 3.5" 1.44 MB (same as ThinkPad 710T and 730T) 


730T 730TE 
& 486SX - 33 MHz © IntelDX4 - 75/25 MHz 


© 105 MBdisk preloads © 260 MB disk preloads 


Price (retail USD) 
Type - model 

Part number 

Hard drive - size 
Hard drive - speed 
Preinstalled software 


Avail / withdrawn date 


© Improved storage 


$2,849 $3,499 


2524-B01 2524-B0F door for pen 
39H5976 39H5975 
Option (required 260 MB PCMCIA 

via PCMCIA disk) | 12 ms/4500 rpm/ 16 MB/sec burst transfer rate / 5.7 MB/sec media transfer rate 
N/A IBM DOS 7.0 


Windows for Pen Computing 
Oct 1995 / July 1997| October 1995 / July 1997 


Memory - std / max 
Mem - sockets empty 
Memory - type 


8/24MB 
Uses a specific Type III PCMCIA slot; this will then permit a Type | or II PCMCIA card in rest of slot 
70 ns/non-parity / 5.0 volt 


Memory - options 4,8,16 MBICs 

Display - type VGA 640 x 480 monochrome (External display is 640 x 480 with 16 colors) 
Display - grey scales 16 grey scales" (Simultaneous LCD and CRT display) 
Dicey : ieneeunss ray ie Transflective: can turn on backlight in 


Display - size (diag) 
Graphics controller 


9.5 inch/3 to 1 contrast ratio dark areas or turn it off in bright areas 
Western Digital WD90C24A / VL-Bus 2.0 local bus / 1 MB DRAM memory 


Keyboard 
Mouse/pointing 


External (any IBM keyboard is supported; attach to port replicator) 
Electromagnetic pen/digitizer/stylus that realistically simulates the feel of pen-to-paper / untethered / batteryless 
(a mouse is not supported) / stylus is stored in a compartment on bottom 


Dimensions 

Cubic inches 
Carrying case 

Color 

Weight (with battery) 


10.6 x 8.3 x 1.4" 

123 inches 

Blk nylon standard (many options also available) 
Black 

3.5 pounds (1 battery); 3.9 pounds (2 batteries) 


Battery - type 
Battery - quantity 
Batt - life (per battery) 


Charge time - on / off 


Nickel hydride (NiMH) 

Two batteries ship standard / can use one or two batteries 
1 battery: 1.65 to 5 hours 

2 battery: 3.3 to 10 hours 

N/A/ 1.5 hours (unit off or suspend only) 


A false battery pack ships 
standard if only want to 
use one battery 


Architecture 
Docking Station 
Portreplicator 


Modem/serial slot 
PCMCIA™ 2.1 slots 


Serial / parallel ports 
Security 


Local memory bus /ISA 
lo 
Yes (ships standard / attach to 200 pin connector) 
Port Replicator includes © 15 pin external CRT port, @ 9 pin 16550A serial port, ® 25 pin EPP parallel port, 
® diskette drive connector, ® keyboard port, © DC port for AC connector 
No (use PCMCIA) 
3 Type Il or 2 Type Ill as follows: 
1st slot: 2 Type ll or 1 Type Ill (but any additional memory must go into this slot; so adding IC DRAM 
memory will leave 1 Type II slot remaining) 
2nd slot: 2 Type Il or 1 Type III (260 MB PCMCIA disk in Model BOF is installed here) 
Yes (on Port Replicator) / Yes (on Port Replicator) 
Power-on password 


Warranty 3 year - ThinkPad EasyServ™ (Optional Overnight Repair Option) 

The ThinkPad 730T requires a bootable operating system with Pen capability. PCMCIA SLOT CONFIGURATION 
Supportedis: Two Type Ill (10 mm high): 
— PenDOS® 2.2 with IBM DOS 7.0 

39H6014 - PCMCIA HDD 260 MB PenDOS preloaded [| ICDRAMonly _ | nen 
— Pen for OS/2 1.03 with OS/2® Warp 

39H6017 - PCMCIA HDD 260 MB Pen for OS/2 preloaded 
— Windows for Pen Computing® 1.0 with IBM DOS 7.0/Windows 3.11 PCMCIA Type III 

Model BOF is preloaded with Windows for Pen Computing 260 MB disk in this slot 
— PenRight! © (available at dealers) (Model BOF) 
Quick Charger 66G9540 260 MB HDD PCMCIA Type III (Blank) 06H9077 FEATURES OF THINKPAD 730TE 
Car Battery Adapter 66G9545 260 MB HDD PCMCIA Type III (Warp for Pen) 39H6017 
NiMH Battery (dual) 66G9550 260 MB HDD PCMCIA Type III(PenDOS) 39H6014 Suspend/resume mode 
AC Adapter 20 watts 84G0480 4 MB IC DRAM 70 ns 5v non-parity 92G7236 Battery life indicator 
PortReplicator 84G0485 8 MB IC DRAM 70 ns 5v non-parity 92G7237 Non-disruptive battery exchange 
External 3.5" 1.44 MB 48G8263 16 MB IC DRAM 70 ns 5v non-parity 92G7424 US EPA Energy Star compliant 

diskette drive 3 year warranty 
Hand Strap 84G0495 International Warranty Service 
Soft Case 84G0490 24 hour /7 day telephone, bulletin 
Battery Case 84G0500 board, fax, and electronic 
support 
IBM warranty/service 
30 day money back guarantee 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(730TE) Compiled by Roger Dodson, IBM. June 1997 


ThinkPad 750 - withdrawn 


IBM® ThinkPad®: 


o< 750 
monochrome 


*< 750Cs 
passive color 


o< 750C 
color TFT 


>< 750P 
convertible pen 


>< Traveling Multimedia 
preconfigured system 


Processor type 
Processor speed 
Memory cache 
Coprocessor socket 
Diskette drive 


Price (retail USD) 
Type - model 

Hard drive - size 

Hard drive - speed 
Avail / withdrawal date 


Display - type 

Display - grey scales 
Display - techology 
Display - light source 
Display - size (diag) 
Display - contrast ratio 
180 degree display tilt 


Memory - std / max 
Mem - sockets empty 
SIMM/ICs available 


Keyboard / # of keys 
Keyboard slope 
Mouse/pointing 
Ext keyboard support 


All: 80486 SL with math co 


All: 33 MHz 

All: 8 KB internal 

All: N/A (std in 486SL) 
All: 3.5" 2.88 MB O 
$3,199 |$3,749 
9545-006 |9545-008 
170 MB” |340 MB 7 
15ms O114ms O 
Sept 93 / withd Sep 94 


VGA mono 
64 grey scales 
STN 


LCD - Sidelit 
9.5 inch 

18 to 1 

Yes (external SVGA) 


All: 4/20 MB 70 ns 
All: 1 socket (parity) 
All: 2, 4, 8, 16 MB ICs 


All: 
All: 
All: 
All: 


NANNNNN 
NANNANNN 


Yes (legs pop out) 
TrackPoint Il 


Full size alp/num/ 85 


Yes (with option cable) 


The removed diskette drive can be utilized externally via the 
optional 'FDD External Kit' (includes cable and enclosure; 
$135) to the ® Port Replicator Model |, @ Port Replicator 


Model II, or ® Dock | Docking Station. 


$ 2,599 &%1$ 2,999 & 
9545-206 |9545-208 
170 MBZ |340 MB 7 
15ms O!14ms O 
Nov 93 / withd Sept 94 


VGA color 

256 colors 640x480 
STN - passive matrix 
LCD - Sidelit 

9.5inch Dual scan 
20 to 1 

Yes (external SVGA) 


® Fuel guage 


@ Standby mode © LCD/ext CRT/both ® Power mgmt mode 
@ Suspend mode © Reverse video 


$4,699 |$5,249 
9545-306 | 9545-308 
170 MBZ |340 MB 7 
15ms O114ms O 
Sept 93 / withd Sep 94 


VGA color 

256 colors 640x480 
Thin film transistor 
Active matrix 

10.4 inch 

100 to 1 


Yes (external SVGA) | Yes (external SVGA) 


Additional video features for all: 1 MB DRAM video memory / Video 
controller is Western Digital WD90C24 / Accelerator / 16 bit AT bus / 
Simultaneous LCD & CRT / External VGA is SVGA (to 1024x768) 


Fn key functions to instantly change in any appl: 


® Speaker volume 


$2,599  |$ 2,999 
9545-40C | 9545-40E 
170 MB |340 MB 7 
15ms O114ms O 
Sept 93 / withd Sept 94 


VGA mono 

64 grey scales 
STN - pen enabled 
LCD - Sidelit 

9.5 inch 

18 to 1 


® High intensity text 


® Hibernation mode 


A preconfigured, 

multimedia 750C; 
Available Sept 93; 
$ 7,245 & 


Included with the IBM 
Traveling Multimedia: 


Hardware: 


- 750C (all features 
listed on left) 

- 340MB removable 
hard disk 

- 12 MB memory (4 MB 
std + 8 MB IC DRAM 
card) 

- 14.4 Data/Fax 
modem (PCMCIA) 

- Dock | (Docking 
Station) 

- CD-ROM/XA - double 
speed and Kodak 
Photo CD 
multisession 

- Dock | Carrying Case 


Dimensions 11.7x 8.3 x 1.7" 11.7 x 8.3 x 2.0" 11.7x 8.3 x 2.0" 11.7x8.3x 2.1" Software: 

Cubic inches 165 inches 194 inches 194 inches 204 inches - Windows 3.1 

Carrying case Blk nylon (option) Blk nylon (option) BIk nylon (option) BIk nylon (option) - Asymetrix COMPEL™ 
Color Black Black Black Black (on screen multimedia 
Weight (with battery) 5.5 pounds 6.2 pounds 6.4 pounds 6.6 pounds presentations) __ 
Battery - type Nickel hydride (smart) | Nickel hydride (smart) | Nickel hydride (smart) |Nickel hydride (smart) | ~ fe et pete 
Batt - life (per battery) 5.3 to 12 hours 3.5 to 8 hours 3.4 to 8 hours 5.1 to 12 hours (i SLIDE vo ia clips) 
Charge time - on/off 1.5 hrs / 1.5 hrs 2.0 hrs / 1.5 hrs 2.0 hrs / 1.5 hrs 1.5 hrs /1.5 hrs a (ile Fangicr fie Gauis 
Architecture (ext port) A//: AT bus (with external port) Diskette drive can be removed ® to reduce weight, @ to insert | or modem) 

Docking Station All: Yes (Dock | and II below) — cellular modem (CDPD), ® to insert TV Tuner (for on screen | - Delrina WinFax PRO 


All: 
All: 
All: 
All: 


Port replicator 
PCMCIA 2.01 slots 
Serial / parallel ports 
Other features 


2 types (below) 
2 Type! or 2 Type 


Audio support All: 
Audio in/out jacks All: 
Security All: 


DOS 6.1, PRODIGY® 
Online info, demo 

3 year - carry in or 
EasyServ (opt onsite) 


Preinstalled software 


Warranty 


TV and VCR playback), or ® to add other third party options. 


ILor 1 Type Ill 


Yes (one 9 pin) / Enhanced Parallel Port (EPP) with 2 MB/sec transfer speed (non-DMA) 
BIOS/Easy Set up/Diagnostics in FLASH EEPROM / APM-aware BIOS / Hibernation mode 


16 bit audio chip on planar with Mwave audio codec / Internal high fidelity speaker 

Input jack supports microphone / Output jack supports headphone or stereo speakers 
Hardware security loop / Power-on password / Supervisor password (privileged access 
password) for hardware config changes / Hard disk password (HDP) allows use of disk 


DOS 6.1, PRODIGY 
Online info, demo 

3 year - carry in or 
EasyServ (opt onsite) 


DOS 6.1, PRODIGY 
Online info, demo 

3 year - carry in or 
EasyServ (opt onsite) 


(fax software) 


ALL 750 MODELS 
Liftable (pop-up) 
keyboard to access 
diskette drive, disk, 
battery, and memory 


DOS 6.1, Windows™ 3.1, PenDOS™ 2.2, 
Windows for Pen, PRODIGY, Online info, demo 
3 year - carry in or 

EasyServ (opt onsite for $40 each year; all mod) 


The 700/720 family hard disks, batteries, and docking station are NOT compatible with 750. The 700/720 memory IS compatible with 750 


Dock | (Docking Station) $685 

SCSI-1 controller; two stereo speakers; 

One full-size 16 bit AT bus slot; 6.0 pounds; 

One bay (slim high 1") for 3.5" or 5.25" devices 

Can house removable disk from 360/750/755; 

Replication of ports on back of 360750/755; 

Additional ports: SCSI, audio, speaker, video in, 
diskette, headphone jack; handle/palm rest; 


Dock II (Docking Station) $719 

SCSI-2 Fast controller; two stereo speakers; 

Two full-size 16 bit AT bus slots; 17.6 pounds; 

Two 5.25" bays (1" high (SL) and 1.5" high HH) 

Can house removable disk from 360/750/755; 

Two PCMCIA slots (Type II and Ill); 

Many ports including audio, diskette, SCSI; 

Plug and Play ready 

Port Replicator Model | $299 

2 Type | or 2 Type Il or 1 Type Ill PCMCIA slots 

Provides cable management because all the 
cables attach to Replicator, not the ThinkPad 

Replication of Ports: mouse, keyboard, SVGA, 
parallel port, serial, diskette port, DC power 

Port Replicator Model II $109 

Same as Model | except no PCMCIA slots 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 


3] 


750 MONOCHROME 

Upgradeable to ® monochrome pen enabled 

screen (same as 750P), or @ 10.4" TFT color 

750Cs DUAL SCAN COLOR 

Dual scan passive matrix color screen 

750C ACTIVE MATRIX COLOR 

Largest 10.4" active matrix color screen 

750P CONVERTIBLE PEN 

Same display as the 750 monochrome. 

Can be used in normal upright position or 
folded down into a position suitable for 
writing via the standard untethered stylus. 

Cellular Digital Packet Data (CDPD) 

Mobile Communications Module 

Provides transmission of analog and digital 
data using a cellular telephone. 

Supported on 750, 750Cs, 750C (not 750P). 

High speed 14.4 bps data/fax modem, AMPS 

cellular, and CDPD transceiver; wire or 
wireless; available April 1994; $1,999 


Many other options available from IBM 


any location, IBM repairs and mails back within 4 business days (no shipping charges, most shipping is 


overnight). 7 =Upgradeable ; O = Removable; *% 


Price decrease effective October 17, 1994 


FEATURES OF ALL 750 FAMILY 


3 year international warranty 

16 bit audio chip on planar (Mwave™) 

Headphone (out)/microphone (in) audio jacks 

Removable and upgradeable hard disks 

Removable diskette drive 

Pressure activated TrackPoint Il 

Std intelligent battery with built in processor 
for accurate monitoring on screen 

Discharge battery via mouse click 

Quick Charger holds 2 batt; discharge button 

Non-disruptive battery exchange 

Standby / suspend / hibernation modes 

Hibernation mode saves memory to the hard 
disk and shuts system off 

Selectable boot 

US EPA Energy Star compliant 

Personalized nameplate in molded indention 

Coupon book with $4,000 in savings 

IBM or dealer warranty/service 

30 day money back guarantee 

24 hour / 7 day fax support 

24 hour / 7 day bulletin board support 

24 hour / 7 day telephone support 


All trademarks are the property of their respective owners 


No warranties are expressed or implied in this summary 


(750THINK) Compiled by Roger Dodson, IBM. October 1994 


ThinkPad 755 - withdrawn 


IBM® ThinkPad®: >< 755Cs >< 755C °< Traveling Multimedia 
dual scan color TFT color preconfigured system 

Processor type 80486 DX2 (1 to DxX4 |IntelDX4 80486 DX2 [I to DX4 |IntelDX4 Apreconfigured, 

Processor speed 50/25 MHz 3.3 volt 75/25 MHz 3.3 volt 50/25 MHz 3.3 volt 75/25 MHz 3.3 volt multimedia755C; 

Memory cache 8 KB internal (no L2) 16 KB internal (no L2) |8KBinternal (noL2) |16KBinternal (no L2) | Available June 94; 

Coprocessor socket N/A (std in 486DX2) N/A (std in 486DX4) N/A (std in 486DX2) N/A (std in 486DX4) withdrawn Dec 95 

Removablediskette 3.5"1.44 MBO 3.5" 1.44 MBO 3.5" 1.44 MBO 3.5" 1.44 MBO Part#2337289 

Price (retail USD) $3,399 [$3,899 [$4,299 |$3,899 | $4,399 |$4,799 |$2,799 1$3,099]$3,449 1$3,399 [$3,699] $3,999] $ 6.399 * 

Type - modelall9545 EOC_ JEOE_ |EOG KOC_ |KOE_ |KOG FOC_ |FOE_ |FOG_ |LOC LOE |LOG __ | Included with the IBM 


Removable disk - size 
Hard disk - speed ms 


1700) |340 2) |5400) 
150 |14 Of14 Oo 


17010} 3400) [54000 
15 O}14 O|14 O 


1700) }340 0/5400 11700) }340 0) 5400 
15 O |14 O}14 Of15 O 414 Of14 0 


Traveling Multimedia: 
Hardware: 


Avail/ withdrawn date Jun 94/May 95 Jun 94 / May 95 Jun 94/ Dec 95 Jun 94/ Dec 95 
Display - type VGA color VGA color - eee eel 
Display - colors 256 colors 640x480 (pallette of 4096 colors) 256 colors 640x480 (pallette of 262,144 colors) |~ f i ie a lef 
Display -techology | STN - passive matrix TFT - active matrix ae iste au eit 
Display - light source LCD - Sidelit LCD - Backlit ig eae 7 
Display - size (diag) 9.5 inch Dualscan 10.4 inch 3 MB Is 4MB 
Display - contrast ratio 20 to 1 100 to 1 * Std Aa oa 
Graphics - controller All: WD90C24A or WD90C24A2 with 1 MB DRAM/ Graphics WinMarks 4.0 = 4.3 Memory Adapter) 
Graphics - vendor All: Western Digital / External SVGA to 1024 x 768 w/ 256 colors - 14.4 Data/Fax 
Graph - arch/data path All: VL-Bus / 32 bit VESA local bus / Simultaneous LCD and CRT / 180 degree tilt modem (PCMCIA) 
Memory-std/max All: 4/36MB 70ns Memory upgraded via © 1 open socket for IC memory card for 20 MB _ |- Dock | (Docking 
Mem - sockets empty All: 1 socket (parity) max or @ new DIMM technology for max of 36 MB with 4 or 16 MB Station) 
JEDEC 72 pin SO DIMMs on optional Memory Module Adapter. - CD-ROM/XA - double 
Mem-options available All: 2,4, 8, 16,32 MB ICs or 4, 16 MB DIMMs that works on optional Memory Module Adapter speed and Kodak 
Keyboard/#ofkeys All: Full size alp/num/85 Fn+F2=Fuelguage Fn + F7 = Extdisplay/LCD Sh ae 
Fn key functions All: 8 (in any appl) Fn + F3 = Standby Fn + F8,F9,F10= (reserved) - Dock | Carrying Case 
Keyboard slope All: Yes (legs pop out) Fn + F4 = Suspend Fn + F11 = Powermgmt - Interlink® ProPoint™ 
Mouse/pointing All: ecg ihapld HN Fn + F5 = Audiodecrease Fn + F12 = Hibernationmode 
Ext keyboard support All: Yes (wit aption cable) - Fn + F6 = Audio increase Software =eameas 7550 
pineneione at uy 7 : 8.3 x 2.0" (194 cubic inches)  Easy-Setup is entered by holding F1 when turning on. | plus: 
olor ; Blac ‘ i ‘ 

Weight (with battery) 6.1 pounds 6.4 pounds een de ee 
Battery - type Nickel hydride (smart) Nickel hydride (smart) accurate monitoring of ra ia clips 

y nl (library of media clips) 
Batt - life (per battery) 4 to 8 hours 3.1 to 8 hours batteryconditionand | - LapLink™V 
Charge time - on/off 2hrs/1.5hrs 2.0 hrs / 1.5 hrs accurate fuel guage. - Picture Factory™ 
Architecture All: AT bus (ISA) Diskette drive can be removed @ to reduce weight, @ to insert |- TalkWorks™ 
Docking Station All: Yes (Dock | and II below) cellular modem (CDPD), ® to insert TV Tuner (for on screen TV| - Sound Effects Library 
Portreplicator All: Yes (2 types below) and VCR playback), or @ to add other third party options. - ClickArt™ 2000 
PCMCIA™ 2.1 slots All: 2 Type | or 2 Type Il or 1 Type Ill 
Serial/parallel ports — All:. Yes (one 9 pin; 16550A) / Enhanced Parallel Port (EPP); non-DMA 
Other features All: APM-aware BIOS / Hibernation mode / Wallmount A/C adapter (40 watts) / Selectable boot ALL 755 MODELS 
Audio support All: 16 bit audio chip on planar / Crystal Semiconductor CS4248 / Internal speaker and microphone _ | Liftable (pop-up) 
Audio in/out jacks All: Input jack supports microphone / Output jack supports headphone or stereo speakers keyboard to access 
Security All: Power-on password / Hard disk password / Supervisor password (for hardware config and remove diskette 


changes) / Hardware security loop / PCMCIA card lock / (Security Base optional) 

IBM DOS 6.3, Windows 3.1, Demo, and 8 applications: ® Lotus® cc:Mail, e-mail for 
Advantis® network, ® Lotus Organizer 1.12, Lotus ScreenCam 1.0,® Official Airline Guide 
Flight Disk® 1 .0, © Triton CoSessions™ Host, © PRODIGY®: @ America Online™, ® SofNet FaxWorks™ 3.0 

3 year - carry in or The removed diskette drive can be used externally via the optional 'FDD External Kit' 
EasyServ (opt onsite $40 yr) (includes cable and enclosure; $135) to the Port Replicator Model I and Il and Dock 1. 


drive, disk, battery, 
and memory 


Preinstalledsoftware All: 


Warranty All: 


The ThinkPad 755 family supports all of the 


Dock I (Docking Station) $685 5 ) . 
options of the ThinkPad 750 family. 


SCSI-1 controller; two stereo speakers; 

One full-size 16 bit AT bus slot; 6.0 pounds; 

One bay (slim high 1") for 3.5" or 5.25" devices 

Can house removable disk from 360/750/755; 

Replication of ports on back of 360/750/755; 

Additional ports: SCSI, audio, speaker, video in, - Dock | and Dock II 
diskette, headphone jack; handle/palm rest; - Port Replicator | 


Dock Il (Docking Station) $719 See iiecle edule 
SCSI-2 Fast controller; two stereo speakers; 

Two full-size 16 bit AT bus slots; 17.6 pounds; 
Two 5.25" bays (1" high (SL) and 1.5" high HH); 
Two PCMCIA slots (Type II and III); 

Many ports including audio, diskette, SCSI; 
Plug and Play ready 


Port Replicator Model | 


Cellular Digital Packet Data (CDPD) 

Mobile Communications Module$1 ,999 

Provides transmission of analog and digital 
data using acellular telephone. 

Supported on all 360/750/755 (except 750P). 

14.4 bps data/fax modem, AMPS cellular, and 
CDPD transceiver; wire or wireless. 


Compatible in 360, 750, and 755 family: 
- Hard disks (170, 250, 340, 540, 810 MB) 
- Batteries (see below) 

- Diskette drive 

- AC Adapter 

- Quick Charger 

(not pen models) 


FEATURES OF ALL 750 and 755 FAMILY 


Discharge battery via mouse click 

Quick Charger holds 2 batt; discharge button 

Battery life indicator 

Non-disruptive battery exchange 

Standby / suspend / hibernation modes 

EasyPlaying (PC Card Director™) preinstalled 
and included on Utility Diskette (755 only) 

US EPA Energy Star compliant 


ThinkPad IC memory for 700, 720, 750, and 
755 are all compatible. 


The 700 and 720 family hard disks, batteries, 
and docking station are NOT compatible with 
750 or 755 family. 


$299 


2 Type | or 2 Type Il or 1 Type Ill PCMCIA slots || Battery compatibility: 360 750 755 || Personalizednameplate in molded indention 
Provides cable management because all the ' “yy ny. | | International travelers warranty 

cables attach to Replicator, not the ThinkPad || 84G2392 360 NiMH battery Y =N N_ |/|iBMordealer warranty/service 
Replication of Ports: mouse, keyboard, SVGA, 66G2846 750 NiMH battery Y Y Y 30 day money back guarantee 


24 hour / 7 day fax support 
24 hour / 7 day bulletin board support 
24 hour /7 day telephone support 


parallel port, serial, diskette port, DC power 


Port Replicator Model Il $109 
Same as Model | except no PCMCIA slots 


Y = battery supported; N = not supported 
Winstone 94 for 755C DX4 = 37.8 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business days average turnaround). Overnight repair option in US available for $99. 

= Upgradeable O =Removable  % Price decrease effective May 11, 1995 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
>< Withdrawn from marketing 

(755THINK) Compiled by Roger Dodson, IBM. December 1995 


ThinkPad 755CSE / CE - withdrawn 


IBM® ThinkPad®: 


o< 755CSE 
dual scan color 


o< 755CE 
TFT color 


Processor type 
Processor speed 
Processor / L2 upgrade 
Removable diskette 


Removable CD-ROM 


IntelDX4™ / no L2 cache 
100/33 MHz/ 3.3 volt 
Pentium 75/50 MHz which includes L2 cache of 

256 KB / write-through / direct mapped / 12 ns / soldered 
Internal 3.5" 1.44 MB O/ supports internal 2.88 MB diskette 
Supports PCMCIA Cartridge, TV Tuner, or CDPD in diskette bay 
Not supported (Diskette bay is called UltraBay™) 


& Upg 


ThinkPad 755CSE / CE strengths: 


© DSP with audio, data/fax modem, telephony 
© Infrared communication 


© Color: 10.4 dual scan or 10.4 Black Matrix TFT 
© Removable disk and diskette 
© Liftable keyboard and TrackPoint Ill 


rade to Pentium with L2 cache 


Integrated Mwave™ DSP provides: 


Price (retail USD) $3,499 % 1$3,849% [$4299% |$4,299% 1$4649% | $5,099% F 

Type - model 9545-6BC |9545-6BD | 9545-68E |9545-7BC |9545-7BD | 9545-78E — | © PEBmoaermnetion 

Removable disk- size 340 MB |540 MB# | 810MB 340 MB |540 MBZ | 810MB - V.32 (9600 bps) 

Removable disk-spd 14msO |14msO 14msO |14msO |14msO | 14msO . V.32bis (14.4 Kbps) 

Available date Nov 1994 |[Nov1994 | Nov1994 |Oct1994 |Oct1994 | Oct1994 ® Fax modem function 

Display - type VGA color / 640 x 480 VGA color / 640 x 480 - G3 fax send/receive (14.4 Kbps) 
Display - colors 256 simultaneous colors 65,536 simultaneous colors ® Audio function 

Display - techology Dual scan Black Matrix TFT - active matrix - Stereo waveform record and playback 


Display - diagonal size 


10.4 inch / 20 to 1 contrast ratio 10.4 inch / 100 to 1 contrast ratio 


- Qsound™ support (3-D effect) 


Graphics - controller 
Graphics - vendor 
Graph - arch/data path 


WD90C24A2 with 1 MB DRAM 
Western Digital / External SVGA to 1024 x 768 w/ 256 colors (up to 75 Hz) 
VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 


- 32 voice MIDI wave table synthesizer 
- SoundBlaster™ support 
- Text to speech (via Monologue) 


Memory - std / max 
Mem - sockets empty 
Mem-options available 


8MB/40MB 70 ns/parity /5 volt Memory upgraded via 

1 socket ® 1 open socket for IC mem- 

2, 4, 8, 16, 32 MB ICs or 4, 8, 16 MB DIMMs that ory card for 20 MB max or 
work on optional Memory Module Adapter @ new DIMM technology for 


max of 40 MB with 4, 8, or 


® Telephone function 
- Full telephone (can use opt headset) 
- Telephone answering machine 
- Fullduplex speakerphone 


© Software upgradeable (28.8 and DSVD) 


aaa i . pineye oe ‘loa alps a 85 (8 Frkey functions) 46 MB JEDEC 72 pin $O PREINSTALLED APPLICATIONS 
eee ee Node por euy DIMMs on optional Memor 

Mouse/pointing TrackPointIlI™ Meduls Ad P y - IBMDOS6.3 

Ext keyboard support __ Yes (with option cable) Salineaptal - Windows 3.11 

Dimensions 11.7 x 8.3 x 1.96" (190 cubic inches) OS/2 Warp 3.0 (dual boot) w/ BonusPak 
Color Black ALL 755CSE / CE MODELS - CompuServe Info Mgr™, IBM Works 
Weight (with battery) | 6.4pounds Liftable (pop-up) keyboardto - Internet Connection, | Person to Person 
Battery - type Nickel hydride (NiMH) /intelligent | accessandremovediskettedrive, | ~ HyperACCESS Lite”. Video IN 
Battery - life 3.3 to 10 hours disk, battery, and memory ST oR OIKS. level 


Charge time - on/ off 


1.7 hrs/ 1.2 hrs 


- IBM PC Card Director™ for PCMCIA 


- IBM ThinkPad Demo (except 340 MB mod) 


Architecture AT bus (ISA) Intelligent battery with a processor to - Online Users Guide 
Docking Station Dock | and II allow accurate monitoring of battery - ThinkPad features 
Portreplicator Port Replicator | and II condition and accurate fuel guage. 1. Lotus® cc:Mail™, e-mail for Advantis® 
PCMCIA™ 2.1 slots 2 Type! or 2 Type Il or 1 Type Ill network 
Serial/ parallel ports © One 9 pin; 16550A/ Enhanced Parallel Port (EPP and ECP) 2. Lotus Organizer™ 1.12 
Other features APM-aware BIOS / Wallmount A/C adapter (40 watts) / Selectable boot 3. Lotus ScreenCam™ 1.0 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function 4. Triton CoSession™ Host = 
Data/fax modem Data/fax modem function via DSP 5. PRODIGY"; 6. America Online 
Audio support 16 bit audio chip on planar with Mwave DSP 7. SofNet FaxWorks™ Voice™ 3.0 
Internal speaker (with dial volume control) and internal microphone 8. Video For Windows™ 1.1 Runtime 
Audio in/out jacks Input jack / output jack supports 9. Monologue (textto speech) _ 
Telephone Telephone / answering machine / full duplex speakerphone 10. Puma TranXit™ (infrared function) 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible /upto1.15Mbps = 11. Taxi™ 
; - : 12. AlphaNet™ FollowFax™ 
Security Power-on password / Hard disk password / Supervisor password / Hardware 13. SEDONA™ REPRINT™ 
security loop / Keyboard lock / locking device keyhole (Kensington™ 14. COMPEL™ Personal Edition 
MicroSaver™ cable lock) / PCMCIA card lock 15. Audiofile® TalkWorks™ 
Preinstalledsoftware IBMDOS 6.3, Windows™ 3.11, OS/2 Warp 3.0, and all appls listed to right: 16. Reuters™ Money® Network 
Warranty 3 year - carry in or EasyServ (optional onsite $40 yr) 17. Mwave Sampler (CD) 
The removed diskette drive can be used Compatible in all ThinkPad 360 family, 750 FEATURES OF 755CSE / CE MODELS 
externally via the optional 'FDD External Kit’ family, 755 family: , ; , 
(includes cable and enclosure) to the Port - Disks: 170MBIDE 66G2847/9 || Discharge battery via mouse click 
Replicator Model | and II and Dock | and Il. 250 MB IDE 84G2391 Battery life indicator 
; ; 340 MB IDE 66G2849 Non-disruptive battery exchange 
Diskette drive can be removed (from UltraBay™) 540 MB IDE 84G2150 Standby, suspend, and hibernation modes 
® toreduce weight 810 MBIDE 84G8250 US EPA Energy Star compliant 
® toinsert cellular modem (CDPD) - Dock! (1 slot/1 bay) 3545001 Personalized nameplate in molded indention 
® toinsert TV Tuner (for on screen TV and - Dock II (2 slot /2 bay) 3546001 Personalization screen at startup 
VCR playback) ; - Port Replicator | (w/PCMCIA) 66G3510 SelectaSystem™ capability to select operating 
® to insert PCMCIA Cartridge (Type I, Il, or III) - Port Replicator II 66G3520 system choice 
® to insert 2.88 MB diskette _ - 1.44 MB diskette std in newer || 3 year warranty 
© to add other third party options - 2.88 MB diskette 66G0108 || International Warranty Service 
Options for 755CSE / CE: 24 hour /7 day telephone, bulletin 
- NiMH Battery Pack II 85G1513 Options for 755CSE / CE: board, fax, and electronic support 
- 760 NiMH Battery (black) 41H9720 IBM or dealer warranty/service 
- TV Tuner (CE only) 66G3689 - PCMCIA Cartridge 84G1301 Online Housecall (remote diagnostics) 
- FDD External Attachment Kit 66G3618 - Pentium/L2 upgrade 85G8609 || 30 day money back guarantee 
- Memory Module Adapter 84G2151 ThinkPad IC DRAM memory for 700, 720, 750, 
- 4MBSO DIMM parity 92G7253 755 families are all compatible 2< Withdrawn from marketing effective 
- 8MBSODIMM parity 92G7255 December 1995 
- 16MB SO DIMM parity 92G7257 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 

3 business days average turnaround). Overnight repair option in US available for $99.. 

* Price decrease effective June 20, 1995 


(1 = Upgradeable = Removable 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(755E) Compiled by Roger Dodson, IBM. December 1995 


ThinkPad 755CX - withdrawn 


IBM® ThinkPad®: < 755CX < 755CX Same as ThinkPad 755CE except includes: 
No DSP - 640 x 480 DSP - 800 x 600 © Pentium 75/50 MHz 

Processor type Pentium® 75/50 MHz © 256 KB L2 cache 

Coprocessor socket N/A (standard in Pentium) © SVGA 800 x 600 LCD (on some models) 


L2 cache 256 KB / write-through / direct mapped / 12 ns / soldered 

Removable diskette —_ Internal 3.5" 1.44 MB O/ supports internal 2.88 MB diskette 
Supports PCMCIA Cartridge or CDPD in diskette bay 

Removable CD-ROM Notsupported (Diskette bay is called UltraBay™) 


® Non-parity memory 
© Lithium ion battery (on two models) 
& DOS 7.0 (instead of DOS 6.3) and Mind Path Pro 


Price (retail USD) $3,749 %& $4,149 % $4,849 $5,249 $5,699 PREINSTALLED APPLICATIONS 
Type - model 9545-SBU 9545-SBK 9545-HBD |9545-HBE |9545-HBL 

Partnumber 84G6381 85G1669 85G8555_ |85G8524_ | 85G7518 - IBMDOS7.0  SelectaSystem™ 
Removable disk- size 540MB220 |810MBQ0- |540MBQ) |810 MBO) |1.2GBO - Windows 3.11 

Removable disk- spd 14ms O 14ms O 14ms O |114msO |12ms - OS/2 Warp 3.0 (dual boot) w/ selected 


Avail / withdrawn date Jun 95/Jun 96 | Jun95/Jun96 |May1995 |May1995 | Sept 95/Jun 96 BonusPak . 
- IBM PC Card Director™ for PCMCIA 


Display - type VGA color / 640 x 480 SVGA color / 800 x 600 - IBM ThinkPad Demo 

Display - colors 65,536 simultaneous colors - Online Users Guide 

Display - techology Black Matrix TFT - active matrix - ThinkPad features: Diskette Factor 
Display - diagonal size 10.4 inch/ 100 to 1 contrast ratio | 10.4 inch/ 110 to 1 contrast ratio 1. Lotus® cc:Mail™. e-mail for Global® 
Graphics - controller WD90C24A (Rev C) with 1 MB DRAM network 


. Lotus Organizer™ 1.12 
. Lotus ScreenCam™ 1.0 


Graphics - vendor Western Digital / External SVGA to 1024 x 768 w/ 256 colors (up to 75 Hz) 
Graph - arch/data path VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 


Memory -std/max 8MB/40MB 70ns/non-parity /5 volt Memory upgraded via . Official Airline Guide® Flight Disk® 1.0 


2 
3 
4 . . 
Mem - sockets empty 1 socket (parity memory supported but w/o parity) © 1 open socket for IC mem- | 5. TritonCoSession™ Host 
Mem-options available 2, 4, 8, 16, 32 MB ICs or 4, 8,16 MB DIMMs that ory card for 40 MB max or . PRODIGY®; 7. America Online® 
9 
10 


@ new DIMM technology for | 8. SofNet FaxWorks™ Voice™ 3.0 
work on optional Memory Module Adapter hax of40 MIB with & age * Video For Windows™.1.4 Runtime 


Keyboard /#of keys Full size alp/num/ 85 (8 Fn key functions) : - Monologue (text to soeech 
Keyboard slope Yes (legs pop out) A onesie recta ry 11. Puma Teno lintfafed ‘pletion 
Mouse/pointing TrackPointIlI™ tied Ad e : Y | 49° Taxim 
Ext keyboard support Yes (with option cable) Odule Agapter. 43. Second Nature Sereén Saver 
Dimensions 11.7 x 8.3 x 1.96" (190 cubic inches) 14. Farallon® Replica™ 
\Weight (with battery) 6.1 pounds 15. AlphaNet™ FollowFax™ 

™ T™ 
Battery - type NiMH /intelligent Lithium ion / intelligent Foe at ee cone EGA 
Battery - life 2.6to8hours Supports optional} 3 to 9 hours Supports optional] 49° judiofile® TalkWorks™ 
Charge time - on/off 1.7hrs/1.2hrs_Li-lonbattery 2-2.5 hrs / 1.5-2 hrs NiMH battery 19. Reuters" Money® Network 
Architecture AT bus (ISA) Intelligent battery with a processor to 20. Mind Path™ Presentation F/X Pro 
Docking Station Dock | and II allow accurate monitoring of battery 
Port replicator Port Replicator | and II condition and accurate fuel guage. 


PCMCIA™ 2.1 slots 2Typel or2 Type llor1 Type Ill 
Serial/ parallel ports One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Universal AC adapter (35 watts) / Selectable boot 
Video function None None 
DSP function None (but can order DSP upgrade) | Mwave MDSP2780 DSP with modem, fax, audio, telephony function 
Data/fax modem None (but can order DSP upgrade) | Data/fax modem function via DSP 
Audio support None (but can order DSP upgrade) | 16 bit audio chip on planar with Mwave DSP 
Internal speaker (with dial volume control) and internal microphone 
Audio in/out jacks None (but can order DSP upgrade) | Input jack supports microphone / Output jack supports headphone/speakers 
Telephone None (but can order DSP upgrade) | Telephone (w/ opt headset) / answering machine / full duplex speakerphone 
Infrared ports Infrared ports (front and back) / IRDA compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / Hardware 
: : ; : th 
Seated eee lock / locking device keyhole (Kensington™ lock) / ThinkPad 755CX supported batteries: 
Preinstalledsoftware IBMDOS7.0, Windows™ 3.11, OS/2 Warp Version 3 and all appls listed toright: |” Cea aa Pack Il Secueas 
Warranty 3 year - ThinkPad EasyServ (optional Overnight Repair Service) or carry-in - Li-lon Battery Pack II 29H9329 
- Travel Quick Charger 85G1522 
Upgradeable or Integrated Mwave™ DSP Compatible in all ThinkPad 360 family, 750 family, (for NiMH or Li-lon) 
pees Rieke 170 MB IDE 66G2847 
@® Data modem function pnwlsKs: 
- V.22bis (2400 bps) 250 MB IDE 84G2391 FEATURES OF 755CX MODELS 
- V.32bis (14.4 Kbps) 540 MB IDE 84G2150 Discharge battery via mouse click 
@ Fax modem function 810 MB IDE 84G8250 Battery life indicator 
- G3 fax send/receive (14.4 Kbps) 1.2 GBIDE 85G8562 Non-disruptive battery exchange 
® Audio function - Dock! (1 slot/1 bay) 3545001 Standby, suspend, and hibernation modes 
- Stereo waveform record and playback - DockIl (2 slot/2 bay) 3546001 US EPA Energy Starcompliant _ 
- Qsound™ support (3-D effect) - Port Replicator! (w/PCMCIA) 66G3510 Personalized nameplate in molded indention 
- 32 voice MIDI wave table synthesizer - Port Replicator II 66G3520 Personalization screen at startup 
- SoundBlaster™ support - 1.44 MB diskette std in newer || 3 year warranty ; 
- Text to speech (via Monologue) - 2.88 MB diskette 66G0108 International Warranty Service _ 
® Telephone function Options for 755CX: 24 hour /7 day telephone, bulletin 
7 board, fax, and electronic support 
- Full telephone (can use opt headset) PCMCIA Cartrid 8461301 » VAX, ‘ Pp 
- Telephone answering machine - artridge } IBM or dealer warranty/service : 
- Fullduplex speakerphone - aaa creas eal, eae sae ache remote dlegnostice) 
- ommunications Module jay money back guarantee 
© Software upgradeable (to 28.8 and DSVD) || _ Mwave DSP Upgrade 2420801 
Feo Reg eres dean ga ene ThinkPad IC DRAM memory for 700, 720, 750, 
gon. 755 families are all compatible 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 
3 business days average turnaround). Overnight repair option in US available for $99. (755CX) Compiled by Roger Dodson, IBM. June 1996 
O =Upgradeable O =Removable *%& Price decrease effective November 7, 1995 

>< = Withdrawn from marketing effective June 1996 


ThinkPad 755CV - withdrawn 


IBM® ThinkPad®: s< 755CV s< 755CV 

Projector LCD - DX4 Projector LCD - Pentium 
Processor type IntelDX4™ 100/33 MHz Pentium® 75/50 MHz 
L2 cache None 256 KB write-through/12ns 
Processor /L2 upgrade to Pentium 75/50 MHz which direct mapped/soldered 


Removable diskette 


Removable CD-ROM 


includes 256 KB L2 cache 64 bit to L2 / 32 bit to mem 
Internal 3.5" 1.44 MB O/ supports internal 2.88 MB diskette 
Supports PCMCIA Cartridge, TV Tuner, or CDPD in diskette bay 
Not supported (Diskette bay is called UltraBay™) 


Price 


Type-model / part 9545-8BJ 9545-EBK/9545EBK | 9545-EBL /9545EBL 
Removable disk - size 540 MBL) 810 MBO) 1.2GBO 
Removable disk-spd 14msO 14msO 12msO 

Avail/ withdrawn date May 95/Jun 96 Sept 95 / Oct 96 Sept 95 / Oct 96 
Display - type VGA color / 640 x 480 


Display - colors 
Display - techology 
Display - diagonal size 
Display - projector 


65,536 simultaneous colors 

TFT - active matrix 

10.4 inch / 100 to 1 contrast ratio 

Overhead projector LCD by removing back (includes Stand and Strap) 


Graphics - controller 
Graphics - vendor 
Graph - arch/data path 


WD90C24A2 with 1 MB DRAM 
Western Digital / External SVGA to 1024 x 768 w/ 256 colors (up to 75 Hz) 
VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 


Memory - std / max 
Mem - sockets empty 
Mem-options available 


8MB/40MB 70ns/ parity [non-parity Memory upgraded via 

1 socket / 5 volt ® 1 open socket for IC mem- 

2, 4, 8, 16, 32 MB ICs or 4, 8, 16 MB DIMMs that ory card for 40 MB max or 
work on optional Memory Module Adapter @ new DIMM technology for 


Keyboard / # of keys 


Full size alp/num / 85 (8 Fn key functions) max of 40 MB with 4, 8, or 


Same as ThinkPad 755CE except includes: 


& Overhead projector LCD 
© Supports optional lithium ion battery 


© Mind Path™ Remote Control IR55 
F/X and software 


Integrated Mwave™ DSP provides: 


@® Data modem function 
- V.22bis (2400 bps) 
- V.32 (9600 bps) 
- V.32bis (14.4 Kbps) 
@ Fax modem function 
- G3 fax send/receive (14.4 Kbps) 
® Audio function 
- Stereo waveform record and playback 
- Qsound™ support (3-D effect) 
- 32 voice MIDI wave table synthesizer 
- SoundBlaster™ support 
- Text to speech (via Monologue) 
® Telephone function 
- Full telephone (can use opt headset) 
- Telephone answering machine 
- Fullduplex speakerphone 
© Software upgradeable (to 28.8 & DSVD) 


f 16 MB JEDEC 72 pin SO 
Keyboard slope Yes (legs pop out) Includes Mind Path™ : 
Mouse/pointing TrackPointIlI™ Remote Control ee it anon Memory 
Ext keyboard support Yes (withoptioncable) 1R55F/X odule Adapter. 
Dimensions 11.7 x 8.3 x 1.96" (190 cubic inches) Liftable (pop-up) keyboardto 
Color Black access and remove diskette drive, 
Weight (withbattery) | 6.6pounds disk, battery, and memory 
Battery - type Nickel hydride (NiMH) / intelligent 
Battery - life 3.3 to 10 hours | 2.6 to 8 hours 
Charge time-on/off. 1.7 hrs/1.2 hrs all support optional Lithium lon (see below) 
Architecture AT bus (ISA) Intelligent battery with a processor to 
Docking Station Dock | and II allow accurate monitoring of battery 


Portreplicator Port Replicator | and II 


condition and accurate fuel guage. 


PCMCIA™ 2.1 slots 
Serial / parallel ports 


2 Type | or 2 Type Il or 1 Type Ill 
One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Universal AC adapter (35 watts) / Selectable boot 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function 
Data/fax modem Data/fax modem function via DSP 

Audio support 16 bit audio chip on planar with Mwave DSP 


Audio in/out jacks 


Internal speaker (with dial volume control) and internal microphone 
Input jack / output jack 


Telephone Telephone (w/ opt headset) / answering machine / full duplex speakerphone 
Infrared ports Infrared ports (front and back) / IRDA compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / Hardware 


security loop / Keyboard lock / locking device keyhole (Kensington™ 
MicroSaver™ cable lock) / PCMCIA card lock 


Preinstalled software 
Warranty 


IBM DOS 7.0, Windows™ 3.11,0S/2 Warp Ver 3, and all appls listed to right: 
3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business days average turnaround). Overnight repair option in US available for $99. 


Ships standard w/ Mind Path™ Remote Control || Compatible in all ThinkPad 360 family, 750 

- Wireless, hand held remote control family, 755 family: 

- Uses infrared to communicate up to 45 feet - Disks: 170 MBIDE 66G2847/9 
we 250 MB IDE 846239 

- Includes 5 buttons for instant effects 340 MB IDE 66G2849 

- Permits full control of mouse the ve Ge pieanen 

Includes Mind Path Presentation F/X software 1.2 GBIDE 85G8562 

- Allows 20 real-time special effects - Dock | ‘al slot / 1 bay) 3545001 

- Includes zoom, telestrator, spotlight, - Dock Il (2 slot /2 bay) 3546001 
magnify, and others ae - Port Replicator |(w/PCMCIA) 66G3510 

- Works with all Windows applications - Port Replicator II 66G3520 

: ; - 1.44 MB diskette std in newer 

Easy-Setup by holding F1 when turning on - 2.88 MBdiskette 66G0108 

ThinkPad 755CV supported batteries: Options for 755CV: 

- NiMH Battery Pack II 85G1513 ||- PCMCIA Cartridge 84G1301 

- Lithium lon 85G8561 ||- TV Tuner 66G3689 

- Li-lon Battery Pack II (Pentium only) 29H9329 _ ||- FDD External Attachment Kit 66G3618 

F - Pentium/L2 upgrade(DX4 mod) 85G8609 
ThinkPad IC DRAM memory for 700, 720,750, |] Cooling Fan Kit (for overhead) — 29H8000 
755 families are all compatible. 


= Upgradeable ©) = Removable; < = Withdrawn from marketing 


PREINSTALLED APPLICATIONS 


- IBMDOS7.0  SelectaSystem™ 

- Windows 3.11 

- OS/2 Warp 3.0 (dual boot) w/ selected 

BonusPak 

- IBM PC Card Director™ for PCMCIA 

- IBMThinkPad Demo 

- Online Users Guide 

- ThinkPad Features Program 

- Diskette Factory 

1. Lotus® cc:Mail™, e-mail for Global® 
network 

. Lotus Organizer™ 1.12 

Lotus ScreenCam™ 1.0 

Triton CoSession™ Host 

. PRODIGY®; 6. America Online® 

. SofNet FaxWorks™ Voice™ 3.0 

. Video For Windows™ 1.1 Runtime 

. Monologue (text to speech) 

. Puma Tranxit™ (infrared function) 

. Taxi™ 

. AlphaNet™ FollowFax™ 

. SEDONA™ REPRINT™ 

. COMPEL™ Personal Edition 

. Audiofile® TalkWorks™ 

. Reuters™ Money® Network 

. Asymetrix 3D F/X 

. Mind Path™ Presentation F/X Pro 


FEATURES OF 755CV MODELS 


Discharge battery via mouse click 

Battery life indicator 

Non-disruptive battery exchange 

Standby, suspend, and hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in molded indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http:\\www.pc.ibm.com) support 

IBM or dealer warranty/service 

Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(755CV) Compiled by Roger Dodson, IBM. October 1996 


ThinkPad 755CD - withdrawn 


*< 755CD 
TFT color - DX4 


Processor type IntelDX4™ 100/33 MHz 
L2 cache None 


*< 755CD 
TFT color - Pentium 


Pentium® 75/50 MHz 

256 KB write-through/ 12 ns . , Rie 

Processor /L2 upgrade to Pentium 75/50 MHz which direct mapped/soldered | ? Video card (acceleration, composite in/out) 
includes 256 KB L2 cache 64 bit to L2 / 32 bit to mem | & Joystick/MIDI port 

Internal 3.5" 1.44 MB O/ supports internal 2.88 MB diskette ® Stereo speakers 

Supports PCMCIA Cartridge in diskette bay 

5.25" CD-ROM O/ double speed / multi-session / XA / front loaded / IDE 


IBM® ThinkPad®: 


ThinkPad 755CD strengths over 755CE / CSE: 


® Mobile multimedia - exceeds MPC2 standard 
© Removable, double speed, 5.25" CD-ROM 


Removable diskette 


Removable CD-ROM 


The left bay (UltraBay™) supports either the 
standard diskette drive or standard 


Price D-ROM. CD-ROM ships in this bay f 
Type - model 9545-9BD 9545-9BE 9545-FBK 9545-FBL ra ee 
Removable disk - size 540MB/14ms_ |810MB/14ms |810MB/14ms |1.2GB/12ms 


Avail/ withdrawn date Oct 1994 /Jun 96] Oct 94/Jun96 | Sept 95/Jun 96 | Sept 95 / Jun 96 


Display - type VGA color/ 640 x 480 / 65,536 simultaneous colors 
Display - techology Black Matrix TFT - active matrix 
Display - diagonal size 10.4 inch/ 100 to 1 contrast ratio 


Graphics - controller WD90C24A2 with 1 MB DRAM 
Graphics - vendor Western Digital / External SVGA to 1024 x 768 w/ 256 colors (up to 75 Hz) 
Graph - arch/data path VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 


Memory - std / max 8MB/40MB 70ns/ parity | non-parity 

Mem - sockets empty 1 socket /5 volt 

Mem-options available 2, 4, 8, 16, 32 MB ICs or 4, 8, 16 MB DIMMs that 
work on optional Memory Module Adapter 


Full size alp/num / 85 (8 Fn key functions) 


Liftable (pop-up) keyboard to access and 
remove CD-ROM, diskette drive, disk, 
battery, and memory 


Integrated Mwave™ DSP provides: 


@® Data modem function 
- V.22bis, V.32, V.32bis (14.4 Kbps) 
@ Fax modem function 
- G3 fax send/receive (14.4 Kbps) 
® Audio function 
- Stereo waveform record and playback 
- Qsound support (3-D effect) 
- 32 voice MIDI wave table synthesizer 
- SoundBlaster™ support;Text to speech 
® Telephone function 
- Full telephone (can use opt headset) 
- Telephone answering machine 
- Fullduplex speakerphone 
© Software upgradeable (to 28.8 & DSVD) 


PREINSTALLED APPLICATIONS 


Memory upgraded via 

@® 1 open socket for IC mem- 
ory card for 20 MB max or 

@ new DIMM technology for 
max of 40 MB with 4, 8, or 16 
MB JEDEC 72 pin SO DIMMs 
on optional Memory Module 
Adapter. 


Keyboard / # of keys 
Keyboard slope Yes (legs pop out) 
Mouse/pointing TrackPointllIl™ 

Ext keyboard support Yes (with option cable) 


Dimensions 11.7 x 8.3 x 2.2" (214 cubic inches) 
Color Black 
Weight(w/batt/CD-ROM) 7.3 pounds 


Battery - type Nickel hydride (NiMH) / intelligent 


Nickel hydride (NiMH) / intelligent 


Battery - life 3 to 9 hours 2.5 to 8 hours Supports 

Charge time - on/off 1.7 hrs/1.2 hrs 1.7 hrs/1.2 hrs optional Li-lon| - IBMDOS 6.3 (DOS 7.0 on Pentium mod) 
: - Windows 3.11 (dual boot) 

DeSKnG Sean Becker - OS/2 Warp 3.0 w/ selected BonusPak 


- IBM PC Card Director™ for PCMCIA 


Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 
Other features 


Port Replicator | and II 


2 Type! or 2 Type Il or 1 Type Ill 
One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional); non-DMA 
APM-aware BIOS / Universal AC adapter (35 watts) / Selectable boot 


Video function (below) Daughtercard with video acceleration, composite in/out, game port 


Mwave MDSP2780 DSP with modem, fax, audio, telephony function 


DSP function 
Data/fax modem Data/fax modem function via DSP 
Audio support 16 bit audio chip on planar with Mwave DSP 


Int stereo speakers .5 watts (with dial volume control) / int microphone 


Audio in/out jacks Input jack / output jack 


Telephone Telephone / answering machine / full duplex speakerphone 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / Hardware 


security loop / Keyboard lock / Locking device keyhole (Kensington™ 
MicroSaver™ cable lock) / PCMCIA card lock 


Preinstalled software 
Warranty 


IBM DOS, Windows™ 3.11, OS/2 Warp 3.0, and all appls listed to right: 
3 year - ThinkPad EasyServ (optional Overnight Repair Service) or carry-in 


Enhanced Video Card in 755CD provides: 


- Acceleration of 'Video for Windows™ motion 
video with scaling and interpolation of image. 
Video may be scaled up to full screen without 
frame rate degredation. 

- Composite in and S-Video in for video 
capture (capture and digitize video from a TV 
or VCR), still image capture (capture and 
digitize still photo images), and overlay (view 
video on LCD like with a TV, VCR, or 
camcorder without capturing it to disk). So 
can hook up a TV or VCR and run it on the 
ThinkPad screen. 

- Composite out and S-Video out to TV 
meaning use a TV as if an external display 
(connect to video out port; NTSC or PAL); 
or record on a VCR the contents of the 
755CD screen. 

- Mini game port for MIDI or joystick (includes 
MIDI/joystick cable) 

- Includes a video in and video out port 
(includes two video in/out cables) 

- Use software called Digital Video Producer™ 


Compatible in all ThinkPad 360 family, 750 
family, 755 family: 


- Disks: 170 MB IDE 66G2847/9 
250 MB IDE 84G2391 
340 MB IDE 66G2849 
540 MB IDE 84G2150 
810 MB IDE 84G8250 
1.2 GB IDE 85G8562 

- Dock! (1 slot/1 bay) 3545001 

- Dockll (2 slot/2 bay) 3546001 

- Port Replicator |(w/PCMCIA) 66G3510 

- Port Replicator II 66G3520 

- 1.44 MB diskette std in newer 

- 2.88 MB diskette 66G0108 

Options for 755CD: 

- PCMCIA Cartridge 84G1301 

- NiMH Battery Pack II 85G1513 


- Lithium lon Battery (Pentium only) 85G8561 
- Li-lon Batt Pack II (Pentium only) 29H9329 
- CDPD Mobile Module 71G2560 
- FDD External Attachment Kit 66G3618 
- Pentium/L2 upgrade(DX4 mod) 29H8755 


- IBMThinkPad Demo 

- Online Users Guide 

- ThinkPad Features 

1. Lotus® cc:Mail™, e-mail for Advantis® 
network; 2. Lotus Organizer™ 1.12 

. Lotus ScreenCam™ 1.0 

. Triton CoSession™ Host 

PRODIGY®; 6. America Online® 

. SofNet FaxWorks™ Voice™ 3.0 

. Video For Windows™ 1.1 Runtime 

. Monologue (text to speech) 

. Puma TranxXit™; 11. Taxi™ 

. AlphaNet™ FollowFax™ 

. REPRINT™; 14. COMPEL™ PE 

. TalkWorks™; 16. Reuters™ Money® Net 

. Asymetrix® Digital video Producer™ 

. Mind Path™ Presentation F/X Pro 

. CD-ROM Catalog/Sampler 


soo 


To use diskette and CD-ROM simultane- 
ously, need FDD External Kit and one of 
four docking solutions 


ThinkPad IC DRAM memory for 700, 720, 
750, 755 families are all compatible 


FEATURES OF 755CD MODELS 


Discharge battery via mouse click 

Battery life indicator 

Non-disruptive battery exchange 

Standby, suspend, and hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in molded 
indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http:\\www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


O = Upgradeable; O = Removable; =< = Withdrawn from marketing 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(755CD) Compiled by Roger Dodson, IBM. June 1996 


ThinkPad 755CDV - withdrawn 


IBM® ThinkPad®: =< 755CDV =< 755CDV Same features as ThinkPad 755CD except 
TFT color - projector LCD - DX4_ TFT color - projector LCD - Pentium includes: 
Processor type IntelIDX4™ 100/33 MHz Pentium® 75/50 MHz © Overhead projector LCD 
L2 cache None 256 KB write-through/12ns S i ithiumi 
Processor /L2 upgrade to Pentium 75/50 MHz which direct mapped / soldered ° ee Da bons OTS REED 
includes 256 KB L2 cache 64 bit to L2 / 32 bit to mem 
Removable diskette ates Saal ic ie O/ supports internal 2.88 MB diskette Integrated Mwave™ DSP provides: 
upports PCMCIA Cartridge in diskette bay . 
Removable CD-ROM 5.25" CD-ROM O/ double speed / multi-session and XA / front loaded ® Data modem function 
‘ - V.22bis (2400 bps) 
Price - V.32 (9600 bps) 
Type - model / part 9545-ABJ 9545-ABK 9545--GBK 9545-GBL - V.32bis (14.4 Kops) 
Removable disk - size 540 MB/14ms_ | 810MB/14 |810MB/14ms |1.2 GB/12ms @ Fax modem function 
Avail / withdrawn date June 95/Jun 96 | Jun95 / Jun96 | Sept 95 / Oct 96 | Sept 95 / Oct 96 - G3 fax send/receive (14.4 Kbps) 
Display - type VGA color/ 640 x 480/ 65,536 simultaneous colors ® Audio function 
Display-techology § TFT - active matrix - Stereo waveform record and playback 
Display - diagonal size 10.4 inch/ 100 to 1 contrast ratio - Qsound™ support (3-D effect) 
Display - projector Overhead projector LCD by removing back (includes Stand and Strap) - 32 voice MIDI wave table synthesizer 
G : ; - SoundBlaster™ support; Text to speech 
raphics - controller WD90C24A2 Rev D with 1 MB DRAM ® Telephone function 


Graphics - vendor Western Digital / External SVGA to 1024 x 768 w/ 256 colors (up to 75 Hz) 


Graph - arch/data path VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt Pe ele pnonia (atl ise Dek iearset) 


- Telephone answering machine 


Memory - std / max 8MB/40MB 70ns/ parity | non-parity - Fullduplex speakerphone 
Mem - sockets empty 1 socket/5 volt © Software upgradeable (to 28.8 & DSVD) 
Mem-options available 2, 4, 8, 16, 32 MB ICs or 4, 8, 16 MB DIMMs that Memory upgraded via 
work on optional Memory Module Adapter © 1 open socket for IC mem- PREINSTALLED APPLICATIONS 
, : ory card for 40 MB max or 
Keyboard/#ofkeys Full size alp/num/ 85 (8 Fn key functions) ® new DIMM technology for - IBMDOS7.0  SelectaSystem™ 
Keyboard slope Yes (legs pop out) Includes Mind max of 36 MB with 4, 8, or 16 | - Windows3.11 
Mouse/pointing TrackPointIlI™ Path Remote MB JEDEC 72 pin SO DIMMs| - OS/2 Warp 3.0 (dual boot) w/ selected 
Ext keyboard support Yes(withoptioncable) Control IR55F/X =n optional Memory Module BonusPak ; 
Dimensions 11.7 x 8.3 x 2.2" (213 cubic inches) Adapter. - IBM PC Card Director™ for PCMCIA 
Color Black - IBM ThinkPad Demo 
Weight (with battery) 7.45 pounds = anes Guide ise 
Battery - type Nickel hydride (NiMH) /smart | Nickel hydride (NiMH) / smart t Latre® ceMclnM & hiallforGlonal® 
Battery - life 3 to 9 hours Supports opt | 2.5 to 8 hours Supports opt " network; 2. Lotus Organizer™ 1.12 
Charge time - on/off. 1.7 hrs/1.2hrs__Lithiumion 1.7 hrs / 1.2 hrs Lithium ion 3. Lotus ScreenCam™ 1.0 
Architecture AT bus (ISA) Easy-Setup is entered by holding F1 4. Triton CoSession™ Host 
Docking Station Dock | and II when turning on. 5. PRODIGY®; 6. America Online® 
Port replicator Port Replicator | and II 7. SofNet FaxWorks™ Voice™ 3.0 
PCMCIA™ 2.1 slots 2Typel or 2 Type ll or 1 Type Ill 8. Video For Windows™ 1.1 Runtime 
Serial/ parallel ports | One 9 pin; 16550A/ One (IEEE P1284-A, EPP, ECP, bidirectional) 9. Monologue (text to speech) 
Other features APM-aware BIOS / Universal AC adapter (35 watts) / Selectable boot 10. Puma Tranxit™; 11. Taxi™ 
Video function (below) Daughtercard with video acceleration, composite in/out, game port 12. AlphaNet™ FollowFax™ 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function aes all aad eel aA 
Data/fax modem Data/fax modem function via DSP 15. TalkWorks™; 16. Reuters Money® Net 
Audio support 16 bit audio chip on planar with Mwave DSP ee Asymetrix® Digital Video Producer 
Internal stereo speakers .5w (w/ dial volume control) and int microphone | 18- Mind Path™ Presentation F/X Pro 
Audio in/out jacks Input jack / output jack 19. Asymetrix 3D F/X 
Telephone Telephone / answering machine /full duplex speakerphone 20. CD-ROM Catalog/Sampler 
Infrared ports Infrared ports (front and back) / IRDA compatible / up to 1.15 Mbps The left bay (UltraBay™) supports either the 
Security Power-on password / Hard disk password / Supervisor password / Hardware _| standard diskette drive or standard 
security loop / Keyboard lock / Locking device keyhole (Kensington™ CD-ROM. CD-ROM ships in this bay from 
Microsaver cable lock) / PCMCIA card lock factory. 
Preinstalledsoftware IBMDOS 7.0, Windows™ 3.11, OS/2 Warp Version 3 and all appls listed to right: | To use diskette and CD-ROM simultane- 
Warranty 3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in ously, need FDD External Kit and one of four 
docking solutions 
Enhanced Video Card in 755CDV provides: Compatible in all ThinkPad 360 family, 750 : a 
- Acceleration of ‘Video for Windows™ motion || family, 755 family: Eup ie pap Up) Beydald \oascess ane 
video with scaling and interpolation of image. - Disks: 170 MBIDE 66G2847/9 || remove CD-ROM, diskette drive, disk, 
Video may be scaled up to full screen without 250 MB IDE 84G2391 battery, and memory 
frame rate degredation. 340 MB IDE 66G2849 Exceeds MPC2 standard 
- Composite in and S-Video in for video 540 MB IDE 84G2150 
capture (capture and digitize video from a TV oO aS BE paces 
or VCR), still image capture (capture and Dock | (i slot / 1 bay) Seine 
digitize still photo images), and overlay (view 7 
video on L¢D like min a HN VCR, or m - DockIl (2 slot/2 bay) 3546001 FEATURES ch foto oes 


camcorder without capturing it to disk). So - Port Replicator! (w/PCMCIA) 66G3510 Discharge battery via mouse click 


: - Port Replicator II 66G3520 Battery life indicator 

Sr eae eta of Yer ang run toting - 2.88 MB diskette 66G0108 Non-disruptive battery exchange 

- Composite out and S-Video out to TV Options for 755CDV: ae ene st eee modes 
meaning use a TV as if an external display - NiMH Battery Pack II 85G1513 : Mes : : 
(connect to video out port; NTSC or PAL); - Lithium lon falter 85G8561 eae ae nameplate in molded indention 
or record on a VCR the contents of the - Li-lon Batt Pack li (Pentium only) 29H9329 } Teac dacs Wencon tetas 
755CD screen. - CDPD Mobile Module 7IGZ560. |l| aap er tas eaeshone. Beil 

- Mini game port for MIDI or joystick (includes - PCMCIA Cartridge 84G1301 b od t “ ntl one, aH ral 
MIDi/joystickcable) - Pentium/L2 upgrade (DX4 mod) 29H8755 SHEUidaear ee Ine Tenor. 

- Includes a video in and video out port - Cooling Fan Kit (for overhead) § 29H8000 (http://www.pc.ibm.com) suppor 


IBM warranty/service 
ThinkPad IC DRAM memory for 700, 720, 750, Online Housecall (remote diagnostics) 
755 families are all compatible. 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 

any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 

3 business days average turnaround). Overnight repair option in US available for $99. (755CDV) Compiled by Roger Dodson, IBM. October 1996 
= Upgradeable O = Removable; < = Withdrawn from marketing 


(includes two video in/out cables) 
- Use software called Digital Video Producer™ 


ThinkPad 760L - withdrawn 


IBM® ThinkPad®: 


>< 760L 
10.4" TFT color 


Processor type 
Processor speed 
Processor upgrade 
L2 cache 

Removable diskette 
Removable CD-ROM 


Pentium® (P54LM) / 64 bit to L2 cache / 32 bit to memory 

90/60 MHz 

to Pentium 120/60 MHz 

256 KB / write-through / direct mapped / 10 ns / synchronous / soldered 
Internal 3.5" 1.44 MB O/no rear connector for diskette drive 

None (diskette bay is called UltraBay™) - cannot install an int CD-ROM 


Price 

Type - model 

Preload (see side) 
Part number 

Avail / withdrawn date 
Remv disk - size / ms 


Pallette of 24 systems 


9547-U01 9547-U0A 9547-U0R 760L 760LD 
SelectaSys Windows 95 Blank Noi ICD-ROM R le CD-ROM 
9547U01 9547U0A 9547U0R Se ronnt eC 1 pled 


Feb 96 / Oct 96 | Feb 96 / Oct 96 | Feb 96 / Oct 96 
810 MB /13 ms/EIDEO 


Display - diagonal size 
Display - type 
Display - techology 


10.4inch 
VGA color / 640 x 480 / 16.7 million simultaneous colors 


Black Matrix TFT - active matrix / 100 to 1 contrast ratio Price 


Graphics - controller 
Graphics - external 
Graph - arch/data path 


Trident™ CYBER9320 with 1 MB DRAM 
External SVGA to 1024 x 768 w/ 256 colors up to 75 Hz 
VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD/CRT / 180 degree tilt 


Differences between 760L and 760LD: 


6.5 lbs / 169 cu in 
Supports 12 mm disks 
2.16 GB max capacity 
No ext FDD port 


Memory - std / max 
Mem - upgrade 


8MB/64MB 70ns/non-parity / 3.3 volt / fast page 


2 sockets for two JEDEC 88 pin EDO SO DIMMs of 8 or 16 MB (acts like fast page) 


Keyboard /#ofkeys Full size alp/num/ 85 (8 Fn key functions) Liftable (pop-up) keyboardto 
Keyboard slope Automted tilt up keyboard (5.5 degrees) access and remove diskette 
Pointing/palmrest TrackPointIlII™/ integrated palm rest drive, 1st/2nd disk, and 

Ext keyboard support Yes (with option cable) 1st/2nd battery 

Dimensions (cubicin) 11.7 x 8.3 x 1.74" (169) 

Weight (with battery) 6.51 pounds 

Battery - type NiMH / intelligent / Optional Lithium lon 

Battery - life (1 batt) 3hours 

Battery - life (2 batt) 6hours 


Charge time - on/ off 


1.7 hrs / 1.2 hrs 


Architecture 


Docking Station 
Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


ISA (EIDE, audio, PCMCIA, diskette, serial, parallel, 240 pin ext expansion) 
VL-Bus 2.0 / 32 bit / 33 MHz (graphics) 

Dock | and II 

Port Replicator | and II 

2 Type! or 2 Type Il or 1 Type Ill 

One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Universal AC adapter (35 watts) / Selectable boot 
Motion video accel None 
MPEG decoder None 
DSP function None 
Data/fax modem None 
Audio support 16 bit audio chip / 18 voice MIDI FM synthesis / ESS1688 
Int stereo speakers / .5 watt / slide volume control / internal microphone 
Audio in/out jacks Input jack (3.5 mm) / output jack (3.5 mm) 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Telephone None 
Security Power-on password / Hard disk password / Supervisor password / Locking 


device keyhole (Kensington™ MicroSaver™ cable lock) / Security latch for 
keyboard and DIMMS (requires Kensington) / PC Card lock 


Preinstalled software 
Warranty 


Choice of two preloaded configurations (listed to right) 
3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


@® 2nd disk 
® 2nd battery 
® std diskette drive 


(option) 


turning on. 


The left bay (UltraBay™) supports: 


® 2.88 MB diskette drive (option) 
© PCMCIA Cartridge (option) 

© IBM Wireless Modem for ARDIS (option) . 
@ IBM Wireless Modem for Cellular/CDPD - 


Easy-Setup is entered by holding F1 when 


All 760 systems support the NiMH or Li-lon 
battery in both battery bay and UltraBay. 


Maximum internal disk capacity on 760L is 
2.16 GB with two 1.08 GB disks. 


Compatible in ThinkPad 760 family: 

- Disks: (360/750/755 IDE disks not supported) 
720 MB HDD II EIDE 12.5 mm 29H9383 
810 MB HDD II EIDE 12.5 mm 29H9313 
1.08 GB HDD II EIDE 12.5 mm 29H9319 
1.2 GB HDD II (LD/CD only)17 mm29H9325 

Second HDD Adapter 29H9333 
Dock | (1 slot / 1 bay) 3545001 

- Dock II (2 slot / 2 bay) 3546001 

- Port Replicator | (w/ PCMCIA) 66G3510 

- Port Replicator II 66G3520 

- 2.88 MB diskette 66G0108 

- PCMCIA Cartridge 84G1301 

- 760 NiMH Battery (black) 41H9720 

- Li-lon Battery Pack II (gray) 29H9329 

- Travel Quick Charger 85G1522 

- FDD External Attachment Kit 66G3618 

- Pentium 120/60 MHz upgrade 29H9340 

- Car Battery Adapter 49G2167 

- ThinkPad AC Adapter (50 watts) 66G3541 

- 8MBSODIMM3.3vnon-parity EDO 92G7315 

- 16MBSO DIMM 3.3v non-parity EDO 92G7316 

- ThinkPad headset 85G1301 


ThinkPad 760L strengths: 


© Automated tilt up keyboard / palm rest space 
© UltraBay: 2nd disk, 2nd battery, diskette 


© Two high speed infrared ports 
© Integrated audio / speakers / microphone 
& 16.7 million simultaneous color LCD 


7.11 lbs /190 cu in 
Supports 1.2 GB disks 
2.4 GB max capacity 
Ext. FDD port on back 
Price 


SELECTASYSTEM PRELOAD 


- IBMDOS 7.0 

- Windows 3.11 

- OS/2 Warp 3.0 (dual boot) w/ selected 
BonusPak 

IBM PC Card Director™ 3.0 
Online Users Guide 

ThinkPad Features Program 
Diskette Factory 

. Triton CoSession™ Host 

. PRODIGY® 

SofNet FaxWorks™ 

. Video For Windows™ 1.1 Runtime 
Puma Tranxit™ 
CompuServ for Windows 

. NetFinity for Windows and OS/2 


WINDOWS 95 PRELOAD 


Microsoft Windows 95 
Online User's Guide 
ThinkPad Features Program 
Diskette Factory 

. Triton CoSession™ Host 
PRODIGY® 

. SofNet FaxWorks™ 

Puma Tranxit™ 

Compuserv for Windows 

. NetFinity for Windows 95 


NOOROMH,, , 


onkwMs! ! 


FEATURES OF 760 MODELS 


Product Map; LCD indicator panel 

LCD of remaining battery life 

LCD icons for two batteries 

Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, and hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: 


any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


O = Removable 


customer calls 1-800-772-2227, courier service picks up ThinkPad at 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(760L) Compiled by Roger Dodson, IBM. October 1996 


ThinkPad 760LD - withdrawn 


IBM® ThinkPad®: s< 760LD ThinkPad 760LD strengths: 
10.4" TFT color - CD-ROM 
© Removable, 4 x speed, 5.25" CD-ROM 
Processor type Pentium® 90/60 MHz (P54LM) / 64 bit to L2 cache / 32 bit to memory © Automated tilt apkavbeatd / palm rest space 
Processor upgrade to Pentium 120/60 Miz © UltraBay: 2nd disk, 2nd battery, diskette 
L2 cache 256 KB / write-through / direct mapped / 10 ns / synchronous / soldered . : 


Removablediskette 3.5" 1.44 MBO/use in UltraBay or attach externally to FDD attach port |% Two high speed infrared ports 
Removable CD-ROM 5.25" CD-ROMO/4 x speed / multi-session / XA / play with eject button |% Integrated audio / speakers / microphone 
EIDE / PIO Mode 3 (ATAPI) ® 16.7 million simultaneous color LCD 


Price Pallete of 24 systems , 
Type -model (part)  9547-U31(9547U31) _| 9547-U3A(9547U3A) | 9547-U3R (9547U3R) ee ey We abay =) Suppote: 
Preload (see side) SelectaSystem Windows 95 Blank ® 2nd battery 
Avail/ withdrawn date Feb 96 / Oct 96 Feb 96 / Oct 96 Feb 96 / Oct 96 ® std diskette drive 
Remv disk - size/ms_ 810 MB/12ms/EIDEO / PIO Mode 4 ® std CD-ROM 
Display - diagonal size 10.4inch © 2.88 MB diskette (option) 
Display - type VGA color / 640 x 480 / 16.7 million simultaneous colors © ce ee Reo 
Display -techology Black Matrix TFT - active matrix / 100 to 1 contrast ratio IBM Wireless omen as Foie 
Graphics - controller Trident™ CYBER9320 with 1 MB DRAM CDPD (option) 
Graphics - external External SVGA to 1024 x 768 w/ 256 colors up to 75 Hz 
Graph - arch/data path VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt SELECTASYSTEMPRELOAD 
Memory - std / max 8MB/64MB 70ns/non-parity / 3.3 volt / fast page 
Memory - upgrade 2 sockets for two JEDEC 88 pin EDO SO DIMMs of 8 or 16 MB (acts like fast page) _| = ide eae 
Keyboard/#ofkeys Full size alp/num/ 85 (8 Fn key functions) - OS/2 Warp 3.0 (dual boot) w/ selected 
Keyboard slope Automated tilt up keyboard (5.5 degrees) BonusPak 
Pointing / palm rest TrackPoint IlI™ / integrated palm rest - IBM PC Card Director™ 3.0 
Ext keyboard support Yes (with option cable) - Online Users Guide 
Dimensions 11.7 x 8.3 x 1.96" (190 cubic inches) - ThinkPad Features Program 
Weight (with CD-ROM) 7.11 pounds Liftable (pop-up) keyboardto access || - Diskette Factory ts 
Battery - type NiMH/intelligent — Optional and remove CD-ROM, diskette drive, - eae Host 
Battery - life (1 batt) | 3hours Lithium lon 1st/2nd disk, and 1st/2nd battery 3. SofNet FaxWorks™ 
Battery - life (2 batt) 6 hours Exceeds MPC2 standard 4. Video For Windows™ 1.1 Runti 
Charge time - on/off 1.7 hrs/ 1.2 hrs sor ta pie Bipinde 
Architecture ISA (EIDE, audio, PCMCIA, diskette, serial, parallel, ext expansion) 6. CompuServ for Windows 
Soadaa Sign area “ i 32 bit / 33 Mhz (graphics) 7. NetFinity for Windows and OS/2 
ocking Station ock | an 
ak fora Port Replicator | and II WINDOWS 95 PRELOAD 
PCMCIA™ 2.1 slots 2 Typel or2 Type ll or 1 Type III - Mi ft Wi 
Serial/ parallel ports One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) See eee 
Other features APM-aware BIOS / Universal adapter (40 watts) / Selectable boot - ThinkPad Features Program 
Motion video accel None - Diskette Factory 
MPEG decoder None 1. anor 7 Host 
DSP function None 2. PRODIGY 
Data/fax modem None 3. SofNet FaxWorks™ 
Audio support 16 bit audio chip / 18 voice MIDI FM synthesis / ESS1688 4. PumaTranxit™ 
Int stereo speakers / .5 watt / slide volume control /internal microphone | 5. Compuserv for Windows 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) 9. NetFinity for Windows 95 
Telephone None 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / Locking 
device keyhole (Kensington™ MicroSaver™ cable lock) / Security latch for 
keyboard and DIMMS (requires Kensington) / PC Card lock 
Preinstalledsoftware Choice of two preload configurations (listed to right) 
Warranty 3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 
Differences between 760L/LD and 760C/CD: Compatible in ThinkPad 760 family: 
- Disks: (860/750/755 IDE disks not supported) 
760L/LD 760C/CD 720 MB HDD II EIDE 12.5 mm 29H9383 
f : 810 MB HDD II EIDE 12.5mm 29H9313 . ; 
AR ee ee rer || 1.08GBHDDIIEIDE — 12.5mm29H9319 || Easy-Setup is entered by holding F1 
16.7 mil colors on LCD 65,536 colorsonLCD_ |/~ Second HDD Adapter 29119333 
None 760CD: Enh. Vid Card - Dock | (1 slot/1 bay) 3545001 FEATURES OF 760 MODELS 
None 760CD: MPEG decoder || ~ Dock !I (2 slot / 2 bay) 3546001 || Product Map; LCD indicator panel 
None Mwave DSP - Port Replicator | (w/ PCMCIA) 66G3510 Plug and Play 1.0a 
None 28.8 modem /DSVD - Port Replicator Il 66G3520 || Discharge battery via mouse click 
18 voice FM synthesis 32 voice wavetable syn. ||~ 2-88MB diskette 66G0108 || Non-disruptive battery exchange 
NiMH battery Li-lon battery "|| - PCMCIA Cartridge 84G1301 || Standby, suspend, and hibernation modes 
Type is 9547 Type is 9546 ~ 760 NiMH Battery (black) 41H9720 || US EPA Energy Star compliant 
- Li-lon Battery Pack Ill (gray) 29H9329 || Personalized nameplate in indention 
All 760 systems support the NiMH or Li-lon : Rls He ana Kit ees Personalization screen at startup 
battery in both battery bay and UltraBay. - Pentium 120/60 MHz upgrade 29H9340 Od Honey Palsy telephe Fe baltckin 
Maximum internal disk capacity on 760LD is - Car Battery Adapter 49G2167 board, fax, electronic, and Internet 
2.4 GB with two 1.2 GB disks - ThinkPad AC Adapter (50 watts) 66G3541 (http:/)www.pe.ibm.com) support 
f . : - 8MBSO DIMM 3.3v non-parity EDO 92G7315 IBM and dealer warranty/service 
- 16 MB SO DIMM 3.3v non-parity EDO 92G7316 || Online Housecall (remote diagnostics) 
- ThinkPad headset 85G1301 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 

any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 

panes: day average turnaround). Overnight repair option in US available for $99. (760LD) Compiled by Roger Dodson, IBM. October 1996 
= Removable 


ThinkPad 760C - withdrawn 


IBM® ThinkPad®: 


=< 760C 
12.1" or 10.4" TFT color 


Processor type 
Processor speed 
Processor upgrade 
L2 cache 

Removable diskette 
Removable CD-ROM 


Pentium® (P54LM) / 64 bit to L2 cache / 32 bit to memory 

90/60 or 120/60 MHz (see below) 

to Pentium 120/60 MHz 

256 KB / write-through / direct mapped / 10 ns / synchronous / soldered 
Internal 3.5" 1.44 MB O (in UltraBay) 

None (diskette bay is called UltraBay™) - cannot install an int CD-ROM 


ThinkPad 760C strengths: 


© Tilt up keyboard and palm rest space 
© Largest notebook display models -- 12.1 inch 


© UltraBay: 2nd disk, 2nd battery, diskette 
© Integrated 28.8 Kbps modem, audio, telephony 
& Two high speed infrared ports 


Price 


Type - model all 9546 U21 U2A U22 U2B U27 U2H U28 U2J 
Preload (see side) SelectaSys !Win95 SelectaSys [Win 95 SelectaSys [Win 95 SelctaSys Win 95 
Pentium speed 90/60 MHz 90/60 MHz 120/60 MHz 120/60 MHz 

Remv disk - size/ms 720 MB/13ms/EIDEO} 720 MB/ 13 ms/EIDEO | 720 MB/13 ms/EIDEO | 1.08 GB / 13 ms / EIDEO 
Avail / withdrawn date Oct 1995 / Oct 1996 Oct 1995 / Oct 1996 Nov 1995 / Oct 1996 Jan 1996 / Oct 1996 
Display - diagonal size 12.1 inch 10.4inch 12.1 inch 12.1 inch 

Display - type SVGA color / 640 x 480 or 800 x 600 / 65,536 simultaneous colors 

Display - techology Black Matrix TFT - active matrix / 100 to 1 contrast ratio 

Graphics - controller Trident™ CYBER9320 with 1 MB DRAM 

Graphics - external External SVGA to 1024 x 768 w/ 256 colors up to 75 Hz 

Graph - arch/data path VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 

Memory - std / max 8MB/64MB 70ns/non-parity / 3.3 volt / fast page 

Mem - upgrade 2 sockets for two JEDEC 88 pin EDO SO DIMMs of 8 or 16 MB (acts like fast page) 

Keyboard/#ofkeys Full size alp/num/85 (8 Fnkey functions) | Liftable (pop-up) keyboardto SELECTASYSTEM PRELOAD 
Keyboard slope Automated tilt up keyboard (5.5 degrees) | access and remove diskette - IBMDOS 7.0 

Pointing / palm rest TrackPointIII™ / integrated palm rest drive, 1st/2nd disk, and - Windows3.11 

Ext keyboard support Yes (with option cable) 1st/2nd battery : 


Dimensions (cubic in) 
Weight (with battery) 
Battery - type 

Battery - life (1 batt) 
Battery - life (2 batt) 
Charge time - on / off 


10.4"models: 11.7 x 8.3 x 1.74" (169) 
10.4"models: 6.1 pounds 
10.4"models: Lithium lon/ intelligent 
10.4"models: 3.8hours Opt 12.1"models: 3.5hours Opt 
10.4"models: 7.6hours = NiMH 12.1"models: 7 hours NiMH 
10.4"models: 2 to 3 hrs / 1.5 to 2.5 hrs} 72. 1"models: 2 to 3 hrs / 1.5 to 2.5 hrs 


12.1"models: 11.7 x 8.3 x 1.92" (186) 
12.1"models: 6.8 pounds 
12.1"models: Lithium lon/ intelligent 


Architecture 


Docking Station 
Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


ISA (EIDE, audio, PCMCIA, diskette, serial, parallel, 240 pin ext expansion) 
VL-Bus 2.0 / 32 bit / 33 MHz (graphics) 

Dock | and II 

Port Replicator | and II 

2 Type! or 2 Type Il or 1 Type Ill 

One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Universal AC adapter 3 prong (35 watts) / Selectable boot 
Motion video accel None 

MPEG decoder None 

DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function 
Data/fax modem Data/fax modem function via DSP (v.34 to 28.8 Kbps) / Mwave 2.0 

Audio support 16 bit audio chip on planar with Mwave DSP 


Audio in/out jacks 


Int stereo speakers / .5 watt / slide volume control / internal microphone 
Input jack (3.5 mm) / output jack (3.5 mm) 


Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Telephone Telephone / answering machine / full duplex speakerphone 
Security Power-on password / Hard disk password / Supervisor password / Locking 


device keyhole (Kensington™ MicroSaver™ cable lock) / Security latch for 
keyboard and DIMMS (requires Kensington) / PC Card lock 


Preinstalled software 
Warranty 


Choice of two preloaded configurations (listed to right) 
3 year - ThinkPad EasyServ only (optional Overnight Repair Option) or carry-in 


® 2nd battery 
® std diskette drive 


(option) 


turning on. 


The left bay (UltraBay™) supports: 
® 2nd disk (requires Second HDD Adapter) 


® 2.88 MB diskette drive (option) 
© PCMCIA Cartridge (option) - 
© IBM Wireless Modem for ARDIS (option) - 
@ IBM Wireless Modem for Cellular/CDPD - 


Maximum internal disk capacity on 760C is 
2.16 GB with two 1.08 GB disks. = 


Easy-Setup is entered by holding F1 when 


Integrated Mwave™ DSP provides: 


@® Data modem function (to 28.8 Kbps) 
@ Fax modem function (to 14.4 Kbps) 
® Audio function (wave table synthesis) 
® Telephone function 

- Fullduplex speakerphone 
© Digital Simultaneous Voice and Data . 


Compatible in ThinkPad 760 family: 

- Disks: (360/750/755 IDE disks not supported) 
720 MB HDD II EIDE 12.5 mm 29H9383 
1.08 GB HDD II EIDE 12.5 mm 29H9319 
1.2GBHDDII(CD only) 17mm _ 29H9325 

Second HDD Adapter 29H9333 
Dock | (1 slot / 1 bay) 3545001 
Dock II (2 slot / 2 bay) 3546001 

- Port Replicator | (w/ PCMCIA) 66G3510 

- Port Replicator II 66G3520 

- 1.44 MB diskette std in newer 

2.88 MB diskette 66G0108 

- PCMCIA Cartridge 84G1301 

- 760 NiMH Battery (black) 41H9720 

- Li-lon Battery Pack II (gray) 29H9329 

- Travel Quick Charger 85G1522 

- FDD External Attachment Kit 66G3618 

- Pentium 120/60 MHz upgrade 29H9340 

- Car Battery Adapter 49G2167 

- ThinkPad AC Adapter (50 watts) 66G3541 

- 8MBSODIMM3.3vnon-parity EDO 92G7315 

16 MB SO DIMM 3.3v non-parity EDO 92G7316 

- ThinkPad headset 85G1301 


- OS/2 Warp 3.0 (dual boot) with 
selected BonusPak 
- IBM PC Card Director™ 3.0 
Online Users Guide 
ThinkPad Features Program 
Diskette Factory 
. Lotus® cc:Mail™, e-mail for IBM Global® 
network; 2. Lotus Organizer™ 
. Lotus ScreenCam™ 
. Triton CoSession™ Host; 5. PRODIGY® 
. SofNet FaxWorks™ Voice™ 
. Video For Windows™ 1.1 Runtime 
. Puma TranXit™ 9. COMPEL™ PE 
. Mind Path Presentation F/X Pro 
. Internet for Windows 
. Compuserv for Win; 13. WIN32s Runtime 
. NetFinity for Windows and OS/2 
- Complimentary Applications CD-ROM 
- Lotus SmartSuite 4.0 CD-ROM 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 
Online User's Guide 
ThinkPad Features Program 
Diskette Factory 
. Lotus® cc:Mail™, e-mail for IBM Global® 
network; 2. Lotus Organizer™ 
. Lotus ScreenCam™ 
. Triton CoSession™ Host; 5. PRODIGY® 
. SofNet FaxWorks™ Voice™ 
. Puma Tranxit™ 
. Compuserv for Windows 
. Mind Path Presentation F/X Pro 
COMPEL Personal Edition 
- Lotus SmartSuite 96 CD-ROM 


FEATURES OF 760 MODELS 


Product Map; LCD indicator panel 

LCD of remaining battery life 

LCD icons for two batteries 

Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, and hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: 


any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


O = Removable 


customer calls 1-800-772-2227, courier service picks up ThinkPad at 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(760C) Compiled by Roger Dodson, IBM. October 1996 


ThinkPad 760CD - withdrawn 


IBM® ThinkPad®: 


=< 760CD 
12.1" TFT color - CD-ROM - Enhanced Video - MPEG 


Processor type 
Processor upgrade 
L2 cache 

Removable diskette 
Removable CD-ROM 


Pentium® 90/60 or 120/60 (P54LM) / 64 bit to L2 cache / 32 bit to mem 
to Pentium 120/60 MHz from 90/60 

256 KB / write-through / direct mapped / 10 ns / synchronous / soldered 
3.5" 1.44 MB O/ use in UltraBay or attach externally 

5.25" CD-ROM O/ 4 x speed / multi-session / XA / play with eject button 
EIDE / PIO Mode 3 (ATAPI) 


Price 

Type - model 

Preload (see side) 
Pentium speed 

Avail / withdrawn date 
Remv disk - size / ms 


9546-U11 9546-U1A 9546-U13 9546-U1C 
SelectaSystem | Windows 95 SelectaSystem | Windows 95 
90/60 Mhz 90/60 MHz 120/60 MHz 120/60 MHz 


Oct 95 / Oct 96 | Oct 95/ Oct 96 |Jan 96/ Oct 96 | Jan 96 / Oct 96 
1.2 GB / 12 ms/ EIDE O/ supports two internal disks 


Display - diagonal size 
Display - type 
Display - techology 


12.1 inch 
SVGA color / 640 x 480 or 800 x 600 / 65,536 simultaneous colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller 
Graphics - external 
Graph - arch/data path 


Trident™ CYBER9320 with 1 MB DRAM 
External SVGA to 1024 x 768 w/ 256 colors up to 75 Hz 
VL-Bus 2.0 local bus / 32 bit / Simultaneous LCD and CRT / 180 degree tilt 


Memory - std / max 
Memory - upgrade 


8MB/64MB 70ns/non-parity / 3.3 volt / fast page 
2 sockets for two JEDEC 88 pin EDO SO DIMMs of 8 or 16 MB (acts like fast page) 


The left bay (UltraBay™) supports: 
® 2nd disk; @ 2nd battery 

® std diskette drive; © CD-ROM 
® 2.88 MB diskette (option) 

© PCMCIA Cartridge (option) 


Keyboard /#ofkeys Full size alp/num/ 85 (8 Fn key functions) 
Keyboard slope Automated tilt up keyboard (5.5 degrees) 
Pointing / palm rest TrackPoint IlI™ / integrated palm rest 

Ext keyboard support Yes (with option cable) 

Dimensions 11.7 x 8.3 x 2.14" (208 cubic inches) 


Weight (with CD-ROM) 7.47 pounds 


@ IBM Wireless Modem ARDIS (option) 
® IBM Wireless Modem for Cellular/ 
CDPD (option) 


ThinkPad 760CD strengths over 760C: 


& Mobile multimedia - MPC2 compliant 
© Removable, 4 x speed, 5.25" CD-ROM 


© Video card (acceleration, composite in/out) 
& Joystick/MIDI port 
© MPEG-1 and MPEG-2 HHR decoder 


Integrated Mwave™ DSP provides: 


@® Data modem function 
- V.22bis, V.32, V.32bis, v.34 (28.8 Kbps) 
@® Fax modem function 
- G3 fax send/receive (14.4 Kbps) 
® Audio function 
- Stereo waveform record and playback 
- Qsound support (3-D effect) 
- 32 voice MIDI wave table synthesizer 
- SoundBlaster™ support / text to speech 
- MPEG audio decode 
® Telephone function 
- Full telephone (can use opt headset) 
- Telephone answering machine 
- Fullduplex speakerphone 
© Digital Simultaneous Voice Data 


Battery - type 
Battery - life (1 batt) 
Battery - life (2 batt) 
Charge time - on / off 


Lithium lon/intelligent optional 


3.1 hours NiMH Liftable (pop-up) keyboard to access 


6.2 hours and remove CD-ROM, diskette drive, 
2 to 3hrs/1.5 to 2.5 hrs 1st/2nd disk, and 1st/2nd battery 


Architecture 


Docking Station 
Portreplicator 
PCMCIA™ 2.1 slots 
Serial / parallel ports 


ISA (EIDE, audio, PCMCIA, diskette, serial, parallel, ext expansion, MPEG) 
VL-Bus 2.0 / 32 bit / 33 Mhz (graphics, ACSII) 

Dock | and II Easy- i by holding F1 
Poni Replicator andl Erey ote lsentored by folcing 
2 Type! or 2 Type Il or 1 Type Ill 

One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


SELECTASYSTEM PRELOAD 


- IBMDOS 7.0 

- Windows 3.11 

- OS/2 Warp 3.0 (dual boot) w/ selected 

BonusPak 

- IBM PC Card Director™ 3.0 

- Online Users Guide 

- ThinkPad Features; Diskette Factory 

1. Lotus® cc:Mail™, e-mail for IBM Global® 
network; 2. Lotus Organizer™ 

. Lotus ScreenCam™ 

. Triton CoSession™ Host; 5. PRODIGY® 

. SofNet FaxWorks™ Voice™ 

. Video For Windows™ 1.1 Runtime 

. Puma TranXit™; 9. COMPEL™ PE 

. Mind Path Presentation F/X Pro 

. Internetfor Windows 


. Compuserv for Win; 13. WIN32s Runtime 

. NetFinity for Windows and OS/2 

. Asymetrix® Digital Video Producer™ 
Catalog/Sampler CD-ROM 
Complimentary Applications CD-ROM 
MPEG Sampler CD-ROM 
Lotus SmartSutie 4.0 CD-ROM 

WINDOWS 95 PRELOAD 


- Microsoft Windows 95 
- Online User's Guide 


Other features APM-aware BIOS / Universal AC Adapter 3 prong (35 watts) / Selectable boot 
Motion video (below) Video acceleration/ composite and S-Video in/out / game port (ASCII V7325) 
MPEG decoder MPEG-1 & MPEG-2 Half Horizontal Resolution (HHR) decoder (MPEGCD1) 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function 
Data/fax modem Data/fax modem function via DSP (v.34 to 28.8 Kbps) / Mwave 2.0 
Audio support 16 bit audio chip on planar with Mwave DSP 

Int stereo speakers / .5 watt / slide volume control / internal microphone 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) / Joystick/MIDI port (includes cable) 
Telephone Telephone / answering machine / full duplex speakerphone 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / Locking 


device keyhole (Kensington™ MicroSaver™ cable lock) / Security latch for 
keyboard and DIMMS (requires Kensington) / PC Card lock 


- ThinkPad Features; Diskette Factory 
1. Lotus® cc:Mail™, e-mail for IBM Global® 
network; 2. Lotus Organizer™ 


Preinstalled software 
Warranty 


Choice of two preload configurations (listed to right) 
3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


Enhanced Video Card in 760CD provides: 
- Acceleration of 'Video for Windows™ and 


MPEG motion video with scaling and interpola- 


tion of image. Video may be scaled up to full 
screen without frame rate degredation. 


- Mini game port for MIDI or joystick 


(includes two video in/out cables) 


Compatible in ThinkPad 760 family: 


Disks: (360/750/755 IDE disks not supported) 
720 MB HDD II EIDE 125mm 29H9383 
1.08GBHDDIIEIDE 12.5mm 29H9319 
1.2 GBHDDII(CD only) 17mm _ = 29H9325 


- Composite in and S-Video in for video - Second HDD Adapter 29H9333 
capture (capture and digitize video from a TV - Dock! (1 slot/1 bay) 3545001 
or VCR), still image capture (capture and - Dock Il (2 slot / 2 bay) 3546001 
digitize still photo images), and overlay (view Port Replicator | (w/ PCMCIA) 66G3510 
video on LCD like with a TV, VCR, or - Port Replicator Il 66G3520 
camcorder without capturing it to disk). - 1.44 MB diskette std in newer 

- Composite out and S-Video out to TV - 2.88 MB diskette 66G0108 
meaning use a TV as if an external display - PCMCIA Cartridge 84G1301 
(connect to video out port; NTSC or PAL); - 760 NiMH Battery (black) 41H9720 
or record on VCR the screen of 760CD. - Li-lon Battery Pack II (gray) 29H9329 

- Travel Quick Charger 85G1522 

- Includes a video in and video out ports - FDD External Attachment Kit 66G3618 

Pentium 120/60 MHz upgrade 29H9340 
- Use software called Digital Video Producer™ - Car Battery Adapter 49G2167 


- Plays back MPEG motion videos, CD-I 


8 MBSO DIMM 3.3v non-parity EDO 92G7315 
16 MB SO DIMM 3.3v non-parity EDO 92G7316 


. Lotus ScreenCam™ 

. Triton CoSession™ Host; 5. PRODIGY® 
SofNet FaxWorks™ Voice™ 

Puma Tranxit™ 

. Compuserv for Windows 

. Mind Path Presentation F/X Pro 
COMPEL Personal Edition 

. Asymetrix® Digital Video Producer™ 
Catalog/Sampler CD-ROM 

MPEG Sampler CD-ROM 

Lotus SmartSuite 96 CD-ROM 


ht AOOOND AW 


FEATURES OF 760 MODELS 


Product Map; LCD indicator panel 
Plug and Play 1.0a 
Discharge battery via mouse click 
Non-disruptive battery exchange 
Standby, suspend, and hibernation modes 
US EPA Energy Star compliant 
Personalized nameplate in indention 
Personalization screen at startup 
International Warranty Service 
24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 


movies, video CD's, and Karaoke MPEG = || _- ThinkPad TrackPoint Ill Caps 39H1354 j 
: A IBM and dealer warranty/service 
video sitesnane00 coe) -_ ThinkPad headset 85G1301 || Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


O, = Removable; =< = Withdrawn from marketing 


(760CD) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 


Compiled by Roger Dodson, IBM. October 1996 


ThinkPad 760EL - withdrawn 


>< 760EL 
11.3" DSTN color or 12.1" TFT color - thick 


IBM® ThinkPad®: 


Processor type Pentium® 100/66, 120/60, or 133/66 / 64 bit to L2 cache / 64 bit to mem 
Processor upgrade to Pentium 133/66 MHz which includes 256 KB L2 cache 
L2 cache None (not separately upgradeable) 


Removable diskette 
External FDD port 
Removable CD-ROM 


3.5" 1.44 MB O/use in UltraBay or attach externally via rear ext FDD port 
External FDD port (requires FDD External Attachment Kit 66G3618) 
None / can upgrade to 4 x, 6 x, or 8 x CD-ROM into UltraBay 


Price Pallette of 24 systems Pallette 24 systems 
Type - model 9547-U6G |9547-U6F |9547-U4F 9547-U6R |U4S U4H U48 9547-U4R 

Preload (see side) Win 95 Win 95 Win 95 Blank(none) Win 95 OS/2 Connect} Blank (none) 
Available date May 1996 May 1996 |May 1996 May 1996 May 1996 | July 1996 May 1996 

Pentium speed 100/66 MHz | 120/60 MHz |120/60 MHz 120/60 MHz 133/66 MHz 133/66 MHz 

Remv disk - size/ms 810MB/13msO 1.08 GB / 13 ms O} 810 MB |1.08GB |1.08GB/13msO 1.08 GB/13msO 


Disk controller EIDE / busmaster / PCI 2.1 / supports two internal disks 


Display - size and type 11.3 inch DSTN [12.1 inch TFT [11.3 DSTN 


[42.1 TFT 112.1 TFT 


[12.1 inch TFT 


11.3" SVGA color / 640 x 480 or 800 x 600 


Display - techology 
256 simultaneous colors / Dual Scan / 30 to 1 contrast ratio 


12.1" SVGA color / 640 x 480 or 800 x 600 / 65,536 sim colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Trident™ CYBER9320 / 32 bit SVGA accelerator / 1 MB EDO DRAM/70 ns 
PCI 2.1 / 32 bit / external SVGA to 1024 x 768 w/ 256 colors 
Simultaneous LCD and CRT / 180 degree tilt 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 


810MB =DMA Mode 2 or PIO Mode 4 
1.08 GB =DMA Mode 2 or PIO Mode 4 
1.2GB =DMA Mode 1 or PIO Mode 3 


Memory - std / max 8 MB/ 72 MB or 104 MB 


Memory - features 


[8MB/720r104 |8MB/72 MB or 104 MB [16 MB/ 80 MB or 104 MB/16 MB/80 or 104 MB 
70 ns / non-parity / 3.3 volt / EDO / 2 sockets for two JEDEC 144 pin EDO SO DIMMs of 8, 16, 32 MB 


Keyboard/#ofkeys Full size alp/num/ 85 (8 Fn key functions) 

Keyboard slope Automated tilt up keyboard (5.5 degrees) 

Pointing / palm rest TrackPoint IlI™ / integrated palm rest / ext keyboard support (with option cable 
Dimensions 11.3" models: 11.7 x 8.3 x 1.98" (192) |12.1" models: 11.7 x 8.3 x 2.14" (208) 
Weight 11.3" models: 6.7 pounds (3.04 kg) 12.1" models: 7.03 pounds (3.19 kg) 


Battery - type 
Battery - life (1 batt) 
Battery - life (2 batt) 
Charge time - on/ off 


Lithium lon/intelligent (optional NiMH battery supported) 

11.3" models: 3.1 hours 12.1" models: 3.3 hours 
11.3" models: 6.2 hours 12.1" modles: 6.6 hours 
2 to 3hrs/ 1.5 to 2.5 hrs 


Architecture ISA (audio, diskette, serial, parallel, infrared, ext expansion) 

PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, CardBus, ext expansion) 

Docking Station Dock | and II /SelectaDock | and II 

Portreplicator Port Replicator | and II /SelectaDock Base Model | 

PC Card Standard slots 2 Type | or 2 Type II or 1 Type III / CardBus 32 bit PCI / PCMCIA 2.1 compatible 


Serial/parallelports One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / Slim AC Adapter 2 prong (35 watts) / Selectable boot 
Video in/out None Liftable (pop-up) keyboard to access and 
MPEG decoder None remove diskette drive, 1st/2nd disk, and 1st/ 
DSP function None 2nd battery, and other UltraBay options 
Data/fax modem None 
Audio support 16 bit audio chip / 20 voice MIDI FM synthesis / ESS1688 

Int stereo speakers / .5 watt / slide volume control / internal microphone 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) 
Telephone None 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / Locking 


device keyhole (Kensington™ cable lock) / Security latch for keyboard and 
DIMMS (requires Kensington) / PC Card lock / Personalization / Security Plate 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 

- Online User's Guide 

- ThinkPad Features 

- PC Card Director 4.0 
- Diskette Factory 
1. Triton CoSession™ Host 
2. PRODIGY® 

3. SofNet FaxWorks™ Voice™ 

4. Puma TranXxit™ 

5. Compuserv for Windows 

6. NetFinity for Windows 95 

- Lotus SmartSuite 96 CD-ROM 


OS/2 WARP CONNECT PRELOAD 


- IBM OS/2 Warp Connect Version 3 with 
WIN-OS/2 with BonusPak applications 

- Online User's Guide 

- ThinkPad Features Program 

- PC Card Director 4.0 

- Diskette Factory 

1. Triton CoSession™ Host; 

2. Puma Tranxit™ 

3. NetFinity for OS/2 

4. Prodigy 

- Lotus SmartSuite 4.0 (entitled to SSuite 96) 


BLANK PRELOAD 
- License for SmartSuite 


Preinstalled software 
Warranty 


Windows 95 with applications (listed on right) 
3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


The left bay (UltraBay™) supports: Compatible in ThinkPad 760EL family: 


® 2nd disk (requires Second HDD Adapter) 


- Second HDD Adapter 29H9333 
@ 2nd battery - Dock! (1 slot/1 bay) 3545001 
® std diskette drive _ ; - Dock II (2 slot / 2 bay) 3546001 
® 2.88 MB diskette drive (option) IDE Conversion Card (for Dock Il) 46H5994 
® PCMCIA Cartridge (option) ; SelectaDock|! 3547001 
© IBM Wireless Modem for ARDIS (option) SelectaDockIl 3547002 


@ IBM Wireless Modem for Cellular/CDPD 


(option) 


- Port Replicator | (w/ PCMCIA slots) 66G3510 
- Port Replicator II 66G3520 


Maximum internal disk ity on 760EL i SelectaDock Base Model 39H7405 
De de 2.88 MB diskette 66G0108 
. . PCMCIA Cartridge (one Type Ill) 84G1301 
Easy-Setup is entered by holding F1 when FDD External Attachment Kit 66G3618 
turning on. - Pentium 1 Rete MHz/L2upgrade 46H5991 
: fas - 35 watt AC Adapter (slim, 4 pin) 76H0119 
ThinkPad 760EL supported batteries: - 4x CD-ROM (UltraBay) 39H7413 
- 760 NiMH Battery (black) 41H9720 - 6x CD-ROM (UltraBay) 85G1957 
- Li-lon Battery Pack II (gray) 29H9329 - 8x CD-ROM (UltraBay) 45H8786 
- Travel Quick Charger 85G1522 - 8MBSODIMM3.3v NPEDO 64bit 92G7340 
- Car Battery Adapter 49G2167 - 16MB SO DIMM 3.3v NP EDO 64 bit 92G7341 


32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 

3 business day average turnaround). = Removable 

>< Models U4F, U4H, U4R, U4S, U48 withdrawn effective January 1997; U6F eff July 1997 


ThinkPad 760E supported disks: 


- 720 MB HDD II EIDE 12.5mm 29H9383 
- 810 MB HDD II EIDE 12.5mm 29H9313 
- 1.08 GB HDD II EIDE 12.5mm 29H9319 
.2 GB (1.96" or higher models) 29H9325 
.4 GB HDD 3L EIDE 12.5mm 69H8412 
.1 GB (1.96" in higher models) 69H8414 
- 3.0 GB 


; 
{ 
2 
3 (1.96"+ models) 17mm __45H8789 


FEATURES OF 760 MODELS 


Setup Pointer (single page) 

LCD indicator panel 

Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, safe suspend,and 
hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(760EL) Compiled by Roger Dodson, IBM. June 1997 


ThinkPad 760EL (Fall 1996 models) - withdrawn 


IBM® ThinkPad®: 


>< 760EL 
11.3" SVGA DSTN or 12.1" SVGA TFT - thick 


Processor type 
Processor upgrade 
L2 cache 

Removable diskette 
External FDD port 
Removable CD-ROM 


Pentium® 120/60 or 133/66 / 64 bit to L2 cache / 64 bit to memory 
to Pentium 133/66 MHz which includes 256 KB L2 cache 


None (not separately upgradeable)| 256 KB / write-back / direct mapped / 10 ns / synchronous pipelined burst 


3.5" 1.44 MB O/ use in UltraBay or attach externally via rear ext FDD port 
External FDD port (requires FDD External Attachment Kit 66G3618) 
None / can upgrade to optional CD-ROM into UltraBay 


Price Pallette of 24 systems 

Type - model 9547-U6H 9547-U4G 9547-U4T 9547-U4K 

Preload (see side) Windows 95 Windows 95 Blank (none) Windows NT 4.0 
Avail/ withdrawn date October 1996 / July 1997 October 1996 / October 1997 | October 1996 / April 1997 Nov 1996 / July 1997 
Pentium speed 120/66 MHz 133/66 MHz 133/66 MHz 133/66 MHz 

Remv disk-size/ms 1.35 GB/13msO 2.1GB/13msO 2.1GB/13msO 2.1GB/13msO 
Disk controller EIDE / busmaster / PCI 2.1 / supports two internal disks 

Display - size and type_11.3 inch DSTN [ 12.1 inch TFT [ 12.1 inch TFT [ 12.1 inch TFT 


Display - techology 


11.3" SVGA color / 640 x 480 or 800 x 600 
256 simultaneous colors / Dual Scan / 30 to 1 contrast ratio 


12.1" SVGA color / 640 x 480, 800 x 600 / 65,536 colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 


Graphics - features 


Trident™ CYBER9320 / 32 bit SVGA/ 1 MB EDO DRAM /70 ns 
PCI 2.1 / external SVGA to 1024 x 768 w/ 256 colors 


Trident™ CYBER9385/64 bit SVGA/1 MB EDO DRAM/70 ns 
PCI 2.1 / external SVGA to 1024 x 768 w/ 256 colors 


Simultaneous LCD and CRT / 180 degree tilt 


Memory - std / max 8 MB/ 72 MB or 104 MB | 16 MB / 72 MB or 104 MB [ 16 MB /80 MB or 104 MB 32 MB/80 MB or 104 MB 
Memory - features 70 ns / non-parity / 3.3 volt / EDO / 2 sockets for 2 JEDEC 144 pin EDO SO DIMMs of 8, 16, 32 MB | 1 socket available 
Keyboard/#ofkeys Full size alp/num/ 85 (8 Fn key functions) WINDOWS 95 PRELOAD 
Keyboard slope Automated tilt up keyboard (5.5 degrees) Mi ft Wind 95 
Pointing/palmrest  TrackPointIII™ / integrated palm rest / ext keyboard support (with option cable)| - Microsoft Windows 
- : - - = = - Online User's Guide 

Dimensions 11.3" models: 11.7 x 8.3 x 1.98" (192) | 12.1" models: 11.7 x 8.3 x 2.0" (194) |_ ThinkPadFeatures 
Weight 11.3" models: 6.7 pounds (3.04 kg) 12.1" models: 6.41 pounds (2.91 kg) |- PC Card Director 4.0 
Battery - type Lithium lon/ intelligent (optional NiMH battery supported) - Diskette Factory 
Battery - life (1 batt) 11.3" models: 2.7 hours 12.1" models: 3.0 hours 1. Triton CoSession™ Host 
Battery - life (2 batt) 11.3" models: 5.4 hours 12.1" modles: 6.0 hours 2. PumaTranxit™ 
Charge time-on/off 2 to 3 hrs/ 1.5 to 2.5 hrs : atl ae Me an ena 
Architecture ISA (audio, diskette, serial, parallel, infrared, ext expansion) eee or ene > 

PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, CardBus, ext expansion) Lotus SmartSuite 96 CD-ROM 
Docking Station Dock | and II / SelectaDock | and II and III WINDOWS NT 4.0 PRELOAD 


Portreplicator 


PC Card Standard slots 2 Type | or 2 Type Il or 1 Type III / CardBus 32 bit PCI /PCMCIA 21 compatible 


Serial / parallel ports 


Port Replicator | and II / SelectaDock Base Model | 
One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


- Microsoft Windows NT 4.0 Workstation 
with utilities and device drivers 


NT model with 32 MB consists of 8 MB 
on planar, 8 MB in memory carrier, and 
16 MB via a SO-DIMM. One SO-DIMM 
socket is available. 


BLANK PRELOAD 
- License for SmartSuite 


Other features APM-aware BIOS / Slim AC Adapter 2 prong (35 watts) / Selectable boot 
Video in/out None Liftable (pop-up) keyboard to access and 
MPEG decoder None remove diskette drive, 1st/2nd disk, and 
DSP function None 1st/2nd battery, and other UltraBay options 
Data/fax modem None 
Audio support 16 bit audio chip / 20 voice MIDI FM synthesis / ESS1688 

Int stereo speakers / .5 watt / slide volume control / internal microphone 
Jacks Input jack (3.5 mm) / output jack (3.5 mm) 
Telephone None 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / 


Security keyhole (requires cable) / Security latch for keyboard and 
DIMMS (requires cable) / PC Card lock / Personalization / Security Plate 


Preinstalled software 
Warranty 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


O = Removable 


Maximum is 80 MB or 104 MB on all 
models, but 104 MB requires a ThinkPad 
Proven vendor option. 


The left bay (UltraBay™) supports: Compatible in ThinkPad 760EL family: 
@® 2nd disk (requires Second HDD Adapter) - Second HDD Adapter 29H9333 
@2ndbattery - Dock! (1 slot/1 bay) 3545001 
® std diskette drive - Dock Il (2 slot /2 bay) 3546001 
® 2.88 MB diskette drive (option) - IDE Conversion Card (for Dock II) 46H5994 
© PCMCIA Cartridge (option) - SelectaDock| 3547001 
© IBM Wireless Modem for ARDIS (option) - SelectaDockIl 3547002 
® IBM Wireless Modem for Cellular/CDPD - SelectaDock Ill 3547003 
(option) - Port Replicator | (w/ PCMCIA slots) 6663510 
Maxi int | disk ity on 760EL is - Port Replicator Il 66G3520 
4O GH wihio21 CA dicks” - SelectaDock Base Model | 39H7405 
- 2.88 MB diskette 66G0108 
Easy-Setup is entered by holding F1 when - PCMCIA Cartridge (one Type Ill) 84G1301 
turning on. - FDD External Attachment Kit 66G3618 
_ - Pentium 133/66 MHz/L2 upgrade 46H5991 
ge EE Mode 2 or Fi) Medes - 35 watt AC Adapter (slim. 4 pin)  76H0119 
1.08 GB = DMA Mode 2 or PIO Mode 4 
a - 4x CD-ROM (UltraBay) 39H7413 
1.2GB =DMA Mode 1 or PIO Mode 3 
x - 6x CD-ROM (UltraBay) 85G1957 
1.35 GB =DMA Mode 2 or PIO Mode 4 
21GB =DMAMode 2 or PIO Mode 4 ~ 8x CD-ROM (UltraBay) 45H8786 
- 8-20 x CD-ROM (UltraBay) 00K7903 


Windows 95 with applications (listed on right) 
3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


ThinkPad 760EL supported batteries: 


- 760 NiMH Battery (black) 41H9720 
- Li-lon Battery Pack II (gray) 29H9329 
- Travel Quick Charger 85G1522 
- Car Battery Adapter 49G2167 


ThinkPad 760E supported disks: 


- (860/750/755 IDE disks not supported) 
720 MBHDDIIEIDE 12.5mm 29H9383 
810 MBHDDIIEIDE 12.5mm 29H9313 
1.08 GBHDDIIEIDE 12.5mm 29H9319 
1.2 GB (1.96"+ models) 17mm  29H9325 
1.4GB HDD 3LEIDE 12.5mm 69H8412 
.1 GB (1.96"+ models) 17 mm _ 69H8414 
.0 GB (1.96"+ models) 17 mm _ 45H8789 


2 
-3 


8 MB SO DIMM 3.3v NP EDO 64 bit 92G7340 
16 MB SO DIMM 3.3v NP EDO 64 bit 92G7341 
32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 


FEATURES OF 760 MODELS 


Setup Pointer (single page) 

LCD indicator panel 

Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, safe suspend,and 
hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(760EL96) Compiled by Roger Dodson, IBM. October 1997 


ThinkPad 760ELD - withdrawn 


IBM® ThinkPad®: 


>< 760ELD 
12.1" TFT color - CD-ROM 


Processor type 
Processor upgrade 
L2 cache 

Removable diskette 
External FDD port 
Removable CD-ROM 


Pentium® 100/66 (P54LM) / 64 bit to L2 cache / 64 bit to memory 

to Pentium 133/66 MHz which includes 256 KB L2 cache 

None (not separately upgradeable) 

3.5" 1.44 MB O/use in UltraBay or attach externally via rear ext FDD port 
External FDD port (requires FDD External Attachment Kit 66G3618) 

5.25" CD-ROM O / 4 x speed / multi-session / XA / play with eject button 
EIDE / PIO Mode 3 (ATAPI) / in UltraBay which supports several devices 


Price 

Type - model 

Preload (see side) 
Avail / withdrawn date 
Remv disk - size / ms 
Disk controller 


9547-U3F 

Windows 95 

May 1996 / 1997 

810 MB/ 13 ms O/ DMA Mode 2 or PIO Mode 4 

Enhanced IDE / busmaster / PCI 2.1 / supports two internal disks 


Display - size and type 
Display - techology 


12.1 inch SVGA color / 640 x 480 or 800 x 600 / 65,536 simultaneous colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 
Graphics - external 


Trident™ CYBER9320 / 32 bit SVGA accelerator / 1 MB EDO DRAM/ 70 ns 
PCI 2.1 / 32 bit 

Simultaneous LCD and CRT / 180 degree tilt 

External SVGA to 1024 x 768 with 256 colors 


Memory - std / max 
Memory - upgrade 


8MB/72MB 70ns/non-parity / 3.3 volt / EDO 
2 sockets for two JEDEC 144 pin EDO SO DIMMs of 8, 16, 32 MB 


Keyboard/#ofkeys Full size alp/num/ 85 (8 Fn key functions) 

Keyboard slope Automated tilt up keyboard (5.5 degrees) ; 

Pointing / palm rest TrackPoint IlI™ / integrated palm rest / ext keyboard support (w/ option cable) 
Dimensions 11.7 x 8.3 x 2.14" (208 cubic inches) 


Weight (with CD-ROM) 7.28 pounds (3.30 kg) 


Battery - type 
Battery - life (1 batt) 
Battery - life (2 batt) 
Charge time - on / off 


Liftable (pop-up) keyboard to access 
and remove CD-ROM, diskette drive, 
1st/2nd disk, and 1st/2nd battery 


Lithium lon/ intelligent is 
3.2 hours NiMH 
6.4 hours 


2 to 3hrs/1.5 to 2.5 hrs 


Architecture 


Docking Station 
Portreplicator 


ISA (audio, diskette, serial, parallel, infrared, ext expansion) 

PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, CardBus, ext expansion) 
Dock | and II / SelectaDock I, Il and III 

Port Replicator | and II / SelectaDock Base Model | 


PC Card Standard slots 2 Type | or 2 Type Il or 1 Type Ill / CardBus 32 bit PCI /PCMCIA 2.1 compatible 


Serial / parallel ports 


One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 

- Online User's Guide 

- ThinkPad Features 

- PC Card Director 4.0 
Diskette Factory 

. Triton CoSession™ Host; 

. PRODIGY® 

. SofNet FaxWorks™ Fax 

. Puma Tranxit™ 

. Compuserv for Windows 

. NetFinity for Windows 95 
Lotus SmartSuite 96 CD-ROM 


'OoohWND'! 


Other features APM-aware BIOS / Slim AC Adapter 2 prong (35 watts) / Selectable boot 
Video in/out None 
MPEG decoder None 
DSP function None 
Data/fax modem None 
Audio support 16 bit audio chip / 20 voice MIDI FM synthesis / ESS1688 
Int stereo speakers / .5 watt / slide volume control / internal microphone 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) 
Telephone None 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / Locking 


device keyhole (Kensington™ cable lock) / Security latch for keyboard and 
DIMMS (requires Kensington) / PC Card lock / Personalization / Security Plate 


Preinstalled software 
Warranty 


® 2nd disk 

® 2nd battery 

® std diskette drive 
® CD-ROM 


CDPD (option) 


The left bay (UltraBay™) supports: 


© 2.88 MB diskette (option) - 
© PCMCIA Cartridge (option) - 
@ IBM Wireless Modem ARDIS (option) = 
IBM Wireless Modem for Cellular/ = 


All 760 systems support the NiMH or Li-lon 
battery in both battery bay and UltraBay. 


Maximum internal disk capacity on 760ELD is 
2.4 GB with two 1.2 GB disks. 


Windows 95 with applications (listed on right) 
3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


Compatible in ThinkPad 760ELD family: 


- Second HDD Adapter 29H9333 
Dock | (1 slot / 1 bay) 3545001 
- Dock II (2 slot / 2 bay) 3546001 


- IDE Conversion Card (for Dock I/II) 46H5994 
SelectaDock|I 3547001 
Port Replicator | (w/ PCMCIA slots) 66G3510 


8 MB SO DIMM 3.3v NP EDO 64 bit 92G7340 
16 MB SO DIMM 3.3v NP EDO 64 bit 92G7341 
32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 


Port Replicator II 66G3520 

SelectaDock Base Model! 39H7405 
- 2.88 MB diskette drive 66G0108 
- PCMCIA Cartridge (one Type Ill) 84G1301 
- FDD External Attachment Kit 66G3618 
- Pentium 133/66 MHz/L2 upgrade 46H5991 
- 4x CD-ROM (UltraBay) 39H7413 
- 6x CD-ROM (UltraBay) 85G1957 
- 8x CD-ROM (UltraBay) 45H8786 
- 8-20 x CD-ROM (UltraBay) 00K7903 


Easy-Setup is entered by holding F1 when 
turning on. 


810 MB =DMA Mode 2 or PIO Mode 4 
1.08 GB = DMA Mode 2 or PIO Mode 4 
1.2GB =DMA Mode 1 or PIO Mode 3 


ThinkPad 760 ELD supported disks: 

- (860/750/755 IDE disks not supported) 
-720MBHDDIIEIDE 12.5mm 29H9383 
810 MBHDDIIEIDE 12.5mm 29H9313 
8GBHDDIIEIDE 12.5mm 29H9319 
(1.96"+ models) 17 mm  29H9325 
HDD 3LEIDE 12.5mm 69H8412 
(1.96"+ models) 17mm _  69H8414 
(1.96"+ models) 17mm _ 45H8789 


.08 
2 
4 
A 
0 
A (1.96" or higher models) OOK7902 


GB 
GB 
GB 
GB 
GB 


ThinkPad 760E supported batteries: 


- 760 NiMH Battery (black) 41H9720 
- Li-lon Battery Pack II (gray) 29H9329 
- Travel Quick Charger 85G1522 
- Car Battery Adapter 49G2167 


FEATURES OF 760 MODELS 


Setup Pointer (single page) 

LCD indicator panel 

Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, safe suspend, and 
hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: 


any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


O = Removable 


customer calls 1-800-772-2227, courier service picks up ThinkPad at 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(760ELD) Compiled by Roger Dodson, IBM. December 1997 


ThinkPad 760E (SVGA) - withdrawn 


IBM® ThinkPad®: >< 760E *< 760E 
12.1" SVGATFT - thick 12.1" SVGA TFT - thin Key differences between 760E and 760ED: 

Processor type Pentium® 120/60 or 133/66 (P54LM) / 64 bit to L2 cache / 64 bit to mem 760E 760ED 

Processor upgrade to Pentium 133/66 MHz from 120/60 N D-ROM dard CD-ROM 

L2 cache 256 KB / write-back / direct mapped / 10 ns / synchronous pipelined burst No ae ey ae and cable 

Removablediskette 3.5" 1.44MBO/ in UltraBay No joystick/MIDI port Joystick/MIDI port 

External FDD port External FDD port None No MPEG decoder MPEG decoder 

Removable CD-ROM None/upgrade CD-ROM| None / can not install a CD-ROM (too thin) Lighter Heavier 

Price Pallet of 24 Price Price 

Type - model 9546-U3B |9546-U3L |9546-U4B 9546-U4A 

Preload (see side) Windows 95| Blank Windows 95 Windows 95 

Avail/ withdrawn date May 1996 /Jan 1997 May 1996 / Jan 1997 May 1996 / Jan 1997 WINDOWS 95 PRELOAD 

Pentium speed 120/60 MHz 120/60 MHz 133/66 MHz Mi ft Windows 95 

Remv disk - size/ms 1.2GB/12msO 810 MB /13ms O 1.08 GB/13msO = SOnling Users Guid 

Disk controller EIDE / busmaster / PCI 2.1 / supports two internal disks Nees AUG’, 


ThinkPad Features 
PC Card Director 4.0 
Diskette Factory 
. Triton CoSession™ Host; 
. PRODIGY® 
. SofNet FaxWorks™ Fax 


Display - size and type 12.1 inch SVGA color / 640 x 480 or 800 x 600 / 65,536 simultaneous colors} i 
Fi 
2 
3 
4. Puma Tranxit™ 
5. 
6. 


Display - techology Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller Trident™ CYBER9320 / 32 bit SVGA accelerator / 1 MB EDO DRAM/70 ns 
Graph - arch/data path PCI 2.1 / 32 bit / external SVGA to 1024 x 768 w/ 256 colors 
Gaphics - features Simultaneous LCD and CRT / 180 degree tilt 


Memory -std/max 8MB/72MB or 104MB [8 MB /72 MB or 104 MB [16 MB/80 or 104 MB 
Memory - features 70 ns/non-parity / 3.3 volt / EDO 
Memory - upgrade 2 sockets for two JEDEC 144 pin EDO SO DIMMs of 8, 16, 32 MB 


Keyboard /#ofkeys Full size alp/num/ 85 (8 Fn key functions) 


. Compuserv for Windows 
. NetFinity for Windows 95 
Lotus SmartSuite 96 CD-ROM 


Keyboard slope Automated tilt up keyboard (5.5 degrees) BLANK PRELOAD 
Pointing / palm rest TrackPoint III™ / integrated palm rest /ext keyboard support (w/ optional cable) | _ | jcanse for SmartSuite 
Dimensions 11.7x8.3x2.14" (208) 11.7 x 8.3 x 1.92" (186 cubic inches) 
Weight 7.06 pounds (3.20 kg) 6.76 pounds (3.07 kg) 
Battery - type Lithium lon/intelligent optional Liftable (pop-up) keyboardto access 
Battery - life (1 batt) 3.4 hours NiMH and remove diskette drive, 1st/2nd 
Battery - life (2 batt) 6.8hours disk, and 1st/2nd battery (thick 
Charge time - on/off 2to3hrs/1.5 to 2.5 hrs models support CD-ROM) 
Architecture ISA (audio, diskette, serial, parallel, infrared, ext expansion) Easy-Setup is entered by holding F1 

PCI 2.1 / 32 bit/33 Mhz (EIDE, graphics, CardBus, ext expansion) wnaniuaing on: ere 
Docking Station Dock | and II peapeade prod land Il 
Portreplicator Port Replicator | and II /SelectaDock Base Model | 810MB =DMA Mode 2 or PIO Mode 4 
PC Card Standard slots 2 Type | or 2 Type Il or 1 Type Ill / CardBus 32 bit PCI / PCMCIA 2.1 compatible) 1.98 GB =DMA Mode 2 or PIO Mode 4 
Serial/parallel ports © One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 1.2GB =DMAMode 1 or PIO Mode 3 
Other features APM-aware BIOS / Slim AC Adapter 2 prong (35 watts) / Selectable boot 
Video in/out None Memory is upgradeable to 104 MB with 
MPEG decoder None a ThinkPad Proven option. 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function 
Data/fax modem Data/fax modem function via DSP (v.34 to ee Kbps) / Mwave 2.1 
Audio support 16 bit audio chip on planar with Mwave DSP : Sich 

Int stereo speakers / .5 watt / slide volume control / internal microphone ThinkPad 760E supported batteries: 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) - 760 NiMH Battery (black) 41H9720 
Telephone Telephone / answering machine / full duplex speakerphone / DSVD - Li-lon Battery Pack II (gray) 29H9329 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps - Travel Quick Charger 85G1522 
Security Power-on password / Hard disk password / Supervisor password / Locking ~ Car Battery Adapter 49G2167 


device keyhole (Kensington™ cable lock) / Security latch for keyboard and : ae 
DIMMS (requires Kensington) / PC Card lock / Personalization /Security Plate | ThinkPad 760E supported disks: 


Preinstalledsoftware Windows 95 with applications (listed on right) : Sentara REE ne eee 3388 


Warranty 3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 84 0 MB HDD Il EIDE 12.5 mm 29H9313 
: hai : awe - 1.08 GB HDD II EIDE 125mm 29H9319 
The left bay (UltraBay™) supports: Compatible in ThinkPad 760E family: 7 H 
: : - 1.2 GB (1.96" or higher models) 29H9325 
Bere ere me ene DD depict) - Second HDD Adapter 29933 || "4 GBHOD 3 EIDE. 2.8mm eoHled 2 
Se dcken ae - Dock! (1 slot/1 bay) 3545001 || - 2.1 GB (1.96" or higher models) 69H8414 
std diskette drive _ - Dock II (2 slot / 2 bay) 3546001 
® 2.88 MB diskette drive (option) - IDE Conversion Card (for Dock I/Il) 46H5994 
© PCMCIA Cartridge (option) - SelectaDock| 3547001 FEATURES OF 760 MODELS 
© IBM Wireless Modem for ARDIS (option) - SelectaDockIl 3547002 Setup Pointer (single page) 
@1BM Wireless Modem for Cellular/COPD - Port Replicator | (w/ PCMCIA slots) 66G3510 |! LCD indicator panel 
(option) - Port Replicator II 6663520 || plug and Play 1.0a 
Maximum internal disk capacity on 760E is - SelectaDock Base Modell 39H7405 Discharge battery via mouse click 
a le i Ae a a See iat e meee allie BGHICIA Carmidoe (one Type II!) Bac 304 Bor Stub emallely oxciande 
: : models : 
wupewe onde ) - FDD External Attachment Kit esGaeta. ||  Stapdby, Suspend, safe suspend, and 


hibernation modes 
US EPA Energy Star compliant 
Personalized nameplate in indention 
Personalization screen at startup 
International Warranty Service 
24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 


Easy-Setup is entered by holding F1 when Pentium 133/66 MHz/L2 upgrade  46H5991 


turning on. : 35 watt AC Adapter (slim, 4 pin) 76H0119 
| M ™ DSP ides: - 4x CD-ROM (for thick model) 39H7413 
ntegrated Mwave s provides - 6x CD-ROM (for thick model) 85G1957 
® Data modem function (to 28.8 Kbps) - 8MBSODIMM3.3vNPEDO64bit 92G7340 
@ Fax modem function (to 14.4 Kbps) - 16MBSO DIMM 3.3v NP EDO 64 bit 92G7341 


@® Audio function (wave table synthesis) « 
® Telephone function 32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 


- Full duplex speakerphone IBM and dealer warranty/service 
© Digital Simultaneous Voice and Data Online Housecall (remote diagnostics) 
ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 
3 business day average turnaround). Overnight repair option in US available for $99. (760E) Compiled by Roger Dodson, IBM. December 1996 


O = Removable 


ThinkPad 760E (XGA) - withdrawn 


IBM® ThinkPad®: *< 760E ; Key differences between 760E and 760ED: 
12.1" XGA color - thick 

Processor type Pentium® 150/60 (P54CSLM) / 64 bit to L2 cache / 64 bit to memory 760E 760ED 

Processor upgrade None No std CD-ROM Standard CD-ROM 

L2 cache 256 KB / write-back / direct mapped / 10 ns/ synchronous pipelined burst | No video in/out Video in/out and cable 

Removable diskette 3.5" 1.44 MB O7/ in UltraBay No joystick/MIDI port — Joystick/MIDI port 

External FDD port External FDD port (requires External FDD Attachment Kit 66G3618) No MPEG decoder MPEG decoder 

Removable CD-ROM None/can upgrade with optional CD-ROM into UltraBay Lighter Heavier 

Price Price Price 

Type - model ae edhege 

Preload (see side) indows 

Remv disk-size/ms 2.1GB/12msO ; WINBOWS #e PRELOAD 

Disk controller EIDE / busmaster / PCI 2.1 / supports two internal disks (so 4.2 GB max) - Microsoft Windows 95 

Avail/ withdrawn date October 1996 / October 1997 - Online User's Guide 


- ThinkPad Features 
PC Card Director 4.0 
Diskette Factory 


Display - size and type 12.1 inch XGA color / 640 x 480, 800 x 600, or 1024 x 768 / 65,536 siml colors 
Display - techology Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller — Trident™ CYBER9385 / 64 bit SVGA accelerator / 2 MB EDO DRAM /70 ns . Triton CoSession™ Host 


1 
Graph - arch/data path PCI 2.1 /32 bit/ DCI, DirectDraw, EnDIVE support 2. SofNet FaxWorks™ Voice™ 
Graphics - features Simultaneous LCD and CRT / 180 degree tilt 3. Puma Tranxit™ 
4 
5 


Graphics - external External SVGA to 1280 x 1024 w/ 256 colors or 1024 x 768 w/ 65,536 colors . Compuserv for Windows 


Memory - std / max 16 MB / 80 MB (104 MB with ThinkPad Proven option) . NetFinity for Windows 95 
Memory - features 70 ns / non-parity / 3.3 volt / EDO Lotus SmartSuite 96 CD-ROM 
Memory - upgrade 2 sockets for two JEDEC 144 pin EDO SO DIMMs of 8, 16, 32 MB 


Keyboard/#ofkeys Full size alp/num/ 85 (8 Fn key functions) 


Keyboard slope Automated tilt up keyboard (5.5 degrees) 
Pointing / palm rest TrackPoint IlI™ / integrated palm rest / ext keyboard support (w/ optional cable) 
Dimensions 11.7 x 8.3 x 2.0" (194 cubic inches) 
Weight 6.41 pounds (2.91 kg) 
Battery - type Lithium lon/intelligent optional Liftable (pop-up) keyboard to access 
Battery - life (1 batt) 2.6 hours NiMH and remove diskette drive, 1st/2nd 
Battery - life (2 batt) 5.2 hours disk, and 1st/2nd battery (thick 
Charge time - on/off 2to3hrs/1.5to2.5 hrs models support CD-ROM) 
Architecture ISA (audio, diskette, serial, parallel, infrared, ext expansion) 

PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, CardBus, ext expansion) 
Docking Station Dock | and Il / SelectaDock | and Il and III Easy-Setup is entered by holding F1 
Portreplicator Port Replicator | and II / SelectaDock Base Model | when turning on. 
PC Card Standard slots 2 Type | or 2 Type Il or 1 Type III / CardBus 32 bit PCI / PCMCIA 2.1 compatible 
Serial/parallelports | One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) 810MB =DMA Mode 2 or PIO Mode 4 
Other features APM-aware BIOS / Slim AC Adapter 2 prong (35 watts) / Selectable boot 1.08 GB = DMA Mode 2 or PIO Mode 4 
Video in/out None 1.2GB  =DMA Mode 1 or PIO Mode 3 
MPEG decoder None 1.35 GB =DMA Mode 2 or PIO Mode 4 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function 2.1GB =DMA Mode 2 or PIO Mode 4 
Data/fax modem Data/fax modem function via DSP (v.34 to 33.6 Kbps) / Mwave 2.1 
Audio support 16 bit audio chip on planar with Mwave DSP ThinkPad 760E supported batteries: 

Int stereo speakers / .5 watt / slide volume control /internal microphone | _ : 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) 7 tr onipatien Pete are ) paabdea 
Telephone Telephone / answering machine / full duplex speakerphone / DSVD - Travel Guick Charcer gray 85G1522 
Infrared ports Infrared ports (front and back) /\IrDA 1.0 compatible /up to 1.15 Mbps - Car Battery Adapter 49G2167 
Security Power-on password / Hard disk password / Supervisor password / 


Security keyhole / Security latch for keyboard and ThinkPad 760E Supported disks: 
DIMMS (requires cable lock) / PC Card lock / Personalization / Security Plate | - (360/750/755 IDE disks not supported) 


Preinstalledsoftware | Windows 95 with applications (listed on right) - ee ve oe ' BBE co ance 


8MB SO DIMM3.3v NPEDO64bit 92G7340 
16 MB SO DIMM 3.3v NP EDO 64 bit 92G7341 Ret ps MNS pe: IDIN-COUl) SUP per 


; IBM and dealer warranty/service 
82 MB'S0 DIMM. sv NP EDO ca bi 226732 Online Housecall (remote diagnostics) 


- Fullduplex speakerphone 
© Digital Simultaneous Voice and Data 


Warranty 3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 7 1.08GBHDD IIEIDE 125mm 29H9319 
The left bay (UltraBay™) supports: Compatible in ThinkPad 760E family: SF ee tee Bieeey - a eae 
D ond bate nes Second HDD Adapter) || - Second HDD Adapter 2919333 || - 2:1 GB (1.96"+models) 17mm 69H8414 

4 F - Dock! (1 slot/ 1 bay) 3545001 - 3.0 GB (1.96"+ models) 17mm _ 45H8789 
® std diskette drive : " 
® 2.88 MB diskette drive (option) "IDE Conversion Card (for Dock Il) 485994 |} = CB -86"+ models) 17 mm _00K7902 
© PCMCIA Cartridge (option) - SelectaDock| 3547001 FEATURES OF 760 MODELS 
© IBM Wireless Modem for ARDIS (option) - SelectaDockIl 3547002 : : 
@ IBM Wireless Modem for Cellular/CDPD « SelectaDockill 3547003 ree Pointer (single page) 
option) - Port Replicator | (w/ PCMCIA slots) 6663510 || Biugand Piay fon 
Maximum internal disk capacity on 760E is - Port Replicator II 66G3520 || Discharge battery via mouse click 
10.2 GB with two 5.1 GB disks - SelectaDock Base Modell 39H7405 Non-di iveb h 
- 2.88 MB diskette drive GEG0108 || or ge eve parler e-erande 
Easy-Setup is entered by holding F1 when - PCMCIA Cartridge (one Type Il) 84G1301 || Standby, suspend, safe suspend, and 
turning on. - FDD External Attachmentkit 66G3618 |! US EPA Energy Star compliant 
Integrated Mwave™ DSP provides: ~ 35watt AC Adapter (slim, 4 pin) — 76H0119 || Personalized nameplate in indention 
- 4x CD-ROM (UltraBay) 39H7413 coe p 
@® Data modem function (to 28.8 Kbps) - 6x CD-ROM (UltraBay) 85G1957 Personalization screen at startup 
@ Fax modem function (to 14.4 Kbps) - 8x CD-ROM (UltraBay) 45H8786 International Warranty Service 
@ Audio function (wave table synthesis) - 8-20x CD-ROM (UltraB ay) 00K7903 24 hour / 7 day telephone, bulletin 
® Telephone function : y board, fax, electronic, and Internet 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 
3 business day average turnaround). Overnight repair option in US available for $99. (760E96) Compiled by Roger Dodson, IBM. October 1997 


O = Removable 


ThinkPad 760ED (SVGA) - withdrawn 


IBM® ThinkPad®: 


=< 760ED 
12.1" SVGA TFT- 4 x CD-ROM - Enhanced Video - MPEG 


Processor type 
Processor upgrade 
L2 cache 

Removable diskette 
External FDD port 
Removable CD-ROM 


Pentium® 133/66 (P54CSLM) / 64 bit to L2 cache / 64 bit to memory 
None 

256 KB / write-back / direct mapped / 10 ns / synchronous pipelined burst 
3.5" 1.44 MB O/use in UltraBay or attach externally via rear ext FDD port 
External FDD port (requires External FDD Attachment Kit 66G3618) 

5.25" CD-ROM O/ 4 x speed / multi-session / XA/ play with eject button 
EIDE / PIO Mode 3 (ATAPI) / in UltraBay which supports several devices 


Type - model 

Preload (see side) 
Remv disk - size / ms 
Disk controller 

Avail / withdrawn date 


9546-U3A 

Windows 95 

1.2 GB/12ms O/ DMA Mode 1 or PIO Mode 3 

Enhanced IDE / busmaster / PCI 2.1 / supports two internal disks 
May 1996 / January 1997 


Display - size and type 
Display - techology 


12.1 inch SVGA color / 640 x 480 or 800 x 600 / 262,166 simultaneous colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 
Graphics - external 


Trident™ CYBER9385 / 64 bit SVGA accelerator /2 MB EDO DRAM/ 70 ns 
PCI 2.1 / 32 bit / DCI, DirectDraw, EnDIVE support 

Simultaneous LCD and CRT / 180 degree tilt 

External SVGA to 1280 x 1024 w/ 256 colors or 1024 x 768 w/ 65,536 colors 


Memory - std / max 
Memory - upgrade 


16 MB / 80 MB (104 MB with ThinkPad Proven option) 70 ns / non-parity /3.3v 
volt / EDO 
2 sockets for two JEDEC 144 pin EDO SO DIMMs of 8, 16, 32 MB 


Keyboard / # of keys 
Keyboard slope 
Pointing / palm rest 
Ext keyboard support 


Full size alp/num / 85 (8 Fnkey functions) The left bay Soa, supports: 
Automated tilt up keyboard (5.5 degrees) 9 Sra gk ® End baltely 
TrackPointIII™ / integrated palm rest © 2.88 MB diskette (option) 

Yes (with option cable) 


Dimensions 


Weight (with CD-ROM) 7.38 pounds (3.35 kg) 


@ IBM Wireless Modem ARDIS (option) 
® IBM Wireless Modem for Cellular/ 
CDPD (option) 


© PCMCIA Cartridge (option) 
11.7 x 8.3 x 2.14" (208 cubic inches) 


ThinkPad 760ED strengths over 760CD: 


& Pentium 133/66 MHz (vs 120/60 MHz) 
® PCI bus (vs VL-Bus) 
& 16MB EDO memory (vs 8 MB fast page) 


© 64 bit path to memory (vs 32 bit) 
> 9385 64 bit graphics with 2 MB EDO 
© CardBus PC Card support (32 bit PCI) 


Integrated Mwave™ DSP provides: 


@® Data modem function 
- V.22bis, V.32, V.32bis, v.34 (28.8 Kbps) 
@® Fax modem function 
- G3 fax send/receive (14.4 Kbps) 
® Audio function 
- Stereo waveform record and playback 
- Qsound appa (3-D effect) 
- 32 voice MIDI wave table synthesizer 
- SoundBlaster™ support / text to speech 
- MPEG audio decode 
® Telephone function 
- Full telephone (can use opt headset) 
- Telephone answering machine 
- Fullduplex speakerphone 
© Digital Simultaneous Voice Data 


Battery - type 
Battery - life (1 batt) 
Battery - life (2 batt) 
Charge time - on / off 


Lithium lon/intelligent optional 5 
2.8 hours NiMH Liftable (pop-up) keyboard to access 
5.6 hours and remove CD-ROM, diskette drive, 


2 to 3hrs/ 1.5 to 2.5 hrs 1st/2nd disk, and 1st/2nd battery 


Architecture 


Docking Station 
Portreplicator 


ISA (audio, diskette, serial, parallel, infrared, ext expansion) 

PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, CardBus, MPEG, ext expansion) 
Dock | and II /SelectaDock | and II 

Port Replicator | and II /SelectaDock Base Model | and II 


PC Card Standard slots 2 Type | or 2 Type Il or 1 Type Ill / CardBus 32 bit PCI / PCMCIA 2.1 compatible 


Serial / parallel ports 


One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 
- Online User's Guide 
- ThinkPad Features 
PC Card Director 4.0 
Diskette Factory 
. Triton CoSession™ Host; 
. PRODIGY® 
. SofNet FaxWorks™ Voice™ 
. Puma TranXxit™ 
. Compuserv for Windows 
. NetFinity for Windows 95 
. Asymetrix® Digital Video Producer™ 
. MPEG Sampler (CD-ROM) 
Lotus SmartSuite 96 CD-ROM 


"ONOMNBWONM' '! 


Other features APM-aware BIOS / Slim AC Adapter 2 prong (35 watts) / Selectable boot 
Video in/out Composite and S-Video in/out / game port 
MPEG decoder MPEG-1 & MPEG-2 Half Horizontal Resolution (HHR) decoder (MPEGCD1) 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function 
Data/fax modem Data/fax modem function via DSP (v.34 to 28.8 Kbps) / Mwave 2.1 
Audio support 16 bit audio chip on planar with Mwave DSP 

Int stereo speakers / .5 watt / slide volume control / internal microphone 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) / Joystick/MIDI port (includes cable) 
Telephone Telephone / answering machine / full duplex speakerphone / DSVD 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / Locking 


device keyhole (Kensington™ cable lock) / Security latch for keyboard and 
DIMMs (requires Kensington) / PC Card lock / Personalization / Security Plate 


Preinstalled software 
Warranty 


Enhanced Video Card in 760ED provides: 


- Composite in and S-Video in (NTSC or PAL) 
for video capture (capture and digitize video = 
from a TV or VCR), still image capture (capture 
and digitize still photo images), and overlay. 
Composite out and S-Video out to TV 
(connect to video out port; NTSC or PAL); 

or record on VCR the screen of ThinkPad. 

- Mini game port for MIDI or joystick 

Includes video in and video out ports 

(includes one video in/out cable) 

- Use software called Digital Video Producer™ 
Hardware acceleration of 'Video for 
Windows™ formerly done by a separate ASCII 
chip (as in 755CD and 760CD) has now been 
integrated into the 9385 graphicscontroller; 
interpolation in X and Y axis; color space 
conversion when DCI enabled 


- Plays back MPEG motion videos, CD-I 
movies, video CDs, and Karaoke MPEG 
video titles (at 640 x 480, 800 x 600, or 
externally at 1024 x 768) 


Windows 95 with applications (listed on right) 
3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 


Compatible in ThinkPad 760ED family: 


- Second HDD Adapter 
Dock | (1 slot / 1 bay) 3545001 
- Dock Il (2 slot / 2 bay) 3546001 
- IDE Conversion Card (for Dock I/II) 46H5994 
- SelectaDock|l 3547001 
- SelectaDockll 3547002 


29H9333 


Port Replicator | (w/ PCMCIA slots) 66G3510 


Port Replicator II 66G3520 
SelectaDock Base Model | 39H7405 
2.88 MB diskette drive 66G0108 
PCMCIA Cartridge (one Type Ill) 84G1301 
FDD External Attachment Kit 66G3618 
35 watt AC Adapter (slim, 4 pin) 76H0119 
4 x CD-ROM (UltraBay) 39H7413 
6 x CD-ROM (UltraBay) 85G1957 


: 8 MB SO DIMM 3.3v NP EDO 64 bit 92G7340 
- 16MB SO DIMM 3.3v NP EDO 64 bit 92G7341 
- 32MB SO DIMM 3.3v NP EDO 64 bit 92G7342 


Easy-Setup is entered by holding F1 when 
turning on. 


ThinkPad 760ED supported batteries: 


- 760 NiMH Battery (black) 41H9720 
- Li-lon Battery Pack II (gray) 29H9329 
- Travel Quick Charger 85G1522 
- Car Battery Adapter 49G2167 


ThinkPad 760E supported disks: 


- (8360/750/755 IDE disks not supported) 

-720MBHDDIIEIDE 12.5mm 29H9383 
-810MBHDDIIEIDE 12.5mm 29H9313 
8GBHDDIIEIDE 125mm 29H9319 
GB (1.96" or higher models) 29H9325 
GBHDD 3LEIDE 12.5mm 69H8412 
G 


- 1.0 
-1.2 
-1.4 

1 GB (1.96" or higher models) 69H8414 


FEATURES OF 760 MODELS 


Setup Pointer (single page) 

LCD indicator panel 

Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, safe suspend, and 
hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 

3 business day average turnaround). Overnight repair option in US available for $99. 

O = Removable 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(760ED) Compiled by Roger Dodson, IBM. December 1996 


ThinkPad 760ED (XGA) - withdrawn 


IBM® ThinkPad®: *< 760ED 


12.1" XGA TFT - 6 x CD-ROM - Enhanced Video - MPEG 


Processor type 
Processor upgrade 
L2 cache 

Removable diskette 
External FDD port 
Removable CD-ROM 


None 


Pentium® 133/66 (P54CSLM) / 64 bit to L2 cache / 64 bit to memory 


256 KB / write-back / direct mapped / 10 ns / synchronous pipelined burst 
3.5" 1.44 MB O/ use in UltraBay or attach externally via rear ext FDD port 
External FDD port (includes Floppy Disk Drive Enclosure) 

5.25" CD-ROM O /6 x speed / multi-session / XA/ play with eject button 


EIDE / PIO Mode 3 (ATAPI) / in UltraBay which supports several devices 


9546-U9A 
Windows 95 


Type - model 

Preload (see side) 
Remv disk - size / ms 
Disk controller 

Avail / withdrawn date 


2.1 GB / 12 ms O/ DMA Mode 2 or PIO Mode 4 
Enhanced IDE / busmaster / PCI 2.1 / supports two internal disks for 4.2 GB 
October 1996 / October 1997 


Display - size and type 12.1 inch XGA color / 640 x 480, 800 x 600 or 1024 x 768 / 65,536 siml colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Display - techology 


Graphics - controller 
Graph - arch/data path 
Gaphics - features 
Graphics - external 


Trident™ CYBER9385 / 64 bit SVGA accelerator /2 MB EDO DRAM/ 70 ns 
PCI 2.1 / 32 bit / DCI, DirectDraw, EnDIVE support 

Simultaneous LCD and CRT / 180 degree tilt 

External SVGA to 1280 x 1024 w/ 256 colors or 1024 x 768 w/ 65,536 colors 


Memory - std / max 
Memory - upgrade 


16 MB/ 80 MB (104 MB w ThinkPad Proven option) 70 ns / non-parity / 3.3v / EDO 
2 sockets for two JEDEC 144 pin EDO SO DIMMs of 8, 16, 32 MB 


Keyboard / # of keys 
Keyboard slope 
te palm rest 


Ext keyboard support Yes (with option cable) 


Full size alp/num / 85 (8 Fn key functions) 
Automated tilt up keyboard (5.5 degrees) 
TrackPoint Ill™ / integrated palm rest 


The left bay (UltraBay™) supports: 
® 2nd disk; @ 2nd battery 

® std diskette drive; @ CD-ROM 
® 2.88 MB diskette (option) 

® PCMCIA Cartridge (option) 


Dimensions 
Weight (with CD-ROM) 6.65 pounds (3.02 kg) 


11.7 x 8.3 x 2.0" (194 cubic inches) 


@ IBM Wireless Modem ARDIS (option) 
® IBM Wireless Modem for Cellular/ 
CDPD (option) 


ThinkPad 760ED strengths over 760CD: 


& Pentium 133/66 MHz (vs 120/60 MHz) 
® PCI bus (vs VL-Bus) 
© 16MB EDO memory (vs 8 MB fast page) 


© 64 bit path to memory (vs 32 bit) 
© 9385 64 bit graphics with 2 MB EDO 
© CardBus PC Card support (32 bit PCI) 


Integrated Mwave™ DSP provides: 


@® Data modem function 
- V.22bis, V.32, V.32bis, v.34 (28.8 Kbps) 
@ Fax modem function 
- G3 fax send/receive (14.4 Kbps) 
® Audio function 
- Stereo waveform record and playback 
- Qsound cupped (3-D effect) 
- 32 voice MIDI wave table synthesizer 
- SoundBlaster™ support / text to speech 
- MPEG audio decode 
® Telephone function 
- Full telephone (can use opt headset) 
- Telephone answering machine 
- Fullduplex speakerphone 
© Digital Simultaneous Voice Data 


Battery - type 
Battery - life (1 batt) 
Battery - life (2 batt) 
Charge time - on/ off 


2.2 hours 
4.4 hours 
2 to 3hrs/1.5 to 2.5 hrs 


Lithium lon/intelligent optional 
NiMH 


1st/2nd disk, and 1st/2nd battery 


Liftable (pop-up) keyboardto access 
and remove CD-ROM, diskette drive, 


Architecture 


ISA (audio, diskette, serial, parallel, infrared, ext expansion) 


PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, CardBus, MPEG, ext expansion) 


Docking Station 
Portreplicator 


Dock | and II / SelctaDock | and II and Ill 
Port Replicator | and || /SelctaDock Base Model | 


PC Card Standard slots 2 Type | or 2 Type Il or 1 Type Ill / CardBus 32 bit PCI / PCMCIA 2.1 compatible 


Serial / parallel ports 


One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 
- Online User's Guide 
- ThinkPad Features 
PC Card Director 4.0 
Diskette Factory 
. Triton CoSession™ Host 
. SofNet FaxWorks™ Voice™ 
. Puma Tranxit™ 
. Compuserv for Windows 
. NetFinity for Windows 95 
. Asymetrix® Digital Video Producer™ 
. MPEG Sampler (CD-ROM) 
Lotus SmartSuite 96 CD-ROM 


"NOORONM$' ' 


Other features APM-aware BIOS / Slim AC Adapter 2 prong (35 watts) / Selectable boot 
Video in/out Composite and S-Video in/out / game port 
MPEG decoder MPEG-1 & MPEG-2 Half Horizontal Resolution (HHR) decoder (MPEGCD1) 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function 
Data/fax modem Data/fax modem function via DSP (v.34 to 33.6 Kbps) / Mwave 2.1 
Audio support 16 bit audio chip on planar with Mwave DSP 

Int stereo speakers / .5 watt / slide volume control / internal microphone 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) / Joystick/MIDI port (includes cable) 
Telephone Telephone / answering machine / full duplex speakerphone / DSVD 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / 


Security keyhole (requires cable) / Security latch for keyboard and 
DIMMS (requires cable) / PC Card lock / Personalization / Security Plate 


Preinstalled software Windows 95 with applications (listed on right) 


Warranty 


Enhanced Video Card in 760ED provides: 


- Composite in and S-Video in (NTSC or PAL) 
for video capture (capture and digitize video 
from a TV or VCR), still image capture (capture 
and digitize still photo images), and overlay. 

- Composite out and S-Video out to TV 
(connect to video out port; NTSC or PAL); 
or record on VCR the screen of ThinkPad. 

- Mini game port for MIDI or joystick 

- Includes video in and video out ports 
(includes one video in/out cable) 

- Use software called Digital Video Producer™ 

- Hardware acceleration of 'Video for 
Windows™ formerly done by a separate ASCII 
chip (as in 755CD and 760CD) has now been 
integrated into the 9385 graphics controller; 
interpolation in X and Y axis; color space 
conversion when DCI enabled 


- Plays back MPEG motion videos, CD-I 
movies, video CD's, and Karaoke MPEG 
video titles 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). Overnight repair option in US available for $99. 


O = Removable 


Compatible in ThinkPad 760ED family: 


- Second HDD Adapter 29H9333 
- Dock! (1 slot/1 bay) 3545001 
- Dock Il (2 slot / 2 bay) 3546001 


IDE Conversion Card (for Dock I/II) 46H5994 


SelectaDock| 3547001 
SelectaDock Il 3547002 
3547003 


Port Replicator | (w/ PCMCIA slots) een 
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G3520 


- SelectaDockIll 
- Port Replicator II 


8 MB SO DIMM 3.3v NP EDO 64 bit 92G7340 
16 MB SO DIMM 3.3v NP EDO 64 bit 92G7341 
32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 


SelectaDock Base Model | 39H7405 
2.88 MB diskette drive 66G0108 
PCMCIA Cartridge (one Type Ill) 84G1301 
- FDD External Attachment Kit 66G3618 
- 35 watt AC Adapter (slim, 4 pin) 76H0119 
- 4x CD-ROM (UltraBay) 39H7413 
- 6x CD-ROM (UltraBay) 85G1957 
- 8x CD-ROM (UltraBay) 45H8786 
- 8-20 x CD-ROM (UltraBay) 00K7903 


Easy-Setup is entered by holding F1 when 
turning on. 


ThinkPad 760ED supported batteries: 


- 760 NiMH Battery (black) 41H9720 
- Li-lon Battery Pack II (gray) 29H9329 
- Travel Quick Charger 85G1522 
- Car Battery Adapter 49G2167 


ThinkPad 760ED supported disks: 


- (860/750/755 IDE disks not supported) 

-720MBHDDIIEIDE 12.5mm 29H9383 
- MBHDDIIEIDE 12.5mm 29H9313 
BHDDII EIDE 12.5mm 29H9319 
‘CB (1.96"+ models) 17mm _ 29H9325 
GB HDD 3L EIDE 12.5mm 69H8412 
GB (1.96"+ models) 17mm _ 69H8414 
GB 
GB 


O° 


(1.96"+ models) 17mm _ 45H8789 


8 
i 
1. 
iF 
2. 
3: 
5: (1.96"4 models) 17mm _ 00K7902 


FEATURES OF 760 MODELS 


Setup Pointer (single page) 

LCD indicator panel 

Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, safe suspend, and 
hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate in indention 

Personalization screen at startup 

International Warranty Service 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(760ED96) Compiled by Roger Dodson, IBM. October 1997 


ThinkPad 760XL - withdrawn 


IBM® ThinkPad®: 


>< 760XL 
12.1" SVGA TFT - thick 


Processor type 
Processor upgrade 
L2 cache 

Removable diskette 
External FDD port 
Removable CD-ROM 


Pentium® MMX 166/66 MHz (P55CLM) / 64 bit to L2 cache / 64 bit to memory 
None 

256 KB / write-back / direct mapped / 10 ns / synchronous pipelined burst 
3.5" 1.44 MB O/ use in UltraBay or attach externally via rear ext FDD port 
External FDD port (requires FDD External Attachment Kit 66G3618) 

None / can upgrade to 4 x, 6 x, 8 x, or 8-20 x CD-ROM into UltraBay 


Type - model (code) 
Preload (see side) 
Avail / withdrawn date 
Remv disk - size / ms 
Disk controller 


9547-U9C (Michigan MMX) 9547-U9K (Michigan MMX) 
Windows 95 OSR2 Windows NT Workstation 4.0 
April 1997 / January 1998 April 1997 / January 1998 

2.1 GB / 13 ms O7 DMA Mode 2 or PIO Mode 4 

EIDE / busmaster / PCI 2.1 / supports two internal disks 


Display - size and type 
Display - techology 


12.1 inch SVGA color / 640 x 480, 800 x 600 / 65,536 simultaneous colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 
Graphics - features 
Graphics - external 


Trident™ CYBER9385 / 64 bit SVGA accelerator / 1 MB EDO DRAM/ 70 ns 
PCI 2.1 /32 bit / DCI, DirectDraw, EnDIVE support 

Simultaneous LCD and CRT / 180 degree tilt 

External SVGA to 1024 x 768 with 256 colors 


Memory - std / max 


Memory - sockets avail 2 sockets available 


Memory - features 


16 MB / 104 MB 32 MB / 104 MB 

1 socket available (1 socket uses 16 MB) 

70 ns/non-parity / 3.3 volt / EDO / supports JEDEC 144 pin SO-DIMMs 

8 MB in system; 8 MB on memory module with 2 SO-DIMM sockets 

Memory module under disk (not removable) and accessible by opening keyboard 
If use 64 MB SO-DIMM, the 8 MB on memory module is disabled via switch 


Keyboard/#ofkeys Full size alp/num/ 85 (8 Fn key functions) 

Keyboard slope Automated tilt up keyboard (5.5 degrees) 

Pointing / palm rest TrackPoint IlI™ / integrated palm rest / ext keyboard support (with option cable) 
Dimensions 11.7 x 8.3 x 2.14" (208) 

Weight 6.7 pounds (3.05 kg) 


Battery - type 
Battery - life (1 batt) 
Charge time - on/ off 


Lithium lon/ intelligent (optional NiMH battery supported) 
2.3 hours (4.6 hours with 2 batteries) 
2 to 3 hrs/ 1.5 to 2.5 hrs 


Architecture 


ISA (audio, diskette, serial, parallel, infrared, ext expansion) 
PCI 2.1 / 32 bit / 33 MHz (EIDE, graphics, CardBus, ext expansion) 
Intel Mobile Triton 82430MX PClset / Tl PC11130 for CardBus 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 OSR2 (FAT16) 
- Online User's Guide 
- ThinkPad Features 
Diskette Factory 
. Lotus Organizer 
. CompuServ for Windows 
. Puma Tranxit™ 
. NetFinity for Windows 95 
. Triton CoSession™ Host 
. IntelliLink Connect 
. IBM AntiVirus 
. IBM Internet Connection Services with 
Netscape Navigator web browser 
. Registration Mailer 
Lotus SmartSuite 96 CD-ROM 
- Recovery CD-ROM with boot diskette 
- Windows 95 CD-ROM (no installation) 


"OO ONOMNARWND'! 


WINDOWS NT 4.0 PRELOAD 


Microsoft Windows NT 4.0 Workstation 
with utilities and device drivers 


Docking Station Dock | and II / SelectaDock | and Il 
Portreplicator Port Replicator | and II / SelectaDock Base Model | 
PC Card Standardslots 2 Type | or 2 Type Il or 1 Type Ill / CardBus 32 bit PCI /PCMCIA 21 compatible 
Serial/parallel ports | One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) ; ; 
Other features APM-aware BIOS / Slim AC Adapter 2 prong (35 watts) / Selectable boot ThinkPad 760XL supported batteries: 
Video in/out None Liftable (pop-up) keyboard to access and ~ 760 NiMH Battery (black) 41119720 
MPEG decoder None rerote ilanadheearenddlaieana - Ltlon Battery Packil (gray) 29119828 
unction None ; - Travel Quic! arger 
Data/fax modem None dette baltet yan doter. iebevieptcns - Car Battery Adapter 49G2167 
Audio support 16 bit audio chip / 20 voice MIDI al rebar aa = : ThinkPad 760 supported disks: 
Int stereo speakers / .5 watt / slide volume control / internal microphone ; 
Jacks Input jack (3.5 mm) / output jack (3.5 mm) - (360/750/755 IDE disks not supported) 
Telephone None - 720 MB HDD Il EIDE 12.5mm_ 29H9383 
: - 810 MB HDD II EIDE 12.5mm_ 29H9313 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible /upto 1.15 Mbps - 1.08 GB HDD Il EIDE12.5mm 29H9319 
Security Power-on password / Hard disk password / Supervisor password / Locking - 1.2GB (1.96"+ models) 17mm = 29H9325 
device keyhole (Kensington™ cable lock) / Security latch for keyboard and -1.4GB HDD 3L EIDE12.5mm 69H8412 
DIMMS (requires Kensington) / PC Card lock / Personalization / Security Plate | - 21GB (1.96"+ models) 17mm 69H8414 
Warranty 3 year - ThinkPad EasyServ (depot repair service) or carry-in - 3.0 GB (1.96"+ models) 17mm _ 45H8789 
-5.1 GB (1.96"+ models) 17mm _ — 00K7902 
The left bay (UltraBay™) supports: OPTIONS 
® 2nd disk (requires Second HDD Adapter) - Second HDD Adapter 29H9333 
pena oaely - Dock I (1 slot/1b 3545001 
® Standard diskette drive Ock | (1 slo ay) 
® 2.88 MB diskette drive - Dock Il (2 slot /2 bay) 3546001 
D. IDE Conversion Card (for Dock Il) 46H5994 FEATURES OF 760 MODELS 
eeenoM SelectaDock| 3547001 ‘ F . 
SelectaDock II asa7o02 ||, Quick Setup Guide (single page) 
Maximum internal disk capacity on 760XL is 3547003 || LCD indicator pane 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). 


O = Removable 


10.2 GB with two 5.1 GB disks 
Easy-Setup is entered by holding F1 when 


? SelectaDock Base Model 39H7405 
turning on. 2.88 MB diskette 66G0108 
FDD External Attachment Kit 66G3618 

810MB =DMA Mode 2 or PIO Mode 4 - 35 watt AC Adapter (slim, 4 pin) 76H0119 
1.08 GB = DMA Mode 2 or PIO Mode 4 - 4x CD-ROM (UltraBay) 39H7413 
1.2GB_ =DMA Mode 1 or PIO Mode 3 - 6x CD-ROM (UitraBay) 85G1957 
1.35 GB = DMA Mode 2 or PIO Mode 4 - 8x CD-ROM (UitraBay) 45H8786 
2.1GB =DMA Mode 2 or PIO Mode 4 - &20xCD-ROM (UltraBay) === OOK7903 
30GB —DMAMode 2 or PIO Mode 4 - 8MBSODIMM3.3v NP EDO 64 bit 92G7340 
5.1GB = Ultra DMA/33 or PIO Mode 4 - 16MBSO DIMM3.3v NP EDO 64 bit 92G7341 


Port Replicator | (w/ PCMCIA slots) Bea 
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G3520 


- SelectaDockIll 
- Port Replicator II 


32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 
64 MB SO DIMM 3.3v NP EDO 64 bit 76H0268 


Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, safe suspend,and 
hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate inindention 

Personalization screen at startup 

International Warranty Service 

IBM SystemXtra Program 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(760XL) Compiled by Roger Dodson, IBM. December 1997 


ThinkPad 760XD - withdrawn 


IBM® ThinkPad®: =< 760XD WINDOWS 95 PRELOAD 
12.1" XGA TFT - 8 x CD-ROM - Enhanced Video - MPEG - Microsoft Windows 95 OSR2 (FAT16) 
Processor type Pentium® MMX 166/66 MHz (P55CLM) / 64 bit to L2 cache /64bitto memory | - Online User's Guide 
Processor upgrade None - ThinkPad Features Program 
L2 cache 256 KB / write-back / direct mapped / 10 ns / synchronous pipelined burst Diskette Factory Utilities 


Removablediskette 3.5" 1.44 MB O/use in UltraBay or attach externally via rear ext FDD port 1. Lotus Organizer 
External FDD port External FDD port (includes Floppy Disk Drive Enclosure) 2. CompuServ for Windows 
Removable CD-ROM 5.25" CD-ROM O /8 x speed / multi-session / XA/ play with eject button 3. Puma TranXxit™ 
EIDE / PIO Mode 3 (ATAPI) / in UltraBay which supports several devices z eta ils 95 

Type - model (code) 9546-U9E (Michigan MMX) . Triton CoSession™ Host 
Preload (see side) Windows 95 OSR2 $ eine Fo OCKEIVinoc e 
Remv disk - size/ms 3.0 GB / 12 ms O/ DMA Mode 2 or PIO Mode 4 (C: is 1.99 GB, D: is 885 MB) | 4° | Tee igital Video Producer 
Disk controller Enhanced IDE / busmaster / PCI 2.1 / supports two internal disks for 10.2GB_ | 8. IntelliLink Connect 
Avail/ withdrawn date April 1997 / January 1998 9. IBM AntiVirus 

; ; F : 10. IBM Internet Connection Services with 
Display - size and type 12.1 inch XGA color / 640 x 480, 800 x 600 or 1024 x 768 / 65,536 siml colors Netscape Navigator web browser 
Display -techology _—_ Black Matrix TFT - active matrix / 100 to 1 contrast ratio 11. Registration Mailer 
Graphics - controller Trident™ CYBER9385 / 64 bit SVGA accelerator /2 MB EDODRAM/70ns_ | - MPEG Sampler CD-ROM 
Graph - arch/data path PCI 2.1 /32 bit / DCI, DirectDraw, EnDIVE support - Lotus SmartSuite 96 CD-ROM | 
Graphics - features Simultaneous LCD and CRT / 180 degree tilt - Recovery CD-ROM with boot diskette 
Graphics - external External SVGA to 1280 x 1024 w/ 256 colors or 1024 x 768 w/ 65,536 colors - Windows 95 CD-ROM (no installation) 


Memory - std / max 32MB/104MB_ 70ns/non-parity / 3.3v / EDO 
Memory - upgrade 1 socket avail for one JEDEC 144 pin EDO SO-DIMM of 8, 16, 32, 64 MB Integrated Mwave™ DSP provides: 
Mem-implementation 8 MB in system; 8 MB on memory module; 16 MB DIMM in 1 socket; 1 socket avail | @ Datamodem function 

Memory module under disk (not removable) and accessible by opening the keyboard - V.22bis, V.32, V.32bis, v.34 (28.8 Kbps) 


Keyboard/#ofkeys Full size alp/num/85 (8 Fnkey functions) The left bay (UltraBay™) supports: | @ Fax modem function 


Keyboard slope Automated tilt up keyboard (5.5 degrees) © 2nd disk; @ 2nd battery - G8 fax send/receive (14.4 Kbps) 
Pointing/palmrest  TrackPointIlII™/ integrated palm rest eens: ®std CD-ROM | @ audio function \ . 
Ext keyboard support Yes (with option cable) : - Stereo waveform record and playback 
Dimensions/weight | 11.7 x 8.3 x 2.0" (194 cubic inches) / 7.0 pounds (3.18 kg) with CD-ROM - Qsound support (3-Deffect) 
—— : - - x - 32 voice MIDI wave table synthesizer 

Battery - type Lithium lon/ intelligent optional| Liftable (pop-up) keyboard to access - SoundBlaster support / text to speech 
Battery - life (1 batt) 2.0 hours (4 hrs with 2 batt) NiMH and remove CD-ROM, diskette drive, - MPEG audio decode 
Charge time - on/off 2to3hrs/1.5 to 2.5 hrs 1st/2nd disk, and 1st/2nd battery ® Telephone function 
Architecture ISA (audio, diskette, serial, parallel, infrared, ext expansion) - Full telephone (can use opt headset) 

PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, CardBus, MPEG, ext expansion) - Telephone answering machine 

Intel Mobile Triton 82430MX PClset / Tl PCI1130 for CardBus - Fullduplex speakerphone 
Portreplicator Port Replicator | and II / SelectaDock Base Model | ® Digital Simultaneous Voice Data 
Docking Station Dock | and II / SelectaDock | and II and III 


PC Card Standard slots 2 Type | or 2 Type Il or 1 Type Ill / CardBus 32 bit PCI /PCMCIA 2.1 compatible 


Serial/parallel ports One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) Eaey Selipiy aitered by holding it when 


Other features APM-aware BIOS / Slim AC Adapter 2 prong (35 watts) / Selectable boot AUK OM: 
Video in/out Composite and S-Video in/out / game port ee ThinkPad 760XD supported batteries: 
MPEG decoder MPEG-1 & MPEG-2 Half Horizontal Resolution (HHR) decoder (MPEGCD1) | _ : 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function ; (PoniBaten Peeeiliors ’ aes 
Data/fax modem Data/fax modem function via DSP (v.34 to 33.6 Kbps) / Mwave - Travel Quick Charger gray 8561522 
Audio support 16 bit audio chip on planar with Mwave DSP - Car Battery Adapter 49G2167 
Int stereo speakers / .5 watt / slide volume control / internal microphone : . 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) / Joystick/MIDI port (includes cable) | ThinkPad 760 supported disks: 
Telephone Telephone / answering machine / full duplex speakerphone / DSVD - (360/750/755 IDE disks not supported) 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps -720MBHDDIIEIDE 12.5mm 29H9383 
Security Power-on password / Hard disk password / Supervisor password / Locking -S10MBHDDIIEIDE = 12.5mm 29H9313 
device keyhole (Kensington™ cable lock) / Security latch for keyboard and -1.08GBHDDIIEIDE 125mm 29H9319 
DIMMS (requires Kensington) / PC Card lock / Personalization / Security Plate | - 1.2 GB (1.96"+ models) 17mm _ 29H9325 
Warranty 3 year - ThinkPad EasyServ (optional Overnight Repair Option) or carry-in 7 a ge" inodele) Lt pete a 
Enhanced Video Card in 760XD provides: OPTIONS : f ee t oer Teac) i Gecece 
- Composite in and S-Video in (NTSC or PAL) ||- Second HDD Adapter 2919333 
for video capture (capture and digitize video - Dock! (1 slot/ 1 bay) 3545001 FEATURES OF 760 MODELS 


Dock II (2 slot / 2 bay) 3546001 


: Quick Setup Guide (single page 
and digitize still photo images), and overlay. eek Card (for Dock I/II) piAecay [ep indicator ea gepate) 


- Composite out and S-Video out to TV . Plug and Play 1.0a 
(connect to video out port; NTSC or PAL); - SelectaDockl 3547002 Discharae battery via mouse click 
or record on VCR the screen of ThinkPad. ~ SelectaDock'll ClAsI eee Non-disruptive battery exchange 
- Mini game port for MIDI or joystick ~ Port Replicator | (w/ PCMCIA slots) 66G3510 Standby, suspend, safe suspend, and 


from a TV or VCR), still image capture (capture 


- Includes video in and video out ports - Port Replicator II 66G3520 hibernation modes 
(includes one video in/out cable) ~ SelectaDock Base Model 39H7405 || US EPA Energy Star compliant 

- Use software called Digital Video Producer™ ||- 2-88 MB diskette drive ; 66G0108 || personalized nameplate in indention 

- Hardware acceleration of 'Video for FDD External Attachment Kit. 66G3618 | personalization screen at startup 
Windows™ formerly done by a separate ASCII 35 watt AC Adapter (slim, 4 pin) 7GHON ||| Intemational Warranty Service 
chip (as in 755CD and 760CD) has now been 4x CD-ROM (UltraBay) 39H7413 | IBMSystemXtra Program 
integrated into the 9385 graphics controller; : a eocon tultreBey} feaieer 24 hour / 7 day telephone, bulletin 
ped ora in X and Y axis; color space 8-20 x CD-ROM (UltraBay) 00K7903 board, fax, electronic, and Internet 


8 MB SO DIMM 3.3v NPEDO 64 bit 92G7340 | ,,\ytp:!www-pc.1bm.com) support 

16 MB SO DIMM 3.3v NP EDO 64 bit 9267341 | Gn; yiset ; 

32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 || Online Housecall (remote diagnostics) 
64 MB SO DIMM 3.3v NP EDO 64 bit 76H0268 
Other options from ThinkPad Proven partners 


- Plays back MPEG motion videos, CD-I 
movies, video CD's, and Karaoke MPEG 
video titles 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 

any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 

eee day average turnaround). Overnight repair option in US available for $99. (760XD) Compiled by Roger Dodson, IBM. December 1997 
= Removable 


ThinkPad 765L 


IBM® ThinkPad®: 765L 


Graphics - external External SVGA to 1024 x 768 with 256 colors 


Memory - std / max 32 MB / 104 MB 

Memory - sockets avail 1 socket available (1 socket uses 16 MB) 

Memory - features 70 ns / non-parity / 3.3 volt / EDO / supports JEDEC 144 pin SO-DIMMs 
8 MB in system; 8 MB on memory module with 2 SO-DIMM sockets 
Memory module under disk (not removable) and accessible by opening keyboard 
If use 64 MB SO-DIMM, the 8 MB on memory module is disabled via switch 


Keyboard/#ofkeys Full size alp/num/ 85 (8 Fn key functions) 


Lotus SmartSuite 96 CD-ROM 
Recovery CD-ROM with boot diskette 
Windows 95 CD-ROM (no installation) 


13.3" XGA TFT 
Bacon Loh 4 Pentium® MMX 166/66 MHz (P55CLM) / 64 bit to L2 cache / 64 bit to memory WINDOWS 95 PRELOAD 
rocessor upgrade None Mm : 
L2 cache 256 KB / write-back / direct mapped / 10 ns / synchronous pipelined burst 2 Hor ed ei Coe ratte) 
Removable diskette 3.5" 1.44 MB O/ use in UltraBay or attach externally via rear ext FDD port - ThinkPad Features 
External FDD port External FDD port (requires FDD External Attachment Kit 66G361 8) - Diskette Factor 
RemovableCD-ROM None/can upgrade to 4 x or 6 x or 8 x CD-ROM into UltraBay 1. Lotus Organizer 
Type- model (code) 9547-U9J (Michigan 13) 2. CompuServ for Windows 
Preload (see side) Windows 95 OSR2 3. Puma Tranxit™ 
Available date June 1997 ; ; 4. NetFinity for Windows 95 
Remv disk - size/ms 3.0 GB/12ms O/ DMA Mode 2 or PIO Mode 4 (C: is 1.99 GB, D: is 885 MB) | 5. Triton CoSession™ Host 
Disk controller EIDE / busmaster / PCI 2.1 / supports two internal disks / SMART 6. IntelliLink Connect 
Display - size and type 13.3 inch XGA color / 640 x 480, 800 x 600 or 1024 x 768 / 65,536 siml colors | 7. |BM AntiVirus 
Display-techology _ Black Matrix TFT - active matrix / 100 to 1 contrast ratio 8. ae pele Se er acer with 
Graphics - controller Trident™ CYBER9385 / 64 bit SVGA accelerator / 2 MB EDO DRAM/70 ns &: RecistationMalien 
Graph - arch/data path PCI 2.1 / 32 bit/ DCI, DirectDraw, EnDIVE support 10. ThinkPad on the NET 
Graphics - features Simultaneous LCD and CRT / 180 degree tilt 11. America Online 


Keyboard slope Automated tilt up keyboard (5.5 degrees) 

Pointing / palm rest TrackPoint IlI™ / integrated palm rest / ext keyboard support (with option cable) 
Dimensions 11.7 x 9.3 x 2.23" (243 cubic inches) 

Weight 7.4 pounds (3.34 kg) 

Battery - type Lithium lon / intelligent (optional NiMH battery supported) 


Battery - life (1 batt) 2.1 hours (4.2 hours with 2 batteries) 
Charge time - on/off 2to3hrs/1.5 to 2.5 hrs 


Architecture ISA (audio, diskette, serial, parallel, infrared, ext expansion) 
PCI 2.1 / 32 bit / 33 MHz (EIDE, graphics, CardBus, ext expansion) 
Intel Mobile Triton 82430MX PClset / Tl PC11130 for CardBus 
Docking Station SelectaDock | and Il and Ill 
Portreplicator Port Replicator | and II / SelectaDock Base Model | 
PC Card Standard slots 2 Type | or 2 Type Il or 1 Type Ill / CardBus 32 bit PCI / PCMCIA 2.1 compatible 


Serial/parallel ports | One 9 pin; 16550A/ one (IEEE P1284-A, EPP, ECP, bidirectional) 


Other features APM-aware BIOS / AC Adapter 4 pin 3 prong (56 watts) / Selectable boot ThinkPad 765L supported batteries: 
Video in/out None Liftable (pop-up) keyboard to access and ~ 760 NiMH Battery (black) 41119720 
MPEG decoder None rerte (ianadh aeiarerddiaieana - Litton Battery Packill(gray) 2919929 

unction None ; - Travel Quic arger 
Data/fax modem None dev Zid baltety andotier = es eveptcns - Car Battery Adapter 49G2167 
Audio support 16 bit audio chip / 20 voice MIDI et ae oe . ThinkPad 760 supported disks: 

Int stereo speakers / .5 watt / slide volume control / internal microphone : 

Jacks Input jack (3.5 mm) / output jack (3.5 mm) - (360/750/755 IDE disks not supported) 
Telephone None -720MBHDDII EIDE 12.5mm 29H9383 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps ~ S10 MB HDD IEIDE 12.5mm 29H9313 


.08 GB HDD II EIDE 12.5mm 29H9319 


-1 
Security Power-on password / Hard disk password / Supervisor password / Locking - 1.2 GB (1.96"+ models) 17mm = 29H9325 
device keyhole (Kensington™ cable lock) / Security latch for keyboard and -1.4GBHDD 3L EIDE 12.5mm 69H8412 
DIMMS (requires Kensington) / PC Card lock / Personalization / Security Plate | - 24GB (1.96"+ models) 17mm 69H8414 
Warranty 3 year - ThinkPad EasyServ (depot repair service) or carry-in - 3.0GB (1 96"+ models) 17mm  45H8789 
Service options On-site, M-F, 8-5, next bus day (71 cities) / Warranty extension to 5 years - 5.1 GB (1.96"+ models) 17mm —_00K7902 
The left bay (UltraBay™) supports: OPTIONS 
® 2nd disk (requires Second HDD Adapter) - Second HDD Adapter 29H9333 
® 2nd battery - IDE Conversion Card (for Dock II 46H5994 
® Standard diskette drive - SelectaDock|I ( ) 3547001 FEATURES OF 765 MODELS 
® 2.88 MB diskette drive - SelectaDockIl 3547002 Quick Setup Guide (single page) 
© CD-ROM - SelectaDock Ill 3547003 LCD indicator panel 
- Port Replicator | (w/ PCMCIA slots) a ee aoe 0a hae 
: , , ‘ 7 - Port Replicator Il Iscnarge battery via MOUSE CIIC! 
Se eer ee ners Ceo Mil SelectaDock Base Model 39117405 || Non-disruptive battery exchange 
rn - 2.88 MB diskette 66G0108 || Standby, suspend, safe suspend,and 
Easy-Setup is entered by holding F1 when - FDD External Attachment Kit 66G3618 hibernation modes ; 
turning on. - 56 watt AC Adapter (4 pin;3 prong) 12J2456 US EPA Energy Star compliant _ 
- 6x CD-ROM (UltraBay) 85G1957 Personalized nameplate in indention 
- 8x CD-ROM (UltraBay) 45H8786 Personalization screen at startup 
810MB =DMA Mode 2 or PIO Mode 4 - 8-20 x CD-ROM (UliraBay) 00K7903 International Warranty Service 
1.08 GB = DMA Mode 2 or PIO Mode 4 - 8MBSODIMM3.3v NP EDO 64 bit 92G7340 IBM System Care Program 
1.2GB_ =DMAMode 1 or PIO Mode 3 - 16MBSODIMM3.3vNPEDO64bit 92G7341 24 hour / 7 day telephone, bulletin 
1.35 GB = DMA Mode 2 or PIO Mode 4 - 32MBSODIMM3.3vNPEDO64bit 92G7342 board, fax, electronic, and Internet 
2.1GB =DMA Mode 2 or PIO Mode 4 - 64MBSODIMM3.3vNPEDO64bit 76H0268 (http://www.pc.ibm.com) support 
3.0GB =DMA Mode 2 or PIO Mode 4 - PCMCIA 33.6 Kbps modem w/ XJACK55H6759 IBM and dealer warranty/service 
5.1GB = Ultra DMA/33 or PIO Mode 4 - 56K PC Card Modem Kit 04K0052 Online Housecall (remote diagnostics) 
ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 
3 business day average turnaround). (765L) Compiled by Roger Dodson, IBM. September 1997 


O = Removable 


ThinkPad 765D 


IBM® ThinkPad®: 


765D 
13.3" XGA TFT - 8 x CD-ROM - Enhanced Video - MPEG 


Processor type 
Processor upgrade 
L2 cache 

Removable diskette 
External FDD port 
Removable CD-ROM 


Pentium® MMX 166/66 MHz (P55CLM) / 64 bit to L2 cache / 64 bit to memory, - 


None 

256 KB / write-back / direct mapped / 10 ns / synchronous pipelined burst 
3.5" 1.44 MB O/ use in UltraBay or attach externally via rear ext FDD port 
External FDD port (includes Floppy Disk Drive Enclosure) 

5.25" CD-ROM O /8 x speed / multi-session / XA/ play with eject button 

EIDE / PIO Mode 3 (ATAPI) / in UltraBay which supports several devices 


Type - model (code) 
Preload (see side) 
Remv disk - size / ms 
Disk controller 
Available date 


9546-U9H (Michigan 13) 

Windows 95 OSR2 

3.0 GB / 12 ms O/ DMA Mode 2 or PIO Mode 4/ SMART 

Enhanced IDE / busmaster / PCI 2.1 / supports two internal disks for 10.2 GB 
June 1997 (C: is 1.99 GB, D: is 885 MB) 


Display - size and type 
Display - techology 


13.3 inch XGA color / 640 x 480, 800 x 600 or 1024 x 768 / 65,536 siml colors 
Black Matrix TFT - active matrix / 100 to 1 contrast ratio 


Graphics - controller 
Graph - arch/data path 
Graphics - features 
Graphics - external 


Trident™ CYBER9385 / 64 bit SVGA accelerator /2 MB EDO DRAM/ 70 ns 
PCI 2.1 / 32 bit / DCI, DirectDraw, EnDIVE support 

Simultaneous LCD and CRT / 180 degree tilt 

External SVGA to 1280 x 1024 w/ 256 colors or 1024 x 768 w/ 65,536 colors 


Memory - std / max 
Memory - upgrade 
Mem - implementation 


32MB/104MB_- 70ns/non-parity / 3.3v / EDO 

1 socket avail for one JEDEC 144 pin EDO SO-DIMM of 8, 16, 32, 64 MB 

8 MB in system; 8 MB on memory module; 16 MB DIMM in 1 socket; 1 socket avail 
Memory module under disk (not removable) and accessible by opening the keyboard 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 OSR2 (FAT16) 
Online User's Guide 
ThinkPad Features Program 
- Diskette Factory Utilities 
1. Lotus Organizer 
2. CompuServ for Windows 
3. Puma Tranxit™ 
4. NetFinity for Windows 95 
5. Triton CoSession™ Host 
6 
7 
8 
9 


. SofNet FaxWorks™ Voice 

. Asymetrix® Digital Video Producer 

. IntelliLink Connect 

. IBM AntiVirus 

. IBM Internet Connection Services with 
Netscape Navigator web browser 

. Registration Mailer 

. ThinkPad on the NET 

. America Online 

- MPEG Sampler CD-ROM 

- Lotus SmartSuite 96 CD-ROM 

- Recovery CD-ROM with boot diskette 

- Windows 95 CD-ROM (no installation) 


Keyboard / # of keys 
Keyboard slope 
Pointing / palm rest 
Ext keyboard support 


Full size alp/num / 85 (8 Fn key functions) 
Automated tilt up keyboard (5.5 degrees) 
TrackPoint IlI™ / integrated palm rest 

Yes (with option cable) 


The left bay (UltraBay™) supports: 
® 2nd disk; ® 2nd battery 

® std diskette drive; © std CD-ROM 
© 2.88 MB diskette 


Dimensions / weight 


11.7 x 9.3 x 2.23" (243 cubic inches) / 7.7 pounds (3.49 kg) with CD-ROM 


Battery - type 
Battery - life (1 batt) 
Charge time - on / off 


Lithium Ton intelligent gotional, Liftable (pop-up) keyboard to access 
2.0 hours (4 hrs with 2 batt) AV | and remove CD-ROM, diskette drive, 
2 to 3 hrs/1.5 to 2.5 hrs 1st/2nd disk, and ist/2nd battery 


Architecture 


Portreplicator 
Docking Station 


ISA (audio, diskette, serial, parallel, infrared, ext expansion) 

PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, CardBus, MPEG, ext expansion) 
Intel Mobile Triton 82430MX PClset / Tl PCI1130 for CardBus 

Port Replicator | and II / SelectaDock Base Model | 

SelectaDock | and II and Ill 


PC Card Standard slots 2 Type | or 2 Type Il or 1 Type Ill / CardBus 32 bit PCI / PCMCIA 2.1 compatible 


Serial / parallel ports 


One 9 pin; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Integrated Mwave DSP provides: 


@® Data modem function 
- V.22bis, V.32, V.32bis, v.34 (28.8 Kbps) 
@ Fax modem function 
- G3 fax send/receive (14.4 Kbps) 
® Audio function 
- Stereo waveform record and playback 
- Qsound support (3-D effect) 
- 32 voice MIDI wave table synthesizer 
- SoundBlaster support / text to speech 
- MPEG audio decode 
® Telephone function 
- Full telephone (can use opt headset) 
- Telephone answering machine 
- Fullduplex speakerphone 
© Digital Simultaneous Voice Data 


Other features APM-aware BIOS / AC Adapter 4 pin 3 prong (56 watts) / Selectable boot 
Video in/out Composite and S-Video in/out / game port 
MPEG decoder MPEG-1 & MPEG-2 Half Horizontal Resolution (HHR) decoder (MPEGCD1) 
DSP function Mwave MDSP2780 DSP with modem, fax, audio, telephony function 
Data/fax modem Data/fax modem function via DSP (v.34 to 28.8 Kbps) / Mwave 2.21 
Audio support 16 bit audio chip on planar with Mwave DSP 
Int stereo speakers / .5 watt / slide volume control / internal microphone 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) / Joystick/MIDI port (includes cable) 
Telephone Telephone / answering machine / full duplex speakerphone / DSVD 
Infrared ports Infrared ports (front and back) / IrDA 1.0 compatible / up to 1.15 Mbps 
Security Power-on password / Hard disk password / Supervisor password / Locking 
device keyhole (Kensington™ cable lock) / Security latch for keyboard and 
DIMMS (requires Kensington) / PC Card lock / Personalization / Security Plate 
Warranty 3 year - ThinkPad EasyServ (depot repair service) or carry-in 
Service Options On-site, M-F, 8-5, next bus day (71 cities) / Warranty extension to 5 years 


Enhanced Video Card in 765D provides: 


OPTIONS 
29H9333 


Easy-Setup is entered by holding F1 when 
turning on. 


ThinkPad 765D supported batteries: 


- 760 NiMH Battery (black) 41H9720 

- Li-lon Battery Pack II (gray) 29H9329 

- Travel Quick Charger 85G1522 

- Car Battery Adapter 49G2167 
ThinkPad 765 supported disks: 

- 720 MB HDD II EIDE 12.5mm 29H9383) 
- 810 MB HDD II EIDE 12.5mm 29H9313 
-1.08GBHDDIIEIDE 125mm 29H9319| 
- 1.2 GB (1.96"+ models) 17mm  29H9325] 
-1.4GBHDD3LEIDE 12.5mm 69H8412) 
- 2.1 GB (1.96"+ models) 17mm _ 69H8414| 
- 3.0 GB (1.96"+ models) 17mm  45H8789} 
- 5.1 GB (1.96"+ models) 17mm =00K7902 


for video capture (capture and digitize video 
from a TV or VCR), still image capture (capture 
and digitize still photo images), and overlay. 
- Composite out and S-Video out to TV 
(connect to video out port; NTSC or PAL); 
or record on VCR the screen of ThinkPad. 
- Mini game port for MIDI or joystick 
- Includes video in and video out ports 
(includes one video in/out cable) 
Use software called Digital Video Producer™ 
Hardware acceleration of 'Video for 
Windows™ formerly done by a separate ASCII 
chip (as in 755CD and 760CD) has now been 
integrated into the 9385 graphics controller; 
interpolation in X and Y axis; color space 
conversion 


- Plays back MPEG motion videos, CD-I 
movies, video CD's, and Karaoke MPEG 
video titles 


- Composite in and S-Video in (NTSC or PAL) || ~ 


Second HDD Adapter 
IDE Conversion Card (for Dock I/II) 46H5994 


SelectaDock| 3547001 
SelectaDock Il 3547002 
SelectaDock Ill 3547003 


Port Replicator | (w/ PCMCIA slots) 66G3510 
Port Replicator II 66G3520 


SelectaDock Base Model! 39H7405 
2.88 MB diskette drive 66G0108 
FDD External Attachment Kit 66G3618 


56 watt AC Adapter (4 pin; 3 prong) 12J2456 


4x CD-ROM (UitraBay) 39H7413 
6 x CD-ROM (UltraBay) 85G1957 
8 x CD-ROM (UltraBay) 45H8786 
8-20 x CD-ROM (UltraBay) 00K7903 


8 MB SO DIMM 3.3v NP EDO 64 bit 92G7340 
16 MB SO DIMM 3.3v NP EDO 64 bit 92G7341 
32 MB SO DIMM 3.3v NP EDO 64 bit 92G7342 
64 MB SO DIMM 3.3v NP EDO 64 bit 76H0268 
PCMCIA 33.6 Kbps modem XJACK 55H6759 
56K PC Card Modem kit 04K0052 


FEATURES OF 765 MODELS 


Quick Setup Guide (single page) 

LCD indicator panel 

Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, safe suspend, and 
hibernation modes 

US EPA Energy Star compliant 

Personalized nameplate inindention 

Personalization screen at startup 

International Warranty Service 

IBM System Care Program 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http://www.pc.ibm.com) support 

IBM and dealer warranty/service 

Online Housecall (remote diagnostics) 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 


3 business day average turnaround). 
O = Removable 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 


(765D) Compiled by Roger Dodson, IBM. September 1997 


ThinkPad 770 


IBM® ThinkPad®: 770 


Processor type/path Pentium® MMX 200/66 or 233/66 MHz (Tillamook) / 64 bit to L2 and memory 
Processorfeatures No upgrade / processor, L2 cache, and MTXC (North Bridge) on Intel MMO 
L2 cache 512 KB / write-back / direct mapped / 7 ns data; 15 ns tag / sync pipelined burst 
Diskette (removable) 3.5" 1.44 MB / in encased enclosure / use in UltraBay II or attach externally 
ExternalFDD port External diskette port (use std cable to attach diskette drive externally) 
CD-ROM (removble) Option: 5.25" CD-ROM / 8 x to 20 x speed / CAV / bootable 

EIDE (ATAPI) / PIO Mode 4 for W95; DMA Mode 2 for NT / use in UltraBay II 


DVD (removable) Option: DVD-ROM drive / 8 x to 16 x spd/ CAV / use in UltraBay II / (DVD5/4.7 GB) 
requires DVD and Enhanced Video Adapter for movie playback / sw enb AC-3 port 

Type - model 9548-40U 9548-30U 9548-31U 9549-1AU 9548-32U (AAP) 

Processor 200/66 MHz 233/66MHz |233/66MHz | 233/66MHz 233/66 MHz 

Display (diagonal) 13.3"XGA 13.3" XGA 13.3" XGA 14.1" XGA 13.3" XGA 

Disk (removable) 3.2GB/PIO4 |4GB/PIO4_ |4GB/DMA33]5.1GB/PIO4 |None 

Preload (see side) W95OSR2 W95 OSR2 NT 4.0 W95 OSR2 Blank (no disk) 

DVD and Enh Vid Ad Optional Optional Optional Standard Optional 

Modem Opt PC Card Opt PC Card |OptPC Card 133.6 Kbps (upg)l Opt PC Card 

Available date October 1997 


Memory - std/max 32MB/256 MB __ non-parity /3.3v / SDRAM/ 83 or 100 MHz 
Memory-upgrade 2 sockets available for two JEDEC 144 pin EDO or SDRAM SO-DIMMs 
Sockets accessed by removing screw on bottom /can mix SDRAM w/ 760-supported EDO 


Display - size (colors)XGA color / 640 x 480 (16M), 800 x 600 (16M), or 1024 x 768 (65,536 siml colors) 
Display - techology Active Matrix TFT - 100 to 1 contrast ratio / 180 degree tilt 


Graphics - controller Trident™ CYBER9397 / 64 bit SVGA accelerator /2 MB SGRAM / 83 MHz 
Graphics - arch PCI 2.1 / Direct3D, DirectDraw, DirectVideo, ActiveMovie support / ZV interface 
Graphics - features 3D hardware accelerator / interpolation in X and Y axis / color space conversion 
Graphics - external External SVGA to 1280 x 1024 w/ 256 colors (75 Hz) or 1024 x 768 w/ 65,536 colors 


Disk (removable) Left side / removable via 3 methods: latch, coin screw, security tool / SMART 
Disk controller Enhanced IDE / busmaster / PCI 2.1 / 430TX South Bridge / PIIX4 / supports two 
internal disks (10.2 GB max) / DMA Mode 2, Ultra DMA/33, or PIO Mode 4 


Keyboard / Fn keys 
Keyboard slope 
Pointing device 


Full size alp/num / 7 Fn key functions / integrated palm rest 

Flat keyboard (does not lift up) / rear legs pop up (5.5 degrees slope) 

TrackPoint® / drag lock / Press-to-Select / Release-to-Select / dragging / click pace/ 
center click button for scrolling or magnifying glass / suspension top 


Dimensions/weight 7AU: 12.3 x 10 x 2.2" (270 cubic in) / 7.8 pounds (3.55 kg) with battery/diskette 


Others: 12.3 x 9.5 x 2.2" (257 cubic inches) / 7.4 pounds (3.35 kg) with batt/diskette 


WINDOWS 95 PRELOAD 


- Microsoft Windows 95 OSR2 (FAT16) 

- Online User's Guide 
ThinkPad Configuration Program 
Diskette Factory Utilities 

. PumaTranxXit; 2. IBM AntiVirus 

. Asymetrix Digital Video Producer (1AU) 

. RingZero Ring Central (1 AU only) 

. Intelliquest Registration Mailer 

. Voyetra Audiostation 

. Artisoft ConfigSafe 

. IBM Internet Connection services with 
Netscape Navigator web browser 

. Intel® LANDesk® Client Manager 

10. Intel Video Phone (receive) (1AU only) 

. ThinkPad PointCast 

. NetMeeting™ 2.0 

. Ergonomics; 14.ThinkPad on the NET 

. NetFinity for Windows 95 

- Recovery CD-ROM with boot diskette 

- Windows 95 CD-ROM (no installation) 

- Internet Explorer 4.0 CD-ROM 


WINDOWS NT 4.0 PRELOAD 


- Microsoft Windows NT Work (FAT16) 
- Advanced NT extensions: 
- Power management 
- UltraBay Plug and Play 
- DVD (storage only; no DVD movies) 
- Hot Plug PC Card; MPEG-2 playbck 
- 3D graphics (OpenGL) 
- Video capture 
Online User's Guide 
ThinkPad Configuration Program 
. IBM AntiVirus 
. IBM Internet Connection services with 
Netscape Navigator web browser 
3. Intel© LANDesk® Client Manager 


O ONDOMNSW' |! 


\e ee 


Battery - type Lithium lon / intelligent / left side 
Battery - life (1 batt) 7AU: 3.5 hrs (7 hrs with second battery in UltraBay II) / Others: 4 hrs (8 hr w/ 2 batt) 
Charge time - on/ off 2 to 3 hrs / 1.5 to 2.5 hrs 


Architecture ISA (audio, modem, diskette, serial, parallel, infrared, ext expansion) 

PCI 2.1 / 32 bit / 33 Mhz (EIDE, graphics, CardBus, MPEG, USB, ext expansion) 
Intel 430TX PClset / Tl PC11250 for CardBus / LM75 digital thermometer 
SelectaBase 770 / PC Card Enabler 

Docking Station SelectaDock III / SelectaDock | and Il 

PC Card Stdslots 2 Type, 2 Type Il, or 1 Type Ill / CardBus 32 bit PCI / PCMCIA 2.1 / Zoomed Video 
USB / serial / parallel One USB / one 9 pin serial; 16550A / one (IEEE P1284-A, EPP, ECP, bidirectional) 


Portreplicator 


The right bay (UltraBay™ Il) has LED on 
release latch to provide status; it supports: 
@ std diskette; @ optional DVD drive; 

® optional CD-ROM; @ optional 2nd disk; 
© optional 2nd battery; © optional 
ThinkPad Proven VST Zip™ 100 drive; 


Easy-Setup is entered by holding F1 when 
turning on. 


Code name Dearborn-1 


Other features APM-aware BIOS / AC Adapter barrel, 3 prong (56 watts) / Selectable boot Seteansaré 150inlls One en balan) 
Video in/out 1AU or option: Video in/out (composite and S-Video) /SAA7111A NTSC/PAL ee a eR renenh 
MPEG decoder 1AU or option: MPEG-2 / IBM MPEGCD1M/2 MB SDRAM; 100 MHz ThinkPad 770 supported disks: 
Data/fax modem 1AU: 33.6 Kops (56 Kbps upgradeable via x2) / 14.4 Kbps fax / telephony / - 3.2 GB13 ms read/14 ms write 
integrated Mwave 3780i DSP / international programmable DAA 17 mm PIO Mode 4 or DMA Mode 2 
Audio support 16 bit / CS4237B / SRS 3D audio / FM synthesis / software decodes AC3 into stereo : 
Int stereo speakers (front) / 1 watt / rotary volume control (right) /int microphone _| - 4-0 GB13 ms read/14 ms write 
Jacks Input jack (3.5 mm) / Output jack (3.5 mm) / full duplex 12.5mm_ PIO Mode 4 or Ultra DMA/33 
Infrared ports Infrared ports (front and back) / IrDA 1.1 compatible / up to 4 Mbps - 5.1 GB12 ms read/13 ms write 
Security Power-on password / Hard disk password / Supervisor password / security keyhole // 17mm — PIO Mode 4 or Ultra DMA/33 
personalization / phillips-head screws on base for battery and UltraBay II bays - All 760 supported disks (requires opt adaptr) 
Warranty 3 year - ThinkPad EasyServ (depot repair service) or carry-in / international FEATURES OF 770 MODELS 


Service Options On-site, M-F, 8-5, next bus day (71 cities) / Warranty extension to 5 years 


video capture (capture and digitize video from a TV 


or VCR), still image capture (capture and digitize 56 watt AC Adapter (barrel; 3 prong) 83H6739 


8x-20x CD-ROM Drive (UltraBay Il) 1138933 


DVD and Enhanced Video Adapter provides - 5.1 GB disk, 12 ms, Ultra DMA/33_ 118947 
(standard in 1AU; optional all others): - 2nd Disk Adapter (for 760/770 disks) 11J8836 
- MPEG-1, MPEG-2 HHR, and full MPEG-2 : dad uel 70 elt 

hardware decoder (audio decoded via software) - SelectaDock II 3547002 
- DVD movie playback (MPEG-2 decoding; - SelectaDockill 3547003 

decryption and audio decoding via software) - SelectaBase PC Card Enabler 83H6741 
- Video in (composite and SVHS) (NTSC or PAL) for | _ 760 UltraBay Tray for SD Ill 1138839 


still photo images), and overlay 


Hi 5 DVD CD-ROM Driv ltraBay II 11 
- Video out (composite and SVHS) to TV > DVDand enh Video Adantor © 1138987 
(connect to video out port; NTSC or PAL); - 16MBSO DIMM 3.3v NP SDRAM 76H0293 
or record on VCR the screen of ThinkPad - 32MBSODIMM 33Vv NP SDRAM 76H0294 
- Dolby Digital AC-3 (outputs undecoded Dolby - 64MB SO DIMM 3.3v NP SDRAM 76H0295 
Digital signal from AC-3 connector; CSA8404A); - PCMCIA 33.6 Kbps modem XJACK 55H6759 
requires external AC3 decoder/amplifier - 56K PC Card KgHem Kit 04K0052 
~ Three ports @ video In, @ video oul ACS =|. ThinkPad 770 Li-lon Battery 83H6738 
= Hivos video moun cable -_External Battery Charger 11J8985 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, 
3 business day average turnaround). 


PC 97 compliant 

DMI 1.1 compliant 

DMl instrumentation (thermal monitoring) 

Wake-on-LAN via SelectaDock Ill 

C: is 1.99 GB, D: is up to 1.99 GB, etc. 

Quick Setup Guide (single page) 

LCD indicator panel 

Plug and Play 1.0a 

Discharge battery via mouse click 

Non-disruptive battery exchange 

Standby, suspend, safe suspend, and 
hibernation modes 

US EPA Energy Star compliant 

International Warranty Service 

IBM System Care Program 

24 hour / 7 day telephone, bulletin 
board, fax, electronic, and Internet 
(http:/Awww.pc.ibm.com) support 

IBM and dealer warranty/service 


All trademarks are the property of their respective owners 
No warranties are expressed or implied in this summary 
(770) Compiled by Roger Dodson, IBM. September 1997 


ThinkPad Power Series 820 - withdrawn 


IBM® ThinkPad®:  *<820 
PowerPC - TFT color - CD-ROM 


ThinkPad Power Series 820 strengths: 


© PowerPC performance 
Processor type Power PC 603e / 100/33 MHz / 32 KB L1 cache , 
L2 cache 256 KB / write through / 2 way associative / 32 bit transfers > AIX or NT preloaded (or no operating sys) 
Processor /L2upgrade None © Removable, double speed, 5.25 CD-ROM 
Removablediskette Internal or external 3.5" 1.44 MB O/ external diskette drive connector ® Standard or optional Video Card _ 
Can use diskette and CD-ROM simultaneously as diskette drive ships (acceleration, composite video in/out) 
with an external case with cable F : 
RemovableCD-ROM 5.25" CD-ROM O/ double speed / multi-session / XA / SCSI-2 / bootable Operating System preloads: 
The middle bay supports either the standard diskette drive or standard CD-ROM|@ IBM AIX Version 4 for Clients 4.1.3 
Type - model 6040-xxx (listed below) = Ultimedia Services Ver 2.1.2 
Available date July 1995 or later (listed below) - Insignia SoftWindows Ver 1.1 
Disk controller SCSI-2 Fast (for disk, CD-ROM) / external SCSI-2 50 pin connector - Speech Dictation 
Removable disk - size Choice: 540 MB 14 msl 0/810 MB 14ms LJ 0/1.2GB12msO - Personal Conferencing for AIX (some mod) 
Display - type Choice: Color 640 x 480 or Color 800 x 600 (listed below) - Essentials! (catalogs and support) 
Display-techology Black Matrix TFT - active matrix / up to 65,536 simultaneous colors - Power, Performance, Potential 
Display - diagonal size 10.4 inch/ 100 to 1 contrast ratio for 640 x 480/110 to 1 for 800 x 600 OOO Ne econ Beck ne 
Graphics - controller WD90C24A Rev C with 1 MB DRAM (called G10 Graphics Adapter) OE SNS INCUGe Cer POO nanir aehs 
Graphics- vendor — Western Digital / External SVGA to 1024 x 768 w/ 256 colors (up to 75 Hz) backup, Pers Conferencing for AlX(some) 
Graph - arch/data path PCI 2.0/32 bit / Simultaneous LCD and CRT / 180 degree tilt - Black 3 button mouse . 
Video function Some: Video acceleration / composite in/out (called G10 Graphics with @ Microsoft Windows NT 3.51 Workstation 
Motion Video Adapter) with Personal Conferencing for AIX CD-ROM 7: ee eee ae seen ; 
Memory - std / max 16 0r32MB/48MB_ 70 ns/parity/5 volt / 32 bit transfers ie blll bailed lite Machel a ete 
Mem - sockets Standard: 1 or 2 SO DIMMs; available: 2 or 1 SO DIMM sockets (16 MB : all teen Hee 5 ower Salle car 
Mem-options available 8, 16 MB JEDEC 72 pin SO DIMMs DIMM(s) std) |” CD-ROMe inclu de i Aisi nl oe 
Keyboard/#ofkeys Full size alp/num/ 84 (no Fnkey) Easy-Setup is entered by holding F1 when backup aed . 
Mouse/pointing _TrackPoint i" _— Sean earig aa en 
Ext keyboard support Yes (with option cable) = Pers Conferencing for AIX (some mod) 
rata i te 8.3 x 2.2" (213 cubic inches) ALL 820 MODELS ® IBM OS/2 Warp Connect (when available) 
ac! : lari h ilabl 
Weight (with battery) 7.5 pounds (with CD-ROM) Liftable (pop-up) keyboardto access | ——Coans When atebig)—___ 
Battery - type Nickel hydride (NiMH) /intelligent | and remove CD-ROM, diskette drive, | oo oer ides: P 
Battery - life 2 to 5 hours disk, battery, and memory P joa 
Charge time-on/off 2.0 hrs/1.5 hrs - Acceleration of motion video with 
: ‘ : : ling (no interpolation) of image. Video 
Architecture PCI 2.0/ 32 bit/33 MHz/5 volt (SCSI, motion video) eee 
ISA (audio, PCMCIA, diskette, serial, parallel, 120-pin external expansion) may be scaled up to full screen 
VL-Bus 2.0/32 bit (graphics via PCl-to-VL Bridge) without frame rate degradation 
Docking Station None - Composite in (from camcorder, 
Portreplicator None TV, VCR) for video capture (capture and 
PCMCIA™ 2.1 slots 2Type! or 2 Type ll or 1 Type Ill digitize video), still image capture 
Serial/ parallel ports | One 9 pin; 16550A/ Enhanced Parallel Port (EPP and IEEE 1284) (capture and digitize still photo images), 
Other features Universal AC adapter, 50 watts, not wallmount / Drive Startup Sequence and overlay (view video on LCD without 
Data/fax modem None (use PCMCIA) capturing it to disk). Uses NTSC or PAL 
Audio support CD quality audio (44.1 kHz, 16 bit, stereo) / Crystal Semiconductor™ CS4231|- Composite out (to camcorder, TV, 
Internal stereo speakers (.5 watt each) / dial volume control VCR)inNTSC. ; 
Internal microphone / IBM Personal Microphone (earphone and headset) - Includes a cable with in/out RCA jacks to 
Audio in/out jacks Input jack / output jack connect to the "integrated video 
Infrared ports None connector" on back of unit 
Security Power-on password / Supervisor password / Hardware al Options for ThinkPad Power Series 820: 
security loop (locking lever) / Keyboard lock / Locking device keyhole - Disks: 540 MB |-2 H1388 
(Kensington™ MicroSaver™ cable lock) / PCMCIA card lock soi oe MB eeeke tes 
Preinstalled software Choice: none or select a supported operating system (listed on side) 1.2 GB SCSI-2 30H1467 
Warranty 3 year - ThinkPad EasyServ - AC Adapter 50 watts 30H1403 
Warranty options ThinkPad EasyServ Overnight Repair Option - 820 Travel Quick Charger 30H1373 
- 820 NiMH Battery Pack 30H1369 
__ |{- IBM Personal Microphone 12H1504 
Type-Model Part Mem Disk LCD Graphics Op Sys _ Price Avail |}- 8 MBSODIMM parity 92G7255 
*< 6040-OCD30H1553 32MB 1.2 GB 800x600 G10 None $ 7,999 Aug95||- 16MBSO DIMM parity 92G7257 
*< 6040-ODD30H1554 32MB 1.2 GB 800x600 G10 AIX 8,799 Aug ea 
“< | 2MB 1.2 GB 1 NT 299 A 
6040-OED30H1555 3. GB 800x600 G10 8,29 ug FEATURES OF 620 MODELS 
*<6040-06D 30H1477 32MB 810MB_ 800x600 G10 None 7,549 Jul 95|| Battery life and other indicators 
<6040-07D 30H1478 32MB 810MB 800x600 G10 AIX 8,399 Jul 95|) Non-disruptive battery exchange 
*<6040-08D 30H1480 32MB 810MB_ 800x600 G10 NT 7,849 Jul 95|| Suspendmode 
. US EPA Energy Star compliant 
>< 6040-966 30H1482 16MB 810MB_ 640x480 G10w/Motion None 6,449 Jul 95 Personalized nameplate in molded 
< 6040-986 30H1484 16MB 810MB 640x480 G10w/Motion NT 6,749 Jul 95 indention 
2< 6040-006 30H1487 16MB 540MB 640x480 G10 Nome’. “i628 -slul 95 |) 4. Eom specications (PREE i-4 
*< 6040-026 30H1489 16MB 540MB 640x480 G10 NT 5,999 Jul 95 intemanen alWarranty Bepiiee 
*< 6040-017 30H1491 32MB 540MB_ 640x480 G10 AIX 7,649 Jul 95 24 hour /7 day telephone, bulletin 
board, fax, and electronic support 
IBM warranty/service 
30 day money back guarantee 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 
3 business day average turnaround). Overnight repair option in US available for $99 (820) Compiled by Roger Dodson, IBM. February 1996 
(Ld = Upgradeable; = Removable; *< = Withdrawn effective March 20, 1996 


ThinkPad Power Series 850 - withdrawn 


IBM® ThinkPad®:  *< 850 
PowerPC - TFT color - CD-ROM - Video Card 
Processor type Power PC 603e / 100/66 MHz / 32 KB L1 cache > PowerPC performance F . 
L2 cache 256 KB / write back / direct mapped / 64 bit transfers > Collaborative and conversational computing 
Processor /L2 upgrade None © Removable, double speed, 5.25" CD-ROM 
Removablediskette Internal or external 3.5" 1.44 MB O/ external diskette drive connector ® Video card (acceleration, composite video) 
Can use diskette and CD-ROM simultaneously as diskette drive ships & Optional top mounted video camera 
with an external case with cable 


ThinkPad Power Series 850 strengths: 


RemovableCD-ROM 5.25" CD-ROM O/ double speed / multi-session /XA/SCSI-2/bootable _| Operating System Preloads: 
The middle bay supports either the standard diskette drive or standard CD-ROM |@ _ |BM AIX Version 4 for Clients 4.1.3 
Type - model 6042-xxx (listed below) - Ultimedia Services Ver 2.1.2 
Available date July 1995 or later (listed below) - Insignia SoftWindows Ver 1.1 
Disk controller SCSI-2 Fast (for disk, CD-ROM) / external SCSI-2 50 pin connector - Speech Dictation 
Removable disk - size Choice: 540 MB 14 msl) 0/810 MB 14ms L10/1.2GB12msO - Personal Conferencing for AIX on CD 
Display - type Choice: Color 640 x 480 or Color 800 x 600 (listed below) - Essentials! (catalogs and support) 
Display - techology Black Matrix TFT - active matrix / up to 65,536 simultaneous colors - Power, Performance, Potential 
Display - diagonal size 10.4 inch/ 100 to 1 contrast ratio for 640 x 480 / 110 to 1 for 800 x 600 multimedia presentation 
Graphics - controller WD90C24A Rev C with 1 MB DRAM (called G10 Graphics Adapter) - CD-ROMs included: Program Pack, AIX 
Graphics - vendor Western Digital / External SVGA to 1024 x 768 w/ 256 colors (up to 75 Hz) backup, Pers Conferencing for AIX 
Graph - arch/data path PCI 2.0/32 bit / Simultaneous LCD and CRT / 180 degree tilt - Black 3 button mouse 
Video function Video acceleration / composite in/out (called G10 Graphics with Motion Video)|@ Microsoft Windows NT 3.51 Workstation 
Video camera Option: CCD camera on top of LCD / NTSC / white balance, iris, lens focus - Essentials! (catalogs and support) 
Memory -std/max 160r32MB/80to96MB 70ns/parity /5 volt / 64 bit transfers ~ Power, Performance, Potential presenta 
Mem - sockets Standard: 2 SO DIMMs in 2 SO DIMM sockets; available: 2 |C DRAM sockets | - Compuserve WinCIM Power Series Ed 
Mem-options available 4,8, 16,32 MB IC DRAMs/ must be installed in matched pairs ~ Introducing ThinkPad Power Series 850 
Keyboard/#ofkeys Full size alp/num/ 84 (no Fn key) Easy-Setup is entered by holding F1 | ~ se i included: Program Pack, NT 
Keyboard slope Yes (legs pop out) /palmrestspace | whenpoweron @ nae a ; 
Mouse/pointing TrackPointIlI™ 9 preloaded operating system 
Ext keyboard support Yes (with option cable) - CD-ROMs included: Program Pack, 
, F i 3 Personal Conferencing for AIX 
rate a 7 10.2 x 2.4" (286 cubic inches) ALL 850 MODELS ® IBMOS/2 Warp Connect (when available) 
olor ac : : : 
Weight (with battery) 7.96 pounds (with CD-ROM) eee ge alae payee = aoe wen aan vid 5 
B . Nickel hydride (NiMH) / Intelli : L L . , raphics with Motion Video provides: 
Battle eee eae diskette drive, disk, andmemory |. Acceleration of motion video with 
Charge time - on/off 2 hrs /1.5 hrs (Battery removed from side) a Ale Rak Se 
Architecture PCI 2.0 / 32 bit / 33 MHz/5 volt (SCSI, motion video) ; y raise 
7 : 2 : ; without frame rate degradation 
ISA_(audio, PCMCIA, diskette, serial, parallel, 120-pin external expansion) - Composite in (from camcorder, 
; : VL-Bus 2.0 / 32 bit (graphics via PCI-to-VL Bridge) TV, VCR) for video capture (capture and 
Sehcaeue oe digitize video), still image capture 
capture and digitize still photo images), 
PCMCIA™ 2.1 slots 2 Type! or 2 Type Il or 1 Type Ill ear baie Wig video on LCD be ea 
Serial/parallel ports One 9 pin; 16550A / Enhanced Parallel Port (EPP and IEEE 1284) capturing it to disk). Uses NTSC or PAL 
Other features Universal AC adapter, 50 watts, not wallmount / Drive Startup Sequence - Composite out (to camcorder, TV, 
Data/fax modem None (use PCMCIA) / voice-over-data using industry standard modems VCR) in NTSC. So can use TV as an 
Audio support CD quality audio (44.1 kHz, 16 bit, stereo) / Crystal Semiconductor™ CS4231| external display or record the contents of 
Internal stereo speakers (1 watt each) / dial volume control the screen to VCR 
Internal microphone / IBM Personal Microphone (earphone and headset) - ThinkPad 850 includes in/out RCA jacks 
Audio in/out jacks Input jack / output jack / line in / line out (all 3.5 mm) on the back of the system 
Infrared ports None Options for ThinkPad Power Series 850: 
Security Power-on password / Supervisor password / Hardware - Disks: 540 MB SCSI-2 30H1388 
security loop (locking lever) / Keyboard lock / Locking device keyhole 810 MB SCSI-2 30H1392 
(Kensington™ MicroSaver™ cable lock) / PCMCIA card lock 1.2 GB SCSI-2 30H1467 
Preinstalledsoftware Choice: none or select a supported operating system (listed below) - AC Adapter 50 watts 30H1403 
Warranty 3 year - ThinkPad EasyServ - Video Camera (NTSC) 85G2715 
Warranty options ThinkPad EasyServ Overnight Repair Option - 850 NiMH Battery Pack 85G2671 
- 850 Quick Charger 85G2662 
Type-Model Part Mem Disk LCD Graphics OpSys_ Price Avail ||- IBMPersonal Microphone 12H1504 


2<6042-9CD 29H8170 32MB 1.2GB 800x600 G10w/Motion None $8,999 Aug 95 ||” 4MBIG DRAM 70ns Sv parity 9267238 


°<6042-9DD 29H8171 32MB 12GB 800x600 G10w/Motion AIX 9,849 Aug 95||" SMBIC ORAM 70ns Sy parity ee ead 
*< 6042-9ED 29H8173 32MB 1.2GB 800x600 G10w/Motion NT 9,299 Aug 95 ||” 39 MBIG DRAM 70ns Sv parity 92G7235 


*<6042-96D 29H8196 32MB 810MB 800x600 G10w/Motion None 8,549 Jul 95 

2<6042-97D 29H8197 32MB 810MB 800x600 G10w/Motion AIX 9,399 Jul 95 Pep rnheS Dr coeMURer= 

*<6042-98D 29H8199 32MB 810MB 800x600 G10w/Motion NT 8,849 Jul 95 |/Battery life and other indicators 

Non-disruptive battery exchange 

*< 6042-967 29H8175 32MB 810MB 640x480 G10w/Motion None 8,149 Jul 95 ||Suspendmode 

2< 6042-977 29H8176 32MB 810MB 640x480 G10w/Motion AIX 8,999 Jul 95/|USEPAEnergy Starcompliant 

*<6042-987 29H8178 32MB 810MB 640x480 G10w/Motion NT 8,449 Jul 95 ||Personalizednameplateinmoldedindention 
Compatible with PowerPC Reference 

with PowerP< 
5<6042-906 29H8180 16MB 540MB 640x480 G10w/Motion None 6669 Jul 95||,._//atform™ Specifications (PReP) v1.1 


5< 6042-926 29H8182 16MB 540MB 640x480 Gi0w/Motion NT 6999 Jul 95 ||p Yeu Marany ot coving 


24 hour / 7 day telephone, bulletin 
board, fax, and electronic support 


Compatible in 820 and 850: @ Disks, @ CD-ROM, ® AC Adapter IBM warranty/service 
30 day money back guarantee 


ThinkPad EasyServ™: customer calls 1-800-772-2227, courier service picks up ThinkPad at All trademarks are the property of their respective owners 
any location, IBM repairs and mails back (no shipping charges, most shipping is overnight, No warranties are expressed or implied in this summary 
3 business day average turnaround). Overnight repair option in US available for $99. (850) Compiled by Roger Dodson, IBM. February 1996 
(1 = Upgradeable; = Removable; *< = Withdrawn effective March 20, 1996 


Easy operation features 

e Data backup and synchronization. 
Simply slip the WorkPad organizer into its 
convenient cradle, push the HotSync 
button and quickly exchange data with 
your PC. 

e Three easy data entry options: 

—Transfer data directly from your PC using 
HotSync technology. 

—Use the on screen keyboard. 

—Use the stylus and Graffiti® power writing 
software. 

¢ One-touch find feature. Quickly locate 
numbers, addresses, notes and just 
about anything else you've stored in 
your WorkPad organizer. 

¢ Bright backlit display. Easy viewing in 
low-light conditions. 

¢ E-mail anywhere: 

—Download your e-mails from your PC 
and read them at your convenience. 

—View and compose e-mail messages 
right on your WorkPad organizer. 

—Connect amodem’ and you're ready to 
send and receive e-mails remotely. 

e User password option. Keep your data 
secure. 


Everything you need to get 
started: 

e WorkPad organizer 

e Synchronizing cradle 

e Desktop software for the IBM WorkPad 
organizer on CD-ROM 

e WorkPad User’s Guide 

¢ Quick Start Guide 

e Two AAA alkaline batteries 

e DB-25 adapter 

e Protective carrying pouch 

e Accessories catalog 


WorkPad technical specifications 


Model 8602-10U 
Size 4.7"X3.2"x0.7" 
Weight' 6 0z 
Storage capacity 1MB? 


Approx. 4,000 addresses, 4 years of appointments (approx. 
2,400), 750 to-do items, 750 memos, 100 e-mail messages 


Compatible with 
these mail systems 


Lotus cc:Mail v. 70, 6.0 and 2.5, MS Outlook *97, 
MS Exchange 4.0, Windows Messaging 4.0, 


Eudora Pro and Light 3.0.1 


Applications included 


Date Book, Address Book, To Do List, Memo Pad, 


Expense, E-Mail, Calculator 


Additional features 


Find Command, Phone Lookup, Memory Application, 


Security System 


Customer support and service 
¢ One-year limited warranty.” 
e Toll-free hardware support at no 
additional charge during warranty. 


Software included 

¢ Desktop software for the WorkPad 
organizer is included to import and 
export data as well as to print or 
duplicate the Date Book, Address Book, 
To Do List and Memo Pad applications. 

¢ The WorkPad is “Internet ready,” which 
means it can access the Internet via 
add-on applications such as Web 
browsers, news readers and other 
applications that require TCP/IP” 

° Graffiti power writing software allows you 
to write letters, numbers, punctuation 
marks and even international characters 
with speed and accuracy. 

e HotSync Manager oversees the 
synchronizing process. Running in the 
background, it monitors the communica- 
tions port on the computer. 


Selected options and accessories 
For additional items that will enhance your 
WorkPad organizer, such as modems and 
leather carrying cases, call 1-800-891-6342 
option6. 


SS 
Need more information? 


IBM HelpFax 
1800 465-3299 


World Wide Web 
www.ca.pc.iom.com/workpad.html 


Product and Dealer Location 
Information 
1800 IBM-CALL (426-2255) 


‘ Includes battery; actual weight may vary. 

° Available from 3Com at additional cost. 

° MB means million bytes, accessible capacity may be 
less. 750 memos or e-mails of approximately 128 
characters in length. 

* Third-party applications that allow you to view 
transmitted data are available for purchase separately. 

° For terms and conditions or a copy of IBM's limited 
warranty, call 1 800 465-7999. 


BM continues to enhance products and services as 
echnologies emerge and reserves the right to alter 
product information without prior notice. References 
herein to IBM products and services do not imply IBM 
intends to make them available in all countries. 

BM and WorkPad are trademarks of IBM Corporation. 
3Com, the 3Com logo and Graffiti are registered 
trademarks, and HotSync, PalmPilot, PalmOS and the 
PalmPilot logo are trademarks of 3Com Corporation or its 
subsidiaries. Other company product and service names 
may be trademarks or service marks of others. 
Components made in Singapore, Malaysia, China and 
U.S.; assembled in U.S. 


© International Business Machines Corporation 1997 
Printed in Canada 


11-97 


All rights reserved. 
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ThinkPad 700 Series Docking Solutions: modular, flexible design 


SelectaDock Base Model | 


SelectaDock Base Model | provides port replicator conve- 
nience and cable management for easy attachment of mul- 
tiple peripherals. Modular in design, it slips easily into either 
SelectaDock |, II or III, giving you an expandable desktop 
system with PCI capability. Key features include one-step 
hot or warm docking, PC Card security and slot for cable 


lock. 


ThinkPad Docking Solutions at a glance 


SelectaBase 770 


The new SelectaBase 770 provides port replicator conve- 
nience and cable management for the ThinkPad 770. 

SelectaBase 770 slips into the new SelectaDock III to give 
you an expanded desktop system with PCI capability. Key 
features include USB, one-step hot or warm docking, sys- 
tem security, PC Card security, slot for cable lock and plug 


and play capability. 


Model 


SelectaDock I* 


SelectaDock II* 


SelectaDock III* 


Part number 


3547001 


3547002 


3547003 


Ports 


Base Model ports plus game 
port and SCSI-2 


Base model ports, plus line 
in, headphone, SCSI-2 and 
MIDI/game ports 


Base model ports, plus line 
in, headphone, SCSI-3, MIDI/ 
game ports and 2 USB ports 


Slots 


1 full-size shared 32-bit 
PCI or 16-bit ISA 


2 full-size PCI/ISA shared 
slots and 1 half-size 
PCI slot 


2 full-size PCI/ISA shared 
slots and 1 half-size 
PCI slot 


PC Card slots 


2 Type Il or 1 Type III 
CardBus 


2 Type Il or 1 Type III 
CardBus 


2 Type Il or 1 Type III 
CardBus 


Bays 


UltraBay for ThinkPad devices 
such as diskette drive, CD- 
ROM or hard drive 


UltraBay for 2 ThinkPad 

UltraBay storage devices 
and 1 half-high industry- 
standard bay 


UltraBay II** (front-loading) 
for 2 ThinkPad UltraBay 

storage devices and 1 half- 
high industry-standard bay 


Power supply 


Integrated universal 
power supply 


Integrated universal 
power supply 


Integrated universal 
power supply 


Size/weight 


Approximately 1.4”H front; 
2.8"H rear x 15.4”W x 15.0”D/ 
9.7 lbs without other options 


Approximately 3.4”H front; 
5.4°H rear x 15.6”W x 16.5”D/ 
18.3 lbs without other options 


Approximately 3.4”H front; 
5.4”H rear x 15.6’”W x 16.5”D/ 
15.2 lbs without other options 


Other features 


Plug and Play-ready; fail-safe 
docking; hot/warm docking; 
positive docking indicator; 
CardBus and UltraBay 
security; slot for cable lock 


Plug and Play-ready; fail-safe 
docking; hot/warm docking; 
positive docking indicator; 
CardBus and UltraBay 
security; slot for cable lock 


Plug and Play-ready; PC97 
compliant; fail-safe docking; 
hot/warm docking; positive 
docking indicator; CardBus 
and UltraBay II security; slot 
for cable lock; Wake on LAN 
via PCI Card 


Systems supported 


760E/ED/EL/XD/XL, 765D/L, 
770*** 


760E/ED/EL/XD/XL, 765D/L, 
770*** 


760E/ED/EL/XD/XL, 765D/L, 
770 


* SelectaDock I, Il and Ill require SelectaDock Base Model | or SelectaBase 770: size/weight includes SelectaBase Model | or SelectaBase 770. 
** UltraBay | devices supported via optional tray. 
*** SelectaDock | and II do not support ThinkPad 770 UltraBay devices. When SelectaBase 770 is utilized with either SelectaDock | or II, the ThinkPad 


770’s 56W AC adapter must be plugged into the SelectaBase 770 to meet minimum system power requirements. 


Port Replicators: economical expansion and cable management 


ThinkPad Port Replicators complete IBM's array of desktop 
solutions. All let you use an external monitor, a standard 
keyboard and a printer, without connecting and disconnect- 
ing each device every time you want to attach and detach 
your ThinkPad. 


aS SSS —eeeeEeeEeEeeEeEEEEEex———E———————————— 
ThinkPad Port Replicators at a glance 


Model 365 Port Replicator 380/385 Port Replicator 560 Port Replicator 

Part number 75H7529 84G1316 46H4209 

Ports Serial; parallel; monitor; keyboard; Serial; parallel; monitor; keyboard; — Serial; parallel; monitor; keyboard; 
mouse; diskette drive; audio in/out; mouse; diskette drive; audio in/out; mouse; diskette drive 


MIDI/joystick; spare battery connector MIDI/joystick; CardBus 


PC Card slots N/A 2 PC CardBus slots support 2 N/A 
Type II or 2 Type Ill PC Cards 
Power supply ThinkPad AC adapter ThinkPad AC adapter ThinkPad AC adapter 
Size Approximately 1.5"H_ x Approximately 1.85”H x Approximately 1.3"H x 
11.7°W x 16.8"D 11.3°W x 6.85"D 24°W x11.7"D 
Systems All 365 All 380, 385 All 380, 385, 560 
supported 


»*" PC Card Enabler (760/765/770) 


IBM now offers the ultimate in en- IBM service and support 

hanced port replication. The PC Card Our one-year limited warranty’ for 
Enabler offers one Type III or two Type ThinkPad options helps ensure your sat- 
Il PC Card slots. Simply attach it to the isfaction. Included at no additional 


back of the SelectaDock Base Model | 
or SelectaBase 770 and enhance your 
ability to connect to industry-standard 
PC Cards (e.g., Ethernet, modem, etc.). 
The PC Card Enabler uses minimum 
space on your desktop while providing 
the capability to adapt to your chang- 
ing needs. 


charge is ThinkPad EasyServ,’ our con- 
nient courier service that picks up a 
device in need of servicing, delivers it to 
IBM designated repair facility and re- 
turns it to you—without charging you for 
shipping. 


SSS 
Need more information? 


IBM Fax Information Service 

1 800 IBM-3395 

ThinkPad Information Directory Doc#11078 
ThinkPad Options Compatibility Matrix 
Doc#42007 


World Wide Web 
www.us.pc.ibm.com/thinkpad 
www.us.pc.ibm.com/options 


Product and Dealer Location 
Information 
1 800 426-2968 


Docking 


Port Replication 
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ThinkPad Docking Options S/ @ S/o / essa 
Storage 
8X CD ROM Drive 45H8786 e e 
1.4GB? Hard Disk Drive 69H8412 bs . ° 
2.1GB Hard Disk Drive 69H8414 7 ° ° 
3.0GB Hard Disk Drive 45H8789 7 ° ° 
51GB Hard Disk Drive 0OK7902 7 e e 
51GB Hard Disk Drive 11J8947 ° 
FDD External Attachment Kit 66G3618 e e 
Accessories 
Enhanced Keyboard with 
TrackPoint Il in Black 13H6705 e e e ° e ° ° 
PS/2 Numeric Keypad 07G0032 ° ° e ° ° ° ° 
PS/2 Miniature Mouse in Black 07G0033 e e e e e . e 
BM Enhanced Mouse II in Black 13H6714 e ° ° ° ° ° ° 
Enhanced Keyboard with 
PS/2 Style Cable 92G7453 e ° e ° ° ° e 
BM G52 Color Monitor in Black 654640N e e e e e ° ° 
(15” FST/13.6” viewable image size) 
BM G72 Color Monitor in Black 654741N ° ° ° ° e e ° 
(17” FST/15.7” viewable image size) 
Other 
PC Card Enabler 83H6741 e e 
Display Stand II 39H7436 ° e e e e ° ° 
ThinkPad 760 UltraBay Options 
Tray for SelectaDock III 1148839 e 
* SelectaDock |, Il and III require SelectaDock Base Model | or SelectaBase 770 
For terms and conditions or a copy of IBM's limited BM reserves the right to alter specifications and — | —<$—$ 4. —— ap — 
warranty, please call 1800 772-2227. other product information without prior notice. S| SS 
* Available only in North America at no additional References in this publication to IBM products = 
charge during warranty period. and services do not imply that IBM intends to ———— 
B means million bytes and GB means billion make them available in all countries in which 
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cessible capacity varies. 
Requires 11J8839 (UltraBay Tray for Selecta 


his document, may be required to suppor 
cific device or function. 


bytes when referring to hard drive capacity. Ac- 


Dock III). 


Other part numbers, in addition to those listed in 


a spe- 


BM, EasySery, ThinkPad, SelectaDock and Ul 


ot all Options by IBM products are made 


raBay 


are trademarks of International Business Machines 
Corporation. Other company, product and service 
names may be trademarks or service marks of others. 


in the 


United States. Country of origin information is 


available from your IBM marketing representative 


or reseller. 


BM operates. 


The following paragraph does not apply in any ju- 
risdiction where any such provisions are inconsis- 
ent with local law: International Business 
Machines Corporation provides this publication “as 
is” without warranty of any kind, either expressed 
or implied, including but not limited to, the implied 
warranties of merchantability or fitness for a par- 
icular purpose. Some jurisdictions do not allow 
disclaimer of express or implied warranties in cer- 
ain transactions, therefore, this statement may not 


apply to you. 


© International Business Machines Corporation 1997 


Printed in the United States of America 
9-97 


All rights reserved. 


ce) 


Printed on recycled paper containing 
10% recovered post-consumer fiber. 


For Position Only 
G221-6017-01 


Just better business 


IBM ThinkPad Options Compatibility Matrix 


Out of 
* Not all models or products are available in all countries. Current Production 
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IBM ThinkPad Options Q NASA 9 NY d 
Memory 

SO DIMM (Non-Parity) 

8MBEDO 92G7340 | 7 | e ° ° ° 8 

16MB EDO 92G7341 ° ° ° e | 8 

32MB EDO 92G7342 | 2 | e e ° ° 8 

64MB EDO 76HO268 | 2) e | 8 | 4] e 

16MB EDO 11J8636 ° 

32MB EDO 11J8637 ° 

16MB SDRAM 76HO0293 | «¢ 

32MB SDRAM 76HO294 | 

64MB SDRAM 76HO295 | e¢ 
Storage 

1.4GB' Hard Disk Drive® 69H8412 | 29 | e ° ° 

2.1GB Hard Disk Drive® 69H8414 | 2 | e | 5 5 

3.0GB Hard Disk Drive® 45H8789 | 2 | e | 5 5 

51GB Hard Disk Drive® OOK7902 | | « | § 5 

1.4GB Hard Disk Drive 82H8161 ° ° 

21GB Hard Disk Drive 82H8175 8 

2.1GB Hard Disk Drive" 45H8783 ° 

4.0GB Hard Disk Drive" 02K0501 ° 

2.1GB Hard Disk Drive" 73H9797 ° 

3.2GB Hard Disk Drive" 02K0487 ° 

51GB Hard Disk Drive" 02K0506 ° 

21GB Hard Disk Drive 11J8643 ° 

51GB Hard Disk Drive?" 11J8947 | 

2nd Hard Disk Drive Adapter for 770° 11J8836 ° 

2nd Hard Disk Drive Adapter for 760/765” 29H9333 e |e ° 

6X CD-ROM Drive 85G1957 e |; 10 

8X CD-ROM Drive" 83H6726 8 

8X CD-ROM Drive 45H8786 ° 5 5 

8X CD-ROM Drive" 73H9795 ° 

10X CD-ROM Drive 11J8676 ue 

DVD CD-ROM Drive 11J8950 e 

20X-8X CAV CD-ROM Drive?? 00K7903 ° 5 5 


Out of 
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20X-8X CAV CD-ROM Drive?? 11J8933 | e¢ 
20X-8X Portable CD-ROM Drive?3 1969010 | © | e | e | e | e |e | e . 
20X-8X Portable Stereo CD-ROM Drive? 1969011 ey; e|e}]e}]ejfetfe . 
DVD Enhanced Video Adapter 11J8957 ° 
FDD External Attachment Kit 66G3618 ° e 
Power 
Li-lon Battery Pack 83H6738 | ¢ 
Li-lon Battery Pack 46H4206 e 
Li-lon Battery 73H9793 ° 
Li-lon Battery Pack || 29H9329 ° ° 
iMH Battery 11J8639 ° 
iMH Battery Pack 38H6304 ° ° 
External Battery Charger 11J8985 ° ° 
35W Slim AC Adapter (4-pin) 76HO119 ° 
35W Slim AC Adapter (2-pin) 76H0139 205 | pee ||=8 
45W AC Adapter 11J8702 ° 
56WAC Adapter 83H6739 | « 29) 18 
56W AC Adapter 12J2456 ° 
Desktop Expansion 
SelectaBase 770 83H6735 | ¢ 
SelectaDock Base Model | 39H7405 e e 
SelectaDock |” 3547001 ej; e|e 
SelectaDock II” 3547002 | © | ¢ | 
SelectaDock III 7 3547003 | « | «| e 
SelectaBase PC Card Enabler’ 83H6741 e;e|e 
Enhanced Port Replicator 11JU8997 29 | 
Port Replicator 46H4209 e e 
Port Replicator and Charger 75H7529 ° ° 
IBM G52 Color Monitor in Black 654640N | © | © | e | © |] @e | @ | © ° 
(15" FST/13.6" viewable image size) 
IBM G72 Color Monitor in Black 654740N | © | © | © | @ | @e | @ | ° 
(17" FST/15.7" viewable image size) 
Standard 104-Key Keyboard in Black 76HO109 | ¢ ° ° ° e je ° ° 
Enhanced Keyboard with TrackPoint in Black 13H6705 | ¢ ° ° ° e je ° ° 
TrackPoint Caps 39H1354 | e ° ° ° e je ° ° 
PS/2 Numeric Keypad 07G0032 | © | «| ¢ | e eI se 
PS/2 Miniature Mouse in Black 07G0033 | © | © | ©); e | © |] ¢ | e ° 
Black Sleek Mouse 12J3615 e e e e ele e e 
ScrollPoint Mouse in Black 00K8534 e ° 
PS/2 Keyboard/Mouse Connector (Y-CABLE) | 54G0441 ° e ° ° e je ° ° 
Color Flatbed Scanner?2 0275001 oe 285/89 
Networking and Communications 
Turbo 16/4 Token-Ring PC Card (9-Pin D Shell) | 85H3628 | ¢ e ° ° e je ° ° 
Turbo 16/4 Token-Ring PC Card (RJ-45) 85H3629 | e e ° ° eje ° ° 
EtherJet PC Card 10BaseT 72H4533 | ¢ | © | © | e | e | © | e ° 
EtherJet PC Card Combo 10BaseT/10Base2 72H4534 | e | © | e | e | e | e | e ° 
56K PC Card Modem Kit ? 04K0052 | 31 | 34 | 34 | © | e | @ | o . 
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56K PC Card Modem/Cellular Capable’? 02K4196 | 31 | 34] 34) © | @ | « | eo ej e 
PCMCIA 33.6Kbps Data/Fax Modem 55H6759 | 31 | 34) 34) @ | @ | © | © e |e 
with XJACK #4 
PCMCIA 33.6Kbps Host Processor 42H4335 | 31] 34) 4 | 47) © ° e 
Controlled Data/Fax Modem #430 
PCMCIA 33.6Kbps International 42H4319 | 31 | 34) 34) @ | e | @ | « ele 
Data/Fax Modem *+ 
Cordless Computer Connection(QOOMHz)'® | 04KO0064 | ¢ | ¢ | © | © | # | « | e ele 
WaveRunner ISDN/Analog Modem O4H7686 | © | © | © | © | @ | © | @ e |e 
WaveRunner/ISDN Kit 85H8058 | © | e |] e | e |] e | e | e ele 
3270 Emulation 0933315 | 2 e/ e}|e/]e |e ele 
3270 Emulation Credit Card Cable 0933247 | 2 e|e|e|e)e ele 
5250 Express PC Card 88H0256 | 2] © | e | «© | e | e | @ ele 
Other 
NotePac Plus Carrying Case O1K1257 | © | © | @© | © | e | © | e e |e 
NotePac Universal Carrying Case O1K1258 | © | e | © | © | e | «| e e |e 
NotePac Premier Leather Carrying Case O1K1179 | «| # | # | @ | @ | @ | e e |e 
Docking Port Replication 
S$ / 
° 
KAYE ey 
eS SS 
KK 
A ° eg & & & 
ATA ASA SESS 
e SUSY SY OY SI BES 
9 SOOO S/O OY 
QO DY YD, Pe 
* DL DSL DY OS OY SY SY SS 
; : : SO LKQ QIU QU ELE 
ThinkPad Docking Options gz o/o/ O99 CWS 
Storage 
6X CD-ROM Drive 85G1957 | 1 | 10 | 6 
20X-8X CAV CD-ROM Drive?3 00K7903 | « | « | % 
20X-8X CAV CD-ROM Drive”? 11J8933 ° 
8X IDE CD-ROM Drive 45H8786 | « | « | % 
20X-8X Portable CD-ROM Drive?3 1969010 | e | e | e 
20X-8X Portable Stereo CD-ROM Drive?3 1969011 e|e|e 
1.4GB Hard Disk Drive® 69H8B412 | « | e | 1 
21GB Hard Disk Drive® 69H8414 | e | e | 16 
3.0GB Hard Disk Drive® 45H8789 | « | e | 1% 
5.1GB Hard Disk Drive® 00K7902 | « | « | % 
51GB Hard Disk Drive?" 11J8947 ° 
FDD External Attachment Kit 66G3618 | e e e e e 
Accessories 
Enhanced Keyboard with 13H6705 | ¢ ° ° . ele . . 
TrackPoint in Black 
PS/2 Numeric Keypad 07GO0032 | e | © | e | e | e | e | @ | « 
PS/2 Miniature Mouse in Black 07G0033 | ¢ | e | e | e | e | e | e | e 
Black Sleek Mouse 12J3615 e|e}e}eje}e jeje 
ScrollPoint Mouse in Black ” OOK8534 | « | « | @ ° 
Enhanced Keyboard with AT Style Cable 92G7454 | © | © | e | e | e | e | @ | 
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IBM G52 Color Monitor in Black 654640N | ¢ e ° ° ele ° e 
(15” FST/13.6” viewable image size) 
IBM G72 Color Monitor in Black 654740N | ¢ ° . ° ele e ° 
(17” FST/15.7” viewable image size) 
Communications 
PCI Token-Ring Adapter w/Wake on LAN 86H1880 
10/100 PCI EtherJet Adapter w/Wake on LAN | 85H9921 Ng 
Auto Wake Token-Ring ISA Adapter 55H6760 19 
Desktop Expansion 
760 UltraBay Options Tray for 11J8839 ° 
SelectaDock III (holds 2 devices) 
PC Card Enabler 83H6741 ° ° 
Other 
Flight Controller II 76HO130 | ¢ ° ° 
Display Stand II 39H74386 | © | © | e | © | e | © | e | e 


Key to chart footnotes: 


1 


ro) 


yp 2 


MB equals one million bytes and GB equals one billion bytes when 
referring to hard drive capacity, accessible capacity may be less. 
Only Personal Communications 4.2 is supported under Windows 95. 
This adapter provides connections for 770 or 760 hard disk drive 
options when used as second hard disk drive in 770 UltraBay II (see 
note 16). 

760EL/ELD models below 133MHz are not compatible. 760XD has 
an integrated modem. 

Supports 760CD/LD/ED/EL/ELD/XL/XD and “thick” models of the E 
only. (Excludes ‘E’ models U4A and U4B.) 

Can be used in UltraBay of 760 models and SelectaDocks | and Il. 
Requires 39H7405 (SelectaDock Base Model | for 760/765) or 
83H6735 (SelectaBase 770) for 770. See ThinkPad Docking Options 
Matrix. 

Supports 365X/XD only. 

Can also be used in UltraBay of 760 models. 

Supports 760EL and 760E model U3B and U3L. Also supports 
SelectaDocks | and Il. 

Dealer/Service Center installation only. 

x2 modems are designed to be capable of receiving data at up to 
56Kbps from x2 compatible service provider, and transmitting data 
at up to 33.6Kbps. Public Networks currently limit maximum 
download speeds to about 53Kbps. Actual speeds depend on 
many factors and are often less than the maximum possible. 
Supports 760 XL/XD only. 

Supports 560E/X only. 

Available in U.S. only. 

Requires 1138839 (760 UltraBay Options Tray for SelectaDock III) to 
use UltraBay 760 options. To install one 760 hard disk drive only, use 
second hard disk drive adapter 11J8836. 


” Requires Windows 95 as an operating system and disabling the 
ThinkPad internal pointing device. 

18 Supports 380 E/ED only. 

19 Supports ThinkPad 770 for Wake on LAN function. 

20 Requires second hard disk drive adapter (11J8836). Cannot be 

used as primary hard disk drive. 

21 Requires second hard disk drive adapter (11J8836) when added to 

UltraBayll in ThinkPad 770 or SelectaDock III. 

Supports 380/380D/385 only. 

23 Variable read rate. Actual playback speed will vary and is often less 

han the maximum possible. 

4 33.6 modems enable transfer speeds over the phone network at up 

0 33.6Kbps. Actual speeds depend on many factors and are often 

ess than the maximum possible. 

25 Optimum 770 performance is realized using the SDRAM memory. 

26 Requires amodem. 

2” Connects 760 hard disk drive options when used as second hard 
disk drive in 760/765 UltraBay. 

28 Supports 560/E only. 

22 Supports 560X only. 

30 Requires Windows 3.1 or Windows 95. 

31 9549 has integrated modem. 

32 Requires 16MB RAM. Requires Windows 3.1, Windows 95 or 
Windows NT for scanner driver software and Windows 95 or 
Windows NT for application software. 

33 Supports 760ELD, 380D and 365XD. 

34 765D and 760XD have an integrated modem. 
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Add value to your IBM ThinkPad 


ThinkPad Proven Solutions 


ThinkPad 


“Tested, warranted and 
supported by manufacturer 
to ThinkPad Compatibility 
Standards 


Expand your options with quality 
third-party products 

The award-winning IBM ThinkPad family 
of notebook computers continues to 
earn rave reviews from customers and 
industry experts alike. Offering power, 
performance and innovative technology, 
ThinkPad makes it easier for you to work 
anywhere—at home, at the office or on 
the road. 


Offering a wide array of features and 
functions, IBM ThinkPads can be tailored 
to meet your exact business require- 
ments. Options such as PC Card 
adapters, memory upgrades, external 
hard disk drives and desktop expansion 
solutions allow you to add the function 
you need when you need it. 


Anticipating needs... providing 
solutions 

In response to past requests for a 
greater selection of ThinkPad options, 
IBM went to work with other industry- 
leading manufacturers. Our goal was to 
provide only those products and 
services that met our tough ThinkPad 
compatibility standards. 


To achieve this goal, IBM created 
ThinkPad Proven, an innovative options 
program. ThinkPad Proven opens the 
door to a wide selection of products, 
services and technologies that give 
additional functionality and flexibility to 
your ThinkPad. For example, SCSI 
adapters allow you to attach peripheral 
devices such as CD-ROM drives directly 
to your ThinkPad. Also, other options in 
wireless communications let you stay in 
touch no matter where you are. 


What the ThinkPad Proven 
emblem means to you 

Before a participating vendor can use 
the ThinkPad Proven emblem, the 
manufacturer must state that the product 
has been tested and warranted by the 
manufacturer, and will be supported 
according to IBM's demanding ThinkPad 
compatibility standards. 

As a result, you can be confident that: 


eThe product has been approved for use 
on specific ThinkPad notebook models, 
as evidenced by the ThinkPad Proven 
emblem on the package. 


eThe manufacturer has stated to IBM that 
the IBM-developed test procedure has 
been completed and the product is in 
full compliance with ThinkPad compat- 
ibility standards. 


eThe product is warranted by the manu- 
facturer for a minimum of one year 
—and in most cases, for three years 
(90 days for software). 


eThe manufacturer meets or exceeds 
specific customer support standards 
to participate in the ThinkPad Proven 
program. 


The ThinkPad Proven program not only 
broadens your choice of products, but 
gives you peace of mind as well. The 
bottom line is that you can rest assured 
that the product will work—and work 
well—with your ThinkPad right out of 
the box. 


The best pass the test 

Only those vendors that satisfy ThinkPad 
compatibility standards are permitted to 
include the ThinkPad Proven emblem on 
packaging and promotional materials. 
IBM will continue to add to the program 
products, services and technologies that 
meet our compatibility requirements and 
maximize the functionality of your 
ThinkPad. 


ThinkPad Proven Solutions and Partners 


Please refer to the sections below for information on the partners* participating in ThinkPad Proven and the specific solutions 
offered. Additional details are available for participating products. Simply call, fax, e-mail or use the World Wide Web to request the 


information you need. 


CARRYING CASES 

Port, Inc. 

You've invested a great deal in your ThinkPad, and these tough, smart 
and superbly crafted cases are your ideal traveling companion. Each 
case offers protection against common drops and bumps. Most offer 
a unique shock-absorbing system that suspends your ThinkPad in an 
elastic sling, providing greater protection than simple foam padding. 


TPG 7000 ThinkPad Compact Case 
TP69600 ThinkPad Standard Case 
TP69700 ThinkPad CarryAll Case 
TP 13002 ThinkPad Back Pack 
TP 11000 ThinkPad Overnighter 
TP83000 ThinkPad Deluxe Leather 
TP56000 ThinkPad 560 UltraPortable Case 
TP56110 ThinkPad 560 UltraPortable Portfolio (Black Leather) 
TP39630 ThinkPad Corporate Standard 
TP39830 ThinkPad Corporate Modular 
TP72130 ThinkPad Universal Portfolio 
TP39S30 ThinkPad Security Case 
TP90040 ThinkPad Modular Roller 
TP 18010 ThinkPad Executive Leather (Black) 
TP18011 ThinkPad Executive Leather (Brown) 
TP 12260 ThinkPad Sport Case (Black) 
TP 12262 ThinkPad Sport Case (Navy) 
TP 12263 ThinkPad Sport Case (Green) 
TP 12220 ThinkPad Executive Sport (Black Leather) 
TP77030 ThinkPad 770 Deluxe Case (supports 14.1" form factor) 
TP23030 ThinkPad CD Wallet 
TP61000 ThinkPad Accessory Pouch 
GLOBAL CONNECTIVITY 


Road Warrior, Inc. 
Country adapters for telecommunications and power; includes 
Telecoupler II, a battery-operated telecoupler that enables modem 
connections over virtually any telecommunications medium. Telephone 
and power adapters allow international travelers to use their ThinkPad 
and modem in other countries. 
Road Warrior Tele-Travel Kit International 
Road Warrior Telephone Adapters—Ru 11 to: Hungary, Czechoslovakia, Italy, 
Korea, South Africa, Australia, Belgium, Finland, Norway, Austria, Brazil, 
Japan, Denmark and Switzerland 
Telecoupler || Acoustic Coupler 


Port, Inc. 

Three connectivity solutions from Port allow you to: link your ThinkPad 
modem to any digital phone system—get connected for e-mail or 
Internet access by linking your modem safely and quickly in your 
office or hotel room, quickly connect your ThinkPad modem to public 
phones—when you can't unplug the phone to access the outlet, the 
AcoustiCoupler makes the connection or a convenient way to end 
tangled cords—eight feet of telephone cord that fits in your pocket. 


CMDO0500 SureLink Digital Telephone Enabler 250 
CMA0400 SureLink AcoustiCoupler 100 
CMM0200 SureLink Retractable Telephone Cord 


INFRARED ACCESSORIES 
Capitalize on the infrared capabilities of your ThinkPad while enhanc- 
ing your work environment by reducing “cable clutter.” 


Extended Systems 

Extended Systems offers infrared connections from your infrared- 
equipped ThinkPad to a parallel printer, file transfer to another 
computer, or to an Ethernet LAN. 


ESI-9580A JetEye Infrared Printer Connection, for ThinkPads 
with infrared capability. 
ESI-9680A JetEye Infrared File Transfer, to enable cableless data 


movement from your ThinkPad with infrared capability to 
another computer. 


ESI-9910A JetEye Net Plus Infrared Ethernet and Printer connection 
for ThinkPads with infrared capability. 

ESI-9911A JetEye Net Plus Infrared Token-Ring and Printer 
connection for ThinkPads with infrared capability. 

ESI-9900A JetEye Net Plus Infrared Ethernet connection for 


ThinkPads with infrared capability. 


Port, Inc. 
Special effects and unparalleled mobility—Run your ThinkPad presenta- 
tion from up to 50 feet away and add from more than 20 special effects. 


PPW0050 PORT Presentation System for Windows 
PPIOO50 PORT Presentation System for OS/2 
MEMORY 


ThinkPad Proven memory is available for all ThinkPad models. Parity 
and non-parity memory in both IC DRAM and DIMM packaging is 
available from 4 to 64MB capacities. 


Apex Data, division of Smart Modular Technologies 


572-1102 AMB Non-Parity IC DRAM card for ThinkPad 340/355/360 
$72-11202 8MB Non-Parity IC DRAM card for ThinkPad 340/355/360 
572-1302 16MB Non-Parity IC DRAM card for ThinkPad 340/355/360 
BT-350-4 4MB for ThinkPad 350 

BT-350-8 8MB for ThinkPad 350 

BT-350-16 16MB for ThinkPad 350 


AIO4MIBM365TP 4MB SO DIMM for ThinkPad 365 (C,CS,CD,CSD,E,ED) 
AI16MIBM365TP 16MB SO DIMM for ThinkPad 365 (C,CS,CD,CSD,E,ED) 


BT-500-4 AMB Parity IC DRAM card for ThinkPad 500/501 
BT-500-8 8MB Parity IC DRAM card for ThinkPad 500/501 
BT-750-4 4MB Parity IC DRAM card for ThinkPad 700/720/750/755 
BI-750-8 8MB Parity IC DRAM card for ThinkPad 700/720/750/755 
BI-750-16 16MB Parity IC DRAM card for ThinkPad 700/720/750/755 
592-41102 A4MB SO DIMM for ThinkPad 701 

592-41202 8MB SO DIMM for ThinkPad 701 

592-41302 16MB SO DIMM for ThinkPad 701 

552-1902 32MB Parity IC DRAM card for ThinkPad 750/755 
AlO8MIBTP760 8MB SO DIMM for ThinkPad 760 (C,CD,L,LD) 
AI16MIBTP760 16MB SO DIMM for ThinkPad 760 (C,CD,L,LD) 


AIO8MIBTP**** 8MB SO DIMM for ThinkPad 365 (X,XD), 380, 385, 560, 
760 (E,ED, X, XD), 765 

16MB SO DIMM for ThinkPad 365 (X,XD), 380, 385, 560, 
760 (E,ED, X, XD), 765 

32MB SO DIMM for ThinkPad 365 (X,XD), 380, 385, 560, 
760 (E,ED, X, XD), 765 

NOTE: **** = 365 (X, XD) 380, 385, 560 or 760 (E,ED, X, XD) or 765 depending 
upon ThinkPad model 


AI16MIBTP**** 


AI32MIBTP**** 


Apricorn, Inc. 


4370-4M 4MB IC DRAM Card for ThinkPad 340/355/360 

4370-8M 8MB IC DRAM Card for ThinkPad 340/355/360 

4370-16 16MB IC DRAM Card for ThinkPad 340/355/360 

4370-32 32MB IC DRAM Card for ThinkPad 340/355/360 

4365-4M 4MB SO DIMM for ThinkPad 365 (C,CS,CD,CSD,E,ED) 

4365-16 16MB SO DIMM for ThinkPad 365 (C,CS,CD,CSD,E,ED) 

4360-4M 4MB IC DRAM Card for ThinkPad 500/510 

4360-8M 8MB IC DRAM Card for ThinkPad 500/510 

4360-16 16MB IC DRAM Card for ThinkPad 500/510 

4300-4M 4MB IC DRAM Card for ThinkPad 700/720/750/755 

4300-8M 8MB IC DRAM Card for ThinkPad 700/720/750/755 

4300-16 16MB IC DRAM Card for ThinkPad 700/720/750/755 

4300-32 32MB IC DRAM Card for ThinkPad 700/720/750/755 

4375-4M 4MB SO DIMM for ThinkPad 701 

4375-8M 8MB SO DIMM for ThinkPad 701 

4375-16 16MB SO DIMM for ThinkPad 701 

4380-4M 4MB DIMM for ThinkPad 750/755 (Parity) 

4380-8M 8MB DIMM for ThinkPad 750/755 (Parity) 

4380-16 16MB DIMM for ThinkPad 750/755 (Parity) 

4390-8M 8MB SO DIMM for ThinkPad 760 (C,CD,L,LD) 

4390-16 16MB SO DIMM for ThinkPad 760 (C,CD,L,LD) 

4390-32 32MB SO DIMM for ThinkPad 760 (C,CD,L,LD) 

4391-8M 8MB EDO SO DIMM for ThinkPad 365 (X,XD), 380, 385, 
560, 760 (E,ED, X, XD), 765 

4391-16 16MB EDO SO DIMM for ThinkPad 365 (X,XD), 380, 385, 
560, 760 (E,ED, X, XD), 765 

4391-32 32MB EDO SO DIMM for ThinkPad 365 (X,XD), 380, 385, 
560, 760 (E,ED, X, XD), 765 

4391-64D 64MB EDO SO DIMM for ThinkPad 365 (X, XD), 380, 
385, 560 

4391-32C 32MB EDO Memory Carrier Module for ThinkPad 760 (E, ED) 

4391-64C2 64IMB EDO Memory Carrier Module for ThinkPad 760 (E, ED) 

4391-96C 96IMB EDO Memory Carrier Module for ThinkPad 760 (E, ED) 

4395-8 8MB SDRAM SO DIMM for ThinkPad 770 

4395-16 16MB SDRAM SO DIMM for ThinkPad 770 

4395-32 32MB SDRAM SO DIMM for ThinkPad 770 

4395-64 64MB SDRAM SO DIMM for ThinkPad 770 

MODEMS 


Modems turn your ThinkPad into a mobile communications device, 
allowing you to send and receive data and faxes over telephone lines, 
or for some models, via cellular telephones over both analog and GSM 
networks. The DAA is incorporated into the PC Type II Card. 


Apex Data, division of Smart Modular Technologies 
The following modems are approved for use in the U.S.A. 


011-2044 Mobile Plus V.32bis Cellular Data/Fax Modem 14.4/ 
14.4 Type II PCMCIA 
011-2064 Mobile Plus V.34bis Cellular Data/Fax Modem 


28.8/14.4 Type Il PCMCIA 


Apex Data, division of Smart Modular Technologies (cont.) 
The following ClipperCom World modems are either homologated 
(certified) or have homologation (certification) pending in the following 
countries: Australia, Austria, Belgium, Canada, Czechoslovakia, 
Denmark, Finland, France, Germany, Greece, Hong Kong, Hungary, 
Ireland, Italy, Japan, Kenya, Luxembourg, Netherlands, New Zealand, 
Norway, Poland, Portugal, Russia, South Africa, Singapore, Slovenia, 
Spain, Sweden, Switzerland, United Kingdom and United States. 


011-20613 ClipperCom World V.34 (28.8/14.4Kbps) PCMCIA 
Data/Fax Modem 
011-20611 ClipperCom World/Cellular V.34 (28.8/14.4Kbps) PCMCIA 


Data/Fax Modem. PC Magazine Editor's Choice 


U.S. Robotics Mobile Communications Corp. 


XJ4336 Megahertz 336 cellular-capable, PC Card modem, with 
XJACK 
NJ18000R Allpoints Wireless Type Il PC Card delivering real-time, 


two-way access to RAM networks for e-mail, faxing, 
databases and messaging 


XJ1336 Megahertz 33.6 PC Card modem, X2 upgradeable with 
XJACK 
SP 1336 Sportster 33.6 PC Card modem, X2 upgradeable with 
XJACK. 
Nokia Mobile Phones 
GSM0080094 DTP-2 ver II, Nokia Cellular Data Card for Nokia 2110 
GSMO0080095 DTP-2 ver Il, Nokia Cellular Data Card for Nokia 8110 
PCS-1900 0085109 DTP-8 ver II, Nokia PCS Data Card 
PDC0085040 DTP-6C Nokia Cellular Data Card 
0270941 Nokia Cellular Data Suite 
Option International 
PCMCIA60 GSM Ready 33.6 PSTN Data/FAX (and 9.66 GSM Modem) 
GSMKITO1 GSM Activation Kit for Panasonic G400/G350/G500 
GSMKITO2 GSM Activation Kit for Siemens S3/S3 Plus/S3 Com 
AT&T 3242/3245 and Sony M-D100/200 
GSMKITO3 GSM Activation Kit for Siemens S4 and Sony 
CM-DX 1000 
GSMKITO4 GSM Activation Kit for Philips PR747/PR747-II/PR748, 
Nokia 2110/2110i/6080 and Hitachi CR-D500 
GSMKITO6 GSM Activation Kit for Ericsson GH388/GH337 and 
Sharp TQ-G450 
GSMKITO7 GSM Activation Kit for Nokia 8110, 8148 
Com 1 
MC217GSM PC Card 14.4 PSTN/9.6 GSM Modem 
MC218GSM PC Card 33.6 PSTN/96 GSM Modem/ISDN 
GDAAA0001 Com1 GSM Activation Kit for Panasonic G350, G400, G500 
GDAAA0004 Com1 GSM Activation Kit for Motorola 8400, 8700, d460 
GDAAA0005 Com1 GSM Activation Kit for Sony CMDX 1000, Siemens S4 
GDAAA0006 Com1 GSM Activation Kit for Sony CMDZ1 
GDAAA0007 Com1 GSM Activation Kit for Alcatel HC 1000 
GDAAA0008 Com1 GSM Activation Kit for Matra, AEG, Nortel 
LAN ADAPTERS 
LAN adapters offering ODI and NDIS drivers for compatibility with major 
network operating systems with Hot Insertion for true plug-and-play 


functionality and onboard status light to indicate real-time network 
status and activity. 


U.S. Robotics Mobile Communications Corp. 


XJ10BC Megahertz PC Card Ethernet adapter, XJACK, for 
10Base-T/2 
XJEM3336C Megahertz 336 cellular-capable, LAN/Modem PC Card, 


10Base-T/2 with XJACK 


MULTIMEDIA ACCESSORIES 

CNF Portable Peripherals 

External CD players that attach via the PC Card (PCMCIA) slot allow 
you to fully utilize most CD-ROM disks, play the latest CD games, or 
listen to music. CNF’s CARDport CD with “plug and play” capability 
via the PC Card (PCMCIA) slot allows you to fully utilize most CD-ROM 
disks. With four different power sources and ultra-low power draw, the 
one-pound portable CARDport CD opens the door to unlimited CD- 
ROM enjoyment. Additionally, CNF offers a 17-key numeric keypad that 
attaches via the PS/2 port. Support is available for OS/2 V2.1, OS/2 
WARP Windows 31, DOS 3.0 and higher, and Windows 95. 


70296X CNF CARDport™ 6X CD, portable CD-ROM 

702910X CARDport™ 10X CD, portable CD-ROM. 

7033 CARDport™ External Speaker System with integrated 
microphone and power via DIN (PS/2) attachment. 

1804BY CNF 17-Key Numeric Keypad (black) with 


DIN(PS/2) attachment 


PERSONAL ORGANIZERS 

Pocket-sized organizers that are always in touch with your ThinkPad. in 
your shirt, in your hand and in your schedule. The Pilot pocket- 
organizer is replete with personal information management applica- 
tions including Lotus Organizer, English, French and German versions 
are available now. 


Palm Products, division of U.S. Robotics 
Palm Pilot Personal: 2500 addresses, 2400 appointments, 
500 to-do memos and 500 memos 
Palm Pilot Professional:4000 addresses, 2400 appointments, 
750 to-do memos and 750 memos 


POWER ACCESSORIES 

Lind Electronics 

Lind offers automobile power adapters and portable power packs that 
are fused and regulated for safety specifically designed for use with 
IBM ThinkPads. They provide the same power as the ThinkPad AC 
adapters and allow the battery to charge (except the Portable Power 
Pack) while the system operates at full functional speed (processor, 


display and I/O devices) in an automobile. 

APA-2522 Auto Power Adapter for ThinkPad 350 and 730T 

APA-2023 Auto Power Adapter for ThinkPad 500 and 510 

APP-A6 84WH Portable Power Pack for ThinkPad 365, 380, 385 
and 560 

APP-160-1 60WH Portable Power Pack for ThinkPad 365, 380, 385 
and 560 

APP-160-2 6OWH Portable Power Pack for ThinkPad 760, 755, 750, 
720 and 700 

APA-1635 EmPower™ Auto/Airlines 12V DC Power adapter for all 


ThinkPad'’s except for the 730T, 350, 500 and 510. 


Xtend Micro Products, Inc. 

Xtend Micro Products is a designer, manufacturer and marketer of 
high-quality power accessories for notebook computers. Xtend’s 
ThinkPad batteries are designed and tested for total compatibility. The 
MicroBolt DC auto adapter is a small and lightweight auto power 
adapter for on-the-go ThinkPad power and battery recharging. The 
microprocessor-controlled HyperCharger recharges up to two 
batteries at once and can even “rapid charge” batteries while you are 
using your computer elsewhere. (Available as ThinkPad Proven in U.S. 
and Canada only.) 

P303 PowerBundle for ThinkPad 355, 360, 750, 755C and 
755Cs-contains notebook computer battery and 
MicroBolt DC auto adapter. 

P304 PowerBundle for ThinkPad 355, 360, 750, 755C and 
755Cs-contains notebook computer battery and 
HyperCharger/Conditioner. 

P305 PowerBundle for ThinkPad 355, 360, 750, 755C and 
755Cs-contains notebook computer battery and 
MicroBolt DC auto adapter and HyperCharger/Conditioner 


REMOTE CONTROL SOFTWARE 

Artisoft, Inc. 

With remote control software, you can establish a connection via LAN 
or modem between a remote ThinkPad and another PC for diagnostic 
purposes or to exchange data. Artisoft's CoSession Remote software, 
which is preloaded on many ThinkPads, is complemented by the 
following software available in many languages: 


65000 CoSession for Windows Host 

65001 CoSession for Windows Two PC Package 
65003 CoSession for Windows Remote 

65010 CoSession for Windows Host Ten Pack 
65011 CoSession for Windows Remote Ten Pack 


SCSI HOST ADAPTERS 

Adaptec, Inc. 

SCSI adapters allow you to attach up to seven peripherals including 

CD-ROMs, removable drives (lomega Zip/Jaz, Syquest and magneto- 

optical drives), hard drives, scanners and tape drives to your ThinkPad. 

Adaptec’s MiniSCSI host adapters attach to the parallel (printer) port 

and provide an easy-to-install, affordable SCSI connection. The SlimSCSI 

adapters let you connect high-performance SCSI peripherals via the PC 

Card (PCMCIA) slot. 

APA-358 MiniSCSI-1. Parallel to SCSI host adapter. For all 

ThinkPads. Features a 50-pin low-density, Centronics- 
style (SCS-1/Parallel) connector. 

APA-358A MiniSCSI-2. Parallel to SCSI host adapter. For all 

ThinkPads. Features a 50-pin high-density, 
(SCSI-2) connector. 

APA-1460A-2 SlimSCSI, the Universal SCSI Connection. A deluxe 
SCSI PC Card solution for high-performance SCSI 
peripherals. For all ThinkPads. 

“PC Magazine Editor's Choice.” 

SlimSCSI for Removable Drives. A SCSI PC Card for 
Zip, Jaz and other removable drives. For ThinkPads 
running Windows 95. 


APA-1450A 


SECURITY PRODUCTS 

Compu-Lock, Inc. 

Compu-Lock's lock and cable set provides physical security for 
ThinkPads and their docking stations. 


TL-NS Compu-Lock NoteSaver for all current ThinkPad models 
with the security slot 

TL-750 Compu-Lock Tote-lock for older ThinkPad models 
without the security slot 

TL-DS Compu-Lock Tote-lock for Dock | 


Compu-Lock's TravAlert protects your ThinkPad while traveling. You can rest 
easy knowing that if you or your ThinkPad bag are separated by more than 
9-12 feet, a piercing 110 decibel alarm on the bag will sound continuously 
until the distance between you and your bag is less than 9 feet. 

TA1 TravAlert Mobile Alarm System 


Port, Inc. 
Port's DEFCON1 is the most advanced protection for your ThinkPad and 
the priceless data it contains. A motion detector, an LED, a loud buzzer 
and a security cable add up to some of the best protection available for 
your ThinkPad. 

DEFCON1 DEFCON1 Electronic Security lock with motion detector 


STORAGE DEVICES 

Optional storage devices provide application flexibility with fast, 
reliable ways to increase the hard drive storage capacity of your 
ThinkPad. They provide fast file transfers or backups with direct access 
retrievals. 


VST Technologies, Inc. 
The VST Technologies Zip™ 100 UltraBay Device for your ThinkPad is 
ideal to “organize, move and backup your stuff” Expand your Hard Drive 
without limits. 

ZipIBM Zip™ 100 UltraBay for ThinkPad 760/765 

Zip|IBM2 Zip™ 100 UltraBay for ThinkPad 770 


WIRELESS MESSAGING 

PageMart, Inc. 

InfoAdvantage from PageMart allows ThinkPad users to receive 
wireless e-mail and messages, business and world news, and other 
important information via PageMart’s nationwide satellite wireless 
messaging system. The InfoAdvantage solution includes a Motorola 
PCMCIA Newscard wireless messaging card and WinBeep software 
from Fourth Wave software, Inc. for sending and receiving messages 
via the PageMart service. (Available in U.S. and Canada only.) 


ThinkPad Proven Partner Directory 


Product information and locations where ThinkPad Proven products are available can be obtained from the IBM PC Company Fax 
system at 1-800-IBM-3395 (1-800-426-3395) or 919-517-0011, and ask for this document #11900. Information is also available 
from ThinkPad Proven Partners or their distributors or dealers using the Internet address, telephone or fax numbers listed below. 


Telephone 


Fax 


Adaptec: www.adaptec.com/networking 


(e-mail: mcuson@corp.adaptec.com) 
Belgium 
France 
Germany 
U.K. 
U.S.A. 
(tech support) 
(bbs) 
Apex Data: www.smartm.com 


+32-2-325-34-11 
+33-1 30 64 98 74 
+49-89-45-64-06-0 
+44-1252-811200 
+1-408-945-8600 
+1-405-934-7274 
+1-408-945-7727 


+32-2-352-34-00 
+33-1-30-64-98-72 
+49-45-64 06-15 
+444252-811212 
+1-408-957-7150 


(e-mail: btakeda@smartm.com) 
Denmark 


Finland 
Germany 


Hungary 
Italy 

Malta 
Poland 
Norway 
South Africa 
Sweden 


Switzerland 


U.K. 


(bbs) 
U.S.A. 
(bbs) 


Apricorn: www.apricorn.com 


+45-4576-1445 
+45-53-668299 
+358-0477-4110 
+49-7-61/59-21-00 
+49-6928-3022 
+49-295-7790 
+36-22-327-687 
+39-5212-72380 
+35-6520-922 
+48-2261-61317 
+47-3344-9500 
+27-11-803-8706 
+46-859088177 
+46-8594-10100 
+41-19055000 
+44-1256-51000 
+44-14832-02070 
+44-18189-32277 
+441256-461420 
+1-510-623-1231 
+1-510-249-1601 
+ 1-800-841-2739 


+45-4576 8334 
+45-53-668239 
+358-0458-2020 
+49-7-61/58-5228 
+49-6928 3003 
+49-29577-99331 
+36-22-327-784 
+39-5212-72370 
+35-6417-539 
+48-2261-77193 
+47-3347-0430 
+27-11-803-8708 


+46-8590-88177 
+41-19055001 
+44-1256-810-928 
+44-14832-02023 
+44-18189-31182 


+ 1-510-249-1600 


(e-mail: jmalfanti@apricorn.com) 
Australia 
Canada 


Finland 
Germany 
UK. 
USA. 


Artisoft, Inc: www.artisoft.com 


+61-39-727-0721 
+1-905-513-6886 
+1-800-458-5448 
+358-09-525-9340 
+49-6821-907460 
+44-1-818-932277 
+1-619-271-4880 


+1-905-513-2020 


+358-09-525-93440 
+49-682190-74-74 
+44-1-1818-931182 
+1-619-271-4888 


(e-mail: tlapin@artisoft.com) 
U.S.A. 


CNF: www.cnfinc.com 


+ 1-520-670-7100 
+1-800-200-7455 
+ 1-800-458-5448 


+ 1-520-670-7101 


(e-mail: sold@cnfinc.com) 
France 
Germany 
Denmark 
Netherlands 
South Africa 
U.K. 
U.S.A. 


+33-1-4672-8074 
+49-60-29-995-920 
+45-36-77-36-36 
+31-33-49-61511 
+27-11-472-4222 
+44-193-235-5685 


+1-408-778-1160 x 315 


+ 1-800-826-3462 


+33-1-4959-9016 
+49-60-29-995-919 
+45-36-77-26-36 
+31-33-49-51220 
+27-11-472-4711 
+44-193-235-5685 
+1-408-779-6558 


Telephone 


Fax 


Com1: www.com1.fr 


(e-mail: info@com1.fr) 

France +33-1-69-82-4700 
+33-1-69-93-2122 
+33-1-49-72-5858 
+33-1-49-81-0942 


United Kingdom +44-181-893-2277 
Switzerland +41-1-44-43-800 
Italy +39-2-27-32-6327 


Compu-Lock, Ine: www.Compu-Lock.com 


+33-1-69-07-7509 
+3341-69-93-2111 
+33-1-49-72-5859 
+33-1-49-81-0943 
+44-181-893-1182 
+411-44-43-844 
+39-2-27-32-6512 


(e-mail: sanders@compu-lock.com) 
U.S.A. + 1-617-326-7677 
+ 1-800-448-4455 


Extended Systems: www.extendsys.com 


+1-617-326-6534 


(e-mail: info@extendsys.com) 


Austria +43-456-2163-001 
France +33-/76-98-90-10 
Germany +49-7032-9-45-40 
Hungary +36-1-267-9006 
taly +39-2-581-04299 
etherlands, 
Belgium and Luxembourg +31-73-644-1050 
(support) +31-73-641-0308 
Poland +48-2-247-0082 
Spain +34-1-372-1102 
Scandinavia +46-8540-600-75 
Switzerland +41-42-31-71-70 
UK. +44-1-705-875-075 
USA. +1-208-322-7575 


Lind Electronics: www.lindelectronics.com 


+43-456-2163-000 
+33-76-98-03-39 
+49-7032-2-84-58 
+36-1-267-9011 
+39-2-581-04799 


+31-73 644-2650 


+48-2 247-0082 
+34-1 735-1169 
+46-8540-659-56 
+41-42 31-02-03 
+44-1-705-875-095 
+1-208-3771906 


(e-mail: Irlind@lindelectronics.com) 


Australia +61-3-9762-0700 
Belgium +32-93-85-5800 
Denmark/Norway/Sweden +45-43-404301 
France +33-1-49-85-19 00 
Germany +40-6-821-90740 
taly +39-05-87-213640 
Japan +81-03-3388-8751 
etherlands +31-20-659-6998 
ew Zealand +64-4-475-7796 
Singapore + 1-800-697-3702 
Switzerland +41-22-827-40-50 
UK. +44-81-200-8282 
USA. +1-612-927-6303 


+ 1-800-697-3702 
Nokia Mobile Phones LTD: www.nokia.com/NMP/index.html 


+61-3-9761-3048 
+32-93-85-6016 
+45-43-404366 
+33-1-49-85-16-73 
+40-6-821-907474 
+39-05-87-213645 
+81-03-3388-3732 
+31-20-6597068 
+64-4-475-3856 


+41-22-827-40-55 
+44-81-200-3788 
+1-612-927-7740 


(e-mail: connect@nmp.nokia.com) 
Finland +358-10-505-1 
U.S.A. +1-214-257-9800 


Option International: www.option.be 


+358-10-505-460 
+1-214-257-9849 


(e-mail: info@option.be) 


lorway +47-90-02-08-00 
France +33-1-69-33-70-00 
Germany +49-6821-9074-0 
United Kingdom +44-1483-202070 
Finland +358-9-477-41-66 
Sweden +46-8-544-106-00 
Denmark +45-44-92-11-00 
Belgium +32-1620-7303 


PageMart, Inc: www.pagemart.com 


+47-66-79-62-80 
+33-1-69-33-70-10 
+49-6821-9074-74 
+44-1483-202023 
+358-9-477-41-61-6 
+46-8-544-106-44 
+45-44-92-16-05 
+32-1620-7164 


(e-mail: rclemens@pagemart.com) 
USA. + 1-800-324-7243 


+1-214-9871847 


Telephone 


Fax 


Port, Inc: www.portinc.com 


(e-mail: chrisf@portinc.com) 
Germany 
UK. 
U.S.A. 


Road Warrior: www.warrior.com/tpp/tpp002. html 


+49-721-9851-460 
+44-173-0262-254 
+1-800-242-3133 
+ 1-203-852-1102 


49-721-9851-461 
44-173-0262-254 
+1-203-899-8469 


(e-mail: questions@warrior.com) 
U.S.A. 


U.S Robotics: www.usr.com/ 


+1-714-418-1400 
+1-800-274-4277 


+ 1-714-839-6282 


(e-mail: salesinfo@mhz.com) 


France +33-1-4005-2812 +33-140-35-38-65 
+33-20-8860-94 +33-20-8860 -31 
+33-4915-2155 +33-148-433-929 

Germany +49-6435-961144 +49-64-8891-1052 
+49-89-6080-1407 +49-89-6080-1409 
+49-6074-81-04-90 +49-6074-81-04-911 

Denmark +45-32-506-768 +45-32-506-121 

Norway +47-333-79036 +47-333-79061 

UK. +44-1 344-861-861 +44-1-344-305-987 

U.S.A. + 1-800-527-8677 

Xtend Micro Products, Ine: www.xmpi.com 
U.S.A. + 1-800-232-9836 + 1-714-699-1434 


+1-714-699-1400 


* Warranty, service and support for non-IBM products are provided directly to 
you by the non-IBM manufacturer, supplier or publisher of this product. IBM 


makes no representations or warranties regarding non-IBM products 


referenced in this publication. 


IBM, ThinkPad and OS/2 are registered trademarks and ThinkPad Proven is a 


trademark of International Business Machines Corporation. Microsoft, 


Windows and the Windows 95 logo are the registered trademarks of Microsoft 
Corporation. Other company product and service names may be trademarks 

or service marks of others. References in this publication to IBM products and 
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